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9.1.24 CELL SETUP REQUEST
9.1.24.1
FDD Message

9.1.24.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

Transaction ID
M

9.2.1.62

–


Local Cell ID
M

9.2.1.38

YES
reject

C-ID
M

9.2.1.9

YES
reject

Configuration Generation Id
M

9.2.1.16

YES
reject

UARFCN
M

9.2.1.65
Corresponds to Nt [15]
YES
reject

Cell Parameter ID
M

9.2.3.4

YES
reject

Maximum Transmission Power
M

9.2.1.40

YES
reject

Transmission Diversity Applied
M

9.2.3.26
On DCHs
YES
reject

Sync Case
M

9.2.3.18

YES
reject

Synchronisation Configuration

1


YES
reject

>N_INSYNC_IND
M

9.2.1.47A

–


>N_OUTSYNC_IND
M

9.2.1.47B

–


>T_RLFAILURE
M

9.2.1.56A

–


DPCH Constant Value
M

Constant Value

YES
reject

PUSCH Constant Value
M

Constant Value

YES
reject

PRACH Constant Value
M

Constant Value

YES
reject

Timing Advance Applied
M

9.2.3.22A

YES
reject

SCH Information

0..1

Mandatory For 3.84Mcps TDD only
YES
reject

>Common physical channel ID
M

9.2.1.13

–


>CHOICE Sync Case
M



YES
reject

>>Case 1




–


>>>Time Slot
M

9.2.3.23

–


>>Case 2




–


>>>SCH Time Slot 
M

9.2.3.17

–


>SCH Power
M

DL Power

9.2.1.21

–


>TSTD Indicator
M

9.2.1.64

–


PCCPCH Information

0..1

Mandatory For 3.84Mcps TDD only
YES
reject

>Common physical channel ID
M

9.2.1.13

–


>TDD Physical Channel Offset
M

9.2.3.20

–


>Repetition Period
M

9.2.3.16

–


>Repetition Length
M

9.2.3.15

–


>PCCPCH Power
M

9.2.3.9

–


>Block STTD Indicator
M

9.2.3.1

–


Time Slot Configuration

0 .. 15

Mandatory

For 3.84Mcps TDD only
GLOBAL
reject

>Time Slot
M

9.2.3.23

–


>Time Slot Status
M

9.2.3.25

–


>Time Slot Direction
M

9.2.3.24

–


Time Slot Configuration LCR

0 .. 7

Mandatory

For 1.28Mcps TDD only
GLOBAL
reject

>Time Slot LCR
M

9.2.3.x2

–


>Time Slot Status
M

9.2.3.25

–


>Time Slot Direction
M

9.2.3.24

–


PCCPCH Information LCR

0..1

Mandatory For 1.28Mcps TDD only
YES
reject

>Common physical channel ID
M

9.2.1.13

–










>TDD Physical Channel Offset
M

9.2.3.20

–


>Repetition Period
M

9.2.3.16

–


>Repetition Length
M

9.2.3.15

–


>PCCPCH Power
M

9.2.3.9

–


>Block STTD Indicator
M

9.2.3.1

–


   >TSTD Indicator
M

9.2.1.64

–


DwPCH Information

0..1

Mandatory For 1.28Mcps TDD only
YES
reject

>Common Physical Channel ID
M

9.2.1.13

–


>TSTD Indicator
M

9.2.1.64

–


>SYNC_DL Code ID
M

9.2.3.x4

–


>DwPCH Power
M

9.2.3.x3

–


Reference SFN offset
O

9.2.3.14B

YES
ignore

IPDL Parameter Information

0..1


YES
reject

>IPDL TDD Parameters
M

9.2.3.5D

–


>IPDL Indicator
M

9.2.1.36F

–


/* partly omitted */

9.3.3
PDU Definitions

-

-

-

partly omitted

-

-

-
-- **************************************************************

--

-- CELL SETUP REQUEST TDD

--

-- **************************************************************

CellSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID








CRITICALITY

reject

TYPE
Local-Cell-ID








PRESENCE
mandatory
}|



{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-UARFCNforNt










CRITICALITY

reject

TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-CellParameterID








CRITICALITY

reject

TYPE
CellParameterID








PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

reject

TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-TransmissionDiversityApplied





CRITICALITY

reject

TYPE
TransmissionDiversityApplied




PRESENCE
mandatory
}|


{ ID
id-SyncCase










CRITICALITY

reject

TYPE
SyncCase









PRESENCE 
mandatory
}|


{ ID
id-Synchronisation-Configuration-Cell-SetupRqst

CRITICALITY

reject

TYPE
Synchronisation-Configuration-Cell-SetupRqst

PRESENCE
mandatory
}|

{ ID
id-DPCHConstant









CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PUSCHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PRACHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|
    { ID
id-TimingAdvanceApplied







CRITICALITY

reject

TYPE
TimingAdvanceApplied







PRESENCE 
mandatory
}|

{ ID 
id-SCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
SCH-Information-Cell-SetupRqstTDD



PRESENCE
optional
}|


{ ID
id-PCCPCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
PCCPCH-Information-Cell-SetupRqstTDD



PRESENCE
optional
}|


{ ID
id-TimeSlotConfigurationList-Cell-SetupRqstTDD

CRITICALITY

reject

TYPE 
TimeSlotConfigurationList-Cell-SetupRqstTDD

PRESENCE
optional
},


...

}

CellSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD

CRITICALITY

reject

EXTENSION 
TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD

PRESENCE
optional
}|


{ ID
id-PCCPCH-LCR-Information-Cell-SetupRqstTDD



CRITICALITY

reject

EXTENSION
PCCPCH-LCR-Information-Cell-SetupRqstTDD



PRESENCE
optional
}|


{ ID
id-DwPCH-LCR-Information-Cell-SetupRqstTDD



CRITICALITY

reject

EXTENSION
DwPCH-LCR-Information-Cell-SetupRqstTDD



PRESENCE
optional
}|


{ ID
id-ReferenceSFNoffset

CRITICALITY

ignore


EXTENSION ReferenceSFNoffset


PRESENCE
optional }|


{ ID
id-IPDLParameter-Information-Cell-SetupRqstTDD


CRITICALITY

reject

EXTENSION

IPDLParameter-Information-Cell-SetupRqstTDD
PRESENCE
optional },

...

}

SCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


syncCaseIndicator





SyncCaseIndicator-Cell-SetupRqstTDD-PSCH,

sCH-Power







DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { SCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

SCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncCaseIndicator-Cell-SetupRqstTDD-PSCH ::= ProtocolIE-Single-Container {{ SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH }}

SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH NBAP-PROTOCOL-IES ::= {


{ ID id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH   CRITICALITY reject
TYPE SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH

PRESENCE mandatory }
}
SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH ::= CHOICE {


case1







Case1-Cell-SetupRqstTDD,


case2







Case2-Cell-SetupRqstTDD,


...

}

Case1-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot






TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case1Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case1Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Case2-Cell-SetupRqstTDD ::= SEQUENCE {


sCH-TimeSlot





SCH-TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case2Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case2Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


pCCPCH-Power






PCCPCH-Power,

blockSTTD-Indicator





BlockSTTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-SetupRqstTDD ::= SEQUENCE (SIZE (1..15)) OF TimeSlotConfigurationItem-Cell-SetupRqstTDD

TimeSlotConfigurationItem-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot







TimeSlot,


timeSlotStatus






TimeSlotStatus,


timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD ::= SEQUENCE (SIZE (1..7)) OF TimeSlotConfigurationItem-LCR-Cell-SetupRqstTDD

TimeSlotConfigurationItem-LCR-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


timeSlotStatus






TimeSlotStatus,


timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-LCR-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

TimeSlotConfigurationItem-LCR-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-LCR-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


pCCPCH-Power






PCCPCH-Power,

blockSTTD-Indicator





BlockSTTD-Indicator,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-LCR-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DwPCH-LCR-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelId


CommonPhysicalChannelID,


tSTD-Indicator




TSTD-Indicator,


sYNCDlCodeId




SYNCDlCodeId,


dwPCH-Power





DwPCH-Power,


iE-Extensions




ProtocolExtensionContainer { { DwPCH-LCR-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DwPCH-LCR-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

IPDLParameter-Information-Cell-SetupRqstTDD ::= SEQUENCE {


iPDL-TDD-Parameters






IPDL-TDD-Parameters,


iPDL-Indicator







IPDL-Indicator,


iE-Extensions






ProtocolExtensionContainer { { IPDLParameter-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

IPDLParameter-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-

-

-

partly omitted

-

-

-
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