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Reason for change:
(

During RAN3#21/RAN#12, CR’s were approved to include the IMSI in the RL-SETUP message in the R99/R4 RNSAP specifications. Based on this IMSI, the DRNC can determine if it shall allow this specific UE to use resources in the indicated cell.

However, no IMSI was include in the Common Transport Channel Initiation procedure, allthough also with this procedure, a UE requests resources for a certain cell. The motivation used during the meeting was that when allocating common channel resources in a cell, the UE would not have been allowed access in the concerning cell since this cell would have been indicated as “reserved for operator use” in the system information broadcast.

There exist 2 reasons why we consider this insufficient reasoning for not adding the IMSI also in the CTrCH Init procedure:

1) It should always be possible for the UTRAN to check if the concerning UE is really allowed to access the concerning cell, not only leaving this validation to the UE;

2) For those cases in which the SRNC moves the UE from Cell_DCH to a common state in another cell, the UE will not have performed the indicated validation.






Summary of change:
(

The IE “IMSI” is added in COMMON TRANSPORT CHANNEL RESOURCES REQUEST message as a mandatory IE.

In addition, an additional cause value is added which will make sure that the UE is aware of the reason for the rejection.
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not approved:
The cell reserved for operator” concept in RAN2 will be incomplete.

Backward compatibility:
This CR is backward compatible at the ASN.1 point of view. But it is necessary for RNC to have new functionality in order to keep consistency with RAN2 specification.
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9.1.35
COMMON TRANSPORT CHANNEL RESOURCES REQUEST
IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


D-RNTI
M

9.2.1.24

YES
reject

C-ID
O

9.2.1.6

YES
reject

Transport Bearer Request Indicator
M

9.2.1.61
Request a new transport bearer or to use an existing bearer for the user plane.
YES
reject

Transport Bearer ID
M

9.2.1.60
Indicates the Iur transport bearer to be used for the user plane.
YES
Reject

IMSI
M

9.2.1.31

Yes
Ignore

9.2.1.5
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

CHOICE Cause Group





>Radio Network Layer





>>Radio Network Layer Cause 
M

ENUMERATED
(Unknown C-ID,
Cell not Available,
Power Level not Supported,
UL Scrambling Code Already in Use,
DL Radio Resources not Available,
UL Radio Resources not Available,
Measurement not Supported For The Object,
Combining Resources Not Available,
Combining not Supported,
Reconfiguration not Allowed,
Requested Configuration not Supported,
Synchronisation Failure,

Requested Tx Diversity Mode not Supported, 

Measurement Temporarily not Available, 

Unspecified,

Invalid CM Settings, 

Reconfiguration CFN not Elapsed, 

Number of DL Codes Not Supported,
Dedicated Transport Channel Type not Supported,
DL Shared Channel Type not Supported,
UL Shared Channel Type not Supported,
Common Transport Channel Type not Supported,
UL Spreading Factor not Supported,
DL Spreading Factor not Supported,

CM not Supported, 

Transaction not Supported by Destination Node B,

RL Already Activated/Allocated, 

...,

Number of UL Codes Not Supported,

Cell reserved for operator use)


>Transport Layer





>>Transport Layer Cause
M

ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)


>Protocol





>>Protocol Cause


ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,
Abstract Syntax Error (Falsely Constructed Message),...)


>Misc





>>Miscellaneous Cause
M

ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerning capability is missing. On the other hand, "not available" cause values indicate that the concerning capability is present, but insufficient resources were available to perform the requested action.

Radio Network Layer cause
Meaning

Cell not Available
The concerning cell is not available

Cell reserved for operator use
The concerning cell is reserved for operator use

Combining not Supported
The DRNS does not support the RL combining for the concerning cells

Combining Resources Not Available
The value of the received Diversity Control Field IE was set to 'Must', but the DRNS cannot perform the requested combining

CM not Supported
The concerning cell(s) do not support Compressed Mode

Common Transport Channel Type not Supported
The concerning cell(s) do not support the RACH and/or FACH and/or CPCH Common Transport Channel Type

Dedicated Transport Channel Type not Supported
The concerning cell(s) do not support the Dedicated Transport Channel Type

DL Radio Resources not Available
The DRNS does not have sufficient DL radio resources available

DL SF not Supported
The concerning cell(s) do not support the requested DL SF

DL Shared Channel Type not Supported
The concerning cell(s) do not support the Downlink Shared Channel Type

Invalid CM Settings
The concerning cell(s) consider the requested Compressed Mode settings invalid

Measurement not Supported For The Object
At least one of the concerning cell(s) does not support the requested measurement on the concerning object type

Measurement Temporarily not Available
The DRNS can temporarily not provide the requested measurement value

Number of DL Codes not Supported
The concerning cell(s) do not support the requested number of DL codes

Number of UL Codes not Supported
The concerning cell(s) do not support the requested number of UL codes

Power Level not Supported
A DL power level was requested which the concerning cell(s) do not support

Reconfiguration CFN not Elapsed
The requested action cannot be performed due to that a COMMIT message was received previously, but the concerning CFN has not yet elapsed

Reconfiguration not Allowed
The SRNC does currently not allow the requested reconfiguration

Requested Configuration not Supported
The concerning cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters,…..

Requested Tx Diversity mode not Supported
The concerning cell(s) do not support the requested transmit diversity mode

RL Already Activated/ Allocated
The DRNS has already allocated an RL with the requested RL ID for this UE Context

Synchronisation Failure
Loss of UL Uu synchronisation 

Transaction not Supported by Destination Node B
The requested action cannot be performed due to lack of support of the corresponding action in the destination Node B

UL Radio Resources not Available
The DRNS does not have sufficient UL radio resources available

UL Scrambling Code Already in Use
The concerning UL scrambling code is already in use for another UE

UL SF not Supported
The concerning cell(s) do not support the requested minimum UL SF

UL Shared Channel Type not Supported
The concerning cell(s) do not support the Uplink Shared Channel Type

Unknown C-ID
The DRNS is not aware of a cell with the provided C-Id

Unspecified
Sent when none of the above cause values applies but still the cause is Radio Network Layer related

Transport Network Layer cause
Meaning

Transport resource unavailable
The required transport resources are not available

Unspecified
Sent when none of the above cause values applies but still the cause is Transport Network Layer related

Protocol cause
Meaning

Abstract Syntax Error (Reject)
The received message included an abstract syntax error and the concerning criticality indicated "reject" (see subclause 10.3)

Abstract Syntax Error (Ignore and Notify)
The received message included an abstract syntax error and the concerning criticality indicated "ignore and notify" (see subclause 10.3)

Abstract syntax error (falsely constructed message)
The received message contained IEs or IE groups in wrong order or with too many occurrences (see subclause 10.3)

Message not Compatible with Receiver State
The received message was not compatible with the receiver state (see subclause 10.4)

Semantic Error
The received message included a semantic error (see subclause 10.4)

Transfer Syntax Error
The received message included a transfer syntax error (see subclause 10.2)

Unspecified
Sent when none of the above cause values applies but still the cause is Protocol related

Miscellaneous cause
Meaning

Control Processing Overload
DRNS control processing overload

Hardware Failure
DRNS hardware failure

Not enough User Plane Processing Resources
DRNS has insufficient user plane processing resources available

O&M Intervention
Operation and Maintenance intervention related to DRNS equipment

Unspecified
Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

// partly skipped //

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES REQUEST

--
-- **************************************************************

CommonTransportChannelResourcesRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesRequest-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-C-ID




CRITICALITY reject
TYPE C-ID




PRESENCE optional
} |

{ ID id-TransportBearerRequestIndicator

CRITICALITY reject
TYPE TransportBearerRequestIndicator

PRESENCE mandatory
} |


{ ID id-TransportBearerID


CRITICALITY reject
TYPE TransportBearerID



PRESENCE mandatory
},


...

}

CommonTransportChannelResourcesRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-IMSI



CRITICALITY ignore


EXTENSION IMSI

PRESENCE mandatory
},

...

}

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

// partly skipped //

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


combining-not-supported,

reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


requested-tx-diversity-mode-not-supported,

measurement-temporaily-not-available,

unspecified,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

dedicated-transport-channel-type-not-supported,


dl-shared-channel-type-not-supported,


ul-shared-channel-type-not-supported,


common-transport-channel-type-not-supported,


ul-spreading-factor-not-supported,

dl-spreading-factor-not-supported,


cm-not-supported,

transaction-not-supported-by-destination-node-b,

rl-already-activated-or-alocated,

...,

    number-of-UL-codes-not-supported,


cell-reserved-for-operator-use
}
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