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Reason for change:
(

In the current REL-4 RNSAP spec the reference of “Neighbouring TDD Cell Information LCR” is incorrect. The “Neighbouring TDD Cell Information LCR” for 1.28Mcps TDD should not be defined in the TDD specific clause 9.2.3.4D, but it should be defined generalized for FDD and TDD in clause 9.2.1.x, like it is done for “ Neighbouring TDD Cell Information” for 3.84Mcps TDD.




Summary of change:
(

“Neighbouring TDD Cell Information LCR” is defined in clause 9.2.1.x

Reference of “Neighbouring TDD Cell Information LCR” in clause 9.2.1.41A “Neighbouring UMTS Cell Information” is changed.

Editorial correction




Consequences if 
(

not approved:
If this CR is not approved, the reference of “Neighbouring TDD Cell Information LCR” is incorrect.

Backward compatibility:

This CR is backward compatible to the current R99 version.

This CR has isolated impact to the current R99 version.
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9.2.1.41A
Neighbouring UMTS Cell Information

The Neighbouring UMTS Cell Information IE provides information for UMTS Cells that are neighbouring cells to a cell in the DRNC. The neighbouring cell information is provided for each RNC (including the DRNC) that has cells that are neighbouring cells to the cell in the DRNC.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Neighbouring UMTS Cell Information

1..<maxnoofneighbouringRNCs>


EACH
ignore

>RNC-Id
M

9.2.1.50

–


>CN PS Domain Identifier
O

9.2.1.12

–


>CN CS Domain Identifier
O

9.2.1.11

–


>Neighbouring FDD Cell Information
O

9.2.1.41B

–


>Neighbouring TDD Cell Information
O

9.2.1.41D
For 3.84Mcps TDD only
–


>Neighbouring TDD Cell Information LCR
O


9.2.1.x
For 1.28Mcps TDD only
YES
reject

Range bound
Explanation

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs.

/* partly omitted */
9.2.1.x
Neighbouring TDD Cell Information LCR

The Neighbouring TDD Cell Information LCR IE provides information for 1.28Mcps TDD cells that are a neighbouring cells to a cell in the DRNC.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Neighbouring TDD Cell Information LCR

1..<maxnoofLCRTDDneighbours>


–


>C-Id
M

9.2.1.6

–


>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>Frame Offset
O

9.2.1.30

–


>Cell Parameter ID
M

9.2.1.8

–


>Time Slot LCR
M

9.2.3.12a

–


>Block STTD Indicator
M

9.2.1.4A

–


>Cell Individual Offset
O

9.2.1.7

–


>DPCH Constant Value
O

9.2.1.23

–


>PCCPCH Power
O

9.2.1.43

–


/* partly omitted */
9.2.3.4D
Neighbouring TDD Cell Information LCR
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