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Iu-0 
Approval of the proposed Agenda


R3-012176 “Agenda, Iu SWG, Meeting #23”
Iu-1
Treatment of incoming LSs

Rel 99

Rel 4

Rel 5

R3-012189 LS “Distinguishing between SIP signalling and speech flows” SA2/GERAN, To: SA2, RAN3

R3-012183 LS “GERAN architecture and impacts on the Iu-cs interface” GERAN WG2 (To: RAN3, CN1, SA4)

Iu-2
Corrections for R99 (including ‘mirror CRs’ for Rel4 specs)

Iu-2.1
R99, Iu General Aspects (25.410)

R3-012345 (R3-012346) CR19r2(CR20r2) “Intersystem Change clarifications“ (Siemens)

Iu-2.2
R99, Iu User-plane protocols (25.415)
a) in principle agreed CR’s to be approved :

R3-012087(R3-012088) CR068(CR067) „Clarification of "RFCI n Indicator"“ (Ericsson)

--R3-012459 (R3-012469) CR073 (CR074) “General Corrections on Iu User Plane” (LG Electronics Inc.)

b) others

R3-012439 (R3-012440) CR071(CR072) “Coding of no_data mode” (Nortel)

R3-012441 D “ Proper Timing Resolution for Time Based Frame Numbering on Uplink ” (Nortel)

Iu-2.3
R99, Iu signalling (RANAP) (25.413)

a) in principle agreed CR’s to be approved :

R3-012089 (R3-012090) CR331(CR330) „Order of elements in bit strings“ (Ericsson)

R3-012099 (R3-012100) CR333(CR328) „NAS Syncronisation Indicator also at RAB establishment“ (Ericsson)

R3-012082(R3-012091) CR332(CR329) “ Old BSS to New BSS  IE optional in UMTS to GSM handover “ (Motorola)

b) others

R3-012431(R3-012432) CR349(CR350)“ Target RNC to Source RNC in intersystem handover ” (Nortel)

R3-012433 (R3-012434) CR351(CR352) “Logical error in Ranap” (Nortel)

( any news or any conclusion on the e-mail discussion “Questions about RANAP CR245r1” ?

R3-012437 D “ Specification and coding of SDU Format Information field ” (Nortel)

--R3-012484 D Condition of SDU format information field (Ericsson)

--R3-012485 (R3-012486) CR363(364)“Condition of SDU format information IE” (Ericsson)

---R3-012465 (R3-012466) CR360(361) “CR on Priority range“ (Alcatel)

( report on e-mail discussion on reviewing conditional presence statement in RANAP – R3-012102(R3-012103) (BT, Motorola, Nokia, Siemens)

R3-012102 (R3-012103) CR 327(CR326) „Alignment of Conditional Presence with RAN3 Specification Principles“ (BT, Motorola, Nokia, Siemens)

R3-012430 Iu-2.3 CR348 25.413 “ Clarifications of Conditional Presence with RAN3 Error Handling Principles ” (Nortel)

R3-012426 (R3-012427) CR344 (CR345) „Rapporteurs corrections in RANAP“ (Nokia)

R3-012446 CR357 „UP modification clarification“ (Ericsson)


( further discussion invited on R3-011948  “Data Forwarding related IEs in RELOCATION COMMAND message“ (NEC)

R3-012292 (R3-012293) CR336(CR337) „Data Forwarding related IEs in RELOCATION COMMAND message“
R3-012444 (R3-012445) CR355(CR356) „No cause value for not supported Relocation Requirement“ (Ericsson)

R3-012435 (R3-012436) CR353(CR354) “Relocation requirement” (Nortel)

( revisiting of R3-012008(R3-012009) “Chosen Integrity Protection Algorithm IE over MAP/E interface“ (Action Item for Nokia) ?

----R3-012487 (R3-012488) CR365r1(CR366r1) “Chosen Integrity Protection Algorithm IE over MAP/E interface” (Nokia)

( revisiting R3-012026  “Source RNC to Target RNC Transparent Container IE clarification“ (AI for Motorola) ?

( maybe another version of "Inter-system Change and inter-system Handover clarifications" (Siemens) ?

( revisit the issue raised in  R3-012043 “Causes for Security Mode Reject” (Nortel) ?

( how to solve the possibly incorrect coding as shown in  R3-012045 “ASN.1 definitions in CN_INVOKE_TRACE” (Nortel) ?
R3-012428 (R3-012429) CR346 (347) “Inconsistency in definition of parameters used in INVOKE_TRACE message” (Nortel) 

( many issues to study in R3-012046 “Coding of no_data” (Nortel)

( discussion paper needed for approval of CRs submitted in R3-012057(R3-012058) “Clarification of between N-PDU and PDCP PDU“ (LG Electronics)

Iu-2.4
R99, RANAP on E interface (29.108)

R3-012349 (R3-012350) CR003(CR004)"Iu Signalling Connection identifier on E-i/f" (Siemens)


Iu-2.5
R99, SABP (25.419)

--R3-012457(R3-012458) CR059 (CR060) “SABP General Corrections” (LG Electronics Inc.)

--R3-012459 (R3-012469) CR073 (CR074) “General Corrections on Iu User Plane” (LG Electronics Inc.)

 --R3-012478 (R3-012479) CR61 (CR62) „Clarification of the usage of the Number of Broadcasts Requested IE“ (Vodafone)

--R3-012480 (R3-012481) CR63 (CR64) „Clarification of the usage of the SABP Reset Procedure“  (Vodafone)

--R3-012482 (R3-012483) CR65 (CR66) „Clarification of the usage of the Service Areas List IE within the Reset Procedure“ (Vodafone)

 Iu-3
Corrections for Rel-4 only

Iu-3.1
Rel-4, Iu General Aspects (25.410)

a) in principle agreed CR’s to be approved :

R3-012097 CR009r6 „Iu connection principles enhancement, CS domain“ (Ericsson)

R3-012092 CR21r2 “Iu UP version selection“ (Siemens)

b) others

Iu-3.2
Rel-4, Iu User-plane protocols (25.415)
a) in principle agreed CR’s to be approved :

R3-012101 CR062r2 “Iu UP version handling (Rel 4)" (Siemens) 
b) others

Iu-3.3
Rel-4, Iu signalling (RANAP) (25.413)

a) in principle agreed CR’s to be approved :

R3-012098 CR244r6 „N-to-M relation between CN and UTRAN“ (Ericsson)

R3-012438 D “Global identifier IE in Reset procedure” (Nortel) 

R3-012093 CR297r2 “Clarification on User Plane Version Indication“ (Siemens)

b) others


( report of e-mail discussion on “Additional Negotiable/Renegotiable RAB Parameters in RANAP” (Motorola)


( report of e-mail discussion on revision x of R3-012086 “Release 4 additions in Iu to support new positioning methods“ (Nokia, Ericsson)

R3-012322 CR302r5 „Release 4 additions in Iu to support new positioning methods“ (Nokia / Ericsson)        

----R3-012323 D „Email discussion - RANAP CR Release 4 additions in Iu to support new positioning methods.  Email discussion rapporteur“ (Nokia)

R3-012472 CR362 „Proposed CR to 25.413 on adding Time Stamp IE“ (Qualcomm)

Iu-3.4
Rel-4, RANAP on E interface (29.108)

Iu-3.5
Rel-4, SABP (25.419)

Iu-3.6
Rel-4 TRs

Iu-3.6.1
CRs on TR 25.851 (RAB QoS Renegotiation)

Iu-3.6.2
CRs on TR 25.936 (PS domain HO for real time services)

Iu-3.6.3
CRs on TR 25.946 (RAB QoS negotiation)

Iu-3.6.4
CRs on TR 25.953 (TRFO/TFO)

Iu-4
Rel 5, Iu related work items agreed by TSG RAN

Iu-4.1
RAB support enhancements (TR 25.852, R2 leading)

Iu-4.2
Non Access Stratum Node Selector Function (“Iu flex”, TR 25.875)

Iu-4.3
others

Iu-5
Outgoing LSs
3

