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	In RAN3 #22, it was agreed to introduce a specific Error Handling on the ERROR INDICATION so as to avoid ping-ponging of ERROR INDICATION messages. that is found undesirable. This CR corrects this behaviour.



	
	

	Summary of change:
(

	It is specified as an exception that the Error Handling for the ERROR INDICATION message for Abstract Syntax Errors and Logical Errors shall always be Local Error Handling.
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10.3
Abstract Syntax Error

10.3.1
General

An Abstract Syntax Error occurs when the receiving functional NBAP entity:

1. receives IEs or IE groups that cannot be understood (unknown id);

2. receives IEs for which the logical range is violated (e.g.: ASN.1 definition: 0 to 15, the logical range is 0 to 10 (values 11 to 15 are undefined), and 12 will be received; this case will be handled as an abstract syntax error using criticality information sent by the originator of the message);

3. does not receive IEs or IE groups but according to the specified presence of the concerning object, the IEs or IE groups should have been present in the received message;

4. receives IEs or IE groups that are defined to be part of that message in wrong order or with too many occurrences of the same IE or IE group.
Cases 1 and 2 (not comprehended IE/IE group) are handled based on received Criticality information. Case 3 (missing IE/IE group) is handled based on Criticality information and Presence information for the missing IE/IE group specified in the version of the specification used by the receiver. Case 4 (IEs or IE groups in wrong order or with too many occurrences) results in rejecting the procedure.

If an Abstract Syntax Error occurs, the receiver shall read the remaining message and shall then for each detected Abstract Syntax Error that belong to cases 1-3 act according to the Criticality Information and Presence Information for the IE/IE group due to which Abstract Syntax Error occurred in accordance with subclauses 10.3.4 and 10.3.5. The handling of case 4 is specified in subclause 10.3.6.
Exceptions to these rules on the Abstract Syntax Errors are handled in the subclause 10.3.x.
10.3.x
Exception

If an Abstract Syntax Error occurs in the ERROR INDICATION message, it shall not trigger the Error Indication procedure in the receiving Node but local error handling, this whatever the type of error.
10.4
Logical Error

Logical error situations occur when a message is comprehended correctly, but the information contained within the message is not valid (i.e. semantic error), or describes a procedure which is not compatible with the state of the receiver. In these conditions, the following behaviour shall be performed (unless otherwise specified) as defined by the class of the elementary procedure, irrespective of the criticality of the IEs/IE groups containing the erroneous values.

Class 1:

Where the logical error occurs in a request message of a class 1 procedure, and the procedure has a failure message, the failure message shall be sent with an appropriate cause value. 
Typical cause values are:
-
Protocol Causes:

1.
Semantic Error

2.
Message not compatible with receiver state

Where the logical error is contained in a request message of a class 1 procedure, and the procedure does not have a failure message, the procedure shall be terminated and the ERROR INDICATION procedure shall be initiated with an appropriate cause value.The Procedure ID IE, the Triggering Message IE and the Transaction ID IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error.

Where the logical error exists in a response message of a class 1 procedure, local error handling shall be initiated.

Class 2:

Where the logical error occurs in a message of a class 2 procedure, the procedure shall be terminated and the ERROR INDICATION procedure shall be initiated with an appropriate cause value (except for the specific case of the Error Indication Class 2 procedure, see below). The Procedure ID IE, the Triggering Message IE and the Transaction ID IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error.
If a Logical Error occurs in the ERROR INDICATION message, it shall not trigger the Error Indication procedure in the receiving Node but local error handling.
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