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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

2001. presented to TSG for information;

2001. presented to TSG for approval;

2001. or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1. Scope

Based on [1], the objective of this work item is to introduce a new procedure in the NBAP to enable the Node B to indicate the request for switching the transport bearers and a Communication Control Port from one physical termination point to another. The purpose of the present document is to help the TSG RAN WG3 group to specify the changes to the existing NBAP specification.

It is intended to gather all information in order to trace the history and the status of the Work Task in RAN WG3. It is not intended to replace contributions and Change Requests, but only to list conclusions and make reference to agreed contributions and CRs. When solutions are sufficiently stable, the CRs can be issued.

It identifies the affected specifications with related Change Requests.

It also describes the schedule of the Work Task.

This document is a ‘living’ document, i.e. it is permanently updated and presented to all TSG-RAN meetings.

References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

[1] RP-010209: Work Item Description for the Traffic Termination Point Swapping

[2] …

2. Definitions, symbols and abbreviations

3.1. Definitions

For the purposes of the present document, the following terms and definitions apply.

Example: text used to clarify abstract rules by applying them literally.
3.2. Symbols
3.3.
Abbreviations
For the purposes of the present document, the following abbreviations apply:

3. Introduction

In the current NBAP specification there is no mechanism to change the D-NBAP link for the given Node B Communication Context and secondly there is no mechanism to switch the existing transport bearers from one physical termination point to another. Fixing of the transport resources may cause the transport resource fragmentation problem in the implementation where the physical resources are distributed. In the worst case the transport resource fragmentation may cause the rejection of some large capacity call. To solve this problem there is a need for a new procedure allowing the Node B to indicate the request for transport resource reallocation. This new procedure allows the use of distributed physical resources more efficiently by allowing a defragmentation of the resources and it may be used also due the O&M reasons.

Requirements

The following requirements are identified:

It shall be possible to the Node B to initiate the following actions:

1. Re-arrange the signalling bearer for the given UE context.

2. Re-arrange the transport bearer(s) for the given UE context.

3. Re-arrange the signalling bearer and transport bearer(s) for the given UE context.

4. Re-arrange the transport bearers for the Common Channels.

6 Study Areas

6.1. Re-arrangement of Iub Transport Bearers

6.1.1
General

6.1.2. Re-arrangement of the signalling bearer for the given UE context

6.1.3.
Re-arrangement of the transport bearer(s) for the given UE context

6.1.4.
Re-arrangement of the signalling bearer and transport bearer(s) for 
the given UE context

6.1.5.
Re-arrangement of the transport bearers for the Common Channels

6.1.6.
Open Items

Following open items are identified:

1. Should the CRNC be able to trigger Iub Transport Bearers re-arrangement?

7 Agreements and associated contributions
8 Specification Impact and associated Change Requests
This section is intended to list the affected specifications and the related agreed Change Requests. It also lists the possible new specifications that may be needed for the completion of the Work Task.

9 Project Plan
9.1 Schedule

Date
Meeting
Scope
[expected] Input
[expected]Output













9.2 Work Task Status


Planned Date
Milestone
Status

1. 




2. 
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