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9.2.1.3
RAB Parameters

The purpose of the RAB parameters IE group and other parameters within the RAB parameters IE group is to indicate all RAB attributes as defined in [7] for both directions.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RAB parameters
	
	
	
	

	>Traffic Class
	M
	
	ENUMERATED
(conversational, streaming, interactive, background, ...)
	Desc.: This IE indicates the type of application for which the Radio Access Bearer service is optimised

	>RAB Asymmetry Indicator
	M
	
	ENUMERATED
(Symmetric bidirectional, Asymmetric Uni directional downlink, Asymmetric Uni directional Uplink, Asymmetric Bidirectional, ...)
	Desc.: This IE indicates asymmetry or symmetry of the RAB and traffic direction

	>Maximum Bit Rate
	M
	1 to <nbr-SeparateTrafficDirections>
	INTEGER (1..16,000,000)
	Desc.: This IE indicates the maximum number of bits delivered by UTRAN and to UTRAN at a SAP within a period of time, divided by the duration of the period.

The unit is: bit/s

Usage: 

When nbr-SeparateTrafficDirections is equal to 2, then Maximum Bit Rate attribute for downlink is signalled first, then Maximum Bit Rate attribute for uplink

	>Guaranteed Bit Rate
	C-iftrafficConv-Stream
	0 to <nbr-SeparateTrafficDirections>
	INTEGER (0..16,000,000)
	Desc.: This IE indicates the guaranteed number of bits delivered at a SAP within a period of time (provided that there is data to deliver), divided by the duration of the period. The unit is: bit/s

Usage: 

1. When nbr-SeparateTrafficDirections is equal to 2, then Guaranteed Bit Rate for downlink is signalled first, then Guaranteed Bit Rate for uplink

2. Delay and reliability attributes only apply up to the guaranteed bit rate

3. Conditional value: 
Set to lowest rate controllable bitrate, where bitrate is either
– one of the RAB subflow combination bitrate IEs (when present)
or
– one of the calculated values given when dividing the compound Subflow combination SDU sizes by the value of the IE Maximum SDU Size and then multiplying this result by the value of the IE Maximum Bit Rate.



	>Delivery Order
	M
	
	ENUMERATED (delivery order requested, delivery order not requested)
	Desc: This IE indicates  whether the RAB shall provide in-sequence SDU delivery or not 

Usage: 

Delivery order requested: in sequence delivery shall be guaranteed by UTRAN on all RAB SDUs

 Delivery order not requested: in sequence delivery is not required from UTRAN

	>Maximum SDU Size
	M
	
	INTEGER (0..32768)
	Desc.: This IE indicates the maximum allowed SDU size
The unit is: bit.

Usage:

Conditional value: 
Set to largest RAB Subflow Combination compound SDU size (when present) among the different RAB Subflow Combinations



	> SDU parameters 
	
	1 to <maxRABSubflows>
	See below
	Desc.: This IE contains the parameters characterizing the RAB SDUs

Usage 

Given per subflow with first occurence corresponding to subflow#1 etc…

	>Transfer Delay
	C-iftrafficConv-Stream
	
	INTEGER (0..65535)
	Desc.: This IE indicates the maximum delay for 95th percentile of the distribution of delay for all delivered SDUs during the lifetime of a RAB, where delay for an SDU is defined as the time from a request to transfer an SDU at one SAP to its delivery at the other SAP

The unit is: millisecond.

Usage:

- 

	>Traffic Handling Priority
	C - iftrafficInteractiv 
	
	INTEGER {spare (0), highest (1), lowest (14), no priority used (15)} (0…15)
	Desc.: This IE specifies the relative importance for handling of all SDUs belonging to the radio access bearer compared to the SDUs of other bearers
Usage:

-

	>Allocation/Retention priority
	O
	
	See below
	Desc.: This IE specifies the relative importance compared to other Radio access bearers for allocation and retention of the Radio access bearer.

Usage:

If this IE is not received, the request is regarded as it cannot trigger the pre-emption process and it is vulnerable to the pre-emption process.

	>Source Statistics Descriptor
	C-iftrafficConv-Stream
	
	ENUMERATED (speech, unknown, …)
	Desc.: This IE specifies characteristics of the source of submitted SDUs
Usage:

-

	>Relocation Requirement
	C-ifPS
	
	ENUMERATED (lossless, none, …, realtime)
	Desc.: This IE specifies in which way the radio access bearer is recommended to be configured by the RNC. 
Usage:

Lossless : lossless support is recommended for this RAB. 
Realtime : realtime relocation is required for this RAB, as defined in [21].


	Range Bound
	Explanation

	nbr-SeparateTrafficDirection
	Number of Traffic Directions being signalled separately. 

Set to 2 if RAB asymmetry indicator is asymmetric bidirectional.

Set to 1 in all other cases.


	Range Bound
	Explanation

	maxRABSubflows
	Maximum number of Subflows per RAB. Value is 7


	Condition
	Explanation

	IftrafficConv-Stream
	This IE is only present when traffic class indicates “Conversational” or “Streaming”

	IftrafficInteractiv
	This IE is only present when traffic class indicates “Interactive”

	IfPS
	This IE is only present for RABs towards the PS domain.
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