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Proposed change affects:
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Title:
(

Correction IPDL TDD parameter reference in TS 25.423 v.4.1.0




Source:
(

Siemens AG




Work item code:
(

TEI

Date: (

August 17, 2001







Category:
(

F

Release: (

REL-4


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

The IE “IPDL TDD parameter” in section “9.2.1.31F IPDL parameters” has the incorrect reference to section “9.2.1.4 B”. This is not the section where the “IPDL TDD parameter” IE provides the Information for the IPDL Configuration applied in TDD mode. This shall be corrected.




Summary of change:
(

The incorrect reference that refer to the “IPDL TDD parameters” is replaced by the right reference “9.2.3.4 B”.

The proposed changes are backwards compatible and have no impact on Rel.99.




Consequences if 
(

not approved:
Inconsistent specification.




Clauses affected:
(

9.2.1.31F




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
9.2.1.31E
Information Type
The Information Type indicates which kind of information the RNS shall provide.
IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Information Type Item
M

ENUMERATED

(UTRAN Access Point Position,

IPDL Parameters,

GPS Information,

DGPS Corrections,

GPS RX Pos,…)


GPS Information
C-GPS
1..<maxnoofGPSTypes>



>GPS Information Item


ENUMERATED

(GPS Navigation Model and Time Recovery,

GPS Ionospheric Model,

GPS UTC Model,

GPS Almanac,

GPS Real-Time Integrity,

…)


Condition
Explanation

GPS
This IE shall be present if the Information Type IE indicates ‘GPS Information’

Range Bound
Explanation

MaxnoofGPSTypes
Maximum number of GPS Information Types supported in one Information Exchange.

9.2.1.31F
IPDL parameters
Information Element/Group name
Presence
Range
IE Type and Reference
Semantics description

CHOICE IPDL Parameters





 >IPDL FDD Parameters





>>IPDL FDD parameters
M

9.2.2.21B


 >IPDL TDD Parameters





>>IPDL TDD parameters
M

9.2.3.4B


9.2.1.32
L3 Information

This parameter contains the Layer 3 Information from a Uu message as received from the UE over the Uu interface or the Layer 3 Information for a Uu message to be sent to a UE by the DRNC, as defined in ref. [16].

IE/Group Name
Presence
Range
IE type and reference
Semantics description

L3 Information


BIT STRING
The content is defined in ref. [16]
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