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8.6
Reset

8.6.1
General

The purpose of the Reset procedure is to end broadcasting in one or more Service Areas in the RNC.

8.6.2
Successful Operation
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Figure 9: Reset Procedure: Successful Operation

The CN shall initiate the procedure by sending a RESET message to the RNC, in order to end broadcasting in one or more Service Areas of the RNC.

It may also be used by the CN to inquire about the Service Area broadcasting operational state of Service Area(s) who had earlier indicated as having failed.

Upon receipt of this message the RNC shall end broadcasting in the indicated Service Area(s) and shall respond using a RESET COMPLETE message.

8.6.3
Unsuccessful Operation
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Figure 10: Reset Procedure: Un-Successful Operation

If upon receipt of this message the RNC can not end broadcasting in the indicated Service Area(s), it shall respond using a RESET FAILURE message. The RESET FAILURE message may contain the Service Areas List IE and shall contain the  Failure List IE indicating the relevant Service Area(s) in which the RESET message was successful and unsuccessful respectively, along with the appropriate cause value.
The sum of the Service Area(s) included in the Service Areas List and Failure List IEs shall be the same as indicated in the Service Areas List IE of the initiating RESET message. 

8.6.4 Abnormal Conditions


9.2.6
Service Areas List

The Service Areas List IE identifies a sequence of one or more Service Areas to which the message(s) apply. The Service Areas List IE must include at least one Service Area.

IE/GROUP NAME
PRESENCE
RANGE 
IE Type and Reference
Semantics Description

Service Areas List

1 to <maxnoof SAI>



>Service Area Identifier
M

9.2.11


Range bound
Explanation

MaxnoofSAI
Maximum no. of SAI in Service Areas List. Value is 65535
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