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Iu-0 
Approval of the proposed Agenda


R3-012762 “Agenda, Iu SWG, Meeting #24”
Iu-1
Treatment of incoming LSs

Rel 99

R3-012774 (S2-012351) Stop reporting type (SA2, To: RAN3, CC: N4,R2,S1,N1)
poss. t.b.rediscussed: R3-012775 (S2-012450) Reply to LS: Iu-BC requirements ( SA2, To: R3)
R3-012780 (S2-012457)“Answer to LS on adding a RANAP cause to the Relocation Cancel Request” (SA2, To N4, R3)    

R3-012781 (RP-010712) “Urgent work to be started by TSG RAN Working Groups in order to improve further the quality of TSG RAN specifications” (RAN, To: all RAN WGs)    

Rel 4

Rel 5 or later

poss. t.b.rediscussed: R3-012777 (N1-011321) Liaison on Multiple RAB Activation Issue (N1, To: S2, R3, R2)
Iu-2
Corrections for R99 (including ‘mirror CRs’ for Rel4 specs)

Iu-2.1
R99, Iu General Aspects (25.410)

--R3-013023 (R3-013024) CR,  Iu-BC Connectivity (Vodafone)



---R3-012975 (R3-012976) CR, SS7 point codes over Iu-cs (Alcatel)   

Iu-2.2
R99, Iu User-plane protocols (25.415)
R3-012986 (R3-012987) CR, Annex A correction of subflow bits (Ericsson)



R3-012918 D, Time-based Frame Numbering Clarification (Nortel)
R3-012910 CR, Time-based Frame Numbering (Nortel)  

R3-012911 CR, Coding of SID mode (Nortel)  

--R3-012912 CR, Partial Time Alignment (Nortel)



--R3-012847 (R3-012848) CR,  Reference corrections (Motorola)
--R3-012829 (R3-012830) CR, Addition of „Specification Notations“ Section (Motorola)
Iu-2.3
R99, Iu signalling (RANAP) (25.413)

R3-012860 (R3-012861) CR, Cause value for not accepted relocation request (Ericsson)



R3-012862 (R3-012863) CR, Order of elements in bit string for UP Mode Versions (Ericsson)

R3-012864 (R3-012865) CR, Bitstrings ordering (Ericsson)
R3-012887 (R3-012888) CR, Rapporteurs corrections in RANAP (MCC/MNC) (Nokia)  

R3-012913 CR, Transparent Mode Setting (Nortel)
R3-012914 CR, UP Versions not supported (Nortel)  

R3-012915 CR, Location Report Area (Nortel)  

-R3-012916 CR, Subflow SDU Size clarification (Nortel)
--R3-012857 D,  Interaction of Relocation and other UL/DL class 2 procedures (Motorola)
--R3-012858 (R3-012859), CR, Interaction of Relocation and other UL/DL class 2 procedures (Motorola)
Iu-2.4
R99, RANAP on E interface (29.108)

Iu-2.5
R99, SABP (25.419)

-R3-012892 (R3-012893) CR, SAI clarification (Nokia)



--R3-013000 (R3-013001) CR, Clarification of the WRITE REPLACE procedure (Nokia)




Iu-3
Corrections for Rel-4 only

Iu-3.1
Rel-4, Iu General Aspects (25.410)

Iu-3.2
Rel-4, Iu User-plane protocols (25.415)
Iu-3.3
Rel-4, Iu signalling (RANAP) (25.413)

R3-012990 CR, Chapter A.2.1 (A.2.1 EXAMPLE MESSAGE Layout) missing in version 4.2.0 (Siemens)
R3-012991 CR, N-to-M relation between CN and UTRAN impacts on CN initiated Reset Resource procedure (Siemens)
-R3-012891CR, Correction to Release 4 additions in Iu to support new positioning methods (Nokia) 

Iu-3.4
Rel-4, RANAP on E interface (29.108)

Iu-3.5
Rel-4, SABP (25.419)

Iu-3.6
Rel-4 TRs

Iu-4
Rel 5, Iu related work items agreed by TSG RAN

Iu-4.1
Non Access Stratum Node Selector Function (“Iu flex”, TR 25.875)

--R3-013017 D, Iu Flex Status Report (Vodafone)
--R3-013018 D, Iu Flex Definitions (Vodafone)
--R3-013019 D, Iu Flex Requirements (Vodafone)

--R3-013020 D, Iu Flex Study Items – Overview (Vodafone)




--R3-013021 D, Iu Flex Study Items – Impact (Vodafone)

--R3-013022 D, Iu Flex Draft CRs on Affected Iu Specs (Information Only) (Vodafone)
Iu-4.2
others

Iu-5
Corrections for Rel-5 only (no related RAN3-WI)

Iu-5.1
Rel-5, Iu General Aspects (25.410)

Iu-5.2
Rel-5, Iu User-plane protocols (25.415)
Iu-5.3
Rel-5, Iu signalling (RANAP) (25.413)

-R3-012886 D, addition of the ROHC context relocation during SRNS relocation (Nokia)
-R3-012885 CR, addition of the ROHC context relocation during SRNS relocation (Nokia)
Iu-5.4
Rel-5, RANAP on E interface (29.108)

Iu-5.5
Rel-5, SABP (25.419)

Iu-6
Outgoing LSs
R3-013036 LS, Answer to LS on on Multiple RAB Activation Issue (Lucent (RAN3) To: N1, S2, R2)    
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