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8.2
Write-Replace

8.2.1
General

The purpose of this Write-Replace procedure is to broadcast new information or replace a message already broadcast to a chosen Service Area(s).

8.2.2
Successful Operation
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Figure 1: Write-Replace Procedure: Successful Operation

The CN shall initiate the procedure by sending a WRITE-REPLACE message to the RNC. 

The presence of a New Serial Number IE will indicate that this is a new broadcast. The presence of both the Old Serial Number IE and a New Serial Number IE will indicate that this message is a replacement of an existing broadcast. The RNC will initiate broadcasting of a new message or replace a message already broadcast as requested to the service areas as indicated in the Service Areas List IE.

The RNC shall uniquely identify the CBS message by the Message Identifier IE together with the serial number in the New Serial Number IE and the Service Areas List IE.
The RNC shall perform the broadcast according to the value of the Category IE as follows:

-
The Category IE, if given in the WRITE-REPLACE message, shall be treated as follows:

1.
If the value of Category IE is indicated as "High Priority", the RNC shall perform the broadcast immediately;

2.
If the value of Category IE is indicated as "Background", the RNC shall perform the broadcast when no other broadcast message indicated as "High Priority" or "Normal";
3.
If the value of Category IE is indicated as "Normal", the RNC shall perform the broadcast according to the Repetition Period IE.

-
If the Category IE is not given in the WRITE-REPLACE message, the RNC shall perform the broadcast as the same category indicated as "Normal".

The RNC shall pass the Data Coding Scheme IE transparently to the radio interface protocol.

The RNC shall pass the Broadcast Message Content IE Transparently to the radio interface protocol.

The RNC shall broadcast the message frequently according to the value of the Number of Broadcasts Requested IE. If the value is set to "0", the RNC shall broadcast the message until the CN requests otherwise.
Upon receipt of the WRITE-REPLACE message the RNC shall respond once using the WRITE-REPLACE COMPLETE message containing a New Serial Number IE indicating that resources are available as requested for the Service Area(s) specified and a Number of Broadcast Complete List IE contains each Service Area which broadcast can be  performed as requested and for each of these Service Area(s), the number of times the broadcast message has already been sent to the particular Service Area(s) for broadcast. If the broadcast has not been performed even once to the requested Service Area the Number of Broadcasts is set to 0 in a Number of Broadcast Complete List IE for this particular Service Area in WRITE-REPLACE-COMPLETE message.

8.2.3
Unsuccessful Operation
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