PAGE  
1
3GPP TS 25.435 v3.8.0 (2001-09)

Release 1999


3GPP TSG-RAN WG3 Meeting #25 
Tdoc R3-013152

Makuhari, Japan, November 26th-30th, 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	25.435
	CR
	060
	(

rev
	1
	(

Current version:
	3.8.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	X
	Core Network
	

	

	Title:
(

	Addition of “Specification Notations” Section

	
	

	Source:
(

	Motorola

	
	

	Work item code:
(

	TEI
	
	Date: (

	November 13, 2001

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	A “Specification Notations” section is missing from the UP RNL protocol.

	
	

	Summary of change:
(

	A “Specification Notations” section was added to Section 4.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 

This CR has [no impact] with the previous version of the specification (same release) because this change is only adding rules on how the notations within the specification shall be written.

	
	

	Consequences if 
(

not approved:
	Notations used within the UP RNL might not be consistent with those used in the CP RNL. 

	
	

	Clauses affected:
(

	4

	
	

	Other specs
(

	X
	 Other core specifications
(

	TS 25.435 v4.2.0 CR 061

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

4
General aspects

4.1
Common Transport Channel Data Stream User Plane Protocol Services

Common transport channel provides the following services:

-
Transport of TBS between the Node B and the CRNC for common transport channels.

-
Support of transport channel synchronisation mechanism.

-
Support of Node Synchronisation mechanism.

4.2
Services expected from the Data Transport Network layer
The following services are expected from the transport layer:

-
Delivery of Frame Protocol PDUs.

In sequence delivery is not required. However, frequent out-of-sequence delivery may impact the performance and should be avoided.

4.3
Protocol Version

This revision of the specification specifies version 1 of the protocols. 

4.x
Specification Notations

For the purposes of the present document, the following notations apply: XE "Format:Symbol"
[FDD]
This tagging of a word indicates that the word preceding the tag "[FDD]" applies only to FDD. This tagging of a heading indicates that the heading preceding the tag "[FDD]" and the section following the heading applies only to FDD.

[TDD]
This tagging of a word indicates that the word preceding the tag "[TDD]" applies only to TDD. This tagging of a heading indicates that the heading preceding the tag "[TDD]" and the section following the heading applies only to TDD.

[FDD - …]
This tagging indicates that the enclosed text following the "[FDD - " applies only to FDD. Multiple sequential paragraphs applying only to FDD are enclosed separately to enable insertion of TDD specific (or common) paragraphs between the FDD specific paragraphs.

[TDD - …]
This tagging indicates that the enclosed text following the "[TDD - " applies only to TDD. Multiple sequential paragraphs applying only to TDD are enclosed separately to enable insertion of FDD specific (or common) paragraphs between the TDD specific paragraphs.

Procedure
When referring to a procedure in the specification the Procedure Name is written with the first letters in each word in upper case characters followed by the word  "procedure", e.g. Node Synchronisation procedure.

Frame
When referring to a control or data frame in the specification the CONTROL/DATA FRAME NAME is written with all letters in upper case characters followed by the words "control/data frame", e.g. TIMING ADJUSTMENT control frame.

IE
When referring to an information element (IE) in the specification the Information Element Name is written with the first letters in each word in upper case characters and all letters in Italic font followed by the abbreviation  "IE", e.g. Frame Type IE.

Value of an IE
When referring to the value of an information element (IE) in the specification the "Value" is written as it is specified in subclause 6.2.7 or 6.3.3 enclosed by quotation marks, e.g. "0" or "255".
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