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1 Introduction

At last RAN#23 meeting, RAN3 discussed and approved the updated version 0.0.1 of the TR R3.010 “SRNS relocation enhancement”.

Furthermore at the RAN #12 meeting, It was agreed that the proposed Release 5 Work Item “SRNC Relocation Enhancement” (document RP-010462) should be first started as a study item in WG3, due to that some company believed that it is unclear what is the problem this WI is solving.

TSG RAN#12 discussions also indicated that this is to be "short" study item with expected input for TSG RAN#13 in September.

Hence the objective of this study and then the purpose of the present document as well as the TR are to help the TSG RAN WG3 group to analyse and decide on the introduction of the WI SRNS relocation enhancement.

This contribution will state the feasibility of the enhanced SRNS relocation.

Note: for everyone's convenience, most of the figures are jpeg pictures instead of word drawings in order to keep the size of this file reasonable. However the author of that contribution is able to provide the corresponding word drawings if requested in case of change and correction needed in the figures.

Study areas

1.1 General

Any new functionality introduced in R5 should be introduced with the least possible impact to the existing R99/R4 specifications.

1.2 Feasibility

1.2.1 SRNS relocation Rel99/Rel4

In current Rel99/Rel99 specifications, according especially to [1], the SRNS relocation occur in different configurations that could be categorised as follows:

· UE not involved, soft handover situation where the Iur interface carries both the control signalling and the user data (no radio link establishment).

· UE involved, radio handover (a new radio link is established).

· combined Hard Handover and SRNS Relocation procedure in case the Iur interface is not available.

· combined Cell / URA Update and SRNS Relocation procedure where the Iur interface carries control signalling but no user data.

The figure 3 and 4 described the situations before and after SRNS relocation for both UE involved and UE not involved cases. The red lines show the user data path.
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Figure 3: Situation before/after SRNS Relocation in UE involved case
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Figure 4: Situation before/after SRNS Relocation in UE not involved case

All the signalling flows for these cases are described in [1].

1.2.2 Enhanced SRNS relocation Rel5

Getting rid of the current limitation, the enhanced relocation can maintain all or some (up to the Source RNC) of the radio links with existing Drift RNC(s) and old Serving RNC as well as the possible new Drift RNC(s) that were not Drift before the relocation.

All the following figures describe the relevant different configurations before and after relocation, regardless if the relocation is CN involved or not in order to keep these figures readable. All the possible scenarios are not described and listed below and even if some of scenarios presented in the following figures are unlikely to happen, these latter are present here because they represent a panel of different cases. The green color represents all the new links (Iu, Iur, radio links) established during the relocation. Red and green lines still represent the user data path.
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Figures 5, 6, 7, and 8: Situations before/after Enhanced SRNS Relocation in UE not involved case
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Figures 9, 10, 11, and 12: Situations before/after Enhanced SRNS Relocation in UE involved case

Considering all the above scenarios, the following points shall be taken into account to make feasible the enhanced SRNS relocation:

1) the Target RNC shall be aware of the new configuration decided by the Source RNC and then expected after the relocation e.g. the drift RNC(s) and target cell(s) involved.

2) the target RNC shall communicate with remaining and/or new drift RNC(s) in order to establish new Iur link(s).

3) the source RNC shall communicate with old and/or remaining drift RNC(s) in order to release old Iur link(s).

Furthermore in UE involved case, the source RNC has already the RRC capabilities in Rel99/4 to request the UE (using Active Set Update procedure) to maintain a radio link with a drift RNC or the source RNC itself and at the same time to set up a new one with the new Serving RNC or a possible new drift RNC.

1.2.3 one possible solution: solution 1

Following the previous section, the solution 1 addresses the above list of points, that any solution shall treat in order to enable the enhanced SRNS relocation, as follows:

1) a list of  D-RNTI(s) (corresponding to all the drift RNC(s) involved before the relocation that will remain involved after the relocation) and target Cell-ID(s) (corresponding to the different cells that will be involved after the relocation) is sent to the target RNC within the Source RNC to Target RNC transparent container included in RELOCATION REQUIRED, FORWARD RELOCATION REQUEST, RELOCATION REQUEST messages.

2) Based on that information the Target RNC is able to use a new RNSAP class 1 Elementary procedure, DRIFT RNC SETUP in order to set up Iur links with remaining and/or new drift RNC(s).

3) As the source RNC is aware from the beginning of the final configuration expected after relocation and thank to a new RNSAP class 2 Elementary procedure, DRIFT RNC SETUP COMPLETE, the Source RNC is able to release old Iur link(s) with old and/or remaining drift RNC(s).

The solution 1 is described more in detailed in the following sections based on the common scenario for each UE involved and UE not involved case.

UE not involved, figure 5:

The Enhanced SRNS Relocation procedure in the simple scenario of figure 5 (UE not involved) is illustrated in Figure 13, which is taken from [1]. All the indications in red represent the needed changes and additions compared to normal Rel99/4 SRNS relocation. The description of the unchanged steps can be found in [1]. The sequence is valid for both intra-SGSN SRNS relocation and inter-SGSN SRNS relocation.
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Figure 13: Enhanced SRNS Relocation Procedure, scenario of figure 5 (UE not involved)

step 1: The source SRNC decides to perform/initiate Enhanced SRNS relocation in order to relocate the Iu link without loosing the soft handover situation. At this point both uplink and downlink user data flows via the following tunnel(s): Radio Bearer between MS and source SRNC directly as well as indirectly (data flows via the target RNC, which acts as a drift RNC); GTP-U tunnel(s) between source SRNC and old-SGSN; GTP-U tunnel(s) between old-SGSN and GGSN.
step 2:
 The source SRNC sends a Relocation Required message (Relocation Type, Cause, Source ID, Target ID, Source RNC to target RNC transparent container) to the old SGSN. The source SRNC shall set the Relocation Type to "UE not involved". The source SRNC shall include in the Source SRNC to Target RNC Transparent Container the list of: 

· all D-RNTI corresponding to all the drift RNC(s) involved before the relocation that will remain involved after the relocation,

· all target cell-ID(s) corresponding to the different cells that will be involved after the relocation. 

In  this case, that contains the D-RNTI (of the Target RNC) and the cell-ID of both cells involved before relocation and controlled respectively by source SRNC and Target RNC.
The Source SRNC to Target RNC Transparent Container includes also the necessary information for Relocation co-ordination, security functionality and RRC protocol context information (including MS Capabilities).

Step 4x) After the reception of the Relocation Request message, the target RNC knows, thanks the Source SRNC to Target RNC Transparent Container, the radio connection(s) which need to be preserved in the source SRNC. Then, the target RNC sends a Drift RNC Setup Request message to the source SRNC. This message includes the following parameters: Transaction ID, S-RNTI (allocated by target RNC) and D-RNTI (of the target RNC).  The purpose of this message is to indicate to source SRNC that the serving RNC for its radio connections will change to target RNC.

Upon the reception of drift RNC setup request message, the source SRNC will send back Drift RNC Setup Response message to the target RNC including the required transport information. This message includes the transport layer address. The target RNC makes the Iur user plane reservation towards source SRNC.
Note about step 7: the order of steps, starting from step 7 onwards, does not necessarily reflect the order of events. For instance, source RNC may start data forwarding (step 7) and send Relocation Commit message (step 8) as well as Drift RNC Setup Complete message (step 8x) almost simultaneously except in the delivery order required case where step 7 triggers step 8 and 8x. Target RNC may send Relocation Detect message (step 9) and UTRAN Mobility Information message (step 10) at the same time. Hence, target RNC may receive UTRAN Mobility Information Confirm message (step 10) while data forwarding (step 7) is still underway, and before the new SGSN receives Update PDP Context Response message (step 11).

Step 8x) : The source RNC sends a Drift RNC Relocation Complete message to the drift(target) RNC.  After receiving this message, the drift(target) RNC releases the old Iur link towards source RNC and starts the usage of the new link reserved in step 4x.

The adequate changes needed for the other UE not involved scenarios can be respectively done based on this, considering small and obvious adaptations as the scenarios are not exactly the same e.g. involvement of 3 RNCs.

1.2.3.1 UE involved, figure 9:

The combined hard handover and Enhanced SRNS relocation procedure in scenario of figure 9 (UE involved) is illustrated in Figure 14, which is taken from [1]. All the indications in red represent the needed changes and additions compared to normal Rel99/4 SRNS relocation. The description of the unchanged steps can be found in [1]. The sequence is valid for both intra-SGSN SRNS relocation and inter-SGSN SRNS relocation.
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Figure 14: Combined Hard Handover and Enhanced SRNS Relocation Procedure,
scenario of figure 9 (UE involved)

step 1: Based on measurement results and knowledge of the UTRAN topology, the source SRNC decides to initiate a combined hard handover and Enhanced SRNS relocation. At this point both uplink and downlink user data flows via the following tunnel(s): Radio Bearer between the MS and the source SRNC 1 directly as well as indirectly (data flows via the drift RNC 2) (no drift RNC available); GTP-U tunnel(s) between the source SRNC 1 and the old SGSN; GTP-U tunnel(s) between the old SGSN and the GGSN.

step 2:
 The source SRNC 1 sends a Relocation Required message (Relocation Type, Cause, Source ID, Target ID, Source RNC to target RNC transparent container) to the old SGSN. The source SRNC 1 shall set the Relocation Type to "UE involved". The source SRNC 1 shall include in the Source SRNC to Target RNC Transparent Container the list of: 

· all D-RNTI corresponding to all the drift RNC(s) involved before the relocation that will remain involved after the relocation,

· all target cell-ID(s) corresponding to the different cell(s) that will be involved after the relocation. 

In  this case, that contains the D-RNTI (of the Drift RNC 2) and the cell-ID of cells controlled respectively by drift RNC 2 and Target RNC 3.
The Source SRNC to Target RNC Transparent Container includes also the necessary information for Relocation co-ordination, security functionality and RRC protocol context information (including MS Capabilities).

Step 4x) After the reception of the Relocation Request message, the target RNC knows, thanks the Source SRNC to Target RNC Transparent Container, the radio connection(s) which need to be preserved and established. Then, the target RNC 3 sends a Drift RNC Setup Request message to the drift RNC 2. This message includes the following parameters: Transaction ID, S-RNTI (allocated by target RNC 3) and D-RNTI (of the drift RNC 2).  The purpose of this message is to indicate to drift RNC 2 that the serving RNC for its radio connections will change to target RNC 3.

Upon the reception of drift RNC setup request message, the drift RNC 2 will send back Drift RNC Setup Response message to the target RNC 3 including the required transport information. This message includes the transport layer address. The target RNC 3 makes the Iur user plane reservation towards drift RNC 2.
Note about step 7: the order of steps, starting from step 7 onwards, does not necessarily reflect the order of events. For instance, source RNC may start data forwarding (step 7), send Physical Channel Reconfiguration Active Set Update message to MS (step 8) and forward SRNS Context message to the old SGSN (step 9) as well as Drift RNC Setup Complete message (step 9x) almost simultaneously.

Step 8: before sending the Physical Channel Reconfiguration Active Set Update the uplink and downlink data transfer shall be suspended in the source SRNC 1 for RABs, which require delivery order. When the source SRNC 1 is ready, the source RNC 1 shall trigger the execution of relocation of SRNS by sending to the MS the RRC message provided in the Target RNC to source RNC transparent container, e.g., a Physical Channel Reconfiguration Active Set Update (UE Information Elements, CN Information Elements) message. UE Information Elements include among others new SRNC identity and S‑RNTI. CN Information Elements contain among others Location Area Identification and Routeing Area Identification. 
Before the RRC message is sent (e,g, Physical Channel Reconfiguration Active Set Update) uplink and downlink data transfer in the source RNC 1 shall be suspended for RABs which require to maintain the delivery order. . 

When the MS has reconfigured itself, it sends e.g., a Physical Channel Reconfiguration Active Set Update Complete message to the target SRNC 1. If the Forward SRNS Context message with the sequence numbers is received, the exchange of packets with the MS may start. If this message is not yet received, the target RNC 3 may start the packet transfer for all RABs, which do not require maintaining the delivery order.
Step 9x) : The source RNC 1 sends a Drift RNC Relocation Complete message to the drift RNC 2.  After receiving this message, the drift RNC 2 releases the old Iur link towards source RNC 1 and starts the usage of the new link reserved in step 4x towards the target RNC 3.

The adequate changes needed for the other UE involved scenarios can be respectively done based on this, considering small and obvious adaptations as the scenarios are not exactly the same e.g. involvement of 3 radio links or a totally new drift RNC.
Proposal

It is proposed to add the above sections 2.1 and 2.2 in the TR "SRNS relocation enhancement" as chapter 6.1 and 6.2 as well as the reference below in chapter 2 of the TR.

It is also proposed to consider the input provided in this contribution, together with the input provided in the contribution regarding the contents of chapter 6.3, sufficient input to close the study phase.

[1] 
3GPP TS 23.060: "3rd Generation Partnership Project (3GPP) Technical Specification Group Services and System Aspect; General Packet Radio Service (GPRS); Service description; Stage 2".
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