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Iu-0 
Approval of the proposed Agenda

R3-013073 Agenda, Iu SWG, Meeting #24
Iu-1
Treatment of incoming LSs

Rel 99

Rel 4

Rel 5

R3-013183 Proposed Changes to 25.413 v5.x.x for GERAN Iu mode LCS (G2)
R3-013189 (S2-013076) Unequal Error Protection for PS conversational multimedia services ( S2)

Iu-2
Corrections for R99 (including ‘mirror CRs’ for Rel4 specs)

Iu-2.1
R99, Iu General Aspects (25.410)

a) in principle agreed CR’s to be approved :

R3-013091 (R3-013092) SS7 point codes over Iu-cs (Alcatel)
b) others:

R3-013228 (R3-013229) “ SCCP Connection Release Initiated by RNC in Abnormal case (NEC)
Iu-2.2
R99, Iu User-plane protocols (25.415)
a) in principle agreed CR’s to be approved :

R3-013093 (R3-013094) Correction of RFCI numbers (Alcatel)
R3-013099 (R3-013100) Addition of „Specification Notations“ Section (Motorola)
R3-013111 (R3-013112) Coding of SID mode (Nortel)

R3-013117 (R3-013118) Annex A correction of subflow bits (Ericsson)
b) others:

R3-013198 (R3-013199) Addition of „Specification Notations“ Section (Motorola)

R3-013212 (R3-013213) Reference corrections (Motorola)

R3-013329 (R3-013330) Clarification of Timing Information (TI) usage in Iu-UP Initialization Procedure (Nokia)

--R3-013463, D, Definition of the timing (Nortel)

--R3-013464, CR, Definition of the timing (Nortel)

 Iu-2.3
R99, Iu signalling (RANAP) (25.413)

a) in principle agreed CR’s to be approved :

R3-013101 (R3-013102) Cause value for not accepted relocation request (Ericsson)
R3-013103 (R3-013104) Bitstrings ordering (Ericsson)
R3-013105 (R3-013106) Rapporteurs corrections in RANAP (MCC/MNC) (Nokia)
R3-013113 (R3-013114) UP Versions not supported (Nortel)
R3-013115 (R3-013116) Location Report Area (Nortel)
b) others:

R3-013327 (R3-013328) Chosen Integrity Protection Algorithm IE over MAP/E interface (Nokia)
R3-013286 (R3-013287) Reason for LOCATION REPORT message is not clear (Ericsson)
R3-013276 (R3-013277) Location Report Clarification (Motorola)
R3-013288 (R3-013289) Corrections to RRC information containers (Ericsson)
-R3-013421 D, Location request not fulfilled (Nortel)
-R3-013423 (R3-013424) CR, Clarification on Location Request not fulfilled (Nortel)
-R3-013422 D, Specification of subflow SDU size (Nortel)
-R3-013425 (R3-013426) CR, Subflow SDU size clarification (Nortel)
R3-013434 Correction to transport bearer release initiation (Motorola) (check if the same applies for Iu)
Iu-2.4
R99, RANAP on E interface (29.108)

Iu-2.5
R99, SABP (25.419)

a) in principle agreed CR’s to be approved :

R3-013108 (R3-013109) SAI Clarification (Nokia)
R3-013121 (R3-013122) Iu-BC Connectivity  CRx on TS 25.410 v3.5.0 (Vodafone)
b) others:

R3-013469 (R3-013470) Clarification of Number of Broadcasts Requested IE in WRITE-REPLACE Procedure (Vodafone)
Iu-3
Corrections for Rel-4 only

Iu-3.1
Rel-4, Iu General Aspects (25.410)

R3-013285 Confusing use of “per CN Domain” (Ericsson)
Iu-3.2
Rel-4, Iu User-plane protocols (25.415)
a) in principle agreed CR’s to be approved :

R3-013110 Time-based Frame Numbering (Nortel)
b) others:

Iu-3.3
Rel-4, Iu signalling (RANAP) (25.413)

a) in principle agreed CR’s to be approved :

R3-013107 Correction to Release 4 additions in Iu to support new positioning methods (Nokia)
-R3-013119 Chapter A.2.1 (EXAMPLE MESSAGE Layout) missing in version 4.2.0 (Siemens)

-R3-013120 N-to-M relation between CN and UTRAN impacts on CN initiated Reset Resource procedure (Siemens)

R3-013123 Stop Direct Report (Ericsson)

b) others:

R3-013290 Indication of MSLC support (Ericsson)

R3-013325 CR for MCC Implementation of agreed and overlapped LCS CRs: R3-013116, R3-013107, R3-013123 (Nokia)

R3-013462 Correction to LCS Vertical Coordinate-Accuracy (Nokia)

-R3-013401  N-to-M relation between CN and UTRAN impacts on CN initiated Reset Resource procedure (Siemens)
Iu-3.4
Rel-4, RANAP on E interface (29.108)

Iu-3.5
Rel-4, SABP (25.419)

Iu-3.6
Rel-4 TRs

Iu-4
Rel 5, Iu related work items agreed by TSG RAN

Iu-4.1
Non Access Stratum Node Selector Function (“Iu flex”, TR 25.875)

R3-013468 TR, Lates version of Iu-flex 25.875 (Vodafone)
Iu-4.2
others

-R3-013405 D, Unequal Error Protection for PS conversational IMS (Alcatel)
Iu-5
Corrections for Rel-5 only (no related RAN3-WI)

Iu-5.1
Rel-5, Iu General Aspects (25.410)

Iu-5.2
Rel-5, Iu User-plane protocols (25.415)
Iu-5.3
Rel-5, Iu signalling (RANAP) (25.413)

--R3-013471 Introduction of SAI IE into the [RANAP] ‘IU RELEASE COMPLETE’ Message (Vodafone)
--R3-013326 Signalling enhancements for GERAN Iu Mode LCS (Nokia).
Iu-5.4
Rel-5, RANAP on E interface (29.108)

Iu-5.5
Rel-5, SABP (25.419)

Iu-6
Outgoing LSs
2

