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Reason for change:
(

In figure 24 of TS25.415 representing Iu UP PDU type 14 used for initialisation  and figure 25 representing Iu UP type 14 PDU format used for Rate Control, the same letter M is used to refer to :

-The number of RFCIs in frame in the first figure (comment on right part of IPTI field),

- The number of RFCI indicators in the second figure (first payload byte)

This may lead to confusion. There should be 2 differents letters, 

· the first one corresponding to the number of RFCIs in the frame i.e. the number of codec rates (including SID& No_data) in case of AMR, 

· the second one being the number of useful bits in the message that point to an RFCI value: this number is more in relation with the maximum value of allocated RFCIs that to the number of RFCIs in the list. 
For example if there were 3 allocated RFCIs and if the values of those RFCIs are 1, 4 and 15, the number of bits needed to point to all RFCI values is 4.




Summary of change:
(

Rev 1

Only the change of letter M to letter P is agreed.

Rev 0

The letter M is changed to P in the figure 25 and the number of RFCI indicators is specified in section 6.6.3.13.

Impact Analysis:

This CR has no impact with the previous version of the specification (same release) with the assumed interpretation of the previous version of the specification. A different interpretation has an isolated impact i.e. it does not affect other specifications.




Consequences if 
(

not approved:
If this CR is not approved, the ambiguity brought by the letter M would remain and bad interpretations are possible.




Clauses affected:
(
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6.6.2.3.4.2.1
Rate Control procedure

Figure 25 specifies how the rate control procedure frame is coded.

Bits


Number of Octets

7
6
5
4
3
2
1
0


PDU Type (=14)
Ack/Nack (=0, i.e. Procedure)
PDU Type 14 Frame Number
1
Frame Control Part

Iu UP Mode version
Procedure Indicator (=1)
1


Header CRC
Payload CRC
1
Frame Checksum Part

Payload CRC
1


Spare
Number of RFCI Indicators (P)
1
Frame payload part

RFCI 0 Ind.
RFCI 1 Ind
…
RFCI P-1 Ind
Padding


0–n


Spare extension
0-32



Figure 25: Iu UP PDU Type 14 Format used for Rate Control

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 2

