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Reason for change:
(

The ‘Semantics Description’, such as ‘FDD only’ and ‘TDD only’ in some messages are missing.
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1.  In section 9.1.13, 9.1.18, 9.1.19, the ‘Semantics Description’, such as ‘FDD only’ and ‘TDD only’ in the relevant IEs in the messages are added.

2. The corresponding contents are added in ASN.1.
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Other comments:
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9.1.13
RADIO LINK RECONFIGURATION COMMIT

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID 
M

9.2.1.59

–


CFN
M

9.2.1.9

YES
ignore

Active Pattern Sequence Information
O

9.2.2.A
FDD only
YES
ignore

/*  UNCHAGED PARTS ARE OMITTED*/
9.1.18
RADIO LINK FAILURE INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


CHOICE Reporting Object
M


Object for which the Failure shall be reported.
YES
ignore

>RL




–


>>RL Information

1 .. <MaxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause
M

9.2.1.5

–


>RLS



FDD only
–


>>RL Set Information

1 .. <MaxnoofRLSets>


EACH
ignore

>>>RL Set ID
M

9.2.2.35

–


>>>Cause
M

9.2.1.5

–


    >CCTrCH



TDD only



>>RL ID
M

9.2.1.53

–


>>CCTrCH List

1 to <MaxnoCCTrCH>


EACH
ignore

>>>CCTrCH ID
M

9.2.3.2

–


>>>Cause 
M

9.2.1.5

–


Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofRLSets
Maximum number of RL Sets for one UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

9.1.19
RADIO LINK RESTORE INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
ignore

Transaction ID
M

9.2.1.59

–


CHOICE Reporting Object
M


Object for which the Restoration shall be reported.
YES
ignore

>RL




–


>>RL Information

1 .. <MaxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>RLS



FDD only
–


>>RL Set Information

1 .. <MaxnoofRLSets>


EACH
ignore

>>>RL Set ID
M

9.2.2.35

–


    >CCTrCH



TDD only



>>RL ID
M

9.2.1.53

–


>>CCTrCH List

1 to <MaxnoCCTrCH>


EACH
ignore

>>>CCTrCH ID 
M

9.2.3.2

–


Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofRLSets
Maximum number of RL Sets for one UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

9.3.3
PDU Definitions
/*UNCHAGED PARTS ARE OMITTED*/
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION COMMIT

--

-- **************************************************************

RadioLinkReconfigurationCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCommit-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationCommit-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
}|


{ ID id-Active-Pattern-Sequence-Information

CRITICALITY ignore
TYPE Active-Pattern-Sequence-Information
PRESENCE optional  },--FDD only

...

}

RadioLinkReconfigurationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

/*UNCHAGED PARTS ARE OMITTED*/
-- **************************************************************

--

-- RADIO LINK FAILURE INDICATION

--

-- **************************************************************

RadioLinkFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkFailureIndication-Extensions}}                   OPTIONAL,


...

}

RadioLinkFailureIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Reporting-Object-RL-FailureInd
CRITICALITY ignore
TYPE Reporting-Object-RL-FailureInd

PRESENCE mandatory
},


...

}

Reporting-Object-RL-FailureInd ::= CHOICE {


rL





RL-RL-FailureInd,


rL-Set




RL-Set-RL-FailureInd, --FDD only

...,


cCTrCH




CCTrCH-RL-FailureInd  --TDD only
}
RL-RL-FailureInd

 
::= SEQUENCE {


rL-InformationList-RL-FailureInd

RL-InformationList-RL-FailureInd,


iE-Extensions






ProtocolExtensionContainer { { RLItem-RL-FailureInd-ExtIEs} } OPTIONAL,


...

} 

RLItem-RL-FailureInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-FailureInd

 
::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-Information-RL-FailureInd-IEs} }

RL-Information-RL-FailureInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-FailureInd

CRITICALITY ignore
TYPE RL-Information-RL-FailureInd

PRESENCE mandatory
}
}

RL-Information-RL-FailureInd ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-FailureInd-ExtIEs} } OPTIONAL,


...

} 

RL-Information-RL-FailureInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Set-RL-FailureInd

 
::= SEQUENCE {

rL-Set-InformationList-RL-FailureInd
RL-Set-InformationList-RL-FailureInd,


iE-Extensions






ProtocolExtensionContainer { { RL-SetItem-RL-FailureInd-ExtIEs} } OPTIONAL,


...

} 

RL-SetItem-RL-FailureInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-RL-FailureInd

 
::= SEQUENCE (SIZE (1..maxNrOfRLSets)) OF ProtocolIE-Single-Container { {RL-Set-Information-RL-FailureInd-IEs} }

RL-Set-Information-RL-FailureInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Set-Information-RL-FailureInd

CRITICALITY ignore
TYPE RL-Set-Information-RL-FailureInd

PRESENCE mandatory
}
}

RL—Set-Information-RL-FailureInd ::= SEQUENCE {


rL-Set-ID





RL-Set-ID,


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { {RL-Set-Information-RL-FailureInd-ExtIEs} } OPTIONAL,


...

} 

RL-Set-Information-RL-FailureInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkFailureIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-RL-FailureInd ::= SEQUENCE {


rL-ID









RL-ID,


cCTrCH-InformationList-RL-FailureInd

CCTrCH-InformationList-RL-FailureInd,


iE-Extensions






ProtocolExtensionContainer { { CCTrCHItem-RL-FailureInd-ExtIEs } }

OPTIONAL,


...
 }
CCTrCHItem-RL-FailureInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CCTrCH-InformationList-RL-FailureInd ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ CCTrCH-InformationItemIE-RL-FailureInd}}

CCTrCH-InformationItemIE-RL-FailureInd RNSAP-PROTOCOL-IES ::= {

 
{ ID
id-CCTrCH-InformationItem-RL-FailureInd


CRITICALITY

ignore


TYPE
CCTrCH-InformationItem-RL-FailureInd


PRESENCE
mandatory}
 }

CCTrCH-InformationItem-RL-FailureInd ::= SEQUENCE {

 
cCTrCH-ID








CCTrCH-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { CCTrCH-InformationItem-RL-FailureInd-ExtIEs } }

OPTIONAL,


...
 }
CCTrCH-InformationItem-RL-FailureInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK RESTORE INDICATION

--

-- **************************************************************

RadioLinkRestoreIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkRestoreIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkRestoreIndication-Extensions}}                   OPTIONAL,


...

}

RadioLinkRestoreIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Reporing-Object-RL-RestoreInd
CRITICALITY ignore
TYPE Reporting-Object-RL-RestoreInd

PRESENCE mandatory
},


...

}

Reporting-Object-RL-RestoreInd ::= CHOICE {


rL





RL-RL-RestoreInd,


rL-Set




RL-Set-RL-RestoreInd, --FDD only

...,


cCTrCH




CCTrCH-RL-RestoreInd  --TDD only
}
RL-RL-RestoreInd ::= SEQUENCE {


rL-InformationList-RL-RestoreInd

RL-InformationList-RL-RestoreInd,


iE-Extensions






ProtocolExtensionContainer { { RLItem-RL-RestoreInd-ExtIEs} } OPTIONAL,


...

} 

RLItem-RL-RestoreInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-RestoreInd

 
::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-Information-RL-RestoreInd-IEs} }

RL-Information-RL-RestoreInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-RestoreInd

CRITICALITY ignore
TYPE RL-Information-RL-RestoreInd

PRESENCE mandatory
}
}

RL-Information-RL-RestoreInd ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-RestoreInd-ExtIEs} } OPTIONAL,


...

} 

RL-Information-RL-RestoreInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Set-RL-RestoreInd ::= SEQUENCE {


rL-Set-InformationList-RL-RestoreInd
RL-Set-InformationList-RL-RestoreInd,


iE-Extensions






ProtocolExtensionContainer { { RL-SetItem-RL-RestoreInd-ExtIEs} } OPTIONAL,


...

} 

RL-SetItem-RL-RestoreInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-RL-RestoreInd

 
::= SEQUENCE (SIZE (1..maxNrOfRLSets)) OF ProtocolIE-Single-Container { {RL-Set-Information-RL-RestoreInd-IEs} }

RL-Set-Information-RL-RestoreInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Set-Information-RL-RestoreInd

CRITICALITY ignore
TYPE RL-Set-Information-RL-RestoreInd

PRESENCE mandatory
}
}

RL-Set-Information-RL-RestoreInd ::= SEQUENCE {


rL-Set-ID





RL-Set-ID,


iE-Extensions




ProtocolExtensionContainer { {RL-Set-Information-RL-RestoreInd-ExtIEs} } OPTIONAL,


...

} 

RL-Set-Information-RL-RestoreInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkRestoreIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-RL-RestoreInd ::= SEQUENCE {


rL-ID









RL-ID,


cCTrCH-InformationList-RL-RestoreInd

CCTrCH-InformationList-RL-RestoreInd,


iE-Extensions






ProtocolExtensionContainer { { CCTrCHItem-RL-RestoreInd-ExtIEs } }

OPTIONAL,


...
 }
CCTrCHItem-RL-RestoreInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CCTrCH-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ CCTrCH-InformationItemIE-RL-RestoreInd}}

CCTrCH-InformationItemIE-RL-RestoreInd RNSAP-PROTOCOL-IES ::= {

 
{ ID
id-CCTrCH-InformationItem-RL-RestoreInd


CRITICALITY

ignore


TYPE
CCTrCH-InformationItem-RL-RestoreInd


PRESENCE
mandatory}
 }

CCTrCH-InformationItem-RL-RestoreInd ::= SEQUENCE {

 
cCTrCH-ID









CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { CCTrCH-InformationItem-RL-RestoreInd-ExtIEs } }

OPTIONAL,


...
 }
CCTrCH-InformationItem-RL-RestoreInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
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