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10.3.4
Not comprehended IE/IE group

10.3.4.1
Procedure Code

The receiving node shall treat the different types of received criticality information of the Procedure Code IE according to the following:

Reject IE:

-
If a message is received with a Procedure Code IE marked with "Reject IE" which the receiving node does not comprehend, the receiving node shall reject the procedure using the Error Indication procedure.

Ignore IE and Notify Sender:

-
If a message is received with a Procedure Code IE marked with "Ignore IE and Notify Sender" which the receiving node does not comprehend, the receiving node shall ignore the procedure and initiate the Error Indication procedure.

Ignore IE:

-
If a message is received with a Procedure Code IE marked with "Ignore IE" which the receiving node does not comprehend, the receiving node shall ignore the procedure.

When using the Error Indication procedure to reject a procedure or to report an ignored procedure it shall include the Procedure Code IE, the Triggering Message IE, and the Procedure Criticality IE in the Criticality Diagnostics IE.

10.3.4.1A
Type of Message

When the receiving node cannot decode the Type of Message IE, the Error Indication procedure shall be initiated with an appropriate cause value.
10.3.4.1x
Transaction ID

The receiving node shall treat the different types of received criticality information associated with the Procedure ID when handling the error in the Transaction ID according to the following:

Reject IE:

-
If a message is received with a Procedure ID marked with "Reject IE" and the receiving node does not comprehend the associated Transaction ID, the receiving node shall reject the procedure using the Error Indication procedure.

Ignore IE and Notify Sender:

-
If a message is received with a Procedure ID marked with " Ignore IE and Notify Sender " and the receiving node does not comprehend the associated Transaction ID, the receiving node shall ignore the procedure and initiate the Error Indication procedure.
Ignore IE:

-
If a message is received with a Procedure ID marked with " Ignore IE " and the receiving node does not comprehend the associated Transaction ID, the receiving node shall ignore the procedure.
When using the Error Indication procedure to reject a procedure or to report an ignored procedure it shall include the Procedure ID IE, the Triggering Message IE, the Procedure Criticality IE and the Transaction ID IE in the Criticality Diagnostics IE.
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