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8.8.3
Abnormal Conditions

8.9
Error Indication

8.9.1
General

The Error Indication procedure is used by the RNC to indicate to the CN that a message is not understood i.e.the Message Type IE can not be comprehended and an appropriate failure message can not be used.
8.9.2
Successful Operation
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Figure 13: Error Indication Procedure: Successful Operation

The RNC shall initiate the procedure by sending an ERROR INDICATION message to the CN in response to any message that is not understood i.e.the Message Type IE can not be comprehended and an appropriate failure message can not be used.This message shall contain information necessary for the CN to be able to identify which initial message this is in response to by the Message Identifier IE, if included in the initial message and may also contain Serial Number IE. The appropriate cause value – if applicable may be indicated in the Cause IE.

8.9.3
Abnormal Conditions

9.1.20
ERROR INDICATION

This message is sent by the RNC to the CN in response to any message which is not understood, i.e.the Message Type IE can not be comprehended.

Direction: RNC ( CN

	PARAMETER
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type 
	M
	
	9.2.1
	
	yes
	ignore

	Message Identifier 
	M
	
	9.2.19
	
	yes
	ignore

	Serial Number 
	O
	
	9.2.3
	
	yes
	ignore

	Cause
	O
	
	9.2.14
	
	yes
	ignore

	Criticality Diagnostics
	O
	
	9.2.17
	
	yes
	ignore
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Information Element Definitions
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