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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s).
The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

If no D-RNTI IE was included in the RADIO LINK SETUP REQUEST message, the DRNC shall assign a new D-RNTI for this UE.

Transport Channels Handling:
DCH(s):

[TDD - If the DCH Information IE is present in RADIO LINK SETUP REQUEST message, the DRNS shall configure the new DCHs according to the parameters given in the message.]

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs then the DRNS shall treat the DCHs in the DCH Information IE as a set of co-ordinated DCHs.

[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If the QE-Selector is set to "non-selected ", the Physical channel BER shall be used for the QE in the UL data frames, ref. [4].]

For a set of co-ordinated DCHs the Transport channel BER from the DCH with the QE-Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [4]. [FDD - If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If all DCHs have QE-Selector IE set to "non-selected" the Physical channel BER shall be used for the QE, ref. [4].]
The DRNS shall use the included UL DCH FP Mode IE for a DCH or a set of co-ordinated DCHs as the DCH FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs.

The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs.

The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs.

The Frame Handling Priority IE defines the priority level that should be used by the DRNS to prioritise between different frames of the data frames of the DCHs in the downlink on the radio interface in congestion situations once the new RL(s) have been activated.

The Traffic Class IE should be used to determine the transport bearer characteristics to apply between DRNC and Node B for the related DCH or set of co-ordinated DCHs.

If the DCH Specific Info IE in the DCH Information IE includes the Guaranteed Rate Information IE, the DRNS shall treat the included IEs according to the following:

-
If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS may decide to request the SRNC to limit the user rate of the uplink of the DCH at any point in time. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not include the Guaranteed UL Rate IE, the DRNS shall not limit the user rate of the uplink of the DCH.

-
If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS may decide to request the SRNC to limit the user rate of the downlink of the DCH at any point in time. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not include the Guaranteed DL Rate IE, the DRNS shall not limit the user rate of the downlink of the DCH.

DSCH(s):

If the DSCH Information IE is included in the RADIO LINK SETUP REQUEST message, the DRNC shall establish the requested DSCHs [FDD - on the RL indicated by the PDSCH RL ID IE]. In addition, the DRNC shall send a valid set of DSCH Scheduling Priority IE and MAC-c/sh SDU Length IE parameters to the SRNC in the message RADIO LINK SETUP RESPONSE message.

If the DSCH Information IE is included in the RADIO LINK SETUP REQUEST message, the DRNS may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC and Node B for the related DSCHs.

 [TDD - USCH(s)]:

[TDD – The DRNS shall use the list of RB Identities in the RB Info IE in the USCH information IE to map each RB Identity IE to the corresponding USCH.]

Physical Channels Handling:

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or last Radio Link is deleted.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the DRNS shall use the information to activate the indicated Transmission Gap Pattern Sequences(s) in the new RL. The received CM Configuration Change CFN IE refers to latest passed CFN with that value. The DRNS shall treat the received TGCFN IEs as follows:]

-
[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the DRNS shall consider the concerning Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the DRNS shall consider the concerning Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the DRNS shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD- If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is set to 'SF/2' in the RADIO LINK SETUP REQUEST message, the DRNS shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK SETUP RESPONSE message indicating for each DL Channelisation Code whether the alternative scrambling code shall be used or not.]

[FDD - DL Code Information]:

[FDD – When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to “PhCH number 1”, the second to “PhCH number 2”, and so on until the pth to “PhCH number p”.]
General:
[FDD - If the Propagation Delay IE is included, the DRNS may use this information to speed up the detection of UL synchronisation on the Uu interface.]

[FDD – If the received Limited Power Increase IE is set to 'Used', the DRNS shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control.]

Radio Link Handling:

Diversity Combination Control:

[FDD - The Diversity Control Field IE indicates for each RL except for the first RL whether the DRNS shall combine the RL with any of the other RLs or not on the Iur. If the Diversity Control Field IE is set to "May" (be combined with another RL), then the DRNS shall decide for any of the alternatives. If the Diversity Control Field IE is set to "Must", the DRNS shall combine the RL with one of the other RL. When an RL is to be combined, the DRNS shall choose which RL(s) to combine it with. If the Diversity Control Field IE is set to “Must not”, the DRNS shall not combine the RL with any other existing RL.]

[FDD - In the case of combining one or more RLs the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication IE that the RL is combined with another RL RL for all RLs but the first RL. In this case the Reference RL ID IE shall be included to indicate with which RL the combination is performed. The Reference RL ID IE shall not be included for the first of the combined RLs, for which the Transport Layer Address IE and the Binding ID IE shall be included.]

[FDD - In the case of not combining an RL with another RL, the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication IE that no combining is performed. In this case the DRNC shall include both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH and DSCH of the RL in the RADIO LINK SETUP RESPONSE message.] 

[TDD - The DRNC shall always include in the RADIO LINK SETUP RESPONSE message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH, DSCH and USCH of the RL.]

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the Binding ID IE and the Transport Layer Address IE shall be included only for one of the DCHs in the set of co-ordinated DCHs.

[FDD-Transmit Diversity]:

[FDD – If the cell in which the RL is being set up is capable to provide Close loop Tx diversity, the DRNC shall include the Closed Loop Timing Adjustment Mode IE in the RADIO LINK SETUP RESPONSE message indicating the configured Closed loop timing adjustment mode of the cell.]
[FDD – When Diversity Mode IE is "STTD", "Closed loop mode1", or "Closed loop mode2", the DRNC shall activate/deactivate the Transmit Diversity to each Radio Link in accordance with Transmit Diversity Indicator IE].

DL Power Control:

[FDD - If both the Initial DL TX Power IE and Uplink SIR Target IE are included in the message, the DRNS shall use the indicated DL TX Power and Uplink SIR Target as initial value. If the value of the Initial DL TX Power IE is outside the configured DL TX power range, the DRNS shall apply these constrains when setting the initial DL TX power. The DRNS shall also include the configured DL TX power range defined by Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK SETUP RESPONSE message. The DRNS shall not transmit with a higher power than indicated by the Maximum DL TX Power IE or lower than indicated by the Minimum DL TX Power IE on any DL DPCH of the RL except during compressed mode, when the PSIR(k) , as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power in slot k.]

[FDD - If both the Initial DL TX Power and the Uplink SIR Target IEs are not included in the RADIO LINK SETUP REQUEST message, then DRNC shall determine the initial Uplink SIR Target and include it in the Uplink SIR Target IE in the RADIO LINK SETUP RESPONSE message.]

 [FDD - If the Primary CPICH Ec/No IE is present, the DRNC should use the indicated value when deciding the Initial DL TX Power.]

[TDD - If the Primary CCPCH RSCP IE and/or the [3.84Mcps TDD - DL Time Slot ISCP Info IE] and/or the [1.28Mcps TDD - DL Time Slot ISCP Info LCR IE] are present, the DRNC should use the indicated values when deciding the Initial DL TX Power.]

[FDD – The DRNS shall start the DL transmission using the indicated DL TX power level (if received) or the decided DL TX power level on each DL channelisation code of a RL until UL synchronisation is achieved on the Uu interface for the concerning RLS or Power Balancing is activated. No inner loop power control or power balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10] subclause 5.2.1.2) and the power control procedure (see 8.3.7).]

[TDD – The DRNS shall start the DL transmission using the decided DL TX power level on each DL channelisation code and on each Time Slot of a RL until UL synchronisation is achieved on the Uu interface for the concerning RL. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref. [22] subclause 4.2.3.3).]

[FDD – If the received Inner Loop DL PC Status IE is set to  “Active”, the DRNS shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to  “Inactive”, the DRNS shall deactivate the inner loop DL power control for all RLs according to ref. [10].

[FDD - If the DPC Mode IE is present in the RADIO LINK SETUP REQUEST message, the DRNC shall apply the DPC mode indicated in the message, and be prepared that the DPC mode may be changed during the life time of the RL. If the DPC Mode IE is not present in the RADIO LINK SETUP REQUEST message,   DPC mode 0 shall be applied (see ref. [10]).]

Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE and Closed Loop Mode2 Support Indicator IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE and the PCCPCH Power IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell.

-
[FDD - The DRNC shall include the DPC Mode Change Support Indicator IE if the DRNC is aware that the neighbouring cell supports DPC mode change.]
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise Restriction state indicator IE may be absent. The DRNC shall include the Restriction state indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR  IE.

If there are GSM neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the Neighbouring GSM Cell Information IE in the RADIO LINK SETUP RESPONSE message for each of the GSM neighbouring cells. If available the DRNC shall include the Cell Individual Offset IE in the Neighbouring GSM Cell Information IE.

General:
[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE and the S-Field Length IE, the DRNS shall activate SSDT, if supported, using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity for EDSCHPC IE, the DRNS shall activate enhanced DSCH power control, if supported, using the SSDT Cell Identity for EDSCHPC IE and SSDT Cell Identity Length IE as well as Enhanced DSCH PC IE in accordance with ref. [10] subclause 5.2.2. If the RADIO LINK SETUP REQUEST message includes both SSDT Cell Identity IE and SSDT Cell Identity for EDSCHPC IE, then the DRNS shall ignore the SSDT Cell Identity for EDSCHPC IE.]

[FDD - If the DRAC Control IE is set to "requested" in the RADIO LINK SETUP REQUEST message for at least one DCH and if the DRNS supports the DRAC, the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message the Secondary CCPCH Info IE for the FACH where the DRAC information is sent, for each Radio Link established in a cell where DRAC is active. If the DRNS does not support DRAC, the DRNC shall not provide these IEs in the RADIO LINK SETUP RESPONSE message.]

If no D-RNTI IE was included in the RADIO LINK SETUP REQUEST message, the DRNC shall include the node identifications of the CN Domain nodes that the RNC is connected to (using LAC and RAC of the current cell), and the D-RNTI IE in the RADIO LINK SETUP RESPONSE message.

[FDD - If the D-RNTI IE was included the RADIO LINK SETUP REQUEST message the DRNC shall include the Primary Scrambling Code IE, the UL UARFCN IE and the DL UARFCN IE  in the RADIO LINK SETUP RESPONSE message.]
[TDD – If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall include the UARFCN IE, the Cell Parameter ID IE,[3.84Mcps TDD - the Sync Case IE, the SCH Time Slot IE,] the SCTD Indicator IE, and the PCCPCH Power IE in the RADIO LINK SETUP RESPONSE message.]

[TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response IE or USCH Information Response IE is included in the message and at least one DCH is configured for the radio link. The DRNC shall also include the [3.84Mcps TDD - Secondary CCPCH Info TDD IE] [1.28Mcps TDD – Secondary CCPCH Info TDD LCR IE] in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response IE or USCH Information Response IE is included in the message and the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]

For each Radio Link established in a cell where at least one URA Identity is being broadcast, the DRNC shall include a URA Identity for this cell in the URA ID IE, the Multiple URAs Indicator IE indicating whether or not multiple URA Identities are being broadcast in the cell, and the RNC Identity of all other RNCs that are having at least one cell within the URA in the cell in the URA Information IE in the RADIO LINK SETUP RESPONSE message.

Depending on local configuration in the DRNS, it may include the geographical co-ordinates of the cell, represented either by the Cell GAI IE or by the Cell GA Additional Shapes IE and the UTRAN access point position for each of the established RLs in the RADIO LINK SETUP RESPONSE message.

If the DRNS need to limit the user rate in the uplink of a DCH already when starting to utilise a new Radio Link, the DRNC shall include the Allowed UL Rate IE of the Allowed Rate Information IE in the DCH Information Response IE for this DCH in the RADIO LINK SETUP RESPONSE message for this Radio Link.

If the DRNS need to limit the user rate in the downlink of a DCH already when starting to utilise a new Radio Link, the DRNC shall include the Allowed DL Rate IE of the Allowed Rate Information IE in the DCH Information Response IE for this DCH in the RADIO LINK SETUP RESPONSE message for this Radio Link.

If the Permanent NAS UE Identity IE is included in the RADIO LINK SETUP REQUEST message, the DRNS shall store the information for the considered UE Context for the life-time of the UE Context.

 If the RADIO LINK SETUP REQUEST message includes the Permanent NAS UE Identity IE and a C-ID IE corresponding to a cell reserved for operator use, the DRNC shall use this information to determine whether it can set up a Radio Link on this cell or not for the considered UE Context.

[FDD - Radio Link Set Handling]:

[FDD - The First RLS Indicator IE indicates if the concerning RL shall be considered part of the first RLS established towards this UE. The First RLS Indicator IE shall be used by the DRNS to determine the initial TPC pattern in the DL of the concerning RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.
[FDD – For each RL not having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the UE Context.]

[FDD – For all RLs having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message the same value. This value shall uniquely identify the RL Set within the UE context.]

[FDD –The UL Uu synchronisation detection algorithm defined in ref. [10] subclause 4.3 shall for each of the established RL Set(s) use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE, and the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set].

Response Message:

At the reception of the RADIO LINK SETUP REQUEST message, DRNS allocates requested type of channelisation codes and other physical channel resources for each RL and assigns a binding identifier and a transport layer address for each DCH or set of co-ordinated DCHs and for each DSCH [TDD – and USCH]. This information shall be sent to the SRNC in the message RADIO LINK SETUP RESPONSE when all the RLs have been successfully established.

After sending of the RADIO LINK SETUP RESPONSE message the DRNS shall continuously attempt to obtain UL synchronisation on the Uu interface and start reception on the new RL. [FDD - The DRNS shall start DL transmission on the new RL after synchronisation is achieved in the DL user plane as specified in ref. [4].] [TDD – The DRNS shall start transmission on the new RL immediately as specified in ref. [4].]
Next update

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon reception, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL(s) to be modified according to Annex A.
DCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs to Modify IEs then the DRNS shall treat them each as follows: 

-
If the DCHs to Modify IE includes multiple DCH Specific Info IEs then the DRNS shall treat the DCHs in the DCHs to Modify IE as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
-
If the DCHs to Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be modified, the DRNS shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs to Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs to be modified, the DRNS shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs to Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs to be modified, the DRNS shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
If the DCH Specific Info IE includes the Frame Handling Priority IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

-
If the DCH Specific Info IE includes the Traffic Class IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The Traffic Class IE should be used to determine the transport bearer characteristics to apply between DRNC and Node B for the related DCH or set of co-ordinated DCHs.
-
If the DCH Specific Info IE includes the Transport Format Set IE for the UL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.
-
If the DCH Specific Info IE includes the Transport Format Set IE for the DL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

-
[FDD - If, in the DCH Specific Info IE, the DRAC Control IE is present and set to "requested" for at least one DCH and if the DRNS supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION READY message the Secondary CCPCH Info IE for the FACH where the DRAC information is sent, for each Radio Link established in a cell where DRAC is active. If the DRNS does not support DRAC, DRNC shall not provide these IEs in the RADIO LINK RECONFIGURATION READY message.]

-
[TDD - If the DCH Specific Info IE includes the CCTrCH ID IE for the UL, the DRNS shall map the DCH onto the referenced UL CCTrCH.]
-
[TDD - If the DCH Specific Info IE includes the CCTrCH ID IE for the DL, the DRNS shall map the DCH onto the referenced DL CCTrCH.]

-
If the DCH Specific Info IE includes the Guaranteed Rate Information IE, the DRNS shall treat the included IEs according to the following:  

-
If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new Guaranteed Rate in the uplink of this DCH in the new configuration. The DRNS may decide to request the SRNC to limit the user rate in the uplink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate.

-
If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new Guaranteed Rate in the downlink of this DCH in the new configuration. The DRNS may decide to request the SRNC to limit the user rate in the downlink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate.
DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs to Add IEs then the DRNS shall treat them each as follows:
-
The DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration. 
-
If the DCHs to Add IE includes a DCHs to Add IE with multiple DCH Specific Info IEs then the DRNS shall treat the DCHs in the DCHs to Add IE as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
-
[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If the QE-Selector is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [4].]

-
[FDD - For a set of co-ordinated DCHs the Transport channel BER from the DCH with the QE-Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [4]. [FDD - If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If all DCHs have QE-Selector IE set to "non-selected" the Physical channel BER shall be used for the QE, ref. [4].]

-
The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.
-
The DRNS should store the Traffic Class IE received for a DCH to be added in the new configuration. The Traffic Class IE should be used to determine the transport bearer characteristics to apply between DRNC and Node B for the related DCH or set of co-ordinated DCHs.

-
The DRNS shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
[TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK RECONFIGURATION READY message if at least one DSCH or USCH exists in the new configuration.]
-
[FDD - If the DRAC Control IE is set to "requested" in the DCH Specific Info IE for at least one DCH and if the DRNS supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION READY message the Secondary CCPCH Info IE for the FACH where the DRAC information is sent, for each Radio Link supported by a cell where DRAC is active. If the DRNS does not support DRAC, the DRNC shall not provide these IEs in the RADIO LINK RECONFIGURATION READY message.]

-
If the DCH Specific Info IE includes the Guaranteed Rate Information IE, the DRNS shall treat the included IEs according to the following:

-
If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new Guaranteed Rate in the uplink of this DCH in the new configuration.  The DRNS may decide to request the SRNC to limit the user rate of the uplink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not include the Guaranteed UL Rate IE, the DRNS shall not limit the user rate of the downlink of the DCH.

-
If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new Guaranteed Rate in the downlink of this DCH in the new configuration.  The DRNS may decide to request the SRNC to limit the user rate of the downlink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not include the Guaranteed DL Rate IE, the DRNS shall not limit the user rate of the uplink of the DCH.

DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to Delete, the DRNS shall not include the referenced DCHs in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE then the DRNS shall apply the parameters to the new configuration as follows: ]
-
[FDD - If the UL DPCH Information IE includes the Uplink Scrambling Code IE, the DRNS shall apply this Uplink Scrambling Code to the new configuration.]
-
[FDD - If the UL DPCH Information IE includes the Min UL Channelisation Code Length IE, the DRNS shall apply the new Min UL Channelisation Code Length in the new configuration. The DRNS shall apply the contents of the Max Number of UL DPDCHs IE (if it is included) in the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the TFCS IE, the DRNS shall use the TFCS IE for the UL when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the Uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL DPCCH Slot Format IE, the DRNS shall apply the new Uplink DPCCH Slot Format to the new configuration.]

-
[FDD – If the UL DPCH Information IE includes the UL SIR Target IE, the DRNS shall set the UL inner loop power control to the UL SIR target when the new configuration is being used.]

-
[FDD – If the UL DPCH Information IE includes the Puncture Limit IE, the DRNS shall apply the value in the uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the Diversity Mode IE, the DRNS shall apply diversity according to the given value.]

-
[FDD – If the UL DPCH Information IE includes an SSDT Cell Identity Length IE and/or an S-Field Length IE, the DRNS shall apply the values in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE then the DRNS shall apply the parameters to the new configuration as follows:]
-
[FDD - If the DL DPCH Information IE includes Number of DL Channelisation Codes IE, the DRNS shall allocate given number of Downlink Channelisation Codes per Radio Link and apply the new Downlink Channelisation Code(s) to the new configuration. Each Downlink Channelisation Code allocated for the new configuration shall be included as a FDD DL Channelisation Code Number IE in the RADIO LINK RECONFIGURATION READY message when sent to the SRNC. If some Transmission Gap Pattern sequences using 'SF/2' method are already initialised in the DRNS, DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK RECONFIGURATION READY message in case the DRNS selects to change the Scrambling code change method for one or more DL Channelisation Code.]
-
[FDD – When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to “PhCH number 1”, the second to “PhCH number 2”, and so on until the pth to “PhCH number p”.]

-
[FDD - If the DL DPCH Information IE includes the TFCS IE, the DRNS shall use the TFCS IE for the DL when reserving resources for the downlink of the new configuration. The DRNS shall apply the new TFCS in the Downlink of the new configuration.]
-
[FDD – If the DL DPCH Information IE includes the DL DPCH Slot Format IE, the DRNS shall apply the new slot format used in DPCH in DL.]

-
[FDD – If the DL DPCH Information IE includes the TFCI Signalling Mode IE, the DRNS shall apply the new signalling mode of the TFCI.]
-
[FDD – If the DL DPCH Information IE includes the Multiplexing Position IE, the DRNS shall apply the new parameter to define whether fixed or flexible positions of transport channels shall be used in the physical channel.]
-
[FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Used', the DRNS shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]
-
[FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Not Used', the DRNS shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. This new Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or last Radio Link is deleted.]
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE and the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence within the Transmission Gap Pattern Sequence Information IE is set to 'SF/2', the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE to the RADIO LINK RECONFIGURATION READY message indicating for each Channelisation Code whether the alternative scrambling code shall be used or not].
[TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH to Modify IEs or DL CCTrCH to Modify IEs, then the DRNS shall treat them each as follows:]
[TDD - If any of the UL CCTrCH to Modify IEs or DL CCTrCH to Modify IEs includes any of TFCS IE, TFCI coding IE, Puncture limit IE, or TPC CCTrCH ID IEs the DRNS shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.] 

[TDD – The DRNC shall include in the RADIO LINK RECONFIGURATION READY message DPCH information to be modified and the IEs modified if any of Repetition Period IE, Repetition Length IE, TDD DPCH Offset IE or timeslot information was modified. The DRNC shall include timeslot information and the IEs modified if any of [3.84Mcps TDD - Midamble Shift and Burst Type IE, Time Slot IE], [1.28Mcps TDD - Midamble Shift LCR IE, Time Slot LCR IE], TFCI Presence IE or Code information was modified. The DRNC shall include code information if [3.84Mcps TDD - TDD Channelisation Code IE] and/or [1.28Mcps TDD - TDD Channelisation Code LCR IE] was modified.]

[1.28Mcps TDD – If the UL CCTrCH to Modify IE includes the UL SIR Target IE, the DRNS shall use the value for the UL inner loop power control according [12] and [22] when the new configuration is being used.]
[TDD – UL/DL CCTrCH Addition]

[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH to Add IEs or DL CCTrCH to Add IEs, the DRNS shall include this CCTrCH in the new configuration.]
[TDD – If the DRNS has reserved the required resources for any requested DPCHs, the DRNC shall include the DPCH information within DPCH to be added in the RADIO LINK RECONFIGURATION READY message. [3.84Mcps TDD - If no DPCH was active before the reconfiguration, and if a valid Rx Timing Deviation measurement is known in DRNC, then the DRNC shall include the Rx Timing Deviation IE in the RADIO LINK RECONFIGURATION READY message.]]

[TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes a DL CCTrCH to Add IE, the DRNS shall set the TPC step size of that CCTrCH to the same value as the lowest numbered DL CCTrCH in the current configuration.]

[1.28Mcps TDD – The DRNS shall use the UL SIR Target IE in the UL CCTrCH to Add IE as the UL SIR value for the inner loop power control for this CCTrCH according [12] and [22] in the new configuration.]
[TDD – UL/DL CCTrCH Deletion]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH to Delete IEs or DL CCTrCH to Delete IEs, the DRNS shall remove this CCTrCH in the new configuration.]

SSDT Activation/Deactivation:

-
[FDD - If the RL Information IE includes the SSDT Indication IE set to "SSDT Active in the UE", the DRNS shall activate SSDT, if supported, using the SSDT Cell Identity IE in RL Information IE, and the SSDT Cell Identity Length IE in UL DPCH Information IE, in the new configuration.
-
[FDD - If the RL Information IE includes the SSDT Indication IE set to "SSDT not Active in the UE", the DRNS shall deactivate SSDT in the new configuration.]

DSCH Addition/Modification/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH to modify, DSCH to add or DSCH to delete IEs, then the DRNS shall use this information to add/modify/delete the indicated DSCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.

If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH to Add IE, then the DRNS shall use the Allocation/Retention Priority IE, Scheduling Priority Indicator IE and TrCH Source Statistics Descriptor IE to define a set of DSCH Priority classes each of which is associated with a set of supported MAC-c/sh SDU lengths.

If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH to add IE, then the DRNS may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC and Node B for the related DSCHs.

[FDD - If the DSCHs to Add IE includes the Enhanced DSCH PC IE, the DRNS shall activate enhanced DSCH power control in accordance with ref. [10] subclause 5.2.2, if supported, using either:] 

-
[FDD - the SSDT Cell Identity for EDSCHPC IE in the RL Information IE, if the SSDT Cell Identity IE is not included in the RL Information IE or]

-
[FDD - the SSDT Cell Identity IE in the RL Information IE, if both the SSDT Cell Identity IE and the SSDT Cell Identity for EDSCHPC are included in the RL Information IE.] 
[FDD - together with the SSDT Cell Identity Length IE in UL DPCH Information IE, and Enhanced DSCH PC IE, in the new configuration.]

If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH to Modify IE, then the DRNS shall treat them each as follows:
-
[FDD – If the DSCH to Modify IE includes any DSCH Info IEs, then the DRNS shall treat them each as follows:]
-
[FDD – If the DSCH Info IE includes any of the Allocation/Retention Priority IE, Scheduling Priority Indicator IE or TrCH Source Statistics Descriptor IE, the DNRS shall use them to update the set of DSCH Priority classes each of which is associated with a set of supported MAC-c/sh SDU lengths.]
-
[FDD – If the DSCH Info IE includes any of the Transport Format Set IE or BLER IE, the DRNS shall apply the parameters to the new configuration.]
-
[FDD – If the DSCH Info IE includes the Traffic Class IE, the DRNS may use this information to determine the transport bearer characteristics to apply between DRNC and Node B for the related DSCHs.]
-
[FDD – If the DSCH to Modify IE includes the PDSCH RL ID IE, then the DRNS shall use it as the new DSCH RL identifier.]
-
[FDD – If the DSCH to Modify IE includes the Transport Format Combination Set IE, then the DRNS shall use it as the new Transport Format Combination Set associated with the DSCH.]
-
[TDD – If the DSCHs to Modify IE includes the CCTrCH Id IE, then the DRNS shall map the DSCH onto the referenced DL CCTrCH.] 
-
[TDD – If the DSCHs to Modify IE includes any of the Allocation/Retention Priority IE, Scheduling Priority Indicator IE or TrCH Source Statistics Descriptor IE, the DNRS shall use them to update the set of DSCH Priority classes each of which is associated with a set of supported MAC-c/sh SDU lengths.]

-
[TDD – If the DSCHs to Modify IE includes any of the Transport Format Set IE or BLER IE, the DRNS shall apply the parameters to the new configuration.]

-
[TDD – If the DSCHs to Modify IE includes the Traffic Class IE, the DRNS may use this information to determine the transport bearer characteristics to apply between DRNC and Node B for the related DSCHs.]

-
[TDD – The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK RECONFIGURATION READY message if a DSCH is added and at least one DCH exists in the new configuration. The DRNC shall also include the Secondary CCPCH Info TDD IE in the RADIO LINK RECONFIGURATION READY message if the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]

-
[FDD - If the DSCHs to Modify IE includes the Enhanced DSCH PC Indicator IE set to "Enhanced DSCH PC Active in the UE ", the DRNS shall activate enhanced DSCH power control in accordance with ref. [10] subclause 5.2.2, if supported, using either:]

-
[FDD - the SSDT Cell Identity for EDSCHPC IE in RL Information IE, if the SSDT Cell Identity IE is not included in the RL Information IE or]

-
[FDD - the SSDT Cell Identity IE in the RL Information IE, if both the SSDT Cell Identity IE and the SSDT Cell Identity for EDSCHPC are included in the RL Information IE.] 
[FDD - together with the SSDT Cell Identity Length IE in UL DPCH Information IE, and Enhanced DSCH PC IE, in the new configuration.]

-
[FDD - If the DSCHs to Modify IE includes the Enhanced DSCH PC Indicator IE set to "Enhanced DSCH PC not Active in the UE", the DRNS shall deactivate enhanced DSCH power control in the new configuration.]
If the requested modifications are allowed by the DRNS and the DRNS has successfully reserved the required resources for the new configuration of the Radio Link(s), it shall respond to the SRNC with the RADIO LINK RECONFIGURATION READY message.

[TDD] USCH Addition/Modification/Deletion

If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH to modify, USCH to add or USCH to delete IEs, then the DRNS shall use this information to add/modify/delete the indicated USCH channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.

If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH to Add IE, then, the DRNS shall use the Allocation/Retention Priority IE, Scheduling Priority Indicator IE and TrCH Source Statistics Descriptor IE to define a set of USCH Priority classes each of which is associated with a set of supported MAC-c/sh SDU lengths.

If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH to Modify IE, then the DRNS shall treat them each as follows:

-
If the USCH to Modify IE includes any of the Allocation/Retention Priority IE , Scheduling Priority Indicator IE or TrCH Source Statistics Descriptor IE, the DNRS shall use them to update the set of USCH Priority classes.
-
If the USCH to Modify IE includes any of the CCTrCH Id IE, Transport Format Set IE, BLER IE or RB Info IE, the DRNS shall apply the parameters to the new configuration.
-
[TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK RECONFIGURATION READY message if a USCH is added and at least one DCH exists in the new configuration. The DRNC shall also include the Secondary CCPCH Info TDD IE in the RADIO LINK RECONFIGURATION READY message if the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]
If the requested modifications are allowed by the DRNC and the DRNC has successfully reserved the required resources for the new configuration of the Radio Link(s), it shall respond to the SRNC with the RADIO LINK RECONFIGURATION READY message.

General

The DRNS shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE for any Transport Channel being added, or any Transport Channel being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE. In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the DCHs in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the combined Radio Links.

Any allowed rate for the uplink of a DCH provided for the old configuration will not be valid for the new configuration. If the DRNS need to limit the user rate in the uplink of a DCH in the new configuration for a Radio Link, the DRNC shall include the Allowed UL Rate IE of the Allowed Rate Information IE in the DCH Information Response IE for this DCH in the RADIO LINK RECONFIGURATION READY message for this Radio Link.

Any allowed rate for the downlink of a DCH provided for the old configuration will not be valid for the new configuration. If the DRNS need to limit the user rate in the downlink of a DCH in the new configuration for a Radio Link, the DRNC shall include the Allowed DL Rate IE of the Allowed Rate Information IE in the DCH Information Response IE for this DCH in the RADIO LINK RECONFIGURATION READY message for this Radio Link.
If the requested modifications are allowed by the DRNS, and the DRNS has successfully reserved the required resources for the new configuration of the Radio Link(s) it shall respond to the SRNC with the RADIO LINK RECONFIGURATION READY message. When this procedure has been completed successfully there exist a Prepared Reconfiguration, as defined in subclause 3.1.

The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s) and shall return this in the Maximum Uplink SIR IE and Minimum Uplink SIR IE for each Radio Link in the RADIO LINK RECONFIGURATION READY message.

If the DL TX power upper or lower limit has been re-configured the DRNC shall return this in the Maximum DL TX Power IE and Minimum DL TX Power IE respectively in the RADIO LINK RECONFIGURATION RESPONSE message. The DRNS shall not transmit with a higher power than indicated by the Maximum DL TX Power IE or lower than indicated by the Minimum DL TX Power IE on any DL DPCH of the RL [FDD – except during compressed mode, when the PSIR(k) , as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power in slot k.]
Next update

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon reception, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL to be modified according to Annex A.
DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs to Modify IEs, then the DRNS shall treat them as follows:
-
If the DCHs to Modify IE includes multiple DCH Specific Info IEs, then the DRNS shall treat the DCHs as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
-
If the DCHs to Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be modified, the DRNS shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
If the DCHs to Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs to be modified, the DRNS shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
If the DCHs to Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs to be modified, the DRNS shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
If the DCH Specific Info IE includes on the Transport Format Set IE for the UL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

-
If the DCH Specific Info IE includes on the Transport Format Set IE for the DL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

-
If the DCH Specific Info IE includes the Frame Handling Priority IE, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.
-
If the DCH Specific Info IE includes the Traffic Class IE, the DRNC should use this information to determine the transport bearer characteristics to apply between DRNC and Node B for the related DCH or set of co-ordinated DCHs.

-
[FDD - If the DRAC Control IE is present and set to "requested" in DCH Specific Info IE for at least one DCH, and if the DRNS supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE for the FACH where the DRAC information is sent, for each Radio Link supported by a cell where DRAC is active. If the DRNS does not support DRAC, the DRNC shall not provide these IEs in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[TDD - If the DCH Specific Info IE includes the CCTrCH ID IE for the UL, the DRNS shall map the DCH onto the referenced UL CCTrCH.]

-
[TDD - If the DCH Specific Info IE includes the CCTrCH ID IE for the DL, the DRNS shall map the DCH onto the referenced DL CCTrCH.]

-
If the DCH Specific Info IE includes the Guaranteed Rate Information IE, the DRNS shall treat the included IEs according to the following:

-
If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new Guaranteed Rate in the uplink of this DCH in the new configuration. The DRNS may decide to request the SRNC to limit the user rate in the uplink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate.

-
If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new Guaranteed Rate in the downlink of this DCH in the new configuration. The DRNS may decide to request the SRNC to limit the user in the downlink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate.

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs to Add IEs, then the DRNS shall treat them each as follows:
-
The DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

-
If the DCHs to Add IE includes multiple DCH Specific Info IEs then the DRNS shall treat the DCHs in the DCHs to Add IE as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration only if all of them can be in the new configuration.

-
[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If the QE-Selector is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [4].]

-
For a set of co-ordinated DCHs the Transport channel BER from the DCH with the QE‑Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [4]. [FDD - If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If all DCHs have QE-Selector IE set to "non-selected" the Physical channel BER shall be used for the QE, ref. [4].]

-
The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.
-
The Traffic Class IE should be used to determine the transport bearer characteristics to apply between DRNC and Node B for the related DCH or set of co-ordinated DCHs.

-
The DRNS shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
-
[FDD - If the DRAC Control IE is set to "requested" in DCH Specific Info IE for at least one DCH, and if the DRNS supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE for the FACH where the DRAC information is sent, for each Radio Link supported by a cell where DRAC is active. If the DRNS does not support DRAC, the DRNC shall not provide these IEs in the RADIO LINK RECONFIGURATION RESPONSE message.

-
If the DCH Specific Info IE includes the Guaranteed Rate Information IE, the DRNS shall treat the included IEs according to the following:

-
If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new Guaranteed Rate in the uplink of this DCH in the new configuration.  The DRNS may decide to request the SRNC to limit the user rate of the uplink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not include the Guaranteed UL Rate IE, the DRNS shall not limit the user rate of the uplink of the DCH.

-
If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new Guaranteed Rate in the downlink of this DCH in the new configuration.  The DRNS may decide to request the SRNC to limit the user rate of the downlink of the DCH at any point in time after activating the new configuration. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not include the Guaranteed DL Rate IE, the DRNS shall not limit the user rate of the uplink of the DCH.

DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to delete IE, the DRNS shall not include the referenced DCHs in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an UL DPCH Information IE, then the DRNS shall apply the parameters to the new configuration as follows: ]
-
[FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the DRNS shall apply the new TFCS in the Uplink of the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes a DL DPCH Information IE, then the DRNS shall apply the parameters to the new configuration as follows:]
-
[FDD - If the DL DPCH Information IE includes the TFCS IE for the DL, the DRNS shall apply the new TFCS in the Downlink of the new configuration.]
-
[FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE for the DL, the DRNS shall apply the new TFCI Signalling Mode in the Downlink of the new configuration.]
-
[FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Used', the DRNS shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]
-
[FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Not Used', the DRNS shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode configuration This new Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or last Radio Link is deleted.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, and if the Downlink Compressed Mode Method in one or more Transmission Gap Pattern Sequence within the Transmission Gap Pattern Sequence Information IE is set to 'SF/2', the DRNC shall include the DL Code Information IE in the RADIO LINK RECONFIGURATION RESPONSE message, without changing any of the DL Channelisation Codes or DL Scrambling Codes, indicating for each DL Channelisation Code whether the alternative scrambling code shall be used or not.]
[TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH Information to modify IEs or /DL CCTrCH Information to modify IEs and it includes TFCS IE, the DRNS shall apply the included TFCS IE as the new value to the referenced CCTrCH.]

[TDD – UL/DL CCTrCH Deletion]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH Information to delete IEs or DL CCTrCH Information to delete IEs, the DRNS shall remove the referenced CCTrCH in the new configuration.]

General:
The DRNS shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE for any Transport Channel being added, or any Transport Channel being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE. The detailed frame protocol handling during transport bearer replacement is described in [4], subclause 5.10.1.

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur, the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE shall be included only for one of the DCHs in the set of co-ordinated DCHs. 
In case of a Radio Link being combined with another Radio Link within the DRNS, the DRNC shall return the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message only for one of the combined Radio Links.

Any allowed rate for the uplink of a DCH provided for the old configuration will not be valid for the new configuration. If the DRNS need to limit the user rate in the uplink of a DCH in the new configuration for a Radio Link, the DRNC shall include the Allowed UL Rate IE of the Allowed Rate Information IE in the DCH Information Response IE for this DCH in the RADIO LINK RECONFIGURATION RESPONSE message for this Radio Link.

Any allowed rate for the downlink of a DCH provided for the old configuration will not be valid for the new configuration. If the DRNS need to limit the user rate in the downlink of a DCH in the new configuration for a Radio Link, the DRNC shall include the Allowed DL Rate IE of the Allowed Rate Information IE in the DCH Information Response IE for this DCH in the RADIO LINK RECONFIGURATION RESPONSE message for this Radio Link.

If the requested modifications are allowed by the DRNS, and if the DRNS has successfully allocated the required resources and changed to the new configuration, the DRNC shall respond to the SRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s), and the DRNC shall return this in the IEs Maximum Uplink SIR and Minimum Uplink SIR for each Radio Link in the RADIO LINK RECONFIGURATION RESPONSE message.

If the DL TX power upper or lower limit has been re-configured, the DRNC shall return this in the Maximum DL TX Power IE and Minimum DL TX Power IE respectively in the RADIO LINK RECONFIGURATION READY message. The DRNS shall not transmit with a higher power than indicated by the Maximum DL TX Power IE or lower than indicated by the Minimum DL TX Power IE on any DL DPCH of the RL [FDD – except during compressed mode, when the PSIR(k) , as described in ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power in slot k].
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9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


Allowed Queuing Time
O

9.2.1.2

YES
reject

UL DPCH Information

0..1


YES
reject

>UL Scrambling Code
O

9.2.2.53

–


>UL SIR Target
O

Uplink SIR

9.2.1.69

–


>Min UL Channelisation Code Length
O

9.2.2.25

–


>Max Number of UL DPDCHs
C – CodeLen

9.2.2.24

–


>Puncture Limit
O

9.2.1.46
For the UL.
–


>TFCS
O

9.2.1.63
TFCS for the UL.
–


>UL DPCCH Slot Format
O

9.2.2.52

–


>Diversity Mode
O

9.2.2.8

–


>SSDT Cell Identity Length
O

9.2.2.41

–


>S-Field Length
O

9.2.2.36

–


DL DPCH Information

0..1


YES
reject

>TFCS
O

9.2.1.63
TFCS for the DL.
–


>DL DPCH Slot Format
O

9.2.2.9

–


>Number of DL Channelisation Codes
O

9.2.2.26A

–


>TFCI Signalling Mode
O

9.2.2.46

–


>TFCI Presence
C- SlotFormat

9.2.1.55

–


>Multiplexing Position
O

9.2.2.26

–


>Limited Power Increase
O

9.2.2.21A

–


DCHs to Modify
O

FDD DCHs to Modify

9.2.2.13C

YES
reject

DCHs to Add
O

DCH FDD Information

9.2.2.4A

YES
reject

DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.16

–


DSCHs to Modify

0..1


YES
reject

>DSCH Info

0..<maxnoofDSCHs>


–


>>DSCH ID
M

9.2.1.26A

–


>>TrCh Source

Statistics Descriptor
O

9.2.1.65

–


>>Transport

Format Set
O

9.2.1.64
For DSCH
–


>>Allocation/

Retention Priority
O

9.2.1.1

–


>>Scheduling

Priority Indicator
O

9.2.1.51A

–


>>BLER
O

9.2.1.4

–


   >>Transport Bearer
   Request Indicator
M

9.2.1.61

–


 >>Traffic Class 
O

9.2.1.58A

YES
ignore

>PDSCH RL ID
O

RL ID
9.2.1.49

–


>TFCS
O

9.2.1.63
For DSCH
–


>Enhanced DSCH PC Indicator
O

9.2.2.13F

YES
ignore

>Enhanced DSCH PC
C-EDSCHPCOn

9.2.2.13D

YES
ignore

DSCHs to Add
O

DSCH FDD Information

9.2.2.13A

YES
reject

DSCHs to Delete

0..1


YES
reject

>DSCH Info

1..<maxnoofDSCHs>


–


>>DSCH ID
M

9.2.1.26A

–


RL Information

0..<maxnoofRLs>


EACH
reject

>RL ID
M

9.2.1.49

–


>SSDT Indication
O

9.2.2.42

–


>SSDT Cell Identity
C - SSDTIndON

9.2.2.40

–


>Transmit Diversity Indicator
C –
Diversity mode

9.2.2.48

–


>SSDT Cell Identity for EDSCHPC 
C-EDSCHPC

9.2.2.40A

YES
ignore

Transmission Gap Pattern Sequence Information
O

9.2.2.47A

YES
reject

Condition
Explanation

SSDTIndON
The IE shall be present if the SSDT Indication IE is set to ”SSDT Active in the UE”.

CodeLen
The IE shall be present only if the Min UL Channelisation Code length IE equals to 4.

SlotFormat
The IE shall only be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

Diversity mode
The IE shall be present if Diversity Mode IE is present in the UL DPCH Information IE and is not equal to “none”.

EDSCHPCOn
The IE shall be present if the Enhanced DSCH PC Indicator IE is set to "Enhanced DSCH PC Active in the UE".

EDSCHPC
The IE shall be present if Enhanced DSCH PC IE is present in either the DSCHs to Modify IE or the DSCHs to Add IE.

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.11.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


Allowed Queuing Time
O

9.2.1.2

YES
reject

UL CCTrCH to Add

0..<maxnoofCCTrCHs>

For DCH and USCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the UL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.40

–


   > UL SIR Target
O

Uplink SIR

9.2.1.69
Mandatory for 1.28Mcps TDD; not applicable for 3.84Mcps TDD
YES
reject

UL CCTrCH to Modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
O

9.2.1.63
For the UL.
–


>TFCI Coding
O

9.2.3.11

–


>Puncture Limit
O

9.2.1.46

–


   > UL SIR Target
O

Uplink SIR

9.2.1.69
For 1.28Mcps TDD only
YES
reject

UL CCTrCH toDdelete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.2

–


DL CCTrCH to Add

0..<maxnoofCCTrCHs>

For DCH and DSCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the DL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


>TPC CCTrCH List

0 to <maxnoCCTrCH>

List of uplink CCTrCH which provide TPC
–


>>TPC CCTrCH ID 
M

CCTrCH ID

9.2.3.2

–


DL CCTrCH to Modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
O

9.2.1.63
For the DL.
–


>TFCI Coding
O

9.2.3.11

–


>Puncture Limit
O

9.2.1.46

–


>TPC CCTrCH List

0 to <maxnoCCTrCH>

List of uplink CCTrCH which provide TPC
–


>>TPC CCTrCH ID 
M

CCTrCH ID

9.2.3.2

–


DL CCTrCH to Delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.2

–


DCHs to Modify
O

TDD DCHs to Modify

9.2.3.8B

YES
reject

DCHs to Add
O

DCH TDD Information
9.2.3.2A

YES
reject

DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.16

–


DSCHs to Modify

0..<maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M

9.2.1.26A

–


>CCTrCH Id
O

9.2.3.2
DL CCTrCH in which the DSCH is mapped.
–


>TrCh Source Statistics Descriptor
O

9.2.1.65

–


>Transport Format Set
O

9.2.1.64

–


>Allocation/Retention Priority
O

9.2.1.1

–


>Scheduling Priority Indicator
O

9.2.1.51A

–


>BLER 
O

9.2.1.4

–


>Transport Bearer
   Request Indicator
M

9.2.1.61

–


>Traffic Class 
O

9.2.1.58A

YES
ignore

DSCHs to Add
O

DSCH TDD Information

9.2.3.3a

YES
reject

DSCHs to Delete

0..<maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M

9.2.1.26A

–


USCHs to Modify

0..<maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M

9.2.3.14

–


>CCTrCH Id
O

9.2.3.2
UL CCTrCH in which the USCH is mapped.
–


>TrCh Source Statistics Descriptor
O

9.2.1.65

–


>Transport Format Set
O

9.2.1.64

–


>Allocation/Retention Priority
O

9.2.1.1

–


>Scheduling Priority Indicator
O

9.2.1.51A

–


>BLER 
O

9.2.1.4

–


>Transport Bearer
   Request Indicator
M

9.2.1.61

–


>RB Info

0 to <maxnoofRB>

All Radio Bearers using this USCH
–


>>RB Identity
M

9.2.3.5B

–


USCHs to Add
O

USCH Information

9.2.3.15

YES
reject

USCHs to Delete

0..<maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M

9.2.3.14

–


Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

Next update

9.2.1.58A
Traffic Class 

This IE indicates the type of application the Radio Bearer is optimised for. 

IE/Group Name
Presence
Range
IE type and reference
Semantics description

>Traffic Class


ENUMERATED
(conversational, streaming, interactive, background, ...)


Next update
9.2.2.4A
DCH FDD Information

The DCH FDD Information IE provides information for DCHs to be established.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

DCH FDD Information

1..<maxnoofDCHs>


–


>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.4
For the UL.
–


>>BLER 
M

9.2.1.4
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M

9.2.1.46A

–


>>DRAC control
M

9.2.2.13

–


>>Guaranteed Rate Information
O

9.2.1.30M

YES
ignore

>>Traffic Class 
M

9.2.1.58A

YES
ignore

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE.
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9.2.2.13A
DSCH FDD Information

The DSCH FDD Information IE provides information for DSCHs to be established.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

DSCH Specific FDD Information

1..<maxnoofDSCHs>


–


>DSCH ID
M

9.2.1.26A

–


>TrCh Source

Statistics Descriptor
M

9.2.1.65

–


>Transport Format 

Set
M

9.2.1.64
For DSCH
–


>Allocation/Retention

Priority
M

9.2.1.1

–


>Scheduling Priority

Indicator
M

9.2.1.51A

–


>BLER 
M

9.2.1.4

–


  >Traffic Class 
M

9.2.1.58A

YES
ignore

PDSCH RL ID
M

RL ID

9.2.1.49

–


TFCS
M

9.2.1.63
For DSCH
–


>Enhanced DSCH PC
O

9.2.2.13D

YES
ignore

Range bound
Explanation

MaxnoofDSCHs
Maximum number of DSCHs for one UE.
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9.2.2.13C
FDD DCHs to Modify

The FDD DCHs to Modify IE provides information for DCHs to be modified.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

FDD DCHs to Modify

1..<maxnoofDCHs>


–


>UL FP Mode
O

9.2.1.67

–


>ToAWS
O

9.2.1.58

–


>ToAWE
O

9.2.1.57

–


>Transport Bearer Request Indicator
M

9.2.1.61

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>Transport Format Set
O

9.2.1.64
For the UL.
–


>>Transport Format Set
O

9.2.1.64
For the DL.
–


>>Allocation/Retention Priority
O

9.2.1.1

–


>>Frame Handling Priority
O

9.2.1.29

–


>>DRAC Control
O

9.2.2.13

–


>>Guaranteed Rate Information
O

9.2.1.30M

YES
ignore

>>Traffic Class
O

9.2.1.58A

YES
ignore

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE.
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9.2.3.2A
DCH TDD Information

The DCH TDD Information IE provides information for DCHs to be established.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

DCH Information

1..<maxnoofDCHs>


–


>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH  ID
M

9.2.3.2
UL CCTrCH in which the DCH is mapped 
–


>>CCTrCH  ID
M

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.4
For the UL.
–


>>BLER 
M

9.2.1.4
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
C-CoorDCH

9.2.1.46A

–


>>Guaranteed Rate Information
O

9.2.1.30M

YES
ignore

>>Traffic Class
M

9.2.1.58A

YES
ignore

Condition
Explanation

CoorDCH
The IE shall be present if this DCH is part of a set of coordinated DCHs (number of instances of the DCH Specific Info IE is greater than 1).

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE.
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9.2.3.3a
DSCH TDD Information

The DSCH TDD Information IE provides information for DSCHs to be established.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

DSCH TDD Information

1..<maxnoofDSCHs>


–


>DSCH ID
M

9.2.1.26A

–


>CCTrCH ID
M

9.2.3.2
DL CCTrCH in which the DSCH is mapped.
–


>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>Transport Format Set
M

9.2.1.64

–


>Allocation/Retention Priority
M

9.2.1.1

–


>Scheduling Priority Indicator
M

9.2.1.51A

–


>BLER 
M

9.2.1.4

–


>Traffic Class
M

9.2.1.58A

YES
ignore

Range bound
Explanation

MaxnoofDSCHs
Maximum number of DSCHs for one UE.
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9.2.3.8B
TDD DCHs to Modify

The TDD DCHs to Modify IE provides information for DCHs to be modified.

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

TDD DCHs to Modify

1..<maxnoofDCHs>


–


>UL FP Mode
O

9.2.1.67

–


>ToAWS
O

9.2.1.58

–


>ToAWE
O

9.2.1.57

–


>Transport Bearer
   Request Indicator
M

9.2.1.61

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH ID
O

9.2.3.2
UL CCTrCH in which the DCH is mapped.
–


>>CCTrCH ID
O

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>Transport Format Set
O

9.2.1.64
For the UL.
–


>>Transport Format Set
O

9.2.1.64
For the DL.
–


>>Allocation/Retention Priority
O

9.2.1.1

–


>>Frame Handling Priority
O

9.2.1.29

–


>>Traffic Class
O

9.2.1.58A

YES
ignore

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE.

Next update
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AllocationRetentionPriority,


AllowedQueuingTime,


Allowed-Rate-Information,

AlphaValue,

BLER,


SCTD-Indicator,

BindingID,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


ClosedLoopMode1-SupportIndicator,


ClosedLoopMode2-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CNDomainType,

Cause,


CellParameterID,


ChipOffset,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,

CongestionCause,

CriticalityDiagnostics,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-FDD-Information,

DCH-ID,


DCH-InformationResponse,


DCH-TDD-Information,

DL-DPCH-SlotFormat,


DL-TimeslotISCP,

DL-Power,

DL-ScramblingCode,


DL-Timeslot-Information,


DL-TimeslotLCR-Information,

DL-TimeSlot-ISCP-Info,

DL-TimeSlot-ISCP-LCR-Information,

DPC-Mode,

DPC-Mode-Change-SupportIndicator,

DPCH-ID,


DRACControl,


DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,

DiversityControlField,


DiversityMode,


DSCH-FDD-Information,


DSCH-FDD-InformationResponse,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

SchedulingPriorityIndicator,

EnhancedDSCHPC,


EnhancedDSCHPCCounter,


EnhancedDSCHPCIndicator,


EnhancedDSCHPCWnd,


EnhancedDSCHPowerOffset,

FACH-FlowControlInformation,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,
    FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

GA-CellAdditionalShapes,

IMSI,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

InnerLoopDLPCStatus,

L3-Information,


LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,

MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,

MeasurementFilterCoefficient,


MeasurementID,


MidambleAllocationMode,

MidambleShiftAndBurstType,


MidambleShiftLCR,

MinimumSpreadingFactor,

MinUL-ChannelisationCodeLength,


MultiplexingPosition,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

Neighbouring-GSM-CellInformation,

Neighbouring-UMTS-CellInformation,

NrOfDLchannelisationcodes,

PagingCause,


PagingRecordType,

PDSCHCodeMapping,

PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PC-Preamble,

Permanent-NAS-UE-Identity,

PowerAdjustmentType,

PowerOffset,


PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


PrimaryScramblingCode,


PropagationDelay,


PunctureLimit,


QE-Selector,


RANAP-RelocationInformation,


RB-Info,


RL-ID,


RL-Set-ID,


RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


Received-total-wide-band-power,

RequestedDataValue,


RequestedDataValueInformation,

RxTimingDeviationForTA,

S-FieldLength,


S-RNTI,


SCH-TimeSlot,

SAI,


SFN,

Secondary-CCPCH-Info,

Secondary-CCPCH-Info-TDD,


Secondary-LCR-CCPCH-Info-TDD,

SpecialBurstScheduling,

SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


STTD-Indicator,

STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


SecondaryCCPCH-SlotFormat,


SRB-Delay,

SyncCase,


SynchronisationConfiguration,

TDD-ChannelisationCode,


TDD-DCHs-to-Modify,


TDD-DL-Code-Information,

TDD-DPCHOffset,

TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TDD-ChannelisationCodeLCR,


TDD-DL-Code-LCR-Information,

TDD-UL-Code-Information,

TDD-UL-Code-LCR-Information,

TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


TimeSlotLCR,

TimingAdvanceApplied,

ToAWE,


ToAWS,


TrafficClass,


TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TSTD-Indicator,


TSTD-Support-Indicator,

UARFCN,


UC-ID,


UL-DPCCH-SlotFormat,


UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,

UL-TimeSlot-ISCP-LCR-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information
FROM RNSAP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,

maxNrOfDPCHs,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,

maxNrOfDLTs,

maxNoOfDSCHsLCR,


maxNoOfUSCHsLCR,


maxNrOfCCTrCHsLCR,


maxNrOfTsLCR,


maxNrOfDLTsLCR,


maxNrOfULTsLCR,


maxNrOfDPCHsLCR,


maxNrOfLCRTDDNeighboursPerRNC,

maxNrOfMeasNCell,

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-AllowedQueuingTime,


id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,

    id-CFNReportingIndicator,

id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-ClosedLoopMode1-SupportIndicator,

id-ClosedLoopMode2-SupportIndicator,

id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,

id-CongestionCause,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,


id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DCH-Rate-InformationItem-RL-CongestInd,

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-FDD-DL-CodeInformation,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DPC-Mode,

id-DPC-Mode-Change-SupportIndicator,

id-DSCHs-to-Add-FDD,


id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Delete-RL-ReconfPrepFDD,


id-DSCH-FDD-Information,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-FDD-InformationResponse,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Modify-RL-ReconfPrepFDD,


id-DSCHsToBeAddedOrModified-FDD,


id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,

id-EnhancedDSCHPC,


id-EnhancedDSCHPCIndicator,

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-GA-Cell,

id-GA-CellAdditionalShapes,

id-IMSI,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationReportCharacteristics,


id-InformationType,

id-InnerLoopDLPCStatus,

id-L3-Information,

id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-PagingArea-PagingRqst,

id-Permanent-NAS-UE-Identity,

id-FACH-FlowControlInformation,


id-PowerAdjustmentType,


id-PropagationDelay,


id-RANAP-RelocationInformation,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-RL-CongestInd,

id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-CongestInd,

id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-ReconfRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRspFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRspFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-RxTimingDeviationForTA,

id-S-RNTI,


id-SAI,


id-SFN,


id-SFNReportingIndicator,

id-SRNC-ID,

id-SSDT-CellIDforEDSCHPC,

id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-timeSlot-ISCP,

id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-Transmission-Gap-Pattern-Sequence-Information,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,


id-URA-Information,

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD,


id-RL-LCR-InformationResponse-RL-SetupRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-USCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD,


id-RL-LCR-InformationResponse-RL-AdditionRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD,


id-TSTD-Support-Indicator-RL-SetupRqstTDD
FROM RNSAP-Constants;

<Not affected part is omitted>

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-DL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-FDD-DCHs-to-Modify

CRITICALITY reject
TYPE FDD-DCHs-to-Modify

PRESENCE optional
} |


{ ID id-DCHs-to-Add-FDD

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DSCH-Modify-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DSCH-Modify-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DSCHs-to-Add-FDD


CRITICALITY reject
TYPE DSCH-FDD-Information


PRESENCE optional
} |


{ ID id-DSCH-Delete-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DSCH-Delete-RL-ReconfPrepFDD

PRESENCE optional
} |

{ ID id-RL-InformationList-RL-ReconfPrepFDD
CRITICALITY reject
TYPE RL-InformationList-RL-ReconfPrepFDD
PRESENCE optional
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode

OPTIONAL,


ul-SIRTarget




UL-SIR




OPTIONAL,


minUL-ChannelisationCodeLength
MinUL-ChannelisationCodeLength 
OPTIONAL,


maxNrOfUL-DPDCHs



MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 --,


ul-PunctureLimit



PunctureLimit


OPTIONAL,


tFCS






TFCS 
OPTIONAL,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat

OPTIONAL,


diversityMode




DiversityMode


OPTIONAL,

sSDT-CellIDLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {

tFCS






TFCS
OPTIONAL,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat

OPTIONAL,

nrOfDLchannelisationcodes

NrOfDLchannelisationcodes
OPTIONAL,

tFCI-SignallingMode



TFCI-SignallingMode

OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is from 12 to 16 --,


multiplexingPosition


MultiplexingPosition

OPTIONAL,


limitedPowerIncrease


LimitedPowerIncrease

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfPrepFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepFDD

DCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Modify-RL-ReconfPrepFDD ::= SEQUENCE {


dSCH-Information




DSCH-ModifyInfo-RL-ReconfPrepFDD
OPTIONAL,


pdSCH-RL-ID






RL-ID





OPTIONAL,


tFCS







TFCS





OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Modify-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-Modify-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-ModifyInfo-RL-ReconfPrepFDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCH-ModifyInformationItem-RL-ReconfPrepFDD

DSCH-ModifyInformationItem-RL-ReconfPrepFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr
OPTIONAL,


transportFormatSet




TransportFormatSet



OPTIONAL,


allocationRetentionPriority 

AllocationRetentionPriority

OPTIONAL,


schedulingPriorityIndicator


SchedulingPriorityIndicator

OPTIONAL,


bLER







BLER






OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

iE-Extensions





ProtocolExtensionContainer { {DSCH-ModifyInformationItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-ModifyInformationItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EnhancedDSCHPCIndicator


CRITICALITY ignore
EXTENSION EnhancedDSCHPCIndicator



PRESENCE optional
}|


{ ID id-EnhancedDSCHPC




CRITICALITY ignore
EXTENSION EnhancedDSCHPC





PRESENCE conditional
}|

-- The IE shall be present if the Enhanced DSCH PC Indicator IE is set to "Enhanced DSCH PC Active in the UE".

{ ID id-TrafficClass


CRITICALITY ignore
EXTENSION TrafficClass



PRESENCE optional
},

...

}

DSCH-Delete-RL-ReconfPrepFDD ::= SEQUENCE {


dSCH-Information




DSCH-Info-Delete-RL-ReconfPrepFDD,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Delete-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-Delete-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Info-Delete-RL-ReconfPrepFDD ::= SEQUENCE (SIZE(1..maxNoOfDSCHs)) OF DSCH-DeleteInformationItem-RL-REconfPrepFDD

DSCH-DeleteInformationItem-RL-REconfPrepFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DSCH-DeleteInformationItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-DeleteInformationItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-ReconfPrepFDD


::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-Information-RL-ReconfPrepFDD-IEs} }

RL-Information-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-ReconfPrepFDD

CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepFDD

PRESENCE mandatory
}
}

RL-Information-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID





RL-ID,


sSDT-Indication




SSDT-Indication

OPTIONAL,


sSDT-CellIdentity



SSDT-CellID

OPTIONAL


-- The IE shall be present if the sSDT-Indication is set to 'sSDT-active-in-the-UE' --,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present if Diversity Mode IE is present in UL DPCH Information IE and is not equal to “none”

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-SSDT-CellIDforEDSCHPC CRITICALITY ignore EXTENSION SSDT-CellID 


PRESENCE conditional },


-- This IE shall be present if Enhanced DSCH PC IE is present in either the DSCHs to Modify IE or the DSCHs to Add IE.

...

}

RadioLinkReconfigurationPrepareFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
PRESENCE optional
} |

{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
PRESENCE optional
} |

{ ID id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
PRESENCE optional
} |

{ ID id-TDD-DCHs-to-Modify

CRITICALITY reject
TYPE TDD-DCHs-to-Modify

PRESENCE optional
} |


{ ID id-DCHs-to-Add-TDD

CRITICALITY reject
TYPE DCH-TDD-Information

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
}|


{ ID id-DSCH-ModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DSCH-ModifyList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-DSCHs-to-Add-TDD

CRITICALITY reject
TYPE DSCH-TDD-Information


PRESENCE optional
} |


{ ID id-DSCH-DeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DSCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-USCH-ModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE USCH-ModifyList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-USCHs-to-Add

CRITICALITY reject
TYPE USCH-Information


PRESENCE optional
} |


{ ID id-USCH-DeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE USCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
},

...

}

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs} }

UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-AddInformation-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

UL-CCTrCH-AddInformation-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS,


tFCI-Coding




TFCI-Coding,


punctureLimit




PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional},

-- This IE shall be mandatory for 1.28Mcps TDD, not applicable for 3.84Mcps TDD.

...

}

UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs} }

UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS

OPTIONAL,


tFCI-Coding




TFCI-Coding



OPTIONAL,


punctureLimit




PunctureLimit



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional},

-- This IE shall be applicable for 1.28Mcps TDD only.

...

}

UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs} }

UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs} }

DL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS,


tFCI-Coding




TFCI-Coding,


punctureLimit




PunctureLimit,


cCTrCH-TPCList




CCTrCH-TPCAddList-RL-ReconfPrepTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCAddItem-RL-ReconfPrepTDD

CCTrCH-TPCAddItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { { CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,

...

}
CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs} }

DL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS

OPTIONAL,


tFCI-Coding




TFCI-Coding



OPTIONAL,


punctureLimit




PunctureLimit



OPTIONAL,


cCTrCH-TPCList




CCTrCH-TPCModifyList-RL-ReconfPrepTDD

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCModifyItem-RL-ReconfPrepTDD

CCTrCH-TPCModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { { CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,

...

}
CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs} }

DL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepTDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepTDD

DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


iE-Extensions



ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCH-ModifyItem-RL-ReconfPrepTDD

DSCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dl-ccTrCHID






CCTrCH-ID





OPTIONAL,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr
OPTIONAL,


transportFormatSet




TransportFormatSet



OPTIONAL,


allocationRetentionPriority 

AllocationRetentionPriority

OPTIONAL,


schedulingPriorityIndicator


SchedulingPriorityIndicator

OPTIONAL,


bLER







BLER






OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

iE-Extensions




ProtocolExtensionContainer { {DSCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TrafficClass


CRITICALITY ignore
EXTENSION TrafficClass



PRESENCE optional
},

...

}

DSCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCH-DeleteItem-RL-ReconfPrepTDD

DSCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DSCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCH-ModifyItem-RL-ReconfPrepTDD

USCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID







USCH-ID,


ul-ccTrCHID






CCTrCH-ID





OPTIONAL,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr
OPTIONAL,


transportFormatSet




TransportFormatSet



OPTIONAL,


allocationRetentionPriority 

AllocationRetentionPriority

OPTIONAL,


schedulingPriorityIndicator


SchedulingPriorityIndicator

OPTIONAL,


bLER







BLER






OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

rb-Info







RB-Info






OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {USCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

USCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCH-DeleteItem-RL-ReconfPrepTDD

USCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID







USCH-ID,


iE-Extensions




ProtocolExtensionContainer { {USCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

USCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkReconfigurationPrepareTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

<Not affected part is omitted>

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCodeNumComp-1,


maxNrOfFACHs,

maxFACHCountPlus1,


maxIBSEG,


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNoTFCIGroups,


maxNoCodeGroups,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHsLCR,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxTFCI1Combs,


maxTFCI2Combs,

maxTFCI2Combs-1,

maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,

id-Allowed-Rate-Information,


id-DPC-Mode-Change-SupportIndicator,


id-Guaranteed-Rate-Information,

id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,

id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,

id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell–1,

id-MessageStructure,

id-EnhancedDSCHPC,


id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TypeOfError
FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,

RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN

CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}

Active-Pattern-Sequence-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

AdjustmentPeriod


::= INTEGER(1..256)

-- Unit Frame
AllocationRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,



iE-Extensions


ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,



...

}

AllocationRetentionPriority-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Allowed-Rate-Information
::= SEQUENCE {


allowed-UL-Rate


Allowed-Rate OPTIONAL,


allowed-DL-Rate


Allowed-Rate OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {Allowed-Rate-Information-ExtIEs} } OPTIONAL,


...

}

Allowed-Rate-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Allowed-Rate


::= INTEGER (1..maxNrOfTFs)
AllowedQueuingTime


::= INTEGER (1..60)

-- seconds

AlphaValue




::=
INTEGER (0..8)

-- Actual value = Alpha / 8
-- B

BadSatellites ::= SEQUENCE {


badSatelliteInformation

SEQUENCE (SIZE (1..maxNoSat)) OF



SEQUENCE {




badSAT-ID




SAT-ID,




iE-Extensions



ProtocolExtensionContainer { { BadSatelliteInformation-ExtIEs} }

OPTIONAL,




...



},


iE-Extensions



ProtocolExtensionContainer { { BadSatellites-ExtIEs} }

OPTIONAL,


...

}

BadSatelliteInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

BadSatellites-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Band-Indicator ::= ENUMERATED {


dcs1800Band,


pcs1900Band,


...

}
BCC ::= BIT STRING (SIZE (3))
BCCH-ARFCN ::= INTEGER (0..1023)
BetaCD ::= INTEGER (0..15)
BindingID



::= OCTET STRING (SIZE (1..4,...))

BLER




::= INTEGER (-63..0)

-- Step 0.1 (Range -6.3..0). It is the Log10 of the BLER

SCTD-Indicator
::= ENUMERATED {


active,


inactive

}
BSIC ::= SEQUENCE {


nCC


NCC,


bCC


BCC

}
BurstModeParameters ::= SEQUENCE {


burstStart

INTEGER (0..15),


burstLength

INTEGER (10..25),


burstFreq

INTEGER (1..16),


iE-Extensions



ProtocolExtensionContainer { { BurstModeParameters-ExtIEs} }

OPTIONAL,


...
}

BurstModeParameters-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


combining-not-supported,

reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


requested-tx-diversity-mode-not-supported,

measurement-temporaily-not-available,

unspecified,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

dedicated-transport-channel-type-not-supported,


dl-shared-channel-type-not-supported,


ul-shared-channel-type-not-supported,


common-transport-channel-type-not-supported,


ul-spreading-factor-not-supported,

dl-spreading-factor-not-supported,


cm-not-supported,

transaction-not-supported-by-destination-node-b,

rl-already-activated-or-alocated,

...,

    number-of-UL-codes-not-supported,


dpc-mode-change-not-supported,

information-temporarily-not-available,


information-provision-not-supported-for-the-object,

cell-reserved-for-operator-use
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}

C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

CellIndividualOffset
::= INTEGER (-20..20)

CellParameterID



::= INTEGER (0..127,...)

CFN




::= INTEGER (0..255)

CGI ::= SEQUENCE {


lAI


SEQUENCE {



pLMN-Identity
PLMN-Identity,



lAC



LAC,



iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL,



...


},


cI



CI,


iE-Extensions


ProtocolExtensionContainer { {CGI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CGI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding,


...

}

ChipOffset



::= INTEGER (0..38399)

CI




::= OCTET STRING (SIZE (2))
ClosedLoopMode1-SupportIndicator
::= ENUMERATED {


closedLoop-Mode1-Supported,


closedLoop-Mode1-not-Supported

}

ClosedLoopMode2-SupportIndicator
::= ENUMERATED {


closedLoop-Mode2-Supported,


closedLoop-Mode2-not-Supported

}

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...

}
CodeNumber ::= INTEGER (0..maxCodeNumComp-1)
CodingRate ::= ENUMERATED {


half,


third,


...

}

CommonMeasurementAccuracy ::= CHOICE {


tUTRANGPSMeasurementAccuracyClass

TUTRANGPSAccuracyClass,


...

}
CommonMeasurementType ::= ENUMERATED {


uTRAN-GPS-timing-of-cell-frames-for-LCS,


sFN-SFN-observerd-time-difference,


load,


transmitted-carrier-power, 


received-total-wide-band-power,


uplink-timeslot-iscp,


...

}

CommonMeasurementValue ::= CHOICE {


tUTRANGPSMeasurementValueInformation
TUTRANGPSMeasurementValueInformation,


sFNSFNMeasurementValueInformation

SFNSFNMeasurementValueInformation,


loadValue






LoadValue,


transmittedCarrierPowerValue

INTEGER(0..100),


receivedTotalWideBandPowerValue

INTEGER(0..621),


uplinkTimeslotISCPValue



UL-TimeslotISCP,


...

}

CommonMeasurementValueInformation ::= CHOICE {


measurementAvailable

CommonMeasurementAvailable,


measurementnotAvailable

NULL
}

CommonMeasurementAvailable::= SEQUENCE {


commonMeasurementValue

CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { { CommonMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

CommonMeasurementAvailableItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CongestionCause ::= ENUMERATED {


uTRAN-dynamic-resources,


uTRAN-semistatic-resources,


...

}
CRC-Size 



::= ENUMERATED {

v0,


v8,


v12,


v16,


v24,


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID


OPTIONAL,


triggeringMessage


TriggeringMessage

OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID


OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber0

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{
ID id-MessageStructure

CRITICALITY ignore

EXTENSION MessageStructure

PRESENCE optional
}|
{
ID id-TypeOfError


CRITICALITY ignore

EXTENSION TypeOfError


PRESENCE mandatory
},

...

}

MessageStructure ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 


iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber1

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {MessageStructure-ExtIEs} } OPTIONAL,



...


}

MessageStructure-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CN-CS-DomainIdentifier ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


iE-Extensions

ProtocolExtensionContainer { {CN-CS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-CS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CN-PS-DomainIdentifier ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


rAC




RAC,


iE-Extensions

ProtocolExtensionContainer { {CN-PS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-PS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CNDomainType
::= ENUMERATED {


cs-domain,


ps-domain,


dont-care,


...

}

-- See in [16]
C-RNTI




::= INTEGER (0..65535)

-- D

DCH-FDD-Information

::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-FDD-InformationItem

DCH-FDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-Specific-FDD-InformationList,

iE-Extensions





ProtocolExtensionContainer { {DCH-FDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

DCH-FDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-Specific-FDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-FDD-Item

DCH-Specific-FDD-Item ::=
SEQUENCE {

dCH-ID







DCH-ID,


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector,


dRACControl






DRACControl,

iE-Extensions





ProtocolExtensionContainer { {DCH-FDD-SpecificItem-ExtIEs} } OPTIONAL,


...

}

DCH-FDD-SpecificItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-Guaranteed-Rate-Information

CRITICALITY ignore
EXTENSION Guaranteed-Rate-Information

PRESENCE optional
}|


 { ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass
PRESENCE mandatory}

}
DCH-ID




::= INTEGER (0..255)

DCH-InformationResponse ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem

DCH-InformationResponseItem ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID



OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {DCH-InformationResponseItem-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-Allowed-Rate-Information

CRITICALITY ignore
EXTENSION Allowed-Rate-Information

PRESENCE optional
}
}
DCH-TDD-Information

::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-TDD-InformationItem
DCH-TDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-Specific-TDD-InformationList,

iE-Extensions





ProtocolExtensionContainer { {DCH-TDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

DCH-TDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-Specific-TDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-TDD-Item

DCH-Specific-TDD-Item ::=
SEQUENCE {

dCH-ID







DCH-ID,



ul-cCTrCH-ID





CCTrCH-ID, -- UL CCTrCH in which the DCH is mapped


dl-cCTrCH-ID





CCTrCH-ID, -- DL CCTrCH in which the DCH is mapped


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector


OPTIONAL,

-- This IE shall be present if DCH is part of set of Co-ordinated DCHs

iE-Extensions





ProtocolExtensionContainer { {DCH-Specific-TDD-Item-ExtIEs} } OPTIONAL,


...

}

DCH-Specific-TDD-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-Guaranteed-Rate-Information

CRITICALITY ignore
EXTENSION Guaranteed-Rate-Information

PRESENCE optional,


 { ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass 
PRESENCE mandatory}

}
}
DedicatedMeasurementType ::= ENUMERATED { 


sir, 


sir-error, 


transmitted-code-power, 


rSCP, 


rx-timing-deviation,

round-trip-time,

..., 


rx-timing-deviation-LCR
}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value


SIR-Value,


sIR-ErrorValue


SIR-Error-Value,


transmittedCodePowerValue
Transmitted-Code-Power-Value,

rSCP



RSCP-Value,
-- TDD only


rxTimingDeviationValue
Rx-Timing-Deviation-Value,
-- 3.84Mcps TDD only

roundTripTime

Round-Trip-Time-Value,  -- FDD only

...,


extension-DedicatedMeasurementValue

Extension-DedicatedMeasurementValue
}

Extension-DedicatedMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-DedicatedMeasurementValueIE }}
Extension-DedicatedMeasurementValueIE RNSAP-PROTOCOL-IES ::= {

{ ID id-Rx-Timing-Deviation-Value-LCR
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-LCR
PRESENCE mandatory },

...

}

DedicatedMeasurementValueInformation ::= CHOICE {


measurementAvailable

DedicatedMeasurementAvailable,


measurementnotAvailable

DedicatedMeasurementnotAvailable
}

DedicatedMeasurementAvailable::= SEQUENCE {


dedicatedmeasurementValue

DedicatedMeasurementValue,

    cFN                             CFN                     OPTIONAL,

ie-Extensions




ProtocolExtensionContainer { { DedicatedMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

DedicatedMeasurementAvailableItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementnotAvailable ::= NULL
DeltaSIR



::= INTEGER (0..30)

-- Step 0.1 dB, Range 0..3 dB.
DGPSCorrections ::= SEQUENCE {


gPSTOW








GPSTOW,


gPS-Status-Health





GPS-Status-Health,


satellite-DGPSCorrections-Information
SEQUENCE (SIZE (1..maxNoSat)) OF



SEQUENCE {




sAT-ID







SAT-ID,




iode-dgps






BIT STRING (SIZE (8)),




uDRE







UDRE,




pRC








PRC,




range-Correction-Rate



Range-Correction-Rate,




iE-Extensions





ProtocolExtensionContainer { { Satellite-DGPSCorrections-Information-ExtIEs} }

OPTIONAL,



...



},


iE-Extensions




ProtocolExtensionContainer { { DGPSCorrections-ExtIEs} }

OPTIONAL,


...

}

Satellite-DGPSCorrections-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DGPSCorrections-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DGPSThreshold ::= SEQUENCE {


pRCDeviation

PRCDeviation,


iE-Extensions

ProtocolExtensionContainer { { DGPSThreshold-ExtIEs} }

OPTIONAL,

...

}

DGPSThreshold-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityControlField


::= ENUMERATED {


may,


must,


must-not

}

DiversityMode



::= ENUMERATED {


none,


sTTD,


closedLoopMode1,


closedLoopMode2,


...

}

DL-DPCH-SlotFormat


::= INTEGER (0..16,...)

DL-Power



::= INTEGER (-350..150)

-- Value = DL-Power / 10

-- Unit dB, Range –35dB .. +15dB, Step 0.1dB

D-RNTI




::= INTEGER (0..1048575)

D-RNTI-ReleaseIndication ::= ENUMERATED {


release-D-RNTI,


not-release-D-RNTI
}

DL-ScramblingCode


::= INTEGER (0..15)

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

DL-Timeslot-Information ::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF DL-Timeslot-InformationItem
DL-Timeslot-InformationItem ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType

MidambleShiftAndBurstType,


tFCI-Presence




TFCI-Presence,


dL-Code-Information



TDD-DL-Code-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-Timeslot-InformationItem-ExtIEs} } OPTIONAL,


...

}

DL-Timeslot-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-TimeslotLCR-Information ::= SEQUENCE (SIZE (1.. maxNrOfDLTsLCR)) OF DL-TimeslotLCR-InformationItem

DL-TimeslotLCR-InformationItem
 ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


dL-Code-LCR-Information



TDD-DL-Code-LCR-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-TimeslotLCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

DL-TimeslotLCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-TimeSlot-ISCP-Info ::= SEQUENCE (SIZE (1..maxNrOfDLTs)) OF DL-TimeSlot-ISCP-InfoItem

DL-TimeSlot-ISCP-InfoItem ::= SEQUENCE {


timeSlot




TimeSlot,


dL-TimeslotISCP



DL-TimeslotISCP,

iE-Extensions



ProtocolExtensionContainer { { DL-TimeSlot-ISCP-InfoItem-ExtIEs} } OPTIONAL,


...
}
DL-TimeSlot-ISCP-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-TimeSlot-ISCP-LCR-Information ::= SEQUENCE (SIZE (1..maxNrOfDLTsLCR)) OF
DL-TimeSlot-ISCP-LCR-InfoItem
DL-TimeSlot-ISCP-LCR-InfoItem ::= SEQUENCE {

 
timeSlotLCR





TimeSlotLCR,


dL-TimeslotISCP




DL-TimeslotISCP,


iE-Extensions




ProtocolExtensionContainer { { DL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs} }

OPTIONAL,


...

 }

DL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-TimeslotISCP


::= INTEGER (0..91)

-- According to mapping in [24]

Downlink-Compressed-Mode-Method 
::= ENUMERATED {


puncturing,


sFdiv2,


higher-layer-scheduling,


...

}
DPC-Mode ::= ENUMERATED {


mode0,


mode1,


...

}
DPC-Mode-Change-SupportIndicator ::= ENUMERATED {

dPC-ModeChangeSupported
}
DPCH-ID




::= INTEGER (0..239)

DPCHConstantValue ::= INTEGER (-10..10)

-- Unit dB, Step 1dB

DRACControl

::= ENUMERATED {


requested,


not-requested

}

DRXCycleLengthCoefficient



::= INTEGER (3..9)

-- See in [16]

DSCH-FDD-Information::= SEQUENCE {


dSCH-Specific-Information


DSCH-Specific-FDD-Item,


pdSCH-RL-ID






RL-ID,


tFCS







TFCS,


iE-Extensions





ProtocolExtensionContainer { {DSCH-FDD-Information-ExtIEs} } OPTIONAL,


...

}

DSCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EnhancedDSCHPC



CRITICALITY ignore
EXTENSION EnhancedDSCHPC




PRESENCE optional
},

...

}

DSCH-Specific-FDD-Item ::= SEQUENCE {


dSCH-ID







DSCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Specific-FDD-Item-ExtIEs} } OPTIONAL,


...

}

DSCH-Specific-FDD-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...


,{  ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass

PRESENCE mandatory

}
}
DSCH-FDD-InformationResponse ::= SEQUENCE {


dsch-Specific-InformationResponse
DSCH-Specific-FDD-InformationResponse,


pdSCHCodeMapping




PDSCHCodeMapping,


iE-Extensions





ProtocolExtensionContainer { { DSCH-FDD-InformationResponse-ExtIEs} } OPTIONAL,


...

}

DSCH-FDD-InformationResponse-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Specific-FDD-InformationResponse ::= SEQUENCE (SIZE(1..maxNoOfDSCHs)) OF DSCH-Specific-FDD-Response-Item

DSCH-Specific-FDD-Response-Item ::= SEQUENCE {


dsch-ID






DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID





BindingID



OPTIONAL,


transportLayerAddress


TransportLayerAddress
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DSCH-Specific-FDD-Response-Item-ExtIEs} } OPTIONAL,


...

}

DSCH-Specific-FDD-Response-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-FlowControlInformation ::=  SEQUENCE (SIZE(1..16)) OF DSCH-FlowControlItem

DSCH-FlowControlItem ::= SEQUENCE {


dSCH-SchedulingPriority



SchedulingPriorityIndicator,


mAC-c-sh-SDU-Lengths



MAC-c-sh-SDU-LengthList,


iE-Extensions





ProtocolExtensionContainer { {DSCH-FlowControlItem-ExtIEs} } OPTIONAL,


...

}

DSCH-FlowControlItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-ID




::= INTEGER (0..255)
DSCH-TDD-Information ::=  SEQUENCE (SIZE (1..maxNoOfDSCHs)) OF DSCH-TDD-InformationItem
DSCH-TDD-InformationItem ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dl-ccTrCHID






CCTrCH-ID, -- DL CCTrCH in which the DSCH is mapped


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions





ProtocolExtensionContainer { {DSCH-TDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

DSCH-TDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


... 


,{  ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass

PRESENCE mandatory

}

}
-- E

EnhancedDSCHPC ::= SEQUENCE {


enhancedDSCHPCWnd 
EnhancedDSCHPCWnd,


enhancedDSCHPCCounter 
EnhancedDSCHPCCounter,


enhancedDSCHPowerOffset EnhancedDSCHPowerOffset,


...

}

EnhancedDSCHPCCounter ::= INTEGER (1..50)
EnhancedDSCHPCIndicator ::= ENUMERATED {


enhancedDSCHPCActiveInTheUE,


enhancedDSCHPCNotActiveInTheUE
}

EnhancedDSCHPCWnd ::= INTEGER (1..10)

EnhancedDSCHPowerOffset ::= INTEGER (-15..0)
EventA ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventA-ExtIEs} } OPTIONAL,


...

}

EventA-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventB ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventB-ExtIEs} } OPTIONAL,


...

}

EventB-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
EventC ::= SEQUENCE {


measurementIncreaseDecreaseThreshold
MeasurementIncreaseDecreaseThreshold,


measurementChangeTime

MeasurementChangeTime,


iE-Extensions


ProtocolExtensionContainer { {EventC-ExtIEs} } OPTIONAL,

...

}

EventC-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventD ::= SEQUENCE {


measurementIncreaseDecreaseThreshold
MeasurementIncreaseDecreaseThreshold,


measurementChangeTime

MeasurementChangeTime,


iE-Extensions


ProtocolExtensionContainer { {EventD-ExtIEs} } OPTIONAL,


...

}

EventD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventE ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventE-ExtIEs} } OPTIONAL,


...

}

EventE-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventF ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
MeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventF-ExtIEs} } OPTIONAL,


...

}

EventF-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- F

FACH-FlowControlInformation ::= SEQUENCE (SIZE (1..16)) OF FACH-FlowControlInformationItem
FACH-FlowControlInformationItem ::= SEQUENCE {


fACH-SchedulingPriority


SchedulingPriorityIndicator,


mAC-c-sh-SDU-Lengths


MAC-c-sh-SDU-LengthList,


fACH-InitialWindowSize


FACH-InitialWindowSize,

iE-Extensions




ProtocolExtensionContainer { {FACH-FlowControlInformationItem-ExtIEs} } OPTIONAL,


...

}

FACH-FlowControlInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-InitialWindowSize


::= INTEGER { unlimited(255) } (0..255)

-- Number of frames MAC-c-sh SDUs.

-- 255 = Unlimited number of FACH data frames

FACH-InformationList ::= SEQUENCE (SIZE(0.. maxNrOfFACHs)) OF FACH-InformationItem
FACH-InformationItem ::= SEQUENCE {


transportFormatSet



TransportFormatSet,


iE-Extensions




ProtocolExtensionContainer { { FACH-InformationItem-ExtIEs} } OPTIONAL,


...

}

FACH-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-PCH-InformationList ::= SEQUENCE (SIZE(1..maxFACHCountPlus1)) OF FACH-PCH-InformationItem
FACH-PCH-InformationItem ::= SEQUENCE {


transportFormatSet



TransportFormatSet,


iE-Extensions




ProtocolExtensionContainer { { FACH-PCH-InformationItem-ExtIEs} } OPTIONAL,


...

}

FACH-PCH-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
FDD-DCHs-to-Modify



::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF FDD-DCHs-to-ModifyItem

FDD-DCHs-to-ModifyItem ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS

OPTIONAL,


toAWE







ToAWE

OPTIONAL,

transportBearerRequestIndicator

TransportBearerRequestIndicator,

dCH-SpecificInformationList


FDD-DCHs-to-ModifySpecificInformationList,


iE-Extensions





ProtocolExtensionContainer { {FDD-DCHs-to-ModifyItem-ExtIEs} } OPTIONAL,

...

}
FDD-DCHs-to-ModifyItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
FDD-DCHs-to-ModifySpecificInformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF FDD-DCHs-to-ModifySpecificItem

FDD-DCHs-to-ModifySpecificItem ::=
SEQUENCE {

dCH-ID






DCH-ID,


ul-TransportformatSet


TransportFormatSet

OPTIONAL,


dl-TransportformatSet


TransportFormatSet

OPTIONAL,


allocationRetentionPriority

AllocationRetentionPriority 
OPTIONAL,


frameHandlingPriority


FrameHandlingPriority

OPTIONAL,


dRACControl





DRACControl

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {FDD-DCHs-to-ModifySpecificItem-ExtIEs} } OPTIONAL,


...

}

FDD-DCHs-to-ModifySpecificItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-Guaranteed-Rate-Information

CRITICALITY ignore
EXTENSION Guaranteed-Rate-Information

PRESENCE optional,


 { ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass

PRESENCE optional
}

}
}
FDD-DL-ChannelisationCodeNumber

::= INTEGER (0..511)

-- According to the mapping in [27]. The maximum value is equal to the DL spreading factor -1--

FDD-DL-CodeInformation ::= SEQUENCE (SIZE (1..maxNrOfDL-Codes)) OF FDD-DL-CodeInformationItem

FDD-DL-CodeInformationItem ::= SEQUENCE {


dl-ScramblingCode










DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber







FDD-DL-ChannelisationCodeNumber,


transmission-Gap-Pattern-Sequence-ScramblingCode-Information

Transmission-Gap-Pattern-Sequence-ScramblingCode-Information
OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { {FDD-DL-CodeInformationItem-ExtIEs} } OPTIONAL,


...

}

FDD-DL-CodeInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
FDD-S-CCPCH-Offset


::= INTEGER (0..149)

FDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size0-5,


step-size1,


step-size1-5,


step-size2,

...

}
SchedulingPriorityIndicator 


::= INTEGER { lowest(0), highest(15) } (0..15)

FirstRLS-Indicator ::= ENUMERATED {


first-RLS,


not-first-RLS
}
FNReportingIndicator ::= ENUMERATED {


fN-reporting-required,


fN-reporting-not-required

}
FrameHandlingPriority


::= INTEGER { lowest(0), highest(15) } (0..15)

FrameOffset



::= INTEGER (0..255)

-- Frames

-- G

GapLength



::= INTEGER (1..14)

-- Unit Slot

GapDuration



::= INTEGER (1..144,...)
-- Unit Frame
GA-Cell ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



cell-GAIgeographicalCoordinate

GeographicalCoordinate,



iE-Extensions


ProtocolExtensionContainer { {GA-Cell-ExtIEs} } OPTIONAL,



...


}

GA-Cell-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-CellAdditionalShapes ::= CHOICE {


pointWithUncertainty






GA-PointWithUnCertainty,

pointWithUncertaintyEllipse





GA-PointWithUnCertaintyEllipse,


pointWithAltitude







GA-PointWithAltitude,


pointWithAltitudeAndUncertaintyEllipsoid

GA-PointWithAltitudeAndUncertaintyEllipsoid,


ellipsoidArc








GA-EllipsoidArc,

...


}

GA-AltitudeAndDirection ::= SEQUENCE {


directionOfAltitude

ENUMERATED {height, depth},

altitude



INTEGER (0..32767),

...

}

GA-EllipsoidArc ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


innerRadius




INTEGER (0..65535),


uncertaintyRadius


INTEGER (0..127),

offsetAngle




INTEGER (0..179),


includedAngle



INTEGER (0..179),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-EllipsoidArc-ExtIEs} } OPTIONAL,


...

}

GA-EllipsoidArc-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GA-PointWithAltitude ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


altitudeAndDirection

GA-AltitudeAndDirection,


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitude-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitude-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


altitudeAndDirection

GA-AltitudeAndDirection,


uncertaintyEllipse


GA-UncertaintyEllipse,


uncertaintyAltitude


INTEGER (0..127),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithUnCertaintyEllipse ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


uncertaintyEllipse


GA-UncertaintyEllipse,


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithUnCertaintyEllipse-ExtIEs} } OPTIONAL,


...

}

GA-PointWithUnCertaintyEllipse-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-UncertaintyEllipse ::= SEQUENCE {


uncertaintySemi-major

INTEGER (0..127),

uncertaintySemi-minor

INTEGER (0..127),

orientationOfMajorAxis

INTEGER (0..179),


...
}

GA-PointWithUnCertainty ::=SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


iE-Extensions


ProtocolExtensionContainer { {GA-PointWithUnCertainty-ExtIEs} } OPTIONAL,


uncertaintyCode


INTEGER (0..127)

}

GA-PointWithUnCertainty-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GA-AccessPointPosition ::= SEQUENCE {


geographicalCoordinate

GeographicalCoordinate,


iE-Extensions


ProtocolExtensionContainer { {GA-AccessPoint-ExtIEs} } OPTIONAL,


...

}

GA-AccessPoint-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GeographicalCoordinate ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude


INTEGER (0..8388607),


longitude


INTEGER (-8388608..8388607),


iE-Extensions


ProtocolExtensionContainer { {GeographicalCoordinate-ExtIEs} } OPTIONAL,


...

}

GeographicalCoordinate-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-Almanac ::= SEQUENCE {


wna-alm




BIT STRING (SIZE (8)),


satellite-Almanac-Information

SEQUENCE (SIZE (1..maxNoSat)) OF



SEQUENCE {




sAT-ID



SAT-ID,




gps-e-alm


BIT STRING (SIZE (16)),




gps-toa-alm


BIT STRING (SIZE (8)), 




gps-delta-I-alm

BIT STRING (SIZE (16)),




omegadot-alm

BIT STRING (SIZE (16)),




svhealth-alm

BIT STRING (SIZE (8)),




gps-a-sqrt-alm

BIT STRING (SIZE (24)),




omegazero-alm

BIT STRING (SIZE (24)),




m-zero-alm


BIT STRING (SIZE (24)),




gps-omega-alm

BIT STRING (SIZE (24)),




gps-af-zero-alm

BIT STRING (SIZE (11)),




gps-af-one-alm

BIT STRING (SIZE (11)),




iE-Extensions

ProtocolExtensionContainer { { Satellite-Almanac-Information-ExtIEs} }

OPTIONAL,



...



},

iE-Extensions


ProtocolExtensionContainer { { GPS-Almanac-ExtIEs} }

OPTIONAL,


...

}

Satellite-Almanac-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

} 
GPS-Almanac-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GPSInformation ::= SEQUENCE (SIZE (1..maxNoGPSTypes)) OF


SEQUENCE {



gPSInformationItem

ENUMERATED {




gPS-NavigationModel-and-TimeRecovery,




gPS-Ionospheric-Model,




gPS-UTC-Model,




gPS-Almanac,




gPS-RealTime-Integrity,




...



},



iE-Extensions


ProtocolExtensionContainer { { GPSInformation-ExtIEs} }

OPTIONAL,



...


}

-- This IE shall be present if the Information Type IE indicates ‘GPS Information’

GPSInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-Ionospheric-Model ::= SEQUENCE {


alpha-zero-ionos

BIT STRING (SIZE (8)),


alpha-one-ionos


BIT STRING (SIZE (8)),


alpha-two-ionos


BIT STRING (SIZE (8)),


alpha-three-ionos

BIT STRING (SIZE (8)),


beta-zero-ionos


BIT STRING (SIZE (8)),


beta-one-ionos


BIT STRING (SIZE (8)),


beta-two-ionos


BIT STRING (SIZE (8)),


beta-three-ionos

BIT STRING (SIZE (8)),


iE-Extensions


ProtocolExtensionContainer { { GPS-Ionospheric-Model-ExtIEs} }

OPTIONAL,


...

}

GPS-Ionospheric-Model-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-NavigationModel-and-TimeRecovery ::= SEQUENCE (SIZE (1..maxNoSat)) OF


SEQUENCE {



tx-tow-nav





INTEGER (0..1048575),



sAT-ID






SAT-ID,



tlm-message-nav




BIT STRING (SIZE (14)),



tlm-revd-c-nav




BIT STRING (SIZE (2)),



ho-word-nav





BIT STRING (SIZE (22)),



w-n-nav






BIT STRING (SIZE (10)),



ca-or-p-on-l2-nav



BIT STRING (SIZE (2)),



user-range-accuracy-index-nav
BIT STRING (SIZE (4)),



sv-health-nav




BIT STRING (SIZE (6)),



iodc-nav





BIT STRING (SIZE (10)),



l2-p-dataflag-nav



BIT STRING (SIZE (1)),



sf1-reserved-nav



BIT STRING (SIZE (87)),



t-gd-nav





BIT STRING (SIZE (8)),



t-oc-nav





BIT STRING (SIZE (16)),



a-f-2-nav





BIT STRING (SIZE (8)),



a-f-1-nav





BIT STRING (SIZE (16)),



a-f-zero-nav




BIT STRING (SIZE (22)),



c-rs-nav





BIT STRING (SIZE (16)),



delta-n-nav





BIT STRING (SIZE (16)),



m-zero-nav





BIT STRING (SIZE (32)),



c-uc-nav





BIT STRING (SIZE (16)),



gps-e-nav





BIT STRING (SIZE (32)),



c-us-nav





BIT STRING (SIZE (16)),



a-sqrt-nav





BIT STRING (SIZE (32)),



t-oe-nav





BIT STRING (SIZE (16)),



fit-interval-flag-nav


BIT STRING (SIZE (1)),



aodo-nav





BIT STRING (SIZE (5)),



c-ic-nav





BIT STRING (SIZE (16)),



omega-zero-nav




BIT STRING (SIZE (32)),



c-is-nav





BIT STRING (SIZE (16)),



i-zero-nav





BIT STRING (SIZE (32)),



c-rc-nav





BIT STRING (SIZE (16)),



gps-omega-nav




BIT STRING (SIZE (32)),



omegadot-nav




BIT STRING (SIZE (24)),



idot-nav





BIT STRING (SIZE (14)),



spare-zero-fill




BIT STRING (SIZE (20)),



iE-Extensions




ProtocolExtensionContainer { { GPS-NavigationModel-and-TimeRecoveryItem-ExtIEs} }

OPTIONAL,



...


}

GPS-NavigationModel-and-TimeRecoveryItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-RealTime-Integrity ::= CHOICE {


badSatellites



BadSatellites,


noBadSatellite



NULL
}

GPS-RX-POS ::= SEQUENCE {


geographicalCoordinate

GeographicalCoordinate,

altitudeAndDirection

GA-AltitudeAndDirection,

iE-Extensions



ProtocolExtensionContainer { { GPS-RX-POS-ExtIEs} } OPTIONAL,


...
}

GPS-RX-POS-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-Status-Health ::= ENUMERATED {


udre-1-0,


udre-0-75,


udre-0-5,


udre-0-3,


udre-0-1,


no-data,


invalid-data

}

GPSTOW ::= INTEGER (0..604799)

GPS-UTC-Model ::= SEQUENCE {


a-one-utc



BIT STRING (SIZE (24)),


a-zero-utc



BIT STRING (SIZE (32)),


t-ot-utc



BIT STRING (SIZE (8)),


delta-t-ls-utc


BIT STRING (SIZE (8)),


w-n-t-utc



BIT STRING (SIZE (8)),


w-n-lsf-utc



BIT STRING (SIZE (8)),


dn-utc




BIT STRING (SIZE (8)),


delta-t-lsf-utc


BIT STRING (SIZE (8)),


iE-Extensions


ProtocolExtensionContainer { { GPS-UTC-Model-ExtIEs} }

OPTIONAL,


...

}

GPS-UTC-Model-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Guaranteed-Rate-Information
::= SEQUENCE {


guaranteed-UL-Rate


Guaranteed-Rate OPTIONAL,


guaranteed-DL-Rate


Guaranteed-Rate OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {Guaranteed-Rate-Information-ExtIEs} } OPTIONAL,


...

}

Guaranteed-Rate-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Guaranteed-Rate


::= INTEGER (1..maxNrOfTFs)
-- H

-- I

IB-SchedulingInformation::= SEQUENCE {


iB-SG-Rep





IB-SG-REP,


iB-segmentInformationList

IB-SegmentInformationList,


iE-Extensions




ProtocolExtensionContainer { { IB-SchedulingInformation-ExtIEs } } OPTIONAL,



...

}

IB-SchedulingInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

IB-SegmentInformationList ::= SEQUENCE (SIZE(1..maxIBSEG)) OF IB-SegmentInformationItem
IB-SegmentInformationItem ::= SEQUENCE {


iB-SG-POS





IB-SG-POS,


iE-Extensions




ProtocolExtensionContainer { {  IB-SegmentInformationItem-ExtIEs } } OPTIONAL,


...

}

IB-SegmentInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
IB-SG-POS
::= INTEGER (0..4094)
-- Only even positions allowed
IB-SG-REP
::= ENUMERATED {rep4, rep8, rep16, rep32, rep64, rep128, rep256, rep512, rep1024, rep2048, rep4096}
IMSI

::= OCTET STRING (SIZE(3..8))

InformationAvailable::= SEQUENCE {


requestedDataValue

RequestedDataValue,


iE-Extensions


ProtocolExtensionContainer { { InformationAvailable-ExtIEs} }

OPTIONAL,


...

}

InformationAvailable-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

InformationExchangeID ::= INTEGER (0..1048575)

InformationNotAvailable ::= NULL

InformationReportCharacteristics ::= CHOICE {


onDemand



NULL,


periodic



PeriodicInformation,


onModification


OnModificationInformation,

...

}

InformationReportPeriodicity ::= CHOICE {


min



INTEGER (1..60,...),

-- Unit min, Step 1min

hour


INTEGER (1..24,...),

-- Unit hour, Step 1hour


...

}

InformationThreshold ::= CHOICE {


dGPSThreshold

DGPSThreshold,


...

} 

InformationType ::= SEQUENCE {


informationTypeItem

ENUMERATED {



gA-AccessPointPositionwithAltitude,


gA-AccessPointPosition,


iPDLParameters,



gPSInformation,



dGPSCorrections,



gPS-RX-POS,



sFNSFN-GA-AccessPointPosition,


...


},


gPSInformation



GPSInformation


OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { InformationType-ExtIEs} }

OPTIONAL,


...

}

-- The GPS Information IE shall be present if the Information Exchange Type IE indicates ‘GPS Information’

InformationType-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
InnerLoopDLPCStatus

::= ENUMERATED {active, inactive}
IPDLParameters ::= CHOICE {


iPDL-FDD-Parameters


IPDL-FDD-Parameters,


iPDL-TDD-Parameters


IPDL-TDD-Parameters

}

IPDL-FDD-Parameters ::= SEQUENCE {


iPSpacingFDD



IPSpacingFDD,


iPLength




IPLength,


iPOffset




IPOffset,


seed





Seed,


burstModeParameters


BurstModeParameters

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { IPDL-FDD-Parameters-ExtIEs} }

OPTIONAL,


...
}

IPDL-FDD-Parameters-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
IPDL-TDD-Parameters ::= SEQUENCE {


iPSpacingTDD



IPSpacingTDD,


iPStart





IPStart,


iPSlot





IPSlot,


iP-P-CCPCH




IP-P-CCPCH,


burstModeParameters


BurstModeParameters

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { IPDL-TDD-Parameters-ExtIEs} }

OPTIONAL,


...
}

-- The BurstModeParameters IE shall be included if the Idle Periods are arranged in Burst Mode.

IPDL-TDD-Parameters-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
IPLength ::= ENUMERATED {


ipl5,


ipl10,


...

}

IPOffset ::= INTEGER (0..9)

IP-P-CCPCH ::= ENUMERATED {


switchOff-1-Frame,


switchOff-2-Frames

}

IPSlot ::= INTEGER (0..14)

IPSpacingFDD ::= ENUMERATED {


ipsF5,


ipsF7,


ipsF10,


ipsF15,


ipsF20,


ipsF30,


ipsF40,


ipsF50,


...

}

IPSpacingTDD ::= ENUMERATED {


ipsT30,


ipsT40,


ipsT50,


ipsT70,


ipsT100,


...

}

IPStart ::= INTEGER (0..4095)
-- J

-- K

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFF'H))

LimitedPowerIncrease ::= ENUMERATED {


used,


not-used

}
L3-Information



::= BIT STRING

Load-Value-IncrDecrThres ::= INTEGER(0..9)

Load-Value ::= INTEGER(0..9)

LoadValue ::= SEQUENCE {



uplinkLoadValue

INTEGER(0..9),



downlinkLoadValue
INTEGER(0..9)

}
-- M

MaxNrOfUL-DPCHs



::= INTEGER (1..6)

MAC-c-sh-SDU-Length


::= INTEGER (1..5000)
MAC-c-sh-SDU-LengthList ::= SEQUENCE(SIZE(1..maxNrOfMACcshSDU-Length)) OF MAC-c-sh-SDU-Length
MaximumAllowedULTxPower

::= INTEGER (-50..33)

MaxNrDLPhysicalchannels 
::= INTEGER (1..224)

MaxNrTimeslots 



::= INTEGER (1..14)

MaxNrULPhysicalchannels 
::= INTEGER (1..2)

MaxTFCIvalue



::= INTEGER (1..1023)
MeasurementFilterCoefficient ::=  ENUMERATED{k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19,...}
-- Measurement Filter Coefficient to be used for measurement
MeasurementID



::= INTEGER (0..1048575)

MinimumSpreadingFactor

::= INTEGER (1..16)

Multi-code-info



::= INTEGER (1..16)
MultipleURAsIndicator ::= ENUMERATED {


multiple-URAs-exist,


single-URA-exists
}

MaxAdjustmentStep


::= INTEGER(1..10)

-- Unit Slot

MeasurementChangeTime

::= INTEGER (1..6000,...)

-- The MeasurementChangeTime  gives the MeasurementChangeTime
-- in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10 ms

MeasurementHysteresisTime

::= INTEGER (1..6000,...)

-- The MeasurementHysteresisTime  gives the

-- MeasurementHysteresisTime in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10ms

MeasurementIncreaseDecreaseThreshold

::= CHOICE {


sir







SIR-Value-IncrDecrThres,


sir-error





SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

...,


extension-MeasurementIncreaseDecreaseThreshold

Extension-MeasurementIncreaseDecreaseThreshold
}
Extension-MeasurementIncreaseDecreaseThreshold
::= ProtocolIE-Single-Container {{ Extension-MeasurementIncreaseDecreaseThresholdIE }}
Extension-MeasurementIncreaseDecreaseThresholdIE RNSAP-PROTOCOL-IES ::= {

{ ID id-Load-Value-IncrDecrThres
CRITICALITY reject
TYPE Load-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-Transmitted-Carrier-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Transmitted-Carrier-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-Received-Total-Wideband-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Received-Total-Wideband-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-UL-Timeslot-ISCP-Value-IncrDecrThres
CRITICALITY reject
TYPE UL-Timeslot-ISCP-Value-IncrDecrThres
PRESENCE mandatory }
}

MeasurementThreshold 


::= CHOICE {


sir







SIR-Value,


sir-error





SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


rx-timing-deviation



Rx-Timing-Deviation-Value,

round-trip-time




Round-Trip-Time-Value,

...,


extension-MeasurementThreshold
Extension-MeasurementThreshold
}
Extension-MeasurementThreshold
::= ProtocolIE-Single-Container {{ Extension-MeasurementThresholdIE }}
Extension-MeasurementThresholdIE RNSAP-PROTOCOL-IES ::= {

{ ID id-TUTRANGPSMeasurementThresholdInformation
CRITICALITY reject
TYPE TUTRANGPSMeasurementThresholdInformation

PRESENCE mandatory }|

{ ID id-SFNSFNMeasurementThresholdInformation
CRITICALITY reject
TYPE SFNSFNMeasurementThresholdInformation

PRESENCE mandatory }|

{ ID id-Load-Value
CRITICALITY reject
TYPE Load-Value

PRESENCE mandatory }|

{ ID id-Transmitted-Carrier-Power-Value

CRITICALITY reject
TYPE Transmitted-Carrier-Power-Value

PRESENCE mandatory }|


{ ID id-Received-Total-Wideband-Power-Value

CRITICALITY reject
TYPE Received-Total-Wideband-Power-Value

PRESENCE mandatory }|


{ ID id-UL-Timeslot-ISCP-Value

CRITICALITY reject
TYPE UL-Timeslot-ISCP-Value

PRESENCE mandatory }
}

MidambleConfigurationBurstType1And3 ::=

ENUMERATED {v4, v8, v16}
MidambleConfigurationBurstType2 ::=

ENUMERATED {v3, v6}
MidambleShiftAndBurstType ::=

CHOICE {



type1







SEQUENCE {



midambleConfigurationBurstType1And3

MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},



...


},


type2







SEQUENCE {



midambleConfigurationBurstType2

MidambleConfigurationBurstType2,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftShort,




...



},



...


},


type3







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 


CHOICE {




defaultMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},



...


},


...

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)
MidambleShiftLCR ::= SEQUENCE {


midambleAllocationMode

MidambleAllocationMode,


midambleShift



MidambleShiftLong

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {MidambleShiftLCR-ExtIEs} }

OPTIONAL,


...


}

MidambleAllocationMode ::= ENUMERATED {


defaultMidamble,


commonMidamble,


uESpecificMidamble, 


...


}
MidambleShiftLCR-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MinUL-ChannelisationCodeLength

::= ENUMERATED {


v4,


v8,


v16,


v32,


v64,


v128,


v256

}

Modulation ::= ENUMERATED {


qPSK,


eightPSK,


...

}
MultiplexingPosition ::= ENUMERATED {


fixed,


flexible

}

-- N

NCC ::= BIT STRING (SIZE (3))
Neighbouring-UMTS-CellInformation ::= SEQUENCE (SIZE (1..maxNrOfNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationItemIE }}

Neighbouring-UMTS-CellInformationItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-UMTS-CellInformationItem
CRITICALITY ignore
TYPE
Neighbouring-UMTS-CellInformationItem
PRESENCE
mandatory }
}
Neighbouring-UMTS-CellInformationItem ::= SEQUENCE {


rNC-ID








RNC-ID,


cN-PS-DomainIdentifier




CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier




CN-CS-DomainIdentifier

OPTIONAL,


neighbouring-FDD-CellInformation

Neighbouring-FDD-CellInformation
OPTIONAL,


neighbouring-TDD-CellInformation

Neighbouring-TDD-CellInformation
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {Neighbouring-UMTS-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-UMTS-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-neighbouring-LCR-TDD-CellInformation


CRITICALITY  ignore

EXTENSION
Neighbouring-LCR-TDD-CellInformation


PRESENCE optional },

...

}

Neighbouring-FDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfFDDNeighboursPerRNC,...)) OF Neighbouring-FDD-CellInformationItem

Neighbouring-FDD-CellInformationItem ::= SEQUENCE {


c-ID







C-ID,


uARFCNforNu






UARFCN,

uARFCNforNd






UARFCN,

frameOffset






FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power




PrimaryCPICH-Power

OPTIONAL,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,


txDiversityIndicator 



TxDiversityIndicator,


sTTD-SupportIndicator



STTD-SupportIndicator
OPTIONAL,


closedLoopMode1-SupportIndicator
ClosedLoopMode1-SupportIndicator
OPTIONAL,


closedLoopMode2-SupportIndicator
ClosedLoopMode2-SupportIndicator
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-FDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-FDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-DPC-Mode-Change-SupportIndicator
CRITICALITY
ignore

EXTENSION
DPC-Mode-Change-SupportIndicator

PRESENCE optional },


...

}
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


primaryScramblingCode



PrimaryScramblingCode,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-GSM-CellInformation ::= ProtocolIE-Single-Container {{ Neighbouring-GSM-CellInformationIE }}

Neighbouring-GSM-CellInformationIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-GSM-CellInformation
CRITICALITY ignore
TYPE
Neighbouring-GSM-CellInformationIEs
PRESENCE
mandatory }
}
Neighbouring-GSM-CellInformationIEs ::= SEQUENCE ( SIZE (1..maxNrOfGSMNeighboursPerRNC,...)) OF Neighbouring-GSM-CellInformationItem

Neighbouring-GSM-CellInformationItem ::= SEQUENCE {


cGI








CGI,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,

bSIC







BSIC,


band-Indicator 





Band-Indicator,

bCCH-ARFCN






BCCH-ARFCN,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-GSM-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-GSM-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-TDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfTDDNeighboursPerRNC,...)) OF Neighbouring-TDD-CellInformationItem

Neighbouring-TDD-CellInformationItem ::= SEQUENCE {


c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase





SyncCase,


timeSlot





TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case1 -- ,


sCH-TimeSlot




SCH-TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case2 -- ,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
},

...

}
NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-LCR-TDD-CellInformation ::= SEQUENCE (SIZE (1.. maxNrOfLCRTDDNeighboursPerRNC,...)) OF Neighbouring-LCR-TDD-CellInformationItem

Neighbouring-LCR-TDD-CellInformationItem ::= SEQUENCE {

c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

restrictionStateIndicator

RestrictionStateIndicator

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-LCR-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-LCR-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NrOfDLchannelisationcodes
::= INTEGER (1..8)
NrOfTransportBlocks


::= INTEGER (0..512)

-- O

OnModification ::= SEQUENCE {


measurementThreshold
MeasurementThreshold,


iE-Extensions


ProtocolExtensionContainer { {OnModification-ExtIEs} } OPTIONAL,


...

}

OnModification-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
OnModificationInformation ::= SEQUENCE {


informationThreshold
InformationThreshold,


iE-Extensions


ProtocolExtensionContainer { {OnModificationInformation-ExtIEs} } OPTIONAL,


...

}

OnModificationInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- P

PagingCause ::= ENUMERATED {


terminating-conversational-call,


terminating-streaming-call,


terminating-interactive-call,


terminating-background-call,


terminating-low-priority-signalling,


...,


terminating-high-priority-signalling, 


terminating–cause-unknown
}

-- See in [16]
PagingRecordType ::= ENUMERATED {


imsi-gsm-map,


tmsi-gsm-map,


p-tmsi-gsm-map,


imsi-ds-41,


tmsi-ds-41,


...

}

-- See in [16]
PayloadCRC-PresenceIndicator ::= ENUMERATED {


crc-included,


crc-not-included

}

PCCPCH-Power ::= INTEGER (-150..400,...)

-- PCCPCH-power = power * 10

-- If power <= -15 PCCPCH shall be set to -150

-- If power >= 40 PCCPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step 0.1dBm
PCH-InformationList ::= SEQUENCE (SIZE(0..1)) OF PCH-InformationItem
PCH-InformationItem ::= SEQUENCE {


transportFormatSet



TransportFormatSet,


iE-Extensions




ProtocolExtensionContainer { { PCH-InformationItem-ExtIEs} } OPTIONAL,


...

}

PCH-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PC-Preamble ::= INTEGER(0..7,...)
PDSCHCodeMapping ::= SEQUENCE {


dL-ScramblingCode

DL-ScramblingCode,


signallingMethod

PDSCHCodeMapping-SignallingMethod,


iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-ExtIEs} } OPTIONAL,


...

}

PDSCHCodeMapping-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHCodeMapping-SignallingMethod ::= CHOICE {


pDSCHCodeMapping-SignallingMethod-CodeRange

PDSCHCodeMapping-SignallingMethod-CodeRange,


pDSCHCodeMapping-SignallingMethod-TFCIRange

PDSCHCodeMapping-SignallingMethod-TFCIRange,


pDSCHCodeMapping-SignallingMethod-Explicit

PDSCHCodeMapping-SignallingMethod-Explicit,


...,


pDSCHCodeMapping-SignallingMethod-Replace

PDSCHCodeMapping-SignallingMethod-Replace
 }
PDSCHCodeMapping-SignallingMethod-CodeRange ::= SEQUENCE (SIZE (1..maxNoCodeGroups)) OF

SEQUENCE {



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



start-CodeNumber

CodeNumber,



stop-CodeNumber


CodeNumber,



iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-CodeRange-ExtIEs} } OPTIONAL,


...


}

PDSCHCodeMapping-SignallingMethod-CodeRange-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHCodeMapping-SignallingMethod-TFCIRange ::= SEQUENCE (SIZE (1..maxNoTFCIGroups)) OF

SEQUENCE {



maxTFCIvalue


MaxTFCIvalue,



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



codeNumber



CodeNumber,



iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-TFCIRange-ExtIEs} } OPTIONAL,


...


}

PDSCHCodeMapping-SignallingMethod-TFCIRange-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHCodeMapping-SignallingMethod-Explicit ::= SEQUENCE (SIZE (1..maxTFCI2Combs)) OF

SEQUENCE {



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



codeNumber



CodeNumber,



iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-Explicit-ExtIEs} } OPTIONAL,


...


}
PDSCHCodeMapping-SignallingMethod-Explicit-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHCodeMapping-SignallingMethod-Replace ::= SEQUENCE (SIZE (1..maxTFCI2Combs)) OF


SEQUENCE {



tfci-Field2




TFCS-MaxTFCI-field2-Value,



spreadingFactor



SpreadingFactor,



multi-CodeInfo



Multi-code-info,



codeNumber




CodeNumber,



iE-Extensions



ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-Replace-ExtIEs} }

OPTIONAL,


...

}

PDSCHCodeMapping-SignallingMethod-Replace-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Periodic ::= SEQUENCE {


reportPeriodicity

ReportPeriodicity,


iE-Extensions


ProtocolExtensionContainer { {Periodic-ExtIEs} } OPTIONAL,


...

}

Periodic-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PeriodicInformation ::= SEQUENCE {


informationReportPeriodicity

InformationReportPeriodicity,


iE-Extensions





ProtocolExtensionContainer { {PeriodicInformation-ExtIEs} } OPTIONAL,


...

}

PeriodicInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Permanent-NAS-UE-Identity ::= CHOICE {


imsi

IMSI,


...

}
PLMN-Identity ::= OCTET STRING (SIZE(3))
PowerAdjustmentType ::= ENUMERATED {


none,


common,


individual

}

PowerOffset



::= INTEGER (0..24)

PRC ::= INTEGER (-2047..2047)

--pseudo range correction; scaling factor 0.32 meters

PRCDeviation ::= ENUMERATED {


prcd1,


prcd2,


prcd5,


prcd10,


...

}
Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}
PredictedSFNSFNDeviationLimit ::= INTEGER (1..16384)

PredictedTUTRANGPSDeviationLimit ::= INTEGER (1..1048576)
PrimaryCPICH-Power


::= INTEGER (-100..500)

-- step 0.1 (Range –10.0..50.0) Unit is dBm

PrimaryCPICH-EcNo


::= INTEGER (-30..30)

PrimaryCCPCH-RSCP


::= INTEGER (0..91)

-- According to maping in [14]

PrimaryScramblingCode


::= INTEGER (0..511)

PriorityLevel



::= INTEGER (0..15)

-- 0 = spare, 1 = highest priority, ...14 = lowest priority and 15 = no priority
PropagationDelay


::= INTEGER (0..255)

PunctureLimit



::= INTEGER (0..15)

-- 0: 40%; 1: 44%; ... 14: 96%; 15: 100
-- Q

QE-Selector ::= ENUMERATED {


selected,


non-selected

}

-- R

RAC




::= OCTET STRING (SIZE(1))

RANAP-RelocationInformation

::= BIT STRING

Range-Correction-Rate ::= INTEGER (-127..127)

-- scaling factor 0.032 m/s
RateMatchingAttribute 


::= INTEGER (1..maxRateMatching)

RB-Identity





::= INTEGER (0..31)
RB-Info ::= SEQUENCE (SIZE(1..maxNoOfRB)) OF RB-Identity
Received-Total-Wideband-Power-Value ::= Received-total-wide-band-power
Received-Total-Wideband-Power-Value-IncrDecrThres ::= INTEGER(0..620)

-- Unit dB Step 0.1dB

-- e.g. value 100 means 10dB
RefTFCNumber ::= INTEGER (0..15)
RepetitionLength 


::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64

}

RepetitionNumber0 ::= INTEGER (0..255)

RepetitionNumber1 ::= INTEGER (1..256)

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


Periodic,


eventA



EventA,


eventB



EventB,


eventC



EventC,


eventD



EventD,


eventE



EventE,


eventF



EventF,


...,


extension-ReportCharacteristics

Extension-ReportCharacteristics
}

Extension-ReportCharacteristics
::= ProtocolIE-Single-Container {{ Extension-ReportCharacteristicsIE }}
Extension-ReportCharacteristicsIE RNSAP-PROTOCOL-IES ::= {

{ ID id-OnModification
CRITICALITY reject
TYPE OnModification

PRESENCE mandatory }
}

ReportPeriodicity ::= CHOICE {


ten-msec 



INTEGER (1..6000,...),

-- The Report Periodicity gives the reporting periodicity in number of 10 ms periods.

-- E.g. value 6000 means 60000ms (i.e. 1min)

-- Unit ms, Step 10ms

min



INTEGER (1..60,...),

-- Unit min, Step 1min

...

}

RequestedDataValue ::= SEQUENCE {


gA-AccessPointPositionwithAltitude


GA-AccessPointPositionwithOptionalAltitude
OPTIONAL,

iPDLParameters







IPDLParameters







OPTIONAL,

dGPSCorrections







DGPSCorrections







OPTIONAL,


gPS-NavigationModel-and-TimeRecovery

GPS-NavigationModel-and-TimeRecovery

OPTIONAL,


gPS-Ionospheric-Model





GPS-Ionospheric-Model





OPTIONAL,


gPS-UTC-Model







GPS-UTC-Model







OPTIONAL,


gPS-Almanac








GPS-Almanac








OPTIONAL,


gPS-RealTime-Integrity





GPS-RealTime-Integrity





OPTIONAL,


gPS-RX-POS








GPS-RX-POS








OPTIONAL,


sFNSFN-GA-AccessPointPosition



GA-AccessPointPositionwithOptionalAltitude
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { RequestedDataValue-ExtIEs} }

OPTIONAL,


...

}

RequestedDataValue-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RequestedDataValueInformation ::= CHOICE {


informationAvailable

InformationAvailable,


informationNotAvailable

InformationNotAvailable
}
RestrictionStateIndicator
::= ENUMERATED {


cellNotResevedForOperatorUse,


cellResevedForOperatorUse,


...

}

RL-ID




::= INTEGER (0..31)

RL-Set-ID



::= INTEGER (0..31)

RNC-ID




::= INTEGER (0..4095)

Round-Trip-Time-IncrDecrThres ::= INTEGER(0..32766)

Round-Trip-Time-Value ::= INTEGER(0..32767)

-- According to mapping in [23]

RSCP-Value ::= INTEGER (0..127)

-- According to mapping in [24]
RSCP-Value-IncrDecrThres ::= INTEGER (0..126)
Received-total-wide-band-power



::= INTEGER (0..621)

-- According to mapping in [23]

RxTimingDeviationForTA



::= INTEGER (0..127)

-- As specified in [5], ch. 6.2.7.6
-- For 1.28Mcps TDD this IE must be set to 0.
Rx-Timing-Deviation-Value ::= INTEGER (0..8191)
--According to mapping in [24][3.84Mcps TDD only]
Rx-Timing-Deviation-Value-LCR ::= INTEGER (0..255)
--According to mapping in [24][1.28Mcps TDD only]
-- S

SAC




::= OCTET STRING (SIZE (2))

SAI ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


sAC




SAC,


iE-Extensions

ProtocolExtensionContainer { {SAI-ExtIEs} } OPTIONAL

}

SAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SAT-ID ::= INTEGER (0..63)
SCH-TimeSlot



::= INTEGER (0..6)
ScaledAdjustmentRatio


::= INTEGER(0..100)

-- AdjustmentRatio  = ScaledAdjustmentRatio / 100
Secondary-CCPCH-Info::= SEQUENCE {


fDD-S-CCPCH-Offset





FDD-S-CCPCH-Offset,


dl-ScramblingCode





DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


dl-TFCS








TFCS,


secondaryCCPCH-SlotFormat



SecondaryCCPCH-SlotFormat,


tFCI-Presence






TFCI-Presence
OPTIONAL,


-- This IE shall be present only if the Secondary CCPCH Slot Format IE is equal to any of the values from 8 to 17


multiplexingPosition




MultiplexingPosition,


sTTD-Indicator






STTD-Indicator,


fACH-PCH-InformationList



FACH-PCH-InformationList,


iB-schedulingInformation



IB-SchedulingInformation,


iE-Extensions






ProtocolExtensionContainer { { Secondary-CCPCH-Info-ExtIEs} } OPTIONAL,


...

}
Secondary-CCPCH-Info-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCH-Info-TDD::= SEQUENCE {


dl-TFCS








TFCS,


tFCI-Coding







TFCI-Coding,


secondary-CCPCH-TDD-InformationList

Secondary-CCPCH-TDD-InformationList,


fACH-InformationList




FACH-InformationList,


pCH-InformationList





PCH-InformationList,


iE-Extensions






ProtocolExtensionContainer { { Secondary-CCPCH-Info-TDD-ExtIEs} } OPTIONAL,


...

}
Secondary-CCPCH-Info-TDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-LCR-CCPCH-Info-TDD::= SEQUENCE {


dl-TFCS








TFCS,


tFCI-Coding







TFCI-Coding,


secondary-LCR-CCPCH-TDD-InformationList
Secondary-LCR-CCPCH-TDD-InformationList,


fACH-InformationList




FACH-InformationList,


pCH-InformationList





PCH-InformationList,


iE-Extensions






ProtocolExtensionContainer { { Secondary-LCR-CCPCH-Info-TDD-ExtIEs} } OPTIONAL,


...

}
Secondary-LCR-CCPCH-Info-TDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCH-TDD-InformationList ::= SEQUENCE (SIZE(0.. maxNrOfSCCPCHs)) OF Secondary-CCPCH-TDD-InformationItem
Secondary-CCPCH-TDD-InformationItem ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType

MidambleShiftAndBurstType,


tFCI-Presence




TFCI-Presence,


secondary-CCPCH-TDD-Code-Information



Secondary-CCPCH-TDD-Code-Information,

tDD-PhysicalChannelOffset

TDD-PhysicalChannelOffset,


repetitionLength



RepetitionLength,


repetitionPeriod



RepetitionPeriod,


iE-Extensions




ProtocolExtensionContainer { { Secondary-CCPCH-TDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

Secondary-CCPCH-TDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-LCR-CCPCH-TDD-InformationList ::= SEQUENCE (SIZE(0.. maxNrOfSCCPCHs)) OF Secondary-LCR-CCPCH-TDD-InformationItem
Secondary-LCR-CCPCH-TDD-InformationItem ::= SEQUENCE {


timeSlotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


tFCI-Presence







TFCI-Presence,


secondary-LCR-CCPCH-TDD-Code-Information
Secondary-LCR-CCPCH-TDD-Code-Information,

tDD-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionLength






RepetitionLength,


repetitionPeriod






RepetitionPeriod,


iE-Extensions







ProtocolExtensionContainer { { Secondary-LCR-CCPCH-TDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

Secondary-LCR-CCPCH-TDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCH-TDD-Code-Information ::= SEQUENCE ( SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCH-TDD-Code-InformationItem
Secondary-CCPCH-TDD-Code-InformationItem ::= SEQUENCE {


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {Secondary-CCPCH-TDD-Code-InformationItem-ExtIEs} } OPTIONAL,


...

}

Secondary-CCPCH-TDD-Code-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-LCR-CCPCH-TDD-Code-Information ::= SEQUENCE ( SIZE (1..maxNrOfSCCPCHs)) OF Secondary-LCR-CCPCH-TDD-Code-InformationItem
Secondary-LCR-CCPCH-TDD-Code-InformationItem ::= SEQUENCE {


tDD-ChannelisationCodeLCR

TDD-ChannelisationCodeLCR,


iE-Extensions




ProtocolExtensionContainer { {Secondary-LCR-CCPCH-TDD-Code-InformationItem-ExtIEs} } OPTIONAL,


...

}

Secondary-LCR-CCPCH-TDD-Code-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
SecondInterleavingMode ::= ENUMERATED {


frame-related,


timeslot-related,


...

}
Seed ::= INTEGER (0..63)
SFN ::= INTEGER (0..4095)
SFNSFN-FDD ::= INTEGER(0..614399)
SFNSFN-TDD ::= INTEGER(0..40961)
GA-AccessPointPositionwithOptionalAltitude ::= SEQUENCE {


geographicalCoordinate





GeographicalCoordinate,


altitudeAndDirection





GA-AltitudeAndDirection
 OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { GA-AccessPointPositionwithOptionalAltitude-ExtIEs} } OPTIONAL,


...

}

GA-AccessPointPositionwithOptionalAltitude-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
SFNSFNChangeLimit ::= INTEGER (1..16384)
SFNSFNDriftRate ::= INTEGER (-100..100)

SFNSFNDriftRateQuality ::= INTEGER (0..100)

SFNSFNMeasurementThresholdInformation::= SEQUENCE {


sFNSFNChangeLimit




SFNSFNChangeLimit




OPTIONAL,


predictedSFNSFNDeviationLimit

PredictedSFNSFNDeviationLimit

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SFNSFNMeasurementThresholdInformation-ExtIEs} }

OPTIONAL,


...

}

SFNSFNMeasurementThresholdInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SFNSFNMeasurementValueInformation ::= SEQUENCE {


successfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(1..maxNrOfMeasNCell)) OF


SEQUENCE {




uC-ID

UC-ID,




sFNSFNValue




SFNSFNValue,




sFNSFNQuality



SFNSFNQuality

OPTIONAL,




sFNSFNDriftRate



SFNSFNDriftRate,




sFNSFNDriftRateQuality

SFNSFNDriftRateQuality,




sFNSFNTimeStampInformation
SFNSFNTimeStampInformation,



iE-Extensions



ProtocolExtensionContainer { { SuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,




...



},


unsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(0..maxNrOfMeasNCell-1)) OF



SEQUENCE {



uC-ID

UC-ID,




iE-Extensions

ProtocolExtensionContainer { { UnsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,




...



},


iE-Extensions

ProtocolExtensionContainer { { SFNSFNMeasurementValueInformationItem-ExtIEs} }

OPTIONAL,


...

}

SFNSFNMeasurementValueInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UnsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SFNSFNQuality ::= INTEGER (0..16383)
SFNSFNTimeStampInformation ::= CHOICE {


sFNSFNTimeStamp-FDD

SFN,


sFNSFNTimeStamp-TDD

SFNSFNTimeStamp-TDD,

...

}

SFNSFNTimeStamp-TDD::= SEQUENCE {


sFN




SFN,


timeSlot


TimeSlot,


iE-Extensions




ProtocolExtensionContainer { { SFNSFNTimeStamp-ExtIEs} OPTIONAL,


...

}
SFNSFNTimeStamp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SFNSFNValue ::= CHOICE {


sFNSFN-FDD

SFNSFN-FDD,


sFNSFN-TDD

SFNSFN-TDD,


...

}

SIR-Error-Value


::= INTEGER (0..125)
SIR-Error-Value-IncrDecrThres


::= INTEGER (0..124)

SIR-Value



::= INTEGER (0..63)

-- According to mapping in 25.215/25.225

SIR-Value-IncrDecrThres ::= INTEGER (0..62)
SecondaryCCPCH-SlotFormat

::= INTEGER (0..17,...)

-- refer to 25.211

S-FieldLength



::= ENUMERATED {


v1,


v2,


...

}

SpecialBurstScheduling ::= INTEGER (1..256)
SpreadingFactor


::= INTEGER (4| 8| 16| 32| 64| 128| 256)
S-RNTI




::= INTEGER (0..1048575)

-- From 0 to 2^20-1

SRB-Delay ::= INTEGER(0..7,...)
SSDT-CellID ::= ENUMERATED {


a,


b,


c,


d,


e,


f,


g,


h

}

SSDT-CellID-Length ::= ENUMERATED {


short,


medium,


long

}

SSDT-Indication ::= ENUMERATED {


sSDT-active-in-the-UE,


sSDT-not-active-in-the-UE

}

SSDT-SupportIndicator ::= ENUMERATED {


sSDT-supported,


sSDT-not-supported 

}

STTD-Indicator
::= ENUMERATED {


active,


inactive

}

STTD-SupportIndicator
::= ENUMERATED {


sTTD-Supported,


sTTD-not-Supported

}

SyncCase ::= INTEGER (1..2,...)

SynchronisationConfiguration ::= SEQUENCE {


n-INSYNC-IND


INTEGER (1..256),

 
n-OUTSYNC-IND


INTEGER (1..256),

 
t-RLFAILURE



INTEGER (0..255),

-- Unit seconds, Range 0s .. 25.5s, Step 0.1s

iE-Extensions


ProtocolExtensionContainer { { SynchronisationConfiguration-ExtIEs} }

OPTIONAL,


...

}

SynchronisationConfiguration-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- T

TDD-ChannelisationCode 


::= ENUMERATED {


chCode1div1,


chCode2div1,


chCode2div2,


chCode4div1,


chCode4div2,


chCode4div3,


chCode4div4,


chCode8div1,


chCode8div2,


chCode8div3,


chCode8div4,


chCode8div5,


chCode8div6,


chCode8div7,


chCode8div8,


chCode16div1,


chCode16div2,


chCode16div3,


chCode16div4,


chCode16div5,


chCode16div6,


chCode16div7,


chCode16div8,


chCode16div9,


chCode16div10,


chCode16div11,


chCode16div12,


chCode16div13,


chCode16div14,


chCode16div15,


chCode16div16,


...

}
TDD-ChannelisationCodeLCR ::= SEQUENCE {


tDD-ChannelisationCode


TDD-ChannelisationCode,

modulation





Modulation, -- Modulation options for 1.28Mcps TDD in contrast to 3.84Mcps TDD

...

}
TDD-DCHs-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF TDD-DCHs-to-ModifyItem

TDD-DCHs-to-ModifyItem ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode
OPTIONAL,


toAWS







ToAWS

OPTIONAL,


toAWE







ToAWE

OPTIONAL,

transportBearerRequestIndicator

TransportBearerRequestIndicator,

dCH-SpecificInformationList


TDD-DCHs-to-ModifySpecificInformationList,


iE-Extensions





ProtocolExtensionContainer { {TDD-DCHs-to-ModifyItem-ExtIEs} } OPTIONAL,

...

}

TDD-DCHs-to-ModifyItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-DCHs-to-ModifySpecificInformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF TDD-DCHs-to-ModifySpecificItem

TDD-DCHs-to-ModifySpecificItem ::=
SEQUENCE {

dCH-ID






DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet


TransportFormatSet
OPTIONAL,


dl-TransportformatSet


TransportFormatSet
OPTIONAL,


allocationRetentionPriority

AllocationRetentionPriority OPTIONAL,


frameHandlingPriority


FrameHandlingPriority
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {TDD-DCHs-to-ModifySpecificItem-ExtIEs} } OPTIONAL,


...

}

TDD-DCHs-to-ModifySpecificItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-Guaranteed-Rate-Information

CRITICALITY ignore
EXTENSION Guaranteed-Rate-Information

PRESENCE optional,


{ ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass

PRESENCE optional}


}
}

TDD-DL-Code-Information ::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF TDD-DL-Code-InformationItem
TDD-DL-Code-InformationItem ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {TDD-DL-Code-InformationItem-ExtIEs} } OPTIONAL,


...

}

TDD-DL-Code-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-DL-Code-LCR-Information ::= SEQUENCE (SIZE (1..maxNrOfDPCHsLCR)) OF TDD-DL-Code-LCR-InformationItem

TDD-DL-Code-LCR-InformationItem ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { TDD-DL-Code-LCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

TDD-DL-Code-LCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-DPCHOffset ::= CHOICE {


initialOffset

INTEGER (0..255),


noinitialOffset

INTEGER (0..63)

}
TDD-PhysicalChannelOffset

::= INTEGER (0..63)

TDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size1,


step-size2,


step-size3,


...

}
TDD-UL-Code-Information ::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF TDD-UL-Code-InformationItem
TDD-UL-Code-InformationItem ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {TDD-UL-Code-InformationItem-ExtIEs} } OPTIONAL,


...

}

TDD-UL-Code-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-UL-Code-LCR-Information ::= SEQUENCE (SIZE (1..maxNrOfDPCHsLCR)) OF TDD-UL-Code-LCR-InformationItem

TDD-UL-Code-LCR-InformationItem ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { TDD-UL-Code-LCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

TDD-UL-Code-LCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32,


...

}

TFCI-Presence ::= ENUMERATED {


present,


not-present

}

TFCI-SignallingMode ::= ENUMERATED {


normal,


split

}

TGD




::= INTEGER (0|15..269)

-- 0 = Undefined, only one transmission gap in the transmission gap pattern sequence 

TGPRC 



::= INTEGER (0..511)

-- 0 = infinity

TGPSID



::= INTEGER (1.. maxTGPS)

TGSN



::= INTEGER (0..14)
TimeSlot



::= INTEGER (0..14)

TimeSlotLCR ::= INTEGER (0..6)
TimingAdvanceApplied ::= ENUMERATED {


yes,


no

}
ToAWE




::= INTEGER (0..2559)

ToAWS




::= INTEGER (0..1279)

TrafficClass ::= ENUMERATED { 


conversational, 


streaming, 


interactive, 


background,


...

}

Transmission-Gap-Pattern-Sequence-Information ::= SEQUENCE (SIZE (1..maxTGPS)) OF


SEQUENCE {



tGPSID


TGPSID,



tGSN


TGSN,


tGL1


GapLength,


tGL2


GapLength
OPTIONAL,


tGD



TGD,


tGPL1


GapDuration,


tGPL2


GapDuration
OPTIONAL,


uL-DL-mode

UL-DL-mode,


downlink-Compressed-Mode-Method

Downlink-Compressed-Mode-Method

OPTIONAL,




-- This IE shall be present if the value of the UL/DL mode IE is "DL only" or "UL/DL"


uplink-Compressed-Mode-Method

Uplink-Compressed-Mode-Method

OPTIONAL,




-- This IE shall be present if the value of the UL/DL mode IE is "UL only" or "UL/DL"


dL-FrameType

DL-FrameType,



delta-SIR1

DeltaSIR,


delta-SIR-after1
DeltaSIR,



delta-SIR2

DeltaSIR
OPTIONAL,


delta-SIR-after2
DeltaSIR
OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {Transmission-Gap-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,



...


}

Transmission-Gap-Pattern-Sequence-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Transmission-Gap-Pattern-Sequence-ScramblingCode-Information 
::= ENUMERATED{

code-change,
nocode-change

}
Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE (0..maxTGPS)) OF


SEQUENCE {



tGPSID


TGPSID,



tGPRC


TGPRC,



tGCFN


CFN,



iE-Extensions

ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs } } OPTIONAL,



...

}

Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TransmissionTimeIntervalDynamic ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80,


...

}
TransmissionTimeIntervalSemiStatic ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80,


dynamic,


...

}

TransmitDiversityIndicator ::= ENUMERATED {


active,


inactive

}

Transmitted-Carrier-Power-Value ::= INTEGER(0..100)

-- according to mapping in [23] and [24]

Transmitted-Carrier-Power-Value-IncrDecrThres ::= INTEGER(0..100)

-- according to mapping in [23] and [24]
TUTRANGPS ::= INTEGER (0..37158911999999)
TUTRANGPSChangeLimit ::= INTEGER (1..1048576)
TUTRANGPSDriftRate ::= INTEGER (-50..50)

TUTRANGPSDriftRateQuality ::= INTEGER (0..50)

TUTRANGPSAccuracyClass ::= ENUMERATED {


accuracy-class-A,


accuracy-class-B,


accuracy-class-C,


...

}

TUTRANGPSMeasurementThresholdInformation ::= SEQUENCE {


tUTRANGPSChangeLimit




TUTRANGPSChangeLimit




OPTIONAL,


predictedTUTRANGPSDeviationLimit

PredictedTUTRANGPSDeviationLimit

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { TUTRANGPSMeasurementThresholdInformation-ExtIEs} }

OPTIONAL,


...

}

TUTRANGPSMeasurementThresholdInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TUTRANGPSMeasurementValueInformation ::= SEQUENCE {



tUTRANGPS





TUTRANGPS,



tUTRANGPSQuality



TUTRANGPSQuality,



tUTRANGPSDriftRate



TUTRANGPSDriftRate,



tUTRANGPSDriftRateQuality

TUTRANGPSDriftRateQuality,



iEe-Extensions




ProtocolExtensionContainer { { TUTRANGPSMeasurementValueInformationItem-ExtIEs} }

OPTIONAL,



...

}

TUTRANGPSMeasurementValueInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TUTRANGPSQuality ::= INTEGER (0..1048575)
TransportBearerID

::= INTEGER (0..4095)

TransportBearerRequestIndicator

::= ENUMERATED {


bearer-requested,


bearer-not-requested,


...
}

TransportBlockSize


::= INTEGER (0..5000)

-- Unit is bits

TransportFormatCombination-Beta ::= CHOICE {


signalledGainFactors 
SEQUENCE {



betaC




BetaCD,



betaD




BetaCD,


    refTFCNumber


RefTFCNumber
OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { { SignalledGainFactors-ExtIEs} } OPTIONAL,


...


},


refTFCNumber


RefTFCNumber,


...

}
SignalledGainFactors-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TFCS ::= SEQUENCE {


tFCSvalues


CHOICE {



no-Split-in-TFCI


TFCS-TFCSList,



split-in-TFCI



SEQUENCE {




transportFormatCombination-DCH

TFCS-DCHList,




signallingMethod




CHOICE {





tFCI-Range





TFCS-MapingOnDSCHList,





explicit






TFCS-DSCHList,





...




},




iE-Extensions





ProtocolExtensionContainer { { Split-in-TFCI-ExtIEs} } OPTIONAL,


...



},


...


},


iE-Extensions

ProtocolExtensionContainer  { { TFCS-ExtIEs} }

OPTIONAL,


...

}

Split-in-TFCI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TFCS-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-TFCSList ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



TFCS-CTFC,



tFC-Beta

TransportFormatCombination-Beta 
OPTIONAL,

        -- The IE shall be present if the TFCS concerns a UL DPCH [FDD – or PRACH channel in FDD]


iE-Extensions

ProtocolExtensionContainer  { { TFCS-TFCSList-ExtIEs} }

OPTIONAL,


...

}

TFCS-TFCSList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-CTFC ::= CHOICE {


ctfc2bit






INTEGER (0..3),


ctfc4bit






INTEGER (0..15),


ctfc6bit






INTEGER (0..63),


ctfc8bit






INTEGER (0..255),


ctfc12bit






INTEGER (0..4095),


ctfc16bit






INTEGER (0..65535),


ctfcmaxbit






INTEGER (0..maxCTFC)

}
TFCS-DCHList ::= SEQUENCE (SIZE (1..maxTFCI1Combs)) OF


SEQUENCE {



cTFC



TFCS-CTFC,



iE-Extensions

ProtocolExtensionContainer  { { TFCS-DCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-DCHList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-MapingOnDSCHList ::= SEQUENCE (SIZE (1..maxNoTFCIGroups)) OF


SEQUENCE {



maxTFCI-field2-Value

TFCS-MaxTFCI-field2-Value,



cTFC-DSCH



TFCS-CTFC,



iE-Extensions



ProtocolExtensionContainer  { { TFCS-MapingOnDSCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-MapingOnDSCHList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-MaxTFCI-field2-Value ::= INTEGER (1..maxTFCI2Combs-1)

TFCS-DSCHList ::= SEQUENCE (SIZE (1..maxTFCI2Combs)) OF


SEQUENCE {



cTFC-DSCH



TFCS-CTFC,



iE-Extensions



ProtocolExtensionContainer  { { TFCS-DSCHList-ExtIEs} }

OPTIONAL,


...

}

TFCS-DSCHList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks

NrOfTransportBlocks,



transportBlockSize

TransportBlockSize

OPTIONAL



-- This IE shall be present if nrOfTransportBlocks is greater than 0 --,



mode



TransportFormatSet-ModeDP,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-DynamicPartList-ExtIEs} } OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TDD-TransportFormatSet-ModeDP,


notApplicable

NULL,


...

}

TDD-TransportFormatSet-ModeDP ::= SEQUENCE {


transmissionTimeIntervalInformation

TransmissionTimeIntervalInformation

OPTIONAL,


-- This IE shall be present if the “Transmission Time Interval” of the “Semi-static Transport Format Information” is “dynamic”. Otherwise it is absent.

iE-Extensions






ProtocolExtensionContainer { {TDD-TransportFormatSet-ModeDP-ExtIEs} } OPTIONAL,



...


}

TDD-TransportFormatSet-ModeDP-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TransmissionTimeIntervalInformation ::= SEQUENCE (SIZE (1..maxTTI-Count)) OF


SEQUENCE {



transmissionTimeInterval
TransmissionTimeIntervalDynamic,



iE-Extensions


ProtocolExtensionContainer { {TransmissionTimeIntervalInformation-ExtIEs} } OPTIONAL,



...


}

TransmissionTimeIntervalInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Transmitted-Code-Power-Value ::= INTEGER (0..127)

-- According to mapping in 25.215/25.225
Transmitted-Code-Power-Value-IncrDecrThres ::= INTEGER (0..112,...)
TransportFormatManagement ::= ENUMERATED {


cell-based,


ue-based,


...

}
TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTime 

TransmissionTimeIntervalSemiStatic,


channelCoding


ChannelCodingType,


codingRate


CodingRate



OPTIONAL


-- This IE shall be present if channelCoding is 'convolutional' or 'turbo' --,


rateMatcingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode



TransportFormatSet-ModeSSP,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-Semi-staticPart-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



SecondInterleavingMode,


notApplicable


NULL,


...

}

TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))

TrCH-SrcStatisticsDescr

::= ENUMERATED {


speech,


rRC,


unknown,


...

}

TSTD-Indicator ::= ENUMERATED {


active,


inactive

}

TSTD-Support-Indicator ::= ENUMERATED {


tSTD-supported,


tSTD-not-supported

}
TxDiversityIndicator
::= ENUMERATED {


true,


false

}

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}
-- U

UARFCN




::= INTEGER (0..16383,...)

-- Corresponds to: 0.0Hz..3276.6Mhz. See 25.101, 25.105

UDRE ::= ENUMERATED {


lessThan1,


between1-and-4,


between4-and-8,


over8,


...
}
UL-DL-mode ::= ENUMERATED {


ul-only,


dl-only,


both-ul-and-dl

}

UL-Timeslot-Information::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationItem
UL-Timeslot-InformationItem ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType

MidambleShiftAndBurstType,


tFCI-Presence




TFCI-Presence,


uL-Code-Information



TDD-UL-Code-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationItem-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-TimeslotLCR-Information ::= SEQUENCE (SIZE (1..maxNrOfULTsLCR)) OF UL-TimeslotLCR-InformationItem

UL-TimeslotLCR-InformationItem ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


uL-Code-LCR-InformationList


TDD-UL-Code-LCR-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-TimeslotLCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

UL-TimeslotLCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-TimeSlot-ISCP-Info ::= SEQUENCE (SIZE (1..maxNrOfULTs)) OF UL-TimeSlot-ISCP-InfoItem

UL-TimeSlot-ISCP-InfoItem ::= SEQUENCE {


timeSlot




TimeSlot,


uL-TimeslotISCP



UL-TimeslotISCP,

iE-Extensions



ProtocolExtensionContainer { { UL-TimeSlot-ISCP-InfoItem-ExtIEs} } OPTIONAL,


...

}
UL-TimeSlot-ISCP-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-TimeSlot-ISCP-LCR-Info ::= SEQUENCE (SIZE (1..maxNrOfULTsLCR)) OF
UL-TimeSlot-ISCP-LCR-InfoItem
UL-TimeSlot-ISCP-LCR-InfoItem ::= SEQUENCE {

 
timeSlotLCR





TimeSlotLCR,


iSCP






UL-Timeslot-ISCP-Value,


iE-Extensions




ProtocolExtensionContainer { { UL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs} }

OPTIONAL,


...

 }

UL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Timeslot-ISCP-Value ::= UL-TimeslotISCP

UL-Timeslot-ISCP-Value-IncrDecrThres ::= INTEGER(0..126)

-- Unit dB. Step 0.5dB

-- e.g. Value 100 means 50dB
Uplink-Compressed-Mode-Method 
::= ENUMERATED {


sFdiv2,


higher-layer-scheduling,


...

}
UL-SIR




::= INTEGER (-82..173)

-- The UL-SIR gives the UL-SIR in number of 0.1 dB steps.

-- E.g. Value 173 means 17.3 dB

-- Unit dB. Step 0.1 dB.
UC-ID ::= SEQUENCE {


rNC-ID



RNC-ID,


c-ID



C-ID,


iE-Extensions


ProtocolExtensionContainer { {UC-ID-ExtIEs} } OPTIONAL,


...

}

UC-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCCH-SlotFormat


::= INTEGER (0..5,...)

UL-FP-Mode ::= ENUMERATED {


normal,


silent,


...

}

UL-PhysCH-SF-Variation ::= ENUMERATED {


sf-variation-supported,


sf-variation-not-supported

}
UL-ScramblingCode ::= SEQUENCE {


ul-ScramblingCodeNumber

UL-ScramblingCodeNumber,


ul-ScramblingCodeLength

UL-ScramblingCodeLength,


iE-Extensions


ProtocolExtensionContainer { {UL-ScramblingCode-ExtIEs} } OPTIONAL

}

UL-ScramblingCode-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-ScramblingCodeLength ::= ENUMERATED {


short,


long

}

UL-ScramblingCodeNumber


::= INTEGER (0..16777215)

UL-TimeslotISCP


::= INTEGER (0..127)

-- According to mapping in [14]
URA-ID




::= INTEGER (0..65535)

URA-Information ::= SEQUENCE {


uRA-ID







URA-ID,


multipleURAsIndicator



MultipleURAsIndicator,


rNCsWithCellsInTheAccessedURA-List
RNCsWithCellsInTheAccessedURA-List
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {URA-Information-ExtIEs} } OPTIONAL,


...

}

URA-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RNCsWithCellsInTheAccessedURA-List ::= SEQUENCE (SIZE (1..maxRNCinURA-1)) OF RNCsWithCellsInTheAccessedURA-Item
RNCsWithCellsInTheAccessedURA-Item ::= SEQUENCE {


rNC-ID






RNC-ID,


iE-Extensions




ProtocolExtensionContainer { {RNCsWithCellsInTheAccessedURA-Item-ExtIEs} } OPTIONAL,


...

}

RNCsWithCellsInTheAccessedURA-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
USCH-ID




::= INTEGER (0..255)
USCH-Information ::=  SEQUENCE (SIZE (1..maxNoOfUSCHs)) OF USCH-InformationItem
USCH-InformationItem ::= SEQUENCE {


uSCH-ID







USCH-ID,


ul-CCTrCH-ID





CCTrCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


rb-Info







RB-Info,


iE-Extensions





ProtocolExtensionContainer { {USCH-InformationItem-ExtIEs} } OPTIONAL,


...

}

USCH-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- V

-- W

-- X

-- Y

-- Z
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