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8.2
RAB Assignment

8.2.1
General

The purpose of the RAB Assignment procedure is to establish new RABs and/or to enable modifications and/or releases of already established RABs for a given UE. The procedure uses connection oriented signalling.

8.2.2
Successful Operation
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Figure 1: RAB Assignment procedure. Successful operation.

The CN shall initiate the procedure by sending a RAB ASSIGNMENT REQUEST message. When sending the RAB ASSIGNMENT REQUEST message, the CN shall start the T RABAssgt timer.

The CN may request UTRAN to:

-
establish,

-
modify,

-
release
one or several RABs with one RAB ASSIGNMENT REQUEST message. 

The CN shall include in the RAB ASSIGNMENT REQUEST message at least one request to either establish/modify or release a RAB.
The message shall contain the information required by the UTRAN to build the new RAB configuration, such as:

-
list of RABs to establish or modify with their bearer characteristics;

-
list of RABs to release.

For each RAB requested to establish, the message shall contain:

-
RAB ID.

-
NAS Synchronisation Indicator (only when available).

-
RAB parameters (including e.g. Allocation/Retention Priority).

-
User Plane Information (i e User Plane Mode and UP Mode Versions).

-
Transport Layer Information.

- 
PDP Type Information (only for PS)

-
Data Volume Reporting Indication (only for PS).

-
DL GTP-PDU sequence number (only when GTP-PDU sequence number is available in cases of handover from GPRS to UMTS or when establishing a RAB for an existing PDP context or in some further cases described in [21]).

-
UL GTP-PDU sequence number (only when GTP-PDU sequence number is available in cases of handover from GPRS to UMTS or when establishing a RAB for an existing PDP context or in some further cases described in [21]).

-
DL N-PDU sequence number (only when N-PDU sequence number is available in case of handover from GPRS to UMTS or in some further cases described in [21]).

-
UL N-PDU sequence number (only when N-PDU sequence number is available in case of handover from GPRS to UMTS or in some further cases described in [21]).
Lots of unaffected part in 8.2 not shown

8.11
SRNS Context Transfer

8.11.1
General

The purpose of the SRNS Context Transfer procedure is to trigger the transfer of SRNS contexts from the source RNC to the CN (PS domain) in case of inter-system forward handover or in some further cases described in [21]. The procedure uses connection oriented signalling.

8.11.2
Successful Operation
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Figure 2: SRNS Context Transfer procedure. Successful operation.

The CN shall initiate the procedure by sending a SRNS CONTEXT REQUEST message to the source RNC. The SRNS CONTEXT REQUEST message shall include the list of RABs whose contexts should be transferred.

The source RNC shall respond to the CN with a SRNS CONTEXT RESPONSE message containing all the referenced RABs including both, successful and unsuccessful RABs transfers. For each RAB whose transfer is successful, the following context information elements shall be included:

-
RAB ID;

-
always when available, the sequence number for the next downlink GTP‑PDU to be sent to the UE i.e. DL GTP-PDU Sequence Number;

-
always when available, the sequence number for the next uplink GTP‑PDU to be tunnelled to the GGSN i.e. UL GTP-PDU Sequence Number;

-
always when available, the radio interface sequence number (PDCP) [17] of the next downlink N-PDU (PDCP SDU) that would have been sent to the UE by a source system  i.e. DL N-PDU Sequence Number IE;

-
always when available, the radio interface sequence number (PDCP) [17] of the next uplink N-PDU (PDCP SDU) that would have been expected from the UE by a source system  i.e. UL N-PDU Sequence Number IE.

Transmission and reception of the SRNS CONTEXT RESPONSE message shall terminate the procedure in the UTRAN and the CN respectively.

8.11.3
Unsuccessful Operation

For each RAB for which UTRAN is not able to transfer the RAB context, e.g. if the RAB ID is unknown to the RNC, this RAB ID is included in the SRNS CONTEXT RESPONSE message together with a Cause IE, e.g. "Invalid RAB ID".

8.11.4
Abnormal Conditions 

Not applicable.

8.12
SRNS Data Forwarding Initiation

8.12.1
General

The purpose of the SRNS Data Forwarding procedure is to trigger the transfer of N-PDUs from the RNC to the CN (PS domain) in case of inter-system forward handover or in some further cases described in [21]. The procedure uses connection oriented signalling.

8.12.2
Successful Operation
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Figure 3: SRNS Data Forwarding Initiation procedure. Successful operation.

CN initiates the procedure by sending SRNS DATA FORWARD COMMAND message to UTRAN. SRNS DATA FORWARD COMMAND message includes the list of RABs towards the PS domain whose data should be forwarded and the necessary information for establishing a GTP tunnel to be used for data forwarding. For each RAB indicated the list shall include the RAB ID IE, the Transport Layer Address IE and the Iu Transport Association IE.

Upon reception of SRNS DATA FORWARD COMMAND message RNC starts the timer TDATAfwd.

8.12.3
Abnormal Conditions 

Not applicable.

9.1.19
SRNS CONTEXT REQUEST

This message is sent by the CN to source RNC to indicate the PS RABs for which context transfer shall be performed.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	RABs Subject To Data Forwarding List
	M
	
	
	
	YES
	reject

	>RABs Subject To Data Forwarding Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	reject

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.1.20
SRNS CONTEXT RESPONSE

This message is sent by the source RNC as a response to SRNS CONTEXT REQUEST message.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	RABs Contexts List
	O
	
	
	
	YES
	ignore

	>RABs Contexts Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL GTP-PDU Sequence Number
	O
	
	9.2.2.3
	
	-
	

	>>UL GTP-PDU Sequence Number
	O
	
	9.2.2.4
	
	-
	

	>>DL N-PDU Sequence Number
	O
	
	9.2.1.33
	
	-
	

	>>UL N-PDU Sequence Number
	O
	
	9.2.1.34
	
	-
	

	RABs Contexts Failed To Transfer List
	O
	
	
	
	YES
	ignore

	>RABs Contexts Failed To Transfer Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Cause
	M
	
	9.2.1.4
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.1.21
SRNS DATA FORWARD COMMAND

This message is sent by the CN to the RNC to trigger the transfer of N-PDUs from the RNC to the CN in inter-system forward handover or in some further cases described in [21].

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	RABs Subject To Data Forwarding LIST
	O
	
	
	
	YES
	ignore

	>RABs Subject To Data Forwarding Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>Iu Transport Association
	M
	
	9.2.2.2
	
	-
	


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.
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