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3
Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the following terms and definitions apply:

Elementary Procedure: RNSAP protocol consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between two RNCs. An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success or failure);

-
Class 2: Elementary Procedures without response.

For Class 1 EPs, the types of responses can be as follows:

Successful

-
A signalling message explicitly indicates that the elementary procedure has been successfully completed with the receipt of the response.

Unsuccessful

-
A signalling message explicitly indicates that the EP failed.

Class 2 EPs are considered always successful.

Prepared Reconfiguration: A Prepared Reconfiguration exists when the Synchronised Radio Link Reconfiguration Preparation procedure has been completed successfully. The Prepared Reconfiguration does not exist any more after either of the procedures Synchronised Radio Link Reconfiguration Commit or Synchronised Radio Link Reconfiguration Cancellation has been completed.

UE Context: The UE Context contains the necessary information for the DRNC to communicate with a specific UE. The UE Context is created by the Radio Link Setup procedure or by the Uplink Signalling Transfer procedure when the UE makes its first access in a cell controlled by the DRNS. The UE Context is deleted by the Radio Link Deletion procedure, by the Common Transport Channel Resources Release procedure, or by the Downlink Signalling Transfer procedure when neither any Radio Links nor any common transport channels are established towards the concerning UE. The UE Context is identified by the SCCP Connection for messages using connection oriented mode of the signalling bearer and the D-RNTI for messages using connectionless mode of the signalling bearer, unless specified otherwise in the procedure text.

Distant RNC Context: The Distant RNC context is created by the first Common Measurement Initiation Procedure or Information Exchange Initiation Procedure initiated by one RNC and requested from another RNC. The Distant RNC Context is deleted after the Common Measurement Termination, the Common Measurement Failure, the Information Exchange Termination or the Information Exchange Failure procedure when there is no more Common Measurement and no more Information to be provided by the requested RNC to the requesting RNC. The Distant RNC Context is identified by an SCCP connection as, for common measurements and information exchange, only the connection oriented mode of the signalling bearer is used.

Real Time (RT): Real time bearer services are those services associated with RABs whose traffic class is defined as Conversational or Streaming.

Non Real Time (NRT): Non Real bearer time services are those services associated with RABs whose traffic class is defined as Interactive or Background.
8
RNSAP Procedures

8.5
Global Procedures

8.5.2
Common Measurement Initiation

8.5.2.1
General

This procedure is used by an RNC to request the initiation of measurements of common resources to another RNC. The requesting RNC is referred to as RNC1 and the RNC to which the request is sent is referred to as RNC2.

This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.2.2
Successful Operation
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Figure 30A: Common Measurement Initiation procedure, Successful Operation
The procedure is initiated with a COMMON MEASUREMENT INITIATION REQUEST message sent from the RNC1 to the RNC2.

Upon reception, the RNC2 shall initiate the requested measurement according to the parameters given in the request.

Unless specified below, the meaning of the parameters are given in other specifications.
[TDD- If the Time Slot Information is provided in the Common Measurement Object Type IE , the measurement request shall apply to the requested time slot individually.]

If the Common Measurement Type IE is not set to ‘SFN-SFN Observed Time Difference’ and the SFN Reporting Indicator IE is set to "FN Reporting Required", the SFN IE shall be included in the measurement report or in the measurement response, the latter only in the case the Report Characteristics IE is set to 'On-Demand'. The reported SFN shall be the SFN at the time when the measurement value was reported by the layer 3 filter, referred to as point C in the measurement model [26]. If the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then the SFN Reporting Indicator IE is ignored.

If the SFN IE is provided, it indicates the frame for which the first measurement shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [26]. Furthermore, if the SFN IE is present and if the Common Measurement Object Type IE is set to “UP Neighbouring Cell”, then the SFN IE relates to the Radio Frames of the Reference Cell identified by the first UTRAN Cell Identifier IE.

Common measurement type

If the Common Measurement Type IE is set to 'SFN-SFN Observed Time Difference', then the RNC2 shall initiate the SFN-SFN Observed Time Difference measurements between the reference cell identified by C-ID IE and the neighbouring cells identified by the UTRAN Cell Identifier IE (UC-Id).

If the Common Measurement Type IE is set to ‘load’, the RNC2 shall initiate measurements of uplink and downlink load on the measured object. If either uplink or downlink load satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink measurements.
If the Common Measurement Type IE is set to "RT load", the RNC2 shall initiate measurements of uplink and downlink estimated share of RT (Real Time) traffic of the load of the measured object. If either uplink or downlink RT load satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink measurements.
If the Common Measurement Type IE is set to "NRT load Information", the RNC2 shall initiate measurements of uplink and downlink NRT (Non Real Time) load situation on the measured object. If either uplink or downlink NRT load satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink measurements.
Report characteristics

The Report Characteristics IE indicates how the reporting of the measurement shall be performed. See also Annex B.

If the Report Characteristics IE is set to 'On-Demand', the RNC2 shall report the result of the requested measurement immediately.

If the Report Characteristics IE is set to 'Periodic', the RNC2 shall periodically initiate a Measurement Reporting procedure for this measurement, with the requested report frequency. Furthermore, if the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then all the available measurements shall be reported in the Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE and the neighbouring cells with no measurement result available shall be reported in the Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE.

If the Report Characteristics IE is set to 'Event A', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the RNC2 shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event B', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the RNC2 shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event C', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time. After having reported this type of event, the next C event reporting for the same measurement cannot be initiated before the rising/falling time has elapsed since the previous event reporting.

If the Report Characteristics IE is set to 'Event D', the RNC2 shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time. After having reported this type of event, the next D event reporting for the same measurement cannot be initiated before the rising/falling time has elapsed since the previous event reporting.

If the Report Characteristics IE is set to 'Event E', the RNC2 shall initiate the Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the RNC2 shall initiate the Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the RNC2 shall initiate the Common Measurement Reporting procedure (Report B) as well as terminating any corresponding periodic reporting. If 'Measurement Threshold 2' is not present, the RNC2 shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the RNC2 shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'Event F', the RNC2 shall initiate the Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided the RNC2 shall also initiate the Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the RNC2 shall initiate the Common Measurement Reporting procedure (Report B) as well as terminating any corresponding periodic reporting. If 'Measurement Threshold 2' is not present, the RNC2 shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the RNC2 shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'On Modification', the RNC2 shall report the result of the requested measurement immediately. Then the RNC2 shall initiate the Common Measurement Reporting procedure in accordance to the following conditions:

1.
If the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frame for LCS':

-
If the TUTRAN-GPS Change Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the RNC2 shall each time a new measurement result is received from the physical layer measurement, calculate the change of TUTRAN-GPS value (Fn). The RNC2 shall initiate the Common Measurement Reporting procedure and set n equal to zero when the absolute value of  Fn rises above the threshold indicated by the TUTRAN-GPS Change Limit IE. The change of TUTRAN-GPS value (Fn) is calculated according to the following:

Fn=0  for n=0

Fn = (Mn – Mn-1) mod 37158912000000 – ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Fn-1        for n>0
Fn is the change of the TUTRAN-GPS value expressed in unit [1/16 chip] when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received from the physical layer measurements, measured at SFNn .

Mn-1 is the previous measurement result received from the physical layer measurements, measured at SFNn-1 .

M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

M0 is equal to the value reported in the first Common Measurement Reporting at initiation or in the Common Measurement Reporting when the event was triggered.

-
If the Predicted TUTRAN-GPS Deviation Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the RNC2 shall, each time a new measurement result is received from the physical layer measurement, update the Pn and Fn . The RNC2 shall initiate the Common Measurement Reporting procedure and set n equal to zero when Fn rises above the threshold indicated by the Predicted TUTRAN-GPS Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b   for n=0

Pn = ( (1+a) * ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Pn-1 ) mod 37158912000000  for   n>0

Fn = min(abs(Mn – Pn), abs(Mn – Pn – 37158912000000), abs(Mn – Pn + 37158912000000))   for n>0

Pn is the predicted TUTRAN-GPS value when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported TUTRAN-GPS Drift Rate value.

b is the last reported TUTRAN-GPS value.

Fn is the deviation of the last measurement result from the predicted TUTRAN-GPS value (Pn ) when n measurements have been received after first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received from the physical layer measurements, measured at SFNn .
M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

The TUTRAN-GPS Drift Rate is determined by the DRNS in an implementation-dependent way after point B (see model of physical layer measurements in [26]).

2.
If the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’:

-
If the SFN-SFN Change Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the RNC2 shall each time a new measurement result is received from the physical layer measurement, calculate the change of SFN-SFN value (Fn). The RNC2 shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when the absolute value of Fn rises above the threshold indicated by the SFN-SFN Change Limit IE. The change of the SFN-SFN value is calculated according to the following:

Fn=0  for n=0

Fn = (Mn – a) mod 40960     for n>0

Fn is the change of the SFN-SFN value expressed in unit [1/16 chip] when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN.

Mn is the latest measurement result received from the physical layer measurements, measured at SFNn .

M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

-
If the Predicted SFN-SFN Deviation Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the RNC2 shall each time a new measurement result is received from the physical layer measurement, update the Pn and Fn . The RNC2 shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when Fn rises above the threshold indicated by the Predicted SFN-SFN Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b   for n=0

Pn = (( a * (15*((SFNn – SFNn-1) mod 4096) + (TSn – TSn-1))*2560*16+ Pn-1 ) mod 40960) – 20480    for   n>0

Fn = min(abs(Mn – Pn), abs(Mn – Pn – 40960), abs(Mn – Pn + 40960))   for n>0

Pn is the predicted SFN-SFN value when n measurement results has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN Drift Rate value.

b is the last reported SFN-SFN value.

Fn is the deviation of the last measurement result from the predicted SFN-SFN value (Pn ) when n measurements has been received after first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received from the physical layer measurements, measured at the Time Slot TSn of the Frame SFNn.

M1 is the first measurement result received from the physical layer measurements after first Common Measurement Reporting at initiation or after the last event was triggered.

The SFN-SFN Drift Rate is determined by the DRNS in an implementation-dependent way after point B (see model of physical layer measurements in [26]).

If the Report Characteristics IE is not set to 'On-Demand', the RNC2 is required to perform reporting for a common measurement object, in accordance with the conditions provided in the COMMON MEASUREMENT INITIATION REQUEST message, as long as the object exists. If no common measurement object(s) for which a measurement is defined exists any more the RNC2 shall terminate the measurement locally without reporting this to RNC1.
If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the RNC2 shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as specified in the COMMON MEASUREMENT INITIATION REQUEST message.

Common measurement accuracy

If the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frames for LCS', then the UTRAN GPS Timing Measurement Minimum Accuracy Class IE included in the Report Characteristics IE indicates the minimum accuracy class required in the measurements.

-
If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates ‘Class A’, then the concerned RNC2 shall perform the measurement with the highest supported accuracy according to any of the accuracy classes A, B or C.

-
If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates the ’Class B’, then the concerned RNC2 shall perform the measurements with the highest supported accuracy according to class B or C.

-
If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates ‘Class C’, then the concerned RNC2 shall perform the measurements with the highest supported accuracy according to class C only.

-
If the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then the concerned RNC2 shall initiate the SFN-SFN observed Time Difference measurements between the reference cell identified by UC-ID IE and the neighbouring cells identified by their UC-ID. The Report Characteristics IE applies to each of these measurements.

Higher layer filtering 
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall be performed according to the following formula.
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The variables in the formula are defined as follows

Fn is the updated filtered measurement result

Fn-1 is the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = 1/2(k/2) -, where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

Response message
If the RNC2 was able to initiate the measurement requested by RNC1 it shall respond with the COMMON MEASUREMENT INITIATION RESPONSE message sent. The message shall include the same Measurement ID that was used in the measurement request. Only in the case when the Report Characteristics IE is set to "On-Demand" or “On Modification”, the COMMON MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. It shall also the Common Measurement Achieved Accuracy IE in the Common Measurement Value IE if the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frame for LCS'.

Furthermore, if the Common Measurement Type IE is set to ‘SFN-SFN Observed Time Difference’, then all the available measurements shall be reported in the Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE and the neighbouring cells with no measurement result available shall be reported in the Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE.
8.5.2.3
Unsuccessful Operation
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Figure 30B: Common Measurement Initiation procedure, Unsuccessful Operation
If the requested measurement cannot be initiated, the RNC2 shall send a COMMON MEASUREMENT INITIATION FAILURE message. The message shall include the same Measurement ID that was used in the COMMON MEASUREMENT INITIATION REQUEST message and the Cause IE set to an appropriate value.

Typical cause values are as follows:

Radio Network Layer Cause

-
Measurement not supported for the object.

-
Measurement Temporarily not Available

8.5.2.4
Abnormal Conditions

If the COMMON MEASUREMENT INITIATION REQUEST message contains the SFN-SFN Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the RNC2 shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.

If the COMMON MEASUREMENT INITIATION REQUEST message contains the TUTRAN-GPS Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the RNC2 shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.

If the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frame for LCS', but the TUTRAN-GPS Measurement Minimum Accuracy Class IE in the Common Measurement Accuracy IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the RNC2 shall regard the Common Measurement Initiation procedure as failed.

If the Common Measurement Type received in the Common Measurement Type IE is not "load", "RT load" or "NRT load Information", and if the Common Measurement Type received in the Common Measurement Type IE is not defined in ref. [11] or [15] to be measured on the Common Measurement Object Type received in the Common Measurement Object Type IE in the COMMON MEASUREMENT INITIATION REQUEST message the RNC2 shall regard the Common Measurement Initiation procedure as failed.

If the Common Measurement Type IE is set to 'SFN-SFN Observed Time Difference', but the Neighbouring Cell Measurement Information IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the RNC2 shall regard the Common Measurement Initiation procedure as failed.

The allowed combinations of the Common measurement type and Report characteristics type are shown in the table below marked with “X”.  For not allowed combinations, the DRNS shall regard the Common Measurement Initiation procedure as failed.

Table 4: Allowed Common measurement type and Report characteristics type combinations

Common measurement type
Report characteristics type




On Demand
Periodic
Event A
Event  B
Event C
Event D
Event E
Event F
On Modification

Received total wide band power 
X
X
X
X
X
X
X
X


Transmitted Carrier Power
X
X
X
X
X
X
X
X


UL Timeslot ISCP
X
X
X
X
X
X
X
X


Load
X
X
X
X
X
X
X
X


UTRAN GPS Timing of Cell Frames for LCS
X
X






X

SFN-SFN Observed Time Difference
X
X






X

RT load
X
X
X
X
X
X
X
X


NRT load Information
X
X
X
X
X
X
X
X


[TDD - If the common measurement type requires the Time Slot Information but the Time Slot IE is not provided in the Common Measurement Object Type IE in the COMMON MEASUREMENT INITIATION REQUEST message the DRNS shall regard the Common Measurement Initiation procedure as failed.]

8.5.6
Information Exchange Initiation

8.5.6.1
General

This procedure is used by a RNC to request the initiation of an information exchange with another RNC.

This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.6.2
Successful Operation
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Figure 30F: Information Exchange Initiation procedure, Successful Operation
The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from RNC1 to RNC2.

Upon reception, the RNC2 shall provide the requested information according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

Information Report Characteristics:
The Information Report Characteristics IE indicates how the reporting of the information shall be performed.

If the Information Report Characteristics IE is set to 'On-Demand', the RNC2 shall report the requested information immediately.

If the Information Report Characteristics IE is set to 'Periodic', the RNC2 shall periodically initiate the Information Reporting procedure for all the requested information, with the requested report frequency.

If the Information Report Characteristics IE is set to 'On-Modification', the RNC2 shall report the requested information immediately and then shall initiate the Information Reporting procedure in accordance to the following conditions:

-
If the Information Type Item IE is set to ‘IPDL Parameters’, the RNC2 shall initiate the Information Reporting procedure when any change in the parameters occurs.

-
If the Information Type Item IE is set to ‘DGPS Corrections’, the RNC2 shall initiate the Information Reporting procedure for this specific Information Type when either the PRC has drifted from the previously reported value more than the threshold indicated in the PRC Deviation IE or a change has occurred in the IODE. 

-
If the Information Type Item IE is set to ‘GPS Information’ and the GPS Information Item IE includes ‘GPS Navigation Model & Recovery Assistance’, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Type when a change has occurred regarding either the IODC or the list of visible satellites, identified by the SatID IEs.

-
If the Information Type Item IE is set to ‘GPS Information’ and the GPS Information Item IE includes ‘GPS Ionospheric Model’, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Type when any change has occurred.

-
If the Information Type Item IE is set to ‘GPS Information’ and the GPS Information Item IE includes ‘GPS UTC Model’, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Type when a change has occurred in the t_ot parameter. 

-
If the Information Type Item IE is set to ‘GPS Information’ and the GPS Information Item IE includes ‘GPS Almanac’, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Type when any change has occurred.

· If the Information Type Item IE is set to ‘GPS Information’ and the GPS Information Item IE includes ‘GPS Real-Time Integrity’, the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Type when any change has occurred.
· If the Information Type IE is set to "Cell Capacity Class", the RNC2 shall initiate the Information Reporting procedure for uplink and downlink cell capacity class. If either uplink or downlink cell capacity class satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink cell capacity information.

Response message:

If the RNC2 was able to determine the information requested by the RNC1, it shall respond with the INFORMATION EXCHANGE INITIATION RESPONSE message. The message shall include the same Information Exchange ID that was included in the INFORMATION EXCHANGE REQUEST message.

If the Requested Data Value IE is included in the INFORMATION EXCHANGE INITIATION RESPONSE message, it shall include at least one IE.

8.5.6.3
Unsuccessful Operation
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Figure 30G: Information Exchange Initiation procedure, Unsuccessful Operation
If the requested Information Type received in the Information Type IE indicates a type of information that RNC2 cannot provide, the RNC2 shall regard the Information Exchange Initiation procedure as failed.

If the requested information provision cannot be carried out, the RNC2 shall send the INFORMATION EXCHANGE INITIATION FAILURE message. The message shall include the same Information Exchange ID that was used in the INFORMATION EXCHANGE INITIATION REQUEST message and the Cause IE set to an appropriate value.

Typical cause values are as follows:
Radio Network Layer Cause:

Information temporarily not available.

Information Provision not supported for the object.

8.5.6.4
Abnormal Conditions

9
Elements for RNSAP Communication

9.2
Information Element Functional Definition and Contents

9.2.1.5C
Cell Capacity Class Value

The Cell Capacity Class Value IE contains the capacity class for both the uplink and downlink. Cell Capacity Class is the value that classifies the cell capacity with regards to the other cells. 

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Uplink Cell Capacity Class Value
M

INTEGER(1..100,…)
Value 1 shall indicate the minimum capacity class, and 100 shall indicate the maximum capacity class. Capacity class should be measured on a linear scale. 

Downlink Cell Capacity Class Value
M

INTEGER(1..100,…)
Value 1 shall indicate the minimum capacity class, and 100 shall indicate the maximum capacity class. Capacity class should be measured on a linear scale. 

9.2.1.12C
Common Measurement Type

The Common Measurement Type identifies which measurement that shall be performed.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Common Measurement Type


ENUMERATED (UTRAN GPS Timing of Cell Frames for LCS,

SFN-SFN Observed Time Difference, load, transmitted carrier power, received total wide band power, UL timeslot ISCP, …, RT Load,

NRT Load Information)
UL timeslot ISCP shall only be used by TDD

9.2.1.12D
Common Measurement Value

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

CHOICE Common Measurement Value





 > TUTRAN-GPS Measurement Value Information





>>TUTRAN-GPS Measurement Value Information
M

9.2.1.59D


 > SFN-SFN Measurement Value Information





>>SFN-SFN Measurement Value Information
M

9.2.1.52C


 >Load Value





>>Load Value
M

9.2.1.33A


 >Transmitted Carrier Power Value





>>Transmitted Carrier Power Value
M

Transmitted Carrier Power 9.2.1.59A


 >Received Total Wide Band Power Value





>>Received Total Wide Band Power Value
M

Received Total Wide Band Power 9.2.2.35A


 >UL Timeslot ISCP Value



TDD Only

>>UL Timeslot ISCP Value
M

UL Timeslot ISCP 9.2.3.13A


>RT Load Value





>>RT Load Value
M

9.2.1.50B


>NRT Load Information Value





>>NRT Load Information Value
M

9.2.1.41I


9.2.1.31D
Information Threshold
The Information Threshold indicates which kind of information shall trigger the Information Reporting procedure.
IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

CHOICE Information Type Item
M




   >DGPS





     >>PRC Deviation
M

ENUMERATED (1, 2, 5, 10, …)
PRC deviation in meters from the previously reported value, which shall trigger a report

    >Cell Capacity Class





>>Cell Capacity Class
M

INTEGER(1..100,…)
1 is the minimum indicated cell capacity class, and 100 is the maximum indicated cell capacity class.

9.2.1.31E
Information Type
The Information Type indicates which kind of information the RNS shall provide.
IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Information Type Item
M

ENUMERATED

(UTRAN Access Point Position with Altitude,

IPDL Parameters,

GPS Information,

DGPS Corrections,

GPS RX Pos, SFN-SFN Measurement Reference Point Position,…, 
Cell Capacity Class)


GPS Information
C-GPS
1..<maxnoofGPSTypes>



>GPS Information Item


ENUMERATED

(GPS Navigation Model and Time Recovery,

GPS Ionospheric Model,

GPS UTC Model,

GPS Almanac,

GPS Real-Time Integrity,

…)


Condition
Explanation

GPS
This IE shall be present if the Information Type IE indicates ‘GPS Information’

Range Bound
Explanation

MaxnoofGPSTypes
Maximum number of GPS Information Types supported in one Information Exchange.

9.2.1.33A
Load Value

The Load Value IE contains the total load for both the uplink and downlink. It is defined as the load percentage of the Cell Capacity Class.
IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Uplink Load Value
M

INTEGER(0..9)
Value 0 shall indicate the minimum load, and 9 shall indicate the maximum load. Load should be measured on a linear scale.

Downlink Load Value
M

INTEGER(0..9)
Value 0 shall indicate the minimum load, and 9 shall indicate the maximum load. Load should be measured on a linear scale.

9.2.1.38
Measurement Increase/Decrease Threshold

The Measurement Increase/Decrease Threshold defines the threshold that shall trigger Event C or D.

IE/ Group Name
Presence
Range
IE Type and Reference
Semantics Description

CHOICE Measurement Increase/Decrease Threshold





 >SIR





>>SIR
M

INTEGER(0..62)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

62: 31dB

 >SIR Error



FDD Only

>>SIR Error
M

INTEGER(0..124)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

124: 62 dB

 >Transmitted Code Power





>>Transmitted Code Power
M

INTEGER(0..112,...)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

112: 56 dB

 >RSCP



TDD Only

>>RSCP
M

INTEGER(0..126)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

126: 63 dB

 >Round Trip Time



FDD Only

>>Round Trip Time
M

INTEGER(0..32766)
0: 0 chips

1: 0.0625 chips

2: 0.1250 chips

…

32766: 2047.875 chips

 >Load





>>Load
M

INTEGER(0..9)
Units are the same as for the Uplink Load Value IE and Dowlink Load Value IE.

 >Transmitted Carrier Power





>>Transmitted Carrier Power
M

INTEGER(0..100)
According to mapping in [23] and [24].

 >Received Total Wide Band Power





>>Received Total Wide Band Power
M

INTEGER(0..620)
0: 0dB

1: 0.1dB

2: 0.2dB

...

620: 62dB

 >UL Timeslot ISCP



TDD Only

>>UL Timeslot ISCP
C-Threshold

INTEGER(0..126)
0: 0dB

1: 0.5dB

2: 1dB

...

126: 63dB

>RT Load





>>RT Load
M

INTEGER(0..100)
Units are the same as for the Uplink RT Load Value IE and Downlink RT Load Value IE.

> NRT Load Information





>>NRT Load Information
M

INTEGER(0..3)


9.2.1.39
Measurement Threshold

The Measurement Threshold defines which threshold that shall trigger Event A, B, E, F or On Modification.

IE/ Group Name
Presence
Range
IE Type and Reference
Semantics Description

CHOICE Measurement Threshold





 >SIR





>>SIR
M

INTEGER(0..63)
According to mapping in ref. [23] and [24].

 >SIR Error



FDD Only

>>SIR Error
M

INTEGER(0..125)
According to mapping in [23]

 >Transmitted Carrier Power





>>Transmitted Code Power
M

INTEGER(0..127)
According to mapping in ref. [23] and [24].

 >RSCP



TDD Only

>>RSCP
M

INTEGER(0..127)
According to mapping in ref. [24]

 >Rx Timing Deviation



TDD Only

>>Rx Timing Deviation
M

INTEGER(0..8191)
According to mapping in [24]

 >Round Trip Time



FDD Only

>>Round Trip Time
M

INTEGER(0..32767)
According to mapping in [23]

 > TUTRAN-GPS Measurement Threshold Information





>>TUTRAN-GPS Measurement Threshold Information
M

9.2.1.59C


 > SFN-SFN  Measurement Threshold Information





>>SFN-SFN Measurement Threshold Information
M

9.2.1.52B


 >Load





>>Load
M

INTEGER(0..9)
0 is the minimum indicated load, and 9 is the maximum indicated load.

 >Transmitted Carrier Power





>>Transmitted Carrier Power
M

INTEGER(0..100)
According to mapping in [23] and [24].

 >Received Total Wide Band Power





>>Received Total Wide Band Power
M

INTEGER(0..621)
According to mapping in [23] and [24].

 >UL Timeslot ISCP



TDD Only

>>UL Timeslot ISCP
M

INTEGER(0..127)
According to mapping in [24]

>RT Load





>>RT Load
M

INTEGER(0..100)
0 is the minimum indicated RT load, and 100 is the maximum indicated RT load.

>NRT Load Information





>>NRT Load Information
M

INTEGER(0..3)
0 is the minimum indicated NRT load, and 3 is the maximum indicated NRT load.

9.2.1.41I
NRT Load Information Value

The NRT Load Value Information IE contains the non real time load for both the uplink and downlink. 
IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Uplink NRT Load Information Value
M

INTEGER (0..3)
Mapping of the status:

0: low: The Uplink NRT load is low.
1: medium: The Uplink NRT load is medium.
2: high: Uplink NRT load is high. Probability to admit a new user is low.
3: overloaded: Uplink NRT overload. The probability to admit a new user is low, packets are discarded and the source is recommended to reduce the data flow.

Downlink NRT Load Information Value
M

INTEGER (0..3)
Mapping of the status:

0: low: The Downlink NRT load is low.

1: medium: The Downlink NRT load is medium.

2: high: Downlink NRT load is high. Probability to admitt a new user is low.
3: overloaded: Downlink NRT overload. The probability to admit a new user is low, packets are discarded and the source is recommended to reduce the data flow.

9.2.1.48A
Requested Data Value
The Requested Data Value contains the relevant data concerning the ongoing information exchange.
IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

UTRAN Access Point Position with Altitude
O

9.2.1.75


IPDL Parameters
O

9.2.1.31F


DGPS Corrections
O

9.2.1.19B


GPS Navigation Model and Time Recovery
O

9.2.1.30I


GPS Ionospheric Model
O

9.2.1.30H


GPS UTC Model
O

9.2.1.30L


GPS Almanac
O

9.2.1.30G


GPS Real-Time Integrity
O

9.2.1.30J


GPS RX Pos
O

9.2.1.30K


SFN-SFN Measurement Reference Point Position
O

9.2.1.74


Cell Capacity Class Value
O

9.2.1.5C


9.2.1.50B
RT Load Value

The RT Load Value IE contains the real time load for both the uplink and downlink. It is defined as the estimated percentage of the RT traffic of the total load. 
IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Uplink RT Load Value
M

INTEGER(0..100)
Value 0 shall indicate the minimum RT load, and 100 shall indicate the maximum RT load. Load should be measured on a linear scale. 

Downlink RT Load Value
M

INTEGER(0..100)
Value 0 shall indicate the minimum RT load, and 100 shall indicate the maximum RT load. Load should be measured on a linear scale. 

9.3
Message and Information element abstract syntax (with ASN.1)

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCodeNumComp-1,


maxNrOfFACHs,

maxFACHCountPlus1,


maxIBSEG,


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNoTFCIGroups,


maxNoCodeGroups,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHsLCR,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxTFCI1Combs,


maxTFCI2Combs,

maxTFCI2Combs-1,

maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,

id-Allowed-Rate-Information,

id-Cell-Capacity-Class-Value,

id-Cell-Capacity-Class-Value-ThresholdInformation,


id-DPC-Mode-Change-SupportIndicator,


id-Guaranteed-Rate-Information,

id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,

id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,

id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,

id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,

id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell–1,

id-MessageStructure,

id-EnhancedDSCHPC,


id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TypeOfError
FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,

RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- A

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN

CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}

Active-Pattern-Sequence-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

AdjustmentPeriod


::= INTEGER(1..256)

-- Unit Frame
AllocationRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,



iE-Extensions


ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,



...

}

AllocationRetentionPriority-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Allowed-Rate-Information
::= SEQUENCE {


allowed-UL-Rate


Allowed-Rate OPTIONAL,


allowed-DL-Rate


Allowed-Rate OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {Allowed-Rate-Information-ExtIEs} } OPTIONAL,


...

}

Allowed-Rate-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Allowed-Rate


::= INTEGER (1..maxNrOfTFs)
AllowedQueuingTime


::= INTEGER (1..60)

-- seconds

AlphaValue




::=
INTEGER (0..8)

-- Actual value = Alpha / 8
-- B

BadSatellites ::= SEQUENCE {


badSatelliteInformation

SEQUENCE (SIZE (1..maxNoSat)) OF



SEQUENCE {




badSAT-ID




SAT-ID,




iE-Extensions



ProtocolExtensionContainer { { BadSatelliteInformation-ExtIEs} }

OPTIONAL,




...



},


iE-Extensions



ProtocolExtensionContainer { { BadSatellites-ExtIEs} }

OPTIONAL,


...

}

BadSatelliteInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

BadSatellites-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Band-Indicator ::= ENUMERATED {


dcs1800Band,


pcs1900Band,


...

}
BCC ::= BIT STRING (SIZE (3))
BCCH-ARFCN ::= INTEGER (0..1023)
BetaCD ::= INTEGER (0..15)
BindingID



::= OCTET STRING (SIZE (1..4,...))

BLER




::= INTEGER (-63..0)

-- Step 0.1 (Range -6.3..0). It is the Log10 of the BLER

SCTD-Indicator
::= ENUMERATED {


active,


inactive

}
BSIC ::= SEQUENCE {


nCC


NCC,


bCC


BCC

}
BurstModeParameters ::= SEQUENCE {


burstStart

INTEGER (0..15),


burstLength

INTEGER (10..25),


burstFreq

INTEGER (1..16),


iE-Extensions



ProtocolExtensionContainer { { BurstModeParameters-ExtIEs} }

OPTIONAL,


...
}

BurstModeParameters-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


combining-not-supported,

reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


requested-tx-diversity-mode-not-supported,

measurement-temporaily-not-available,

unspecified,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

dedicated-transport-channel-type-not-supported,


dl-shared-channel-type-not-supported,


ul-shared-channel-type-not-supported,


common-transport-channel-type-not-supported,


ul-spreading-factor-not-supported,

dl-spreading-factor-not-supported,


cm-not-supported,

transaction-not-supported-by-destination-node-b,

rl-already-activated-or-alocated,

...,

    number-of-UL-codes-not-supported,


dpc-mode-change-not-supported,

information-temporarily-not-available,


information-provision-not-supported-for-the-object,

cell-reserved-for-operator-use
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}

C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

Cell-Capacity-Class-Value ::= SEQUENCE {



uplinkCellCapacityClassValue

INTEGER(1..100,...),



downlinkCellCapacityClassValue

INTEGER(1..100,...)

}
Cell-Capacity-Class-Value-ThresholdInformation ::= INTEGER(1..100,...)
CellIndividualOffset
::= INTEGER (-20..20)

CellParameterID



::= INTEGER (0..127,...)

CFN




::= INTEGER (0..255)

CGI ::= SEQUENCE {


lAI


SEQUENCE {



pLMN-Identity
PLMN-Identity,



lAC



LAC,



iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL,



...


},


cI



CI,


iE-Extensions


ProtocolExtensionContainer { {CGI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CGI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding,


...

}

ChipOffset



::= INTEGER (0..38399)

CI




::= OCTET STRING (SIZE (2))
ClosedLoopMode1-SupportIndicator
::= ENUMERATED {


closedLoop-Mode1-Supported,


closedLoop-Mode1-not-Supported

}

ClosedLoopMode2-SupportIndicator
::= ENUMERATED {


closedLoop-Mode2-Supported,


closedLoop-Mode2-not-Supported

}

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...

}
CodeNumber ::= INTEGER (0..maxCodeNumComp-1)
CodingRate ::= ENUMERATED {


half,


third,


...

}

CommonMeasurementAccuracy ::= CHOICE {


tUTRANGPSMeasurementAccuracyClass

TUTRANGPSAccuracyClass,


...

}
CommonMeasurementType ::= ENUMERATED {


uTRAN-GPS-timing-of-cell-frames-for-LCS,


sFN-SFN-observerd-time-difference,


load,


transmitted-carrier-power, 


received-total-wide-band-power,


uplink-timeslot-iscp,


...,

rT-load,


nRT-load-Information
}

CommonMeasurementValue ::= CHOICE {


tUTRANGPSMeasurementValueInformation
TUTRANGPSMeasurementValueInformation,


sFNSFNMeasurementValueInformation

SFNSFNMeasurementValueInformation,


loadValue






LoadValue,


transmittedCarrierPowerValue

INTEGER(0..100),


receivedTotalWideBandPowerValue

INTEGER(0..621),


uplinkTimeslotISCPValue



UL-TimeslotISCP,


...,

rTLoadValue






RTLoadValue,


nRTLoadInformationValue



NRTLoadInformationValue

}

CommonMeasurementValueInformation ::= CHOICE {


measurementAvailable

CommonMeasurementAvailable,


measurementnotAvailable

NULL
}

CommonMeasurementAvailable::= SEQUENCE {


commonMeasurementValue

CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { { CommonMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

CommonMeasurementAvailableItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CongestionCause ::= ENUMERATED {


uTRAN-dynamic-resources,


uTRAN-semistatic-resources,


...

}
CRC-Size 



::= ENUMERATED {

v0,


v8,


v12,


v16,


v24,


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID


OPTIONAL,


triggeringMessage


TriggeringMessage

OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID


OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber0

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{
ID id-MessageStructure

CRITICALITY ignore

EXTENSION MessageStructure

PRESENCE optional
}|
{
ID id-TypeOfError


CRITICALITY ignore

EXTENSION TypeOfError


PRESENCE mandatory
},

...

}

MessageStructure ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 


iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber1

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {MessageStructure-ExtIEs} } OPTIONAL,



...


}

MessageStructure-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CN-CS-DomainIdentifier ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


iE-Extensions

ProtocolExtensionContainer { {CN-CS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-CS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CN-PS-DomainIdentifier ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


rAC




RAC,


iE-Extensions

ProtocolExtensionContainer { {CN-PS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-PS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CNDomainType
::= ENUMERATED {


cs-domain,


ps-domain,


dont-care,


...

}

-- See in [16]
C-RNTI




::= INTEGER (0..65535)

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- I

IB-SchedulingInformation::= SEQUENCE {


iB-SG-Rep





IB-SG-REP,


iB-segmentInformationList

IB-SegmentInformationList,


iE-Extensions




ProtocolExtensionContainer { { IB-SchedulingInformation-ExtIEs } } OPTIONAL,



...

}

IB-SchedulingInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

IB-SegmentInformationList ::= SEQUENCE (SIZE(1..maxIBSEG)) OF IB-SegmentInformationItem
IB-SegmentInformationItem ::= SEQUENCE {


iB-SG-POS





IB-SG-POS,


iE-Extensions




ProtocolExtensionContainer { {  IB-SegmentInformationItem-ExtIEs } } OPTIONAL,


...

}

IB-SegmentInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
IB-SG-POS
::= INTEGER (0..4094)
-- Only even positions allowed
IB-SG-REP
::= ENUMERATED {rep4, rep8, rep16, rep32, rep64, rep128, rep256, rep512, rep1024, rep2048, rep4096}
IMSI

::= OCTET STRING (SIZE(3..8))

InformationAvailable::= SEQUENCE {


requestedDataValue

RequestedDataValue,


iE-Extensions


ProtocolExtensionContainer { { InformationAvailable-ExtIEs} }

OPTIONAL,


...

}

InformationAvailable-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

InformationExchangeID ::= INTEGER (0..1048575)

InformationNotAvailable ::= NULL

InformationReportCharacteristics ::= CHOICE {


onDemand



NULL,


periodic



PeriodicInformation,


onModification


OnModificationInformation,

...

}

InformationReportPeriodicity ::= CHOICE {


min



INTEGER (1..60,...),

-- Unit min, Step 1min

hour


INTEGER (1..24,...),

-- Unit hour, Step 1hour


...

}

InformationThreshold ::= CHOICE {


dGPSThreshold

DGPSThreshold,


...,

extension-InformationThreshold

Extension-InformationThreshold
} 

Extension-InformationThreshold
::= ProtocolIE-Single-Container {{ Extension-InformationThresholdIE }}
Extension-InformationThresholdIE RNSAP-PROTOCOL-IES ::= {

{ ID id-Cell-Capacity-Class-Value-ThresholdInformation
CRITICALITY reject
TYPE Cell-Capacity-Class-Value-ThresholdInformation
PRESENCE mandatory}
}
InformationType ::= SEQUENCE {


informationTypeItem

ENUMERATED {



gA-AccessPointPositionwithAltitude,


gA-AccessPointPosition,


iPDLParameters,



gPSInformation,



dGPSCorrections,



gPS-RX-POS,



sFNSFN-GA-AccessPointPosition,


...,



cell-Capacity-Class

},


gPSInformation



GPSInformation


OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { InformationType-ExtIEs} }

OPTIONAL,


...

}

-- The GPS Information IE shall be present if the Information Exchange Type IE indicates ‘GPS Information’

InformationType-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
InnerLoopDLPCStatus

::= ENUMERATED {active, inactive}
IPDLParameters ::= CHOICE {


iPDL-FDD-Parameters


IPDL-FDD-Parameters,


iPDL-TDD-Parameters


IPDL-TDD-Parameters

}

IPDL-FDD-Parameters ::= SEQUENCE {


iPSpacingFDD



IPSpacingFDD,


iPLength




IPLength,


iPOffset




IPOffset,


seed





Seed,


burstModeParameters


BurstModeParameters

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { IPDL-FDD-Parameters-ExtIEs} }

OPTIONAL,


...
}

IPDL-FDD-Parameters-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
IPDL-TDD-Parameters ::= SEQUENCE {


iPSpacingTDD



IPSpacingTDD,


iPStart





IPStart,


iPSlot





IPSlot,


iP-P-CCPCH




IP-P-CCPCH,


burstModeParameters


BurstModeParameters

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { IPDL-TDD-Parameters-ExtIEs} }

OPTIONAL,


...
}

-- The BurstModeParameters IE shall be included if the Idle Periods are arranged in Burst Mode.

IPDL-TDD-Parameters-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
IPLength ::= ENUMERATED {


ipl5,


ipl10,


...

}

IPOffset ::= INTEGER (0..9)

IP-P-CCPCH ::= ENUMERATED {


switchOff-1-Frame,


switchOff-2-Frames

}

IPSlot ::= INTEGER (0..14)

IPSpacingFDD ::= ENUMERATED {


ipsF5,


ipsF7,


ipsF10,


ipsF15,


ipsF20,


ipsF30,


ipsF40,


ipsF50,


...

}

IPSpacingTDD ::= ENUMERATED {


ipsT30,


ipsT40,


ipsT50,


ipsT70,


ipsT100,


...

}

IPStart ::= INTEGER (0..4095)
(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- M

MaxNrOfUL-DPCHs



::= INTEGER (1..6)

MAC-c-sh-SDU-Length


::= INTEGER (1..5000)
MAC-c-sh-SDU-LengthList ::= SEQUENCE(SIZE(1..maxNrOfMACcshSDU-Length)) OF MAC-c-sh-SDU-Length
MaximumAllowedULTxPower

::= INTEGER (-50..33)

MaxNrDLPhysicalchannels 
::= INTEGER (1..224)

MaxNrTimeslots 



::= INTEGER (1..14)

MaxNrULPhysicalchannels 
::= INTEGER (1..2)

MaxTFCIvalue



::= INTEGER (1..1023)
MeasurementFilterCoefficient ::=  ENUMERATED{k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19,...}
-- Measurement Filter Coefficient to be used for measurement
MeasurementID



::= INTEGER (0..1048575)

MinimumSpreadingFactor

::= INTEGER (1..16)

Multi-code-info



::= INTEGER (1..16)
MultipleURAsIndicator ::= ENUMERATED {


multiple-URAs-exist,


single-URA-exists
}

MaxAdjustmentStep


::= INTEGER(1..10)

-- Unit Slot

MeasurementChangeTime

::= INTEGER (1..6000,...)

-- The MeasurementChangeTime  gives the MeasurementChangeTime
-- in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10 ms

MeasurementHysteresisTime

::= INTEGER (1..6000,...)

-- The MeasurementHysteresisTime  gives the

-- MeasurementHysteresisTime in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10ms

MeasurementIncreaseDecreaseThreshold

::= CHOICE {


sir







SIR-Value-IncrDecrThres,


sir-error





SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

...,


extension-MeasurementIncreaseDecreaseThreshold

Extension-MeasurementIncreaseDecreaseThreshold
}
Extension-MeasurementIncreaseDecreaseThreshold
::= ProtocolIE-Single-Container {{ Extension-MeasurementIncreaseDecreaseThresholdIE }}
Extension-MeasurementIncreaseDecreaseThresholdIE RNSAP-PROTOCOL-IES ::= {

{ ID id-Load-Value-IncrDecrThres
CRITICALITY reject
TYPE Load-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-Transmitted-Carrier-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Transmitted-Carrier-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-Received-Total-Wideband-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Received-Total-Wideband-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-UL-Timeslot-ISCP-Value-IncrDecrThres
CRITICALITY reject
TYPE UL-Timeslot-ISCP-Value-IncrDecrThres
PRESENCE mandatory }|


{ ID id-RT-Load-Value-IncrDecrThres
CRITICALITY reject
TYPE RT-Load-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-NRT-Load-Information-Value-IncrDecrThres
CRITICALITY reject
TYPE NRT-Load-Information-Value-IncrDecrThres
PRESENCE mandatory }
}

MeasurementThreshold 


::= CHOICE {


sir







SIR-Value,


sir-error





SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


rx-timing-deviation



Rx-Timing-Deviation-Value,

round-trip-time




Round-Trip-Time-Value,

...,


extension-MeasurementThreshold
Extension-MeasurementThreshold
}
Extension-MeasurementThreshold
::= ProtocolIE-Single-Container {{ Extension-MeasurementThresholdIE }}
Extension-MeasurementThresholdIE RNSAP-PROTOCOL-IES ::= {

{ ID id-TUTRANGPSMeasurementThresholdInformation
CRITICALITY reject
TYPE TUTRANGPSMeasurementThresholdInformation

PRESENCE mandatory }|

{ ID id-SFNSFNMeasurementThresholdInformation
CRITICALITY reject
TYPE SFNSFNMeasurementThresholdInformation

PRESENCE mandatory }|

{ ID id-Load-Value
CRITICALITY reject
TYPE Load-Value

PRESENCE mandatory }|

{ ID id-Transmitted-Carrier-Power-Value

CRITICALITY reject
TYPE Transmitted-Carrier-Power-Value

PRESENCE mandatory }|


{ ID id-Received-Total-Wideband-Power-Value

CRITICALITY reject
TYPE Received-Total-Wideband-Power-Value

PRESENCE mandatory }|


{ ID id-UL-Timeslot-ISCP-Value

CRITICALITY reject
TYPE UL-Timeslot-ISCP-Value

PRESENCE mandatory }|

{ ID id-RT-Load-Value
CRITICALITY reject
TYPE RT-Load-Value

PRESENCE mandatory }|

{ ID id-NRT-Load-information-Value
CRITICALITY reject
TYPE NRT-Load-Information-Value

PRESENCE mandatory }
}

MidambleConfigurationBurstType1And3 ::=

ENUMERATED {v4, v8, v16}
MidambleConfigurationBurstType2 ::=

ENUMERATED {v3, v6}
MidambleShiftAndBurstType ::=

CHOICE {



type1







SEQUENCE {



midambleConfigurationBurstType1And3

MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},



...


},


type2







SEQUENCE {



midambleConfigurationBurstType2

MidambleConfigurationBurstType2,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftShort,




...



},



...


},


type3







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 


CHOICE {




defaultMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},



...


},


...

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)
MidambleShiftLCR ::= SEQUENCE {


midambleAllocationMode

MidambleAllocationMode,


midambleShift



MidambleShiftLong

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {MidambleShiftLCR-ExtIEs} }

OPTIONAL,


...


}

MidambleAllocationMode ::= ENUMERATED {


defaultMidamble,


commonMidamble,


uESpecificMidamble, 


...


}
MidambleShiftLCR-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MinUL-ChannelisationCodeLength

::= ENUMERATED {


v4,


v8,


v16,


v32,


v64,


v128,


v256

}

Modulation ::= ENUMERATED {


qPSK,


eightPSK,


...

}
MultiplexingPosition ::= ENUMERATED {


fixed,


flexible

}

-- N

NCC ::= BIT STRING (SIZE (3))
Neighbouring-UMTS-CellInformation ::= SEQUENCE (SIZE (1..maxNrOfNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationItemIE }}

Neighbouring-UMTS-CellInformationItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-UMTS-CellInformationItem
CRITICALITY ignore
TYPE
Neighbouring-UMTS-CellInformationItem
PRESENCE
mandatory }
}
Neighbouring-UMTS-CellInformationItem ::= SEQUENCE {


rNC-ID








RNC-ID,


cN-PS-DomainIdentifier




CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier




CN-CS-DomainIdentifier

OPTIONAL,


neighbouring-FDD-CellInformation

Neighbouring-FDD-CellInformation
OPTIONAL,


neighbouring-TDD-CellInformation

Neighbouring-TDD-CellInformation
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {Neighbouring-UMTS-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-UMTS-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-neighbouring-LCR-TDD-CellInformation


CRITICALITY  ignore

EXTENSION
Neighbouring-LCR-TDD-CellInformation


PRESENCE optional },

...

}

Neighbouring-FDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfFDDNeighboursPerRNC,...)) OF Neighbouring-FDD-CellInformationItem

Neighbouring-FDD-CellInformationItem ::= SEQUENCE {


c-ID







C-ID,


uARFCNforNu






UARFCN,

uARFCNforNd






UARFCN,

frameOffset






FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power




PrimaryCPICH-Power

OPTIONAL,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,


txDiversityIndicator 



TxDiversityIndicator,


sTTD-SupportIndicator



STTD-SupportIndicator
OPTIONAL,


closedLoopMode1-SupportIndicator
ClosedLoopMode1-SupportIndicator
OPTIONAL,


closedLoopMode2-SupportIndicator
ClosedLoopMode2-SupportIndicator
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-FDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-FDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-DPC-Mode-Change-SupportIndicator
CRITICALITY
ignore

EXTENSION
DPC-Mode-Change-SupportIndicator

PRESENCE optional },


...

}
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


primaryScramblingCode



PrimaryScramblingCode,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-GSM-CellInformation ::= ProtocolIE-Single-Container {{ Neighbouring-GSM-CellInformationIE }}

Neighbouring-GSM-CellInformationIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-GSM-CellInformation
CRITICALITY ignore
TYPE
Neighbouring-GSM-CellInformationIEs
PRESENCE
mandatory }
}
Neighbouring-GSM-CellInformationIEs ::= SEQUENCE ( SIZE (1..maxNrOfGSMNeighboursPerRNC,...)) OF Neighbouring-GSM-CellInformationItem

Neighbouring-GSM-CellInformationItem ::= SEQUENCE {


cGI








CGI,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,

bSIC







BSIC,


band-Indicator 





Band-Indicator,

bCCH-ARFCN






BCCH-ARFCN,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-GSM-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-GSM-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-TDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfTDDNeighboursPerRNC,...)) OF Neighbouring-TDD-CellInformationItem

Neighbouring-TDD-CellInformationItem ::= SEQUENCE {


c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase





SyncCase,


timeSlot





TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case1 -- ,


sCH-TimeSlot




SCH-TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case2 -- ,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
},

...

}
NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-LCR-TDD-CellInformation ::= SEQUENCE (SIZE (1.. maxNrOfLCRTDDNeighboursPerRNC,...)) OF Neighbouring-LCR-TDD-CellInformationItem

Neighbouring-LCR-TDD-CellInformationItem ::= SEQUENCE {

c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

restrictionStateIndicator

RestrictionStateIndicator

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-LCR-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-LCR-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NrOfDLchannelisationcodes
::= INTEGER (1..8)
NrOfTransportBlocks


::= INTEGER (0..512)

NRT-Load-Information-Value-IncrDecrThres ::= INTEGER(0..3) 
NRTLoadinformationValue ::= SEQUENCE {



uplinkNRTLoadInformationValue

INTEGER(0..3),



downlinkNRTLoadInformationValue

INTEGER(0..3)

}
(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- R

RAC




::= OCTET STRING (SIZE(1))

RANAP-RelocationInformation

::= BIT STRING

Range-Correction-Rate ::= INTEGER (-127..127)

-- scaling factor 0.032 m/s
RateMatchingAttribute 


::= INTEGER (1..maxRateMatching)

RB-Identity





::= INTEGER (0..31)
RB-Info ::= SEQUENCE (SIZE(1..maxNoOfRB)) OF RB-Identity
Received-Total-Wideband-Power-Value ::= Received-total-wide-band-power
Received-Total-Wideband-Power-Value-IncrDecrThres ::= INTEGER(0..620)

-- Unit dB Step 0.1dB

-- e.g. value 100 means 10dB
RefTFCNumber ::= INTEGER (0..15)
RepetitionLength 


::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64

}

RepetitionNumber0 ::= INTEGER (0..255)

RepetitionNumber1 ::= INTEGER (1..256)

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


Periodic,


eventA



EventA,


eventB



EventB,


eventC



EventC,


eventD



EventD,


eventE



EventE,


eventF



EventF,


...,


extension-ReportCharacteristics

Extension-ReportCharacteristics
}

Extension-ReportCharacteristics
::= ProtocolIE-Single-Container {{ Extension-ReportCharacteristicsIE }}
Extension-ReportCharacteristicsIE RNSAP-PROTOCOL-IES ::= {

{ ID id-OnModification
CRITICALITY reject
TYPE OnModification

PRESENCE mandatory }
}

ReportPeriodicity ::= CHOICE {


ten-msec 



INTEGER (1..6000,...),

-- The Report Periodicity gives the reporting periodicity in number of 10 ms periods.

-- E.g. value 6000 means 60000ms (i.e. 1min)

-- Unit ms, Step 10ms

min



INTEGER (1..60,...),

-- Unit min, Step 1min

...

}

RequestedDataValue ::= SEQUENCE {


gA-AccessPointPositionwithAltitude


GA-AccessPointPositionwithOptionalAltitude
OPTIONAL,

iPDLParameters







IPDLParameters







OPTIONAL,

dGPSCorrections







DGPSCorrections







OPTIONAL,


gPS-NavigationModel-and-TimeRecovery

GPS-NavigationModel-and-TimeRecovery

OPTIONAL,


gPS-Ionospheric-Model





GPS-Ionospheric-Model





OPTIONAL,


gPS-UTC-Model







GPS-UTC-Model







OPTIONAL,


gPS-Almanac








GPS-Almanac








OPTIONAL,


gPS-RealTime-Integrity





GPS-RealTime-Integrity





OPTIONAL,


gPS-RX-POS








GPS-RX-POS








OPTIONAL,


sFNSFN-GA-AccessPointPosition



GA-AccessPointPositionwithOptionalAltitude
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { RequestedDataValue-ExtIEs} }

OPTIONAL,


...

}

RequestedDataValue-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Cell-Capacity-Class-Value
CRITICALITY reject
TYPE Cell-Capacity-Class-Value
PRESENCE mandatory },


...

}

RequestedDataValueInformation ::= CHOICE {


informationAvailable

InformationAvailable,


informationNotAvailable

InformationNotAvailable
}
RestrictionStateIndicator
::= ENUMERATED {


cellNotResevedForOperatorUse,


cellResevedForOperatorUse,


...

}

RL-ID




::= INTEGER (0..31)

RL-Set-ID



::= INTEGER (0..31)

RNC-ID




::= INTEGER (0..4095)

Round-Trip-Time-IncrDecrThres ::= INTEGER(0..32766)

Round-Trip-Time-Value ::= INTEGER(0..32767)

-- According to mapping in [23]

RSCP-Value ::= INTEGER (0..127)

-- According to mapping in [24]
RSCP-Value-IncrDecrThres ::= INTEGER (0..126)
Received-total-wide-band-power



::= INTEGER (0..621)

-- According to mapping in [23]

RT-Load-Value-IncrDecrThres ::= INTEGER(0..100)

RTLoadValue ::= SEQUENCE {



uplinkRTLoadValue

INTEGER(0..100),



downlinkRTLoadValue

INTEGER(0..100)

}
RxTimingDeviationForTA



::= INTEGER (0..127)

-- As specified in [5], ch. 6.2.7.6
-- For 1.28Mcps TDD this IE must be set to 0.
Rx-Timing-Deviation-Value ::= INTEGER (0..8191)
--According to mapping in [24][3.84Mcps TDD only]
Rx-Timing-Deviation-Value-LCR ::= INTEGER (0..255)
--According to mapping in [24][1.28Mcps TDD only]
(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4
id-downlinkSignallingTransfer







ProcedureCode ::= 5

id-errorIndication










ProcedureCode ::= 6

id-dedicatedMeasurementFailure







ProcedureCode ::= 7

id-dedicatedMeasurementInitiation






ProcedureCode ::= 8

id-dedicatedMeasurementReporting






ProcedureCode ::= 9

id-dedicatedMeasurementTermination






ProcedureCode ::= 10

id-paging












ProcedureCode ::= 11

id-physicalChannelReconfiguration






ProcedureCode ::= 12

id-privateMessage










ProcedureCode ::= 13

id-radioLinkAddition









ProcedureCode ::= 14

id-radioLinkCongestion









ProcedureCode ::= 34
id-radioLinkDeletion









ProcedureCode ::= 15

id-radioLinkFailure










ProcedureCode ::= 16

id-radioLinkPreemption









ProcedureCode ::= 17
id-radioLinkRestoration









ProcedureCode ::= 18

id-radioLinkSetup










ProcedureCode ::= 19

id-relocationCommit










ProcedureCode ::= 20

id-synchronisedRadioLinkReconfigurationCancellation


ProcedureCode ::= 21

id-synchronisedRadioLinkReconfigurationCommit



ProcedureCode ::= 22

id-synchronisedRadioLinkReconfigurationPreparation


ProcedureCode ::= 23

id-unSynchronisedRadioLinkReconfiguration




ProcedureCode ::= 24

id-uplinkSignallingTransfer








ProcedureCode ::= 25

id-commonMeasurementFailure








ProcedureCode ::= 26

id-commonMeasurementInitiation







ProcedureCode ::= 27

id-commonMeasurementReporting







ProcedureCode ::= 28

id-commonMeasurementTermination







ProcedureCode ::= 29
id-informationExchangeFailure







ProcedureCode ::= 30

id-informationExchangeInitiation






ProcedureCode ::= 31

id-informationReporting









ProcedureCode ::= 32

id-informationExchangeTermination






ProcedureCode ::= 33
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCodeNumComp-1





INTEGER ::= 255
maxRateMatching






INTEGER ::= 256

maxNoCodeGroups






INTEGER ::= 256
maxNoOfDSCHs






INTEGER ::= 10

maxNoOfDSCHsLCR






INTEGER ::= 10
maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoOfUSCHsLCR






INTEGER ::= 10
maxNoTFCIGroups






INTEGER ::= 256
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfCCTrCHsLCR





INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240

maxNrOfDPCHsLCR






INTEGER ::= 240

maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16

maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2

maxNrOfULTs







INTEGER ::= 15
maxNrOfULTsLCR






INTEGER ::= 6
maxNrOfDLTs







INTEGER ::= 15
maxNrOfDLTsLCR






INTEGER ::= 6
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfFACHs






INTEGER
::=
8
maxNrOfLCRTDDNeighboursPerRNC


INTEGER ::= 256

maxFACHCountPlus1





INTEGER ::= 10

maxIBSEG







INTEGER ::= 16

maxNrOfSCCPCHs






INTEGER
::=
8
maxTFCI1Combs






INTEGER ::= 512

maxTFCI2Combs






INTEGER ::= 1024
maxTFCI2Combs-1






INTEGER ::= 1023
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
maxNrOfLevels






INTEGER ::= 256
maxNrOfTsLCR






INTEGER ::= 6
maxNoSat







INTEGER ::= 16

maxNoGPSTypes






INTEGER ::= 8
maxNrOfMeasNCell





INTEGER ::= 96

maxNrOfMeasNCell-1





INTEGER ::= 95
-- maxNrOfMeasNCell – 1

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-Allowed-Rate-Information












ProtocolIE-ID ::= 42
id-BindingID















ProtocolIE-ID ::= 5

id-C-ID

















ProtocolIE-ID ::= 6

id-C-RNTI
















ProtocolIE-ID ::= 7

id-Cell-Capacity-Class-Value











ProtocolIE-ID ::= 303
id-Cell-Capacity-Class-Value-ThresholdInformation






ProtocolIE-ID ::= 304
id-CFN

















ProtocolIE-ID ::= 8

id-CN-CS-DomainIdentifier












ProtocolIE-ID ::= 9

id-CN-PS-DomainIdentifier












ProtocolIE-ID ::= 10

id-Cause
















ProtocolIE-ID ::= 11

id-CriticalityDiagnostics












ProtocolIE-ID ::= 20

id-D-RNTI
















ProtocolIE-ID ::= 21

id-D-RNTI-ReleaseIndication












ProtocolIE-ID ::= 22

id-DCHs-to-Add-FDD














ProtocolIE-ID ::= 26

id-DCHs-to-Add-TDD














ProtocolIE-ID ::= 27

id-DCH-DeleteList-RL-ReconfPrepFDD










ProtocolIE-ID ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










ProtocolIE-ID ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










ProtocolIE-ID ::= 33

id-DCH-FDD-Information













ProtocolIE-ID ::= 34

id-DCH-TDD-Information













ProtocolIE-ID ::= 35

id-FDD-DCHs-to-Modify













ProtocolIE-ID ::= 39

id-TDD-DCHs-to-Modify













ProtocolIE-ID ::= 40

id-DCH-InformationResponse












ProtocolIE-ID ::= 43

id-DCH-Rate-InformationItem-RL-CongestInd








ProtocolIE-ID ::= 38
id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 53

id-FDD-DL-CodeInformation












ProtocolIE-ID ::= 54

id-DL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 64

id-DLReferencePower














ProtocolIE-ID ::= 67

id-DLReferencePowerList-DL-PC-Rqst










ProtocolIE-ID ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








ProtocolIE-ID ::= 69

id-DPC-Mode
















ProtocolIE-ID ::= 12
id-DRXCycleLengthCoefficient











ProtocolIE-ID ::= 70

id-DedicatedMeasurementObjectType-DM-Rprt








ProtocolIE-ID ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








ProtocolIE-ID ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








ProtocolIE-ID ::= 73

id-DedicatedMeasurementType












ProtocolIE-ID ::= 74

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





ProtocolIE-ID ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





ProtocolIE-ID ::= 83

id-Guaranteed-Rate-Information











ProtocolIE-ID ::= 41
id-IMSI

















ProtocolIE-ID ::= 84

id-L3-Information














ProtocolIE-ID ::= 85

id-AdjustmentPeriod














ProtocolIE-ID ::= 90

id-MaxAdjustmentStep













ProtocolIE-ID ::= 91

id-MeasurementFilterCoefficient











ProtocolIE-ID ::= 92

id-MessageStructure














ProtocolIE-ID ::= 57
id-MeasurementID














ProtocolIE-ID ::= 93

id-Neighbouring-GSM-CellInformation










ProtocolIE-ID ::= 13
id-Neighbouring-UMTS-CellInformationItem








ProtocolIE-ID ::= 95
id-NRT-Load-Information-Value











ProtocolIE-ID ::= 305
id-NRT-Load-Information-Value-IncrDecrThres








ProtocolIE-ID ::= 306
id-PagingArea-PagingRqst












ProtocolIE-ID ::= 102

id-FACH-FlowControlInformation











ProtocolIE-ID ::= 103

id-Permanent-NAS-UE-Identity











ProtocolIE-ID ::= 17
id-PowerAdjustmentType













ProtocolIE-ID ::= 107

id-RANAP-RelocationInformation











ProtocolIE-ID ::= 109

id-RL-Information-PhyChReconfRqstFDD









ProtocolIE-ID ::= 110

id-RL-Information-PhyChReconfRqstTDD









ProtocolIE-ID ::= 111

id-RL-Information-RL-AdditionRqstFDD









ProtocolIE-ID ::= 112

id-RL-Information-RL-AdditionRqstTDD









ProtocolIE-ID ::= 113

id-RL-Information-RL-DeletionRqst










ProtocolIE-ID ::= 114

id-RL-Information-RL-FailureInd











ProtocolIE-ID ::= 115

id-RL-Information-RL-ReconfPrepFDD










ProtocolIE-ID ::= 116

id-RL-Information-RL-RestoreInd











ProtocolIE-ID ::= 117

id-RL-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 118

id-RL-Information-RL-SetupRqstTDD










ProtocolIE-ID ::= 119

id-RL-InformationItem-RL-CongestInd










ProtocolIE-ID ::= 55
id-RL-InformationItem-DM-Rprt











ProtocolIE-ID ::= 120

id-RL-InformationItem-DM-Rqst











ProtocolIE-ID ::= 121

id-RL-InformationItem-DM-Rsp











ProtocolIE-ID ::= 122

id-RL-InformationItem-RL-PreemptRequiredInd








ProtocolIE-ID ::= 2
id-RL-InformationItem-RL-SetupRqstFDD









ProtocolIE-ID ::= 123

id-RL-InformationList-RL-CongestInd










ProtocolIE-ID ::= 56
id-RL-InformationList-RL-AdditionRqstFDD








ProtocolIE-ID ::= 124

id-RL-InformationList-RL-DeletionRqst









ProtocolIE-ID ::= 125

id-RL-InformationList-RL-PreemptRequiredInd








ProtocolIE-ID ::= 1
id-RL-InformationList-RL-ReconfPrepFDD









ProtocolIE-ID ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








ProtocolIE-ID ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








ProtocolIE-ID ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








ProtocolIE-ID ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







ProtocolIE-ID ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







ProtocolIE-ID ::= 131

id-RL-InformationResponseItem-RL-ReconfRspFDD







ProtocolIE-ID ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







ProtocolIE-ID ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







ProtocolIE-ID ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







ProtocolIE-ID ::= 135

id-RL-InformationResponseList-RL-ReconfRspFDD







ProtocolIE-ID ::= 136

id-RL-InformationResponse-RL-ReconfRspTDD








ProtocolIE-ID ::= 28
id-RL-InformationResponseList-RL-SetupRspFDD







ProtocolIE-ID ::= 137

id-RL-ReconfigurationFailure-RL-ReconfFail








ProtocolIE-ID ::= 141

id-RL-Set-InformationItem-DM-Rprt










ProtocolIE-ID ::= 143

id-RL-Set-InformationItem-DM-Rqst










ProtocolIE-ID ::= 144

id-RL-Set-InformationItem-DM-Rsp










ProtocolIE-ID ::= 145

id-RL-Set-Information-RL-FailureInd










ProtocolIE-ID ::= 146

id-RL-Set-Information-RL-RestoreInd










ProtocolIE-ID ::= 147

id-ReportCharacteristics












ProtocolIE-ID ::= 152

id-Reporting-Object-RL-FailureInd










ProtocolIE-ID ::= 153

id-Reporing-Object-RL-RestoreInd










ProtocolIE-ID ::= 154

id-RT-Load-Value














ProtocolIE-ID ::= 307
id-RT-Load-Value-IncrDecrThres











ProtocolIE-ID ::= 308
id-S-RNTI
















ProtocolIE-ID ::= 155

id-SAI

















ProtocolIE-ID ::= 156

id-SRNC-ID
















ProtocolIE-ID ::= 157

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





ProtocolIE-ID ::= 160

id-TransportBearerID













ProtocolIE-ID ::= 163

id-TransportBearerRequestIndicator










ProtocolIE-ID ::= 164

id-TransportLayerAddress












ProtocolIE-ID ::= 165

id-TypeOfError















ProtocolIE-ID ::= 140
id-UC-ID
















ProtocolIE-ID ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 167

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 169

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 180

id-UL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 181

id-UL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 182

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 183

id-UL-SIRTarget















ProtocolIE-ID ::= 184

id-URA-Information














ProtocolIE-ID ::= 185

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 188

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD




ProtocolIE-ID ::= 189

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD




ProtocolIE-ID ::= 190

id-Active-Pattern-Sequence-Information









ProtocolIE-ID ::= 193

id-AdjustmentRatio














ProtocolIE-ID ::= 194
id-CauseLevel-RL-AdditionFailureFDD










ProtocolIE-ID ::= 197

id-CauseLevel-RL-AdditionFailureTDD










ProtocolIE-ID ::= 198

id-CauseLevel-RL-ReconfFailure











ProtocolIE-ID ::= 199

id-CauseLevel-RL-SetupFailureFDD










ProtocolIE-ID ::= 200
id-CauseLevel-RL-SetupFailureTDD










ProtocolIE-ID ::= 201
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 205
id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 206
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 207
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 208
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 209
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 210
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 212
id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 213
id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 214
id-DSCHs-to-Add-TDD














ProtocolIE-ID ::= 215
id-DSCHs-to-Add-FDD














ProtocolIE-ID ::= 216
id-DSCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 217
id-DSCH-Delete-RL-ReconfPrepFDD











ProtocolIE-ID ::= 218
id-DSCH-FDD-Information













ProtocolIE-ID ::= 219
id-DSCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 220
id-DSCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 221
id-DSCH-TDD-Information













ProtocolIE-ID ::= 222
id-DSCH-FDD-InformationResponse











ProtocolIE-ID ::= 223
id-DSCH-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 226
id-DSCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 227
id-DSCH-Modify-RL-ReconfPrepFDD











ProtocolIE-ID ::= 228
id-DSCHsToBeAddedOrModified-FDD











ProtocolIE-ID ::= 229
id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 230
id-EnhancedDSCHPC














ProtocolIE-ID ::= 29

id-EnhancedDSCHPCIndicator












ProtocolIE-ID ::= 34
id-GA-Cell
















ProtocolIE-ID ::= 232
id-GA-CellAdditionalShapes












ProtocolIE-ID ::= 3
id-SSDT-CellIDforEDSCHPC












ProtocolIE-ID ::= 35
id-Transmission-Gap-Pattern-Sequence-Information






ProtocolIE-ID ::= 255
id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 256
id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 257
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 258
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 259
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 260
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 261
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 262
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 263
id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 264
id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 265
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




ProtocolIE-ID ::= 266
id-USCHs-to-Add















ProtocolIE-ID ::= 267
id-USCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 268
id-USCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 269
id-USCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 270
id-USCH-Information














ProtocolIE-ID ::= 271
id-USCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 272
id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 273
id-DL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 274

id-UL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 275

id-ClosedLoopMode1-SupportIndicator










ProtocolIE-ID ::= 276
id-ClosedLoopMode2-SupportIndicator










ProtocolIE-ID ::= 277
id-STTD-SupportIndicator












ProtocolIE-ID ::= 279
id-CFNReportingIndicator             









ProtocolIE-ID ::= 14

id-CNOriginatedPage-PagingRqst











ProtocolIE-ID ::= 23
id-InnerLoopDLPCStatus













ProtocolIE-ID ::= 24
id-PropagationDelay














ProtocolIE-ID ::= 25
id-RxTimingDeviationForTA












ProtocolIE-ID ::= 36
id-timeSlot-ISCP














ProtocolIE-ID ::= 37
id-CCTrCH-InformationItem-RL-FailureInd









ProtocolIE-ID ::= 15

id-CCTrCH-InformationItem-RL-RestoreInd









ProtocolIE-ID ::= 16
id-CommonMeasurementAccuracy











ProtocolIE-ID ::= 280
id-CommonMeasurementObjectType-CM-Rprt









ProtocolIE-ID ::= 281

id-CommonMeasurementObjectType-CM-Rqst









ProtocolIE-ID ::= 282

id-CommonMeasurementObjectType-CM-Rsp









ProtocolIE-ID ::= 283

id-CommonMeasurementType












ProtocolIE-ID ::= 284

id-CongestionCause 














ProtocolIE-ID ::= 18

id-SFN

















ProtocolIE-ID ::= 285

id-SFNReportingIndicator












ProtocolIE-ID ::= 286
id-InformationExchangeID












ProtocolIE-ID ::= 287

id-InformationExchangeObjectType-InfEx-Rprt








ProtocolIE-ID ::= 288

id-InformationExchangeObjectType-InfEx-Rqst








ProtocolIE-ID ::= 289

id-InformationExchangeObjectType-InfEx-Rsp








ProtocolIE-ID ::= 290

id-InformationReportCharacteristics










ProtocolIE-ID ::= 291

id-InformationType














ProtocolIE-ID ::= 292
id-neighbouring-LCR-TDD-CellInformation









ProtocolIE-ID ::= 58

id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 65

id-RL-LCR-InformationResponse-RL-SetupRspTDD







ProtocolIE-ID ::= 66
id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 75

id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 76

id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 77

id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 78

id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 79

id-USCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 80

id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD





ProtocolIE-ID ::= 81

id-RL-LCR-InformationResponse-RL-AdditionRspTDD







ProtocolIE-ID ::= 86

id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 87

id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 88

id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 89

id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 94

id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 96

id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 97

id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 98

id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 100

id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 101

id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 104

id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 105

id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 106

id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD








ProtocolIE-ID ::= 138
id-TSTD-Support-Indicator-RL-SetupRqstTDD








ProtocolIE-ID ::= 139

id-RestrictionStateIndicator











ProtocolIE-ID ::= 142
id-Load-Value















ProtocolIE-ID ::= 233
id-Load-Value-IncrDecrThres












ProtocolIE-ID ::= 234
id-OnModification














ProtocolIE-ID ::= 235
id-Received-Total-Wideband-Power-Value









ProtocolIE-ID ::= 236
id-Received-Total-Wideband-Power-Value-IncrDecrThres





ProtocolIE-ID ::= 237
id-SFNSFNMeasurementThresholdInformation








ProtocolIE-ID ::= 238
id-Transmitted-Carrier-Power-Value










ProtocolIE-ID ::= 239
id-Transmitted-Carrier-Power-Value-IncrDecrThres






ProtocolIE-ID ::= 240
id-TUTRANGPSMeasurementThresholdInformation








ProtocolIE-ID ::= 241
id-UL-Timeslot-ISCP-Value












ProtocolIE-ID ::= 242
id-UL-Timeslot-ISCP-Value-IncrDecrThres









ProtocolIE-ID ::= 243
id-Rx-Timing-Deviation-Value-LCR










ProtocolIE-ID ::= 293
id-DPC-Mode—Change-SupportIndicator










ProtocolIE-ID ::= 19
END
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