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9.2.2.19a
HS-DSCH FDD Information
The HS-DSCH FDD Information IE provides information for HS-DSCH MAC-d flows to be established.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	1..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>BLER
	M
	
	9.2.1.4
	
	–
	

	>Allocation/Retention

Priority
	M
	
	9.2.1.1A
	
	–
	

	>Priority Queue Information
	
	1..<maxnoofPrioQueues>
	
	
	
	

	>>Priority Queue ID
	M
	
	9.2.1.45A
	
	
	

	>>Scheduling Priority

Indicator
	M
	
	9.2.1.51A
	
	
	

	>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	
	

	>>>SID
	M
	
	9.2.1.52D
	
	
	

	>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	
	
	

	UE Capabilities information
	
	1
	
	
	
	

	>HS-DSCH TrCh Bits per HS-DSCH TTI
	M
	
	ENUMERATED

(7300, 14600, 20456, 28800,…)
	
	
	

	>HS-DSCH multi-code capability
	M
	
	ENUMERATED

(5, 10, 15,…)
	
	
	

	>Min Inter-TTI Interval
	M
	
	INTEGER

(1..3,…)
	
	
	

	>MAC-hs reordering buffer size
	M
	
	INTEGER

(1..300,…)
	The total buffer size defined in UE capability minus the RLC AM buffer
	
	

	HARQ Information
	
	1..<maxnoofHARQprocesses>
	
	
	–
	

	>Process memory size
	M
	
	INTEGER

(1..172800,…)
	Number of soft channel bits per process.
	
	

	Measurement feedback offset
	M
	
	INTEGER 

(0..79,…)
	
	
	

	CQI Power Offset
	M
	
	INTEGER(0..5)
	
	
	

	ACK Power Offset
	M
	
	INTEGER(0..5)
	
	
	

	NAC Power Offset
	M
	
	INTEGER(0..5)
	
	
	


	Range bound
	Explanation

	MaxnoofMACdFlows
	Maximum number of MAC-d flows.

	MaxnoofPrioQueues
	Maximum number of Priority Queues.

	MaxnoofMACdPDUindexes
	Maximum number of MAC-d PDU Size Indexes (SIDs).

	MaxnoofHARQprocesses
	Maximum number of HARQ processes.


9.3.4
Information Element Definitions

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- H

HARQ-FDD-InfoList ::= SEQUENCE (SIZE (1..maxNrOfHARQProc)) OF HARQ-FDD-InfoItem

HARQ-FDD-InfoItem ::= SEQUENCE {


process-Memory-Size




INTEGER (1..172800,...),


iE-Extensions





ProtocolExtensionContainer { { HARQ-FDD-InfoItem-ExtIEs } }


OPTIONAL,

...

}
HARQ-FDD-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HARQ-TDD-InfoList ::= SEQUENCE (SIZE (1..maxNrOfHARQProc)) OF HARQ-TDD-InfoItem

HARQ-TDD-InfoItem ::= SEQUENCE {


process-Memory-Size




INTEGER (1..168960,...),


iE-Extensions





ProtocolExtensionContainer { { HARQ-TDD-InfoItem-ExtIEs } }


OPTIONAL,

...

}
HARQ-TDD-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HCS-Prio
::= INTEGER (0..7)

-- 0 = lowest priority, ...7 = highest priority
HSDPA-Power-Offset
::= INTEGER (0..5)

HSDSCH-FDD-Information ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-Info


HSDSCH-MACdFlow-Specific-InfoList,


uE-Capabilities-InfoFDD




UE-Capabilities-InfoFDD,


hARQ-FDD-Info






HARQ-FDD-InfoList,


measurement-Feedback-Offset



Measurement-Feedback-Offset,

cQI-Power-Offset





HSDPA-Power-Offset,

aCK-Power-Offset





HSDPA-Power-Offset,

nACK-Power-Offset





HSDPA-Power-Offset,

iE-Extensions






ProtocolExtensionContainer { { HSDSCH-FDD-Information-ExtIEs } }


OPTIONAL,

...

}

HSDSCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-FDD-Information-Response ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-Response

HSDSCH-MACdFlow-Specific-InfoList-Response,


hSSCCH-Specific-InfoList-Response



HSSCCH-FDD-Specific-InfoList-Response,


measurement-Feedback-Reporting-Cycle-k1


Measurement-Feedback-Reporting-Cycle,


measurement-Feedback-Reporting-Cycle-k2


Measurement-Feedback-Reporting-Cycle,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Information-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-FDD-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Information-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-to-Modify

HSDSCH-MACdFlow-Specific-InfoList-to-Modify




OPTIONAL,


measurement-Reporting-Cycle





ENUMERATED {k1, k2}










OPTIONAL,


-- Only for FDD

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-Information-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-ID ::= INTEGER (0..maxNrOfMACdFlows-1)

HSDSCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem

HSDSCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


priorityQueue-Info




PriorityQueue-InfoList,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-Response

HSDSCH-MACdFlow-Specific-InfoItem-Response ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-to-Modify

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bLER







BLER








OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority



OPTIONAL,


priorityQueue-Info-to-Modify

PriorityQueue-InfoList-to-Modify

OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-RNTI ::= INTEGER (0..65535)

HSDSCH-TDD-Information ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-Info


HSDSCH-MACdFlow-Specific-InfoList,


uE-Capabilities-InfoTDD




UE-Capabilities-InfoTDD,


hARQ-TDD-InfoList





HARQ-TDD-InfoList,


iE-Extensions






ProtocolExtensionContainer { { HSDSCH-TDD-Information-ExtIEs } }


OPTIONAL,

...

}

HSDSCH-TDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-TDD-Information-Response ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-Response

HSDSCH-MACdFlow-Specific-InfoList-Response,


hSSCCH-TDD-Specific-InfoList-Response


HSSCCH-TDD-Specific-InfoList-Response





OPTIONAL,


hSSCCH-TDD-Specific-InfoList-Response-LCR

HSSCCH-TDD-Specific-InfoList-Response-LCR




OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-TDD-Information-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-TDD-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-FDD-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-FDD-Specific-InfoItem-Response

HSSCCH-FDD-Specific-InfoItem-Response ::= SEQUENCE {


code-Number









INTEGER (0..127),


iE-Extensions








ProtocolExtensionContainer { { HSSCCH-FDD-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-FDD-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-TDD-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-TDD-Specific-InfoItem-Response

HSSCCH-TDD-Specific-InfoItem-Response ::= SEQUENCE {


timeslot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType,

tDD-ChannelisationCode






TDD-ChannelisationCode,


hSSICH-Info









HSSICH-Info,

iE-Extensions








ProtocolExtensionContainer { { HSSCCH-TDD-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-TDD-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-TDD-Specific-InfoList-Response-LCR ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-TDD-Specific-InfoItem-Response-LCR

HSSCCH-TDD-Specific-InfoItem-Response-LCR ::= SEQUENCE {


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


tDD-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,

hSSICH-InfoLCR







HSSICH-InfoLCR,

iE-Extensions







ProtocolExtensionContainer { { HSSCCH-TDD-Specific-InfoItem-Response-LCR-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-TDD-Specific-InfoItem-Response-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSICH-Info ::= SEQUENCE {


timeslot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType,

tDD-ChannelisationCode






TDD-ChannelisationCode,


iE-Extensions








ProtocolExtensionContainer { { HSSICH-Info-ExtIEs } }


OPTIONAL,

...

}
HSSICH-Info-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSICH-InfoLCR ::= SEQUENCE {


timeslotLCR









TimeSlotLCR,


midambleShiftLCR







MidambleShiftLCR,

tDD-ChannelisationCodeLCR





TDD-ChannelisationCodeLCR,


iE-Extensions








ProtocolExtensionContainer { { HSSICH-Info-LCR-ExtIEs } }


OPTIONAL,

...

}
HSSICH-Info-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
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