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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<Not affected part is omitted>
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID




CRITICALITY reject
TYPE RNC-ID





PRESENCE mandatory} |

{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-FDD-Information

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE mandatory
} |


{ ID id-DSCH-FDD-Information
CRITICALITY reject
TYPE DSCH-FDD-Information


PRESENCE optional

} |

{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |

{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


sSDT-CellIdLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,

tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



PowerOffsetInformation-RL-SetupRqstFDD,

fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable informing the DRNC that the TFCI signalling mode is split –-

{ ID id-SplitType
CRITICALITY reject
EXTENSION
SplitType
PRESENCE conditional
}|

-- This IE shall be present if the TFCI signalling mode is split --
-- Extension for Release 99 to enable informing the DRNC how many bits are allocated to TFCI (field 2) –-

{ ID id-LengthOfTFCI2
CRITICALITY reject
EXTENSION
LengthOfTFCI2
PRESENCE conditional
},

-- This IE shall be present if the split type is logical --

...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}
PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
}
}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE shall be present if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,


sSDT-CellID





SSDT-CellID


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present unless Diversity Mode IE in UL DPCH Information group is "none"

iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to judge whether a UE is allowed to access to a cell reserved for operator use –-

{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
},

...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID









CRITICALITY reject
TYPE RNC-ID












PRESENCE mandatory} |

{ ID id-S-RNTI









CRITICALITY reject
TYPE S-RNTI 











PRESENCE mandatory} |


{ ID id-D-RNTI









CRITICALITY reject
TYPE D-RNTI












PRESENCE optional
} |


{ ID id-UL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE UL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |


{ ID id-DL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE DL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |

{ ID id-AllowedQueuingTime






CRITICALITY reject
TYPE AllowedQueuingTime 








PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD 
PRESENCE optional
} |


{ ID id-DCH-TDD-Information


CRITICALITY reject
TYPE DCH-TDD-Information 


PRESENCE optional
} |


{ ID id-DSCH-TDD-Information

CRITICALITY reject
TYPE DSCH-TDD-Information


PRESENCE optional
} |


{ ID id-USCH-Information

CRITICALITY reject
TYPE USCH-Information


PRESENCE optional
} |

{ ID id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory},


...

}

UL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-UL



MaxNrTimeslots,


minimumSpreadingFactor-UL

MinimumSpreadingFactor,


maxNrULPhysicalchannels


MaxNrULPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-DL



MaxNrTimeslots,


minimumSpreadingFactor-DL

MinimumSpreadingFactor,


maxNrDLPhysicalchannels


MaxNrDLPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationList-RL-SetupRqstTDD


::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-SetupRqstTDD 
PRESENCE mandatory
}
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


ul-PunctureLimit



PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD


::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-SetupRqstTDD
PRESENCE mandatory
 }
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


dl-PunctureLimit



PunctureLimit,


tdd-TPC-DownlinkStepSize

TDD-TPC-DownlinkStepSize,

cCTrCH-TPCList




CCTrCH-TPCList-RL-SetupRqstTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCItem-RL-SetupRqstTDD

CCTrCH-TPCItem-RL-SetupRqstTDD
 ::= SEQUENCE {


cCTrCH-ID






CCTrCH-ID,


iE-Extensions





ProtocolExtensionContainer { { CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,

...
}
CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


specialBurstScheduling

SpecialBurstScheduling,

primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


dL-TimeSlot-ISCP



DL-TimeSlot-ISCP-Info
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to judge whether a UE is allowed to access to a cell reserved for operator use –-

{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
},

...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI






CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget




CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


rL-Set-ID





RL-Set-ID,


uRA-Information




URA-Information

OPTIONAL,

sAI







SAI,


gA-Cell






GA-Cell

OPTIONAL,


gA-AccessPointPosition


GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power
Received-total-wide-band-power,

secondary-CCPCH-Info


Secondary-CCPCH-Info

OPTIONAL,

dl-CodeInformation



FDD-DL-CodeInformation,


diversityIndication



DiversityIndication-RL-SetupRspFDD,


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator


SSDT-SupportIndicator,


maxUL-SIR





UL-SIR,


minUL-SIR





UL-SIR,


closedlooptimingadjustmentmode
Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower


MaximumAllowedULTxPower,


maximumDLTxPower



DL-Power,


minimumDLTxPower



DL-Power,

primaryScramblingCode


PrimaryScramblingCode
OPTIONAL,


uL-UARFCN





UARFCN




OPTIONAL,

dL-UARFCN





UARFCN




OPTIONAL,


primaryCPICH-Power



PrimaryCPICH-Power,

dSCHInformationResponse


DSCH-InformationResponse-RL-SetupRspFDD OPTIONAL,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

pC-Preamble





PC-Preamble,


sRB-Delay





SRB-Delay,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining





Combining-RL-SetupRspFDD,


nonCombiningOrFirstRL


NonCombiningOrFirstRL-RL-SetupRspFDD
}

Combining-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NonCombiningOrFirstRL-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions



ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationResponse-RL-SetupRspFDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseIE-RL-SetupRspFDD }}

DSCH-InformationResponseIE-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-FDD-InformationResponse   CRITICALITY ignore
TYPE
DSCH-FDD-InformationResponse PRESENCE
mandatory }
}
RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to inform SRNC of the DSCH RNTI allocated by DRNC–-

{ ID id-DSCH-RNTI



CRITICALITY ignore


EXTENSION DSCH-RNTI

PRESENCE optional },

...

}

<Not affected part is omitted>
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-SIRTarget



CRITICALITY reject
TYPE UL-SIR




PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD
PRESENCE mandatory
}|


{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RL-InformationList-RL-AdditionRqstFDD


::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {RL-Information-RL-AdditionRqstFDD-IEs} }

RL-Information-RL-AdditionRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-Information-RL-AdditionRqstFDD

PRESENCE mandatory
}
}

RL-Information-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


frameOffset





FrameOffset,


chipOffset





ChipOffset,


diversityControlField


DiversityControlField,


primaryCPICH-EcNo



PrimaryCPICH-EcNo

OPTIONAL,


sSDT-CellID





SSDT-CellID


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to judge whether a UE is allowed to access to a cell reserved for operator use –-

{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
},

...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstTDD
CRITICALITY reject
TYPE RL-Information-RL-AdditionRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


frameOffset





FrameOffset,


diversityControlField


DiversityControlField,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


dL-TimeSlot-ISCP-Info


DL-TimeSlot-ISCP-Info
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to judge whether a UE is allowed to access to a cell reserved for operator use –-

{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
},

...

}

<Not affected part is omitted>
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-DL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-FDD-DCHs-to-Modify

CRITICALITY reject
TYPE FDD-DCHs-to-Modify

PRESENCE optional
} |


{ ID id-DCHs-to-Add-FDD

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DSCH-Modify-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DSCH-Modify-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DSCHs-to-Add-FDD


CRITICALITY reject
TYPE DSCH-FDD-Information


PRESENCE optional
} |


{ ID id-DSCH-Delete-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DSCH-Delete-RL-ReconfPrepFDD

PRESENCE optional
} |

{ ID id-RL-InformationList-RL-ReconfPrepFDD
CRITICALITY reject
TYPE RL-InformationList-RL-ReconfPrepFDD
PRESENCE optional
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode

OPTIONAL,


ul-SIRTarget




UL-SIR




OPTIONAL,


minUL-ChannelisationCodeLength
MinUL-ChannelisationCodeLength 
OPTIONAL,


maxNrOfUL-DPDCHs



MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 --,


ul-PunctureLimit



PunctureLimit


OPTIONAL,


tFCS






TFCS 
OPTIONAL,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat

OPTIONAL,


diversityMode




DiversityMode


OPTIONAL,

sSDT-CellIDLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {

tFCS






TFCS
OPTIONAL,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat

OPTIONAL,

nrOfDLchannelisationcodes

NrOfDLchannelisationcodes
OPTIONAL,

tFCI-SignallingMode



TFCI-SignallingMode

OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is equal to any of the values from 12 to 16 --,


multiplexingPosition


MultiplexingPosition

OPTIONAL,


limitedPowerIncrease


LimitedPowerIncrease

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable informing the DRNC that the TFCI signalling mode is split –-

{ ID id-SplitType
CRITICALITY reject
EXTENSION
SplitType
PRESENCE conditional
}|

-- This IE shall be present if the TFCI signalling mode is split --
-- Extension for Release 99 to enable informing the DRNC how many bits are allocated to TFCI (field 2) –-

{ ID id-LengthOfTFCI2
CRITICALITY reject
EXTENSION
LengthOfTFCI2
PRESENCE conditional
},

   -- This IE shall be present if the split type is logical --

...

}

DCH-DeleteList-RL-ReconfPrepFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepFDD

DCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Modify-RL-ReconfPrepFDD ::= SEQUENCE {


dSCH-Information




DSCH-ModifyInfo-RL-ReconfPrepFDD
OPTIONAL,


pdSCH-RL-ID






RL-ID





OPTIONAL,


tFCS







TFCS





OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Modify-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-Modify-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-ModifyInfo-RL-ReconfPrepFDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCH-ModifyInformationItem-RL-ReconfPrepFDD

DSCH-ModifyInformationItem-RL-ReconfPrepFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr
OPTIONAL,


transportFormatSet




TransportFormatSet



OPTIONAL,


allocationRetentionPriority 

AllocationRetentionPriority

OPTIONAL,


schedulingPriorityIndicator


SchedulingPriorityIndicator

OPTIONAL,


bLER







BLER






OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

iE-Extensions





ProtocolExtensionContainer { {DSCH-ModifyInformationItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-ModifyInformationItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Delete-RL-ReconfPrepFDD ::= SEQUENCE {


dSCH-Information




DSCH-Info-Delete-RL-ReconfPrepFDD,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Delete-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-Delete-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Info-Delete-RL-ReconfPrepFDD ::= SEQUENCE (SIZE(1..maxNoOfDSCHs)) OF DSCH-DeleteInformationItem-RL-REconfPrepFDD

DSCH-DeleteInformationItem-RL-REconfPrepFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DSCH-DeleteInformationItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-DeleteInformationItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-ReconfPrepFDD


::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-Information-RL-ReconfPrepFDD-IEs} }

RL-Information-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-ReconfPrepFDD

CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepFDD

PRESENCE mandatory
}
}

RL-Information-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID





RL-ID,


sSDT-Indication




SSDT-Indication

OPTIONAL,


sSDT-CellIdentity



SSDT-CellID

OPTIONAL


-- The IE shall be present if the sSDT-Indication is set to 'sSDT-active-in-the-UE' --,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present if Diversity Mode IE is present in UL DPCH Information IE and is not equal to “none”

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationPrepareFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
PRESENCE optional
} |

{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
PRESENCE optional
} |

{ ID id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
PRESENCE optional
} |

{ ID id-TDD-DCHs-to-Modify

CRITICALITY reject
TYPE TDD-DCHs-to-Modify

PRESENCE optional
} |


{ ID id-DCHs-to-Add-TDD

CRITICALITY reject
TYPE DCH-TDD-Information

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
}|


{ ID id-DSCH-ModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DSCH-ModifyList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-DSCHs-to-Add-TDD

CRITICALITY reject
TYPE DSCH-TDD-Information


PRESENCE optional
} |


{ ID id-DSCH-DeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DSCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-USCH-ModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE USCH-ModifyList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-USCHs-to-Add

CRITICALITY reject
TYPE USCH-Information


PRESENCE optional
} |


{ ID id-USCH-DeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE USCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
},

...

}

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs} }

UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-AddInformation-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

UL-CCTrCH-AddInformation-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS,


tFCI-Coding




TFCI-Coding,


punctureLimit




PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-AddInformation-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs} }

UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS

OPTIONAL,


tFCI-Coding




TFCI-Coding



OPTIONAL,


punctureLimit




PunctureLimit



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs} }

UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs} }

DL-CCTrCH-AddInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS,


tFCI-Coding




TFCI-Coding,


punctureLimit




PunctureLimit,


cCTrCH-TPCList




CCTrCH-TPCAddList-RL-ReconfPrepTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCAddItem-RL-ReconfPrepTDD

CCTrCH-TPCAddItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { { CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,

...

}
CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs} }

DL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS

OPTIONAL,


tFCI-Coding




TFCI-Coding



OPTIONAL,


punctureLimit




PunctureLimit



OPTIONAL,


cCTrCH-TPCList




CCTrCH-TPCModifyList-RL-ReconfPrepTDD

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCModifyItem-RL-ReconfPrepTDD

CCTrCH-TPCModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { { CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,

...

}
CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD

::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs} }

DL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD
PRESENCE mandatory
}
}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepTDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepTDD

DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


iE-Extensions



ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCH-ModifyItem-RL-ReconfPrepTDD

DSCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dl-ccTrCHID






CCTrCH-ID





OPTIONAL,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr
OPTIONAL,


transportFormatSet




TransportFormatSet



OPTIONAL,


allocationRetentionPriority 

AllocationRetentionPriority

OPTIONAL,


schedulingPriorityIndicator


SchedulingPriorityIndicator

OPTIONAL,


bLER







BLER






OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

iE-Extensions




ProtocolExtensionContainer { {DSCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCH-DeleteItem-RL-ReconfPrepTDD

DSCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DSCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCH-ModifyItem-RL-ReconfPrepTDD

USCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID







USCH-ID,


ul-ccTrCHID






CCTrCH-ID





OPTIONAL,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr
OPTIONAL,


transportFormatSet




TransportFormatSet



OPTIONAL,


allocationRetentionPriority 

AllocationRetentionPriority

OPTIONAL,


schedulingPriorityIndicator


SchedulingPriorityIndicator

OPTIONAL,


bLER







BLER






OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

rb-Info







RB-Info






OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {USCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

USCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCH-DeleteItem-RL-ReconfPrepTDD

USCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID







USCH-ID,


iE-Extensions




ProtocolExtensionContainer { {USCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

USCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkReconfigurationPrepareTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable deciding the Initial DL TX Power –-

{ ID id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD
CRITICALITY ignore

EXTENSION 
PrimaryCCPCH-RSCP
PRESENCE optional
}|

-- Extension for Release 99 to enable deciding the Initial DL TX Power –-

{ ID id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD
CRITICALITY ignore

EXTENSION 
DL-TimeSlot-ISCP-Info
PRESENCE optional
},

...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY FDD

--

-- **************************************************************

RadioLinkReconfigurationReadyFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfReadyFDD

PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfReadyFDD

::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponse-RL-ReconfReadyFDD-IEs} }

RL-InformationResponse-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfReadyFDD

PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-ReconfReadyFDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,


maximumDLTxPower



DL-Power

OPTIONAL,


minimumDLTxPower



DL-Power

OPTIONAL,

secondary-CCPCH-Info


Secondary-CCPCH-Info

OPTIONAL,

dl-CodeInformationList


DL-CodeInformationList-RL-ReconfReadyFDD
OPTIONAL,


dCHInformationResponse


DCH-InformationResponseList-RL-ReconfReadyFDD
OPTIONAL,

dSCHsToBeAddedOrModified

DSCHsToBeAddedOrModified-RL-ReconfReadyFDD

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-RL-ReconfReadyFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-ReconfReadyFDD }}

DL-CodeInformationListIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE mandatory }
}
DCH-InformationResponseList-RL-ReconfReadyFDD



::= ProtocolIE-Single-Container { {DCH-InformationResponseListIEs-RL-ReconfReadyFDD} }

DCH-InformationResponseListIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse

CRITICALITY ignore
TYPE DCH-InformationResponse

PRESENCE mandatory
}
}

DSCHsToBeAddedOrModified-RL-ReconfReadyFDD ::= ProtocolIE-Single-Container { {DSCHsToBeAddedOrModifiedIEs-RL-ReconfReadyFDD} }

DSCHsToBeAddedOrModifiedIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCHsToBeAddedOrModified-FDD
CRITICALITY ignore
TYPE DSCH-FDD-InformationResponse

PRESENCE mandatory
}
}

RadioLinkReconfigurationReadyFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to inform SRNC of the DSCH RNTI allocated by DRNC–-

{ ID id-DSCH-RNTI



CRITICALITY ignore


EXTENSION DSCH-RNTI

PRESENCE optional },

...

}

<Not affected part is omitted>
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES REQUEST

--
-- **************************************************************

CommonTransportChannelResourcesRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesRequest-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-C-ID




CRITICALITY reject
TYPE C-ID




PRESENCE optional
} |

{ ID id-TransportBearerRequestIndicator

CRITICALITY reject
TYPE TransportBearerRequestIndicator

PRESENCE mandatory
} |


{ ID id-TransportBearerID


CRITICALITY reject
TYPE TransportBearerID



PRESENCE mandatory
},


...

}

CommonTransportChannelResourcesRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to judge whether a UE is allowed to access to a cell reserved for operator use –-

{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
},

...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RESPONSE FDD

--

-- **************************************************************

CommonTransportChannelResourcesResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesResponseFDD-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-C-RNTI




CRITICALITY ignore
TYPE C-RNTI




PRESENCE optional
} |

{ ID id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD
CRITICALITY ignore
TYPE FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD

PRESENCE mandatory
} |


{ ID id-TransportLayerAddress


CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional
} |


{ ID id-BindingID



CRITICALITY ignore
TYPE BindingID




PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD ::= SEQUENCE {


fACH-FlowControlInformation

FACH-FlowControlInformation-CTCH-ResourceRspFDD,


iE-Extensions




ProtocolExtensionContainer { {FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD-ExtIEs} } OPTIONAL,


...

}

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-FlowControlInformation-CTCH-ResourceRspFDD ::= ProtocolIE-Single-Container {{ FACH-FlowControlInformationIEs-CTCH-ResourceRspFDD }}

FACH-FlowControlInformationIEs-CTCH-ResourceRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FACH-FlowControlInformation
CRITICALITY ignore
TYPE
FACH-FlowControlInformation
PRESENCE mandatory
}
}

CommonTransportChannelResourcesResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to inform SRNC of the cell where the UE is located –-

{ ID id-C-ID



CRITICALITY ignore   
EXTENSION 
C-ID

PRESENCE mandatory  },

...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RESPONSE TDD

--

-- **************************************************************

CommonTransportChannelResourcesResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesResponseTDD-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-C-RNTI




CRITICALITY ignore
TYPE C-RNTI




PRESENCE optional
} |

{ ID id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD
CRITICALITY ignore
TYPE FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD

PRESENCE mandatory
} |


{ ID id-TransportLayerAddress


CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional
} |


{ ID id-BindingID



CRITICALITY ignore
TYPE BindingID




PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD ::= SEQUENCE {


fACH-FlowControlInformation

FACH-FlowControlInformation-CTCH-ResourceRspTDD,


iE-Extensions




ProtocolExtensionContainer { {FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD-ExtIEs} } OPTIONAL,


...

}

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-FlowControlInformation-CTCH-ResourceRspTDD ::= ProtocolIE-Single-Container {{ FACH-FlowControlInformationIEs-CTCH-ResourceRspTDD }}

FACH-FlowControlInformationIEs-CTCH-ResourceRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FACH-FlowControlInformation
CRITICALITY ignore
TYPE
FACH-FlowControlInformation
PRESENCE mandatory
}
}
CommonTransportChannelResourcesResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to inform SRNC of the cell where the UE is located –-

{ ID id-C-ID



CRITICALITY ignore   
EXTENSION 
C-ID

PRESENCE mandatory  },

...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES FAILURE

--

-- **************************************************************

CommonTransportChannelResourcesFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesFailure-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CommonTransportChannelResourcesFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE COMMAND

--

-- **************************************************************

CompressedModeCommand ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCommand-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCommand-Extensions}}                   OPTIONAL,


...

}

CompressedModeCommand-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Active-Pattern-Sequence-Information

CRITICALITY ignore
TYPE Active-Pattern-Sequence-Information

 PRESENCE mandatory  },


...

}

CompressedModeCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ErrorIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{ErrorIndication-Extensions}}                   
OPTIONAL,


...

}

ErrorIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
 },


...

}

ErrorIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to specify the concerning UE context when connectionless mode of the signalling bearer is used –-

{ ID id-S-RNTI




CRITICALITY ignore
EXTENSION S-RNTI




PRESENCE optional
} |

-- Extension for Release 99 to enable SRNC to specify the concerning UE context when connectionless mode of the signalling bearer is used –-

{ ID id-D-RNTI




CRITICALITY ignore
EXTENSION D-RNTI




PRESENCE optional
},


...

}

<Not affected part is omitted>
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<Not affected part is omitted>
CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID


OPTIONAL,


triggeringMessage


TriggeringMessage

OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID


OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber0

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable reporting the message structure down to the erroneous IE –-
{
ID id-MessageStructure

CRITICALITY ignore

EXTENSION MessageStructure

PRESENCE optional
}|
-- Extension for Release 99 to enable reporting if a reported error is due to a not understood or a missing IE –-
{
ID id-TypeOfError


CRITICALITY ignore

EXTENSION TypeOfError


PRESENCE mandatory
},

...

}

MessageStructure ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 


iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber1

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {MessageStructure-ExtIEs} } OPTIONAL,



...


}

MessageStructure-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
<Not affected part is omitted>
Neighbouring-FDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfFDDNeighboursPerRNC,...)) OF Neighbouring-FDD-CellInformationItem

Neighbouring-FDD-CellInformationItem ::= SEQUENCE {


c-ID







C-ID,


uARFCNforNu






UARFCN,

uARFCNforNd






UARFCN,

frameOffset






FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power




PrimaryCPICH-Power

OPTIONAL,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,


txDiversityIndicator 



TxDiversityIndicator,


sTTD-SupportIndicator



STTD-SupportIndicator
OPTIONAL,


closedLoopMode1-SupportIndicator
ClosedLoopMode1-SupportIndicator
OPTIONAL,


closedLoopMode2-SupportIndicator
ClosedLoopMode2-SupportIndicator
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-FDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-FDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to inform SRNC whether the cell is “Cell Reserved for Operator Use” or not --

{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
},

...

}
Neighbouring-GSM-CellInformation ::= ProtocolIE-Single-Container {{ Neighbouring-GSM-CellInformationIE }}

Neighbouring-GSM-CellInformationIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-GSM-CellInformation
CRITICALITY ignore
TYPE
Neighbouring-GSM-CellInformationIEs
PRESENCE
mandatory }
}
Neighbouring-GSM-CellInformationIEs ::= SEQUENCE ( SIZE (1..maxNrOfGSMNeighboursPerRNC,...)) OF Neighbouring-GSM-CellInformationItem

Neighbouring-GSM-CellInformationItem ::= SEQUENCE {


cGI








CGI,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,

bSIC







BSIC,


band-Indicator 





Band-Indicator,

bCCH-ARFCN






BCCH-ARFCN,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-GSM-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-GSM-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-TDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfTDDNeighboursPerRNC,...)) OF Neighbouring-TDD-CellInformationItem

Neighbouring-TDD-CellInformationItem ::= SEQUENCE {


c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase





SyncCase,


timeSlot





TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case1 -- ,


sCH-TimeSlot




SCH-TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case2 -- ,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable DRNC to inform SRNC whether the cell is “Cell Reserved for Operator Use” or not --

{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
},

...

}
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