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	Reason for change:
(

	The cause value, “Abstract Syntax Error (Ignore and Notify)”, should not be set to the Cause IE. Please see R3-020971.

In case of abstract syntax error occurs in the IE which has the criticality of Ignore and Notify, the procedure shall be continue as if that error IE is not present and report in the response message(for class 1), or in Errir Indication (for class 2) that the error IE has been ignored. 

However, in the above case, if the receiver further detect an error e.g. sementic error which should terminate the procedure, it is not clear what cause value(either Abstract Syntax Error (Ignore and Notify) or Sementic Error) shall be set in the failure messsage(for class 1) or Error Indication (for class 2). 

	
	

	Summary of change:
(

	Rev.1

Impact Analysis statement was corrected.
Rev.0
It was clarified that if an error that terminates a procedure occurs, the returned cause value shall reflect the error that caused the termination of the procedure even if one or more abstract syntax errors with criticality “ignore and notify” have earlier occurred within the same procedure.
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not approved:
	If this CR is not approved, unsuitable cause value might be set to the Cause IE.
Impact Analysis:
Impact assessment towards the previous version of the specification (same release):
This CR has isolated impact with the previous version of the specification (same release) because the proposed clarification only affects error handling.
This CR has an impact under protocol point of view. The impact can be considered isolated because the change only affects error handling.
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10.5
Exceptions

The error handling for all the cases described hereafter shall take precedence over any other error handling described in the other subclauses of clause 10.

· If any type of error (Transfer Syntax Error, Abstract Syntax Error or Logical Error) is detected in the ERROR INDICATION message, it shall not trigger the Error Indication procedure in the receiving Node but local error handling.
· In case a response message, failure message or Error Indication message needs to be returned, but the information necessary to determine the receiver of that message is missing, the procedure shall be considered as unsuccessfully terminated and local error handling shall be initiated.
· If an error that terminates a procedure occurs, the returned cause value shall reflect the error that caused the termination of the procedure even if one or more abstract syntax errors with criticality “ignore and notify” have earlier occurred within the same procedure.
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