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	Reason for change:
(

	The tabular format is not fully aligned on the ASN.1 description.

	
	

	Summary of change:
(

	This CR corrects the ASN.1 description in the following cases:

R1:

9.3.3:

-
In RESOURCE STATUS INDICATION message:
-
The range of the sequence defining "FPACH-LCR-InformationList-ResourceStatusInd" is corrected from (0..Max) to (1..Max).

-
In RADIO LINK SETUP REQUEST TDD message:
-
The TimeslotISCP-LCR-InfoList-RL-SETUPRqstTDD is replaced by DL-TimeslotISCPInfoLCR and its definition is removed.
-
In RADIO LINK ADDITION REQUEST TDD message:
-
The TIMESLOTISCP-LCR-InfoList-RL-SETUPAdditionTDD is replaced by DL-TimeslotISCPInfoLCR and its definition is removed.

-
In RADIO LINK RECONFIGURATION PREPARE TDD message:
-
The range of the sequence defining "DL-Code-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD" is corrected from (0..Max) to (1..Max).
-
In DL POWER TIMESLOT CONTROL REQUEST TDD message:
-
The TimeslotISCP-LCR-InfoList-DL-PC-RqstTDD is replaced by DL-TimeslotISCPInfoLCR and its definition is removed.

-
In DEDICATED MEASUREMENT INITIATION RESPONSE message:
-
The range of the sequence defining "PUSCH-Info-DM-Rsp" is corrected from (0..Max) to (1..Max).

R0:

9.3.3:

-
Imports List:
-
The CellSyncBurstAvailabilityIndicator IE is not used anywhere in the section 9.3.3, so it is removed from the list of imported NBAP IEs.
-
Ids are removed when corrections rendered them obsolete.

-
In COMMON TRANSPORT CHANNEL SETUP REQUEST TDD message:
-
The ASN.1 definition is changed to avoid the redundant use of a ProtocolIE-Single-Container for the following IEs that are already defined in an Extension Container (Criticality is defined twice for the same IE):

-
PICH-LCR-Parameters-CTCH-SetupRqstTDD,

-
Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD,

-
PRACH-LCR-ParametersList-CTCH-SetupRqstTDD,

-
FPACH-LCR-Parameters-CTCH-SetupRqstTDD.

-
In AUDIT RESPONSE message:
-
The ASN.1 definition is changed to avoid the redundant use of a ProtocolIE-Single-Container for the following IE that is already defined in an Extension Container (Criticality is defined twice for the same IE):

-
DwPCH-LCR-InformationList-AuditRsp.

-
In COMMON MEASUREMENT INITIATION REQUEST message:
-
The extension in the "CommonMeasurementInitiationRequest-Extensions" is put before the "…" as it was agreed to do.

-
In COMMON MEASUREMENT INITIATION RESPONSE message,
-
The extension in the "CommonMeasurementInitiationResponse-Extensions" is put before the "…" as it was agreed to do.

-
In CELL RECONFIGURATION REQUEST TDD message,
-
The type of the "pCCPCH-Power" IE in the "PCCPCH-Information-Cell-ReconfRqstTDD" IE is corrected from "DL-Power" to "PCCPCH-Power". => Isolated impact correction (but non backward compatible).

-
In RESOURCE STATUS INDICATION message:
-
The "FPACH-LCR-InformationList-ResourceStatusInd" and the "DwPCH-LCR-Information-ResourceStatusInd" extensions are removed from "Local-Cell-InformationItem-ResourceStatusInd-ExtIEs" and put in "Cell-InformationItem-ResourceStatusInd-ExtIEs" (this is in line with the tabular format in 9.1.32, and with the intention of the specification).

-
In RADIO LINK SETUP REQUEST TDD message:
-
The ASN.1 definition is changed to avoid the redundant use of a ProtocolIE-Single-Container for the following IEs that are already defined in an Extension Container (Criticality is defined twice for the same IE):

-
UL-DPCH-LCR-Information-RL-SetupRqstTDD,

-
DL-DPCH-LCR-Information-RL-SetupRqstTDD.

-
In RADIO LINK ADDITION REQUEST TDD message:
-
The extension in the "UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs" is put before the "…" as it was agreed to do.
-
The presence of "TIMESLOTISCP-InformationList-LCR-RL-AdditionRqstTDD" extension is corrected to "reject". For the time being the presence of DL Time Slot ISCP Info LCR IE is "reject" in the tabular format (see 9.1.39.2) and "notify" in the ASN.1. For consistency reasons (see also Radio Link  Setup procedure), the presence is corrected in the ASN.1.

-
In RADIO LINK RECONFIGURATION PREPARE TDD message:
-
The extension in the "DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs" is put before the "…" as it was agreed to do.
-
In "UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs", the first extension is corrected to contain "LCR" (it currently reuses the HCR TDD IEs and not IEs specifically designed for LCR TDD…). The comment is also updated. Furthermore, the ASN.1 definition of "UL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD" is changed to avoid the redundant use of a ProtocolIE-Single-Container for IEs that are already defined in an Extension Container (Criticality is defined twice for the same IE).
-
Furthermore, the ASN.1 definition is also changed to avoid the redundant use of a ProtocolIE-Single-Container for the following  IEs that are already defined in an Extension Container (Criticality is defined twice for the same IE):

-
UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD,

-
DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD,

-
DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD.

-
In RADIO LINK RECONFIGURATION REQUEST TDD message, the criticality of the "id-RL-Information-RL-ReconfRqstTDD" IE has been corrected to "reject". This is in line with the tabular format and the intention of the specification (i.e. consistent with the criticality for this IE in the RADIO LINK RECONFIGURATION PREPARE TDD message).

-
In PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message:
-
A comment is added to indicate that the Extension identified by "id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst" is for LCR TDD only.
-
The "DL-Code-InformationAddList-PSCH-ReconfRqst" is defined as a sequence between 1 and "maxNrOfULTSs" in the ASN.1 and "maxnoofPDSCHs" in the tabular format. The tabular format is correct, the ASN.1 is aligned.
-
The "DL-Code-InformationAddList-LCR-PSCH-ReconfRqst" is defined as a sequence between 1 and "maxNrOfULTSs" in the ASN.1 and "maxnoofPDSCHs" in the tabular format. The tabular format is correct, the ASN.1 is aligned.
-
The "UL-Code-InformationAddList-PSCH-ReconfRqst" is defined as a sequence between 1 and "maxNrOfPDSCHs" in the ASN.1 and "maxnoofPUSCHs" in the tabular format. The tabular format is correct, the ASN.1 is aligned.
-
The "UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst" is defined as a sequence between 1 and "maxNrOfDLTSLCRs" in the ASN.1 and "maxnoofULTSLCRs" in the tabular format. The tabular format is correct, the ASN.1 is aligned.
-
The "UL-Code-InformationAddList-LCR-PSCH-ReconfRqst" is defined as a sequence between 1 and "maxNrOfULTSs" in the ASN.1 and "maxnoofPUSCHs" in the tabular format. The tabular format is correct, the ASN.1 is aligned.
-
The "UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst" is defined as a sequence between 1 and "maxNrOfPDSCHs" in the ASN.1 and "maxnoofPUSCHs" in the tabular format. The tabular format is correct, the ASN.1 is aligned.
-
Furthermore the ASN.1 definition is changed to avoid the redundant use of a ProtocolIE-Single-Container for the following IEs that are already defined in an Extension Container (Criticality is defined twice for the same IE):

-
PDSCH-AddInformation-LCR-PSCH-ReconfRqst,

-
PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst,

-
PUSCH-AddInformation-LCR-PSCH-ReconfRqst,

-
PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst.

9.3.4:

-
CellSyncBurstAvailabilityIndicator:
-
This IE is not used anywhere in the ASN.1, so its definition is removed (and it can be removed from the list of "Imports" in 9.3.3).

-
Seed in IPDL-FDD-Parameters:
-
This is defined as an INTEGER(0..63) in the tabular format and an INTEGER(1..63) in the ASN.1. To be in line with TS 25.423 (where it is defined as an INTEGER(0..63) both in the tabular format and the ASN.1), this is corrected to INTEGER(0..63) in the ASN.1.

-
TDD-ChannelisationCodeLCR:
-
The sequence has a "…" at the end, but there is no Extension Container. An Extension Container is added.

9.3.6:

-
Ids are removed when corrections rendered them obsolete.

Impact Analysis:

Impact assessment towards the previous version of the specification (same release): this CR has impact on the previous version of the specification (same release) under the protocol point of view as the ASN.1 is modified for several procedures.
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not approved:
	If this CR is not approved, then the discrepancy between the tabular format and the ASN.1 will remain.
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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

UNCHANGED TEXT IS REMOVED

IMPORTS


Active-Pattern-Sequence-Information,

AddorDeleteIndicator,


AICH-Power,

AICH-TransmissionTiming,

AllocationRetentionPriority,

APPreambleSignature,


APSubChannelNumber,

AvailabilityStatus,


BCCH-ModificationTime,

BindingID,


BlockingPriorityIndicator,


SCTD-Indicator,


Cause,

CCTrCH-ID,


CDSubChannelNumbers,

CellParameterID,


CellSyncBurstCode,


CellSyncBurstCodeShift,


CellSyncBurstRepetitionPeriod,


CellSyncBurstSIR,


CellSyncBurstTiming,


CellSyncBurstTimingThreshold,

CFN,


Channel-Assignment-Indication,

ChipOffset,


C-ID,

Closedlooptimingadjustmentmode,

CommonChannelsCapacityConsumptionLaw,


Compressed-Mode-Deactivation-Flag,

CommonMeasurementAccuracy,

CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,


CommonPhysicalChannelID,

Common-PhysicalChannel-Status-Information,


Common-TransportChannel-Status-Information,


CommonTransportChannelID,

CommonTransportChannel-InformationResponse,


CommunicationControlPortID,

ConfigurationGenerationID,


ConstantValue,

CriticalityDiagnostics,


CPCH-Allowed-Total-Rate,


CPCHScramblingCodeNumber,


CPCH-UL-DPCCH-SlotFormat,

CRNC-CommunicationContextID,

CSBMeasurementID,


CSBTransmissionID,

DCH-FDD-Information,


DCH-InformationResponse,


DCH-ID,

FDD-DCHs-to-Modify,


TDD-DCHs-to-Modify,


DCH-TDD-Information,


DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,

DedicatedMeasurementValueInformation,


DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,

DL-DPCH-SlotFormat,


DL-DPCH-TimingAdjustment,

DL-or-Global-CapacityCredit,

DL-Power,


DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,

DLPowerAveragingWindowSize,

DL-PowerBalancing-UpdatedIndicator,

DL-ScramblingCode,


DL-TimeslotISCP,


DL-Timeslot-Information,


DL-TimeslotLCR-Information,


DL-TimeslotISCPInfo,


DL-TimeslotISCPInfoLCR,


DL-TPC-Pattern01Count,

DPC-Mode,

DPCH-ID,


DSCH-ID,

DSCH-FDD-Common-Information,

DSCH-FDD-Information,


DSCH-InformationResponse,


DSCH-TDD-Information,


DwPCH-Power,

End-Of-Audit-Sequence-Indicator,

EnhancedDSCHPC,


EnhancedDSCHPCCounter,


EnhancedDSCHPCIndicator,


EnhancedDSCHPCWnd,


EnhancedDSCHPowerOffset,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,


FirstRLS-Indicator,
    FNReportingIndicator,

FPACH-Power,

FrameAdjustmentValue,

FrameHandlingPriority,


FrameOffset,


HS-PDSCH-FDD-Code-Information,


HS-SCCH-ID,

HS-SCCH-FDD-Code-Information,

IB-OC-ID,

IB-SG-DATA,


IB-SG-POS,


IB-SG-REP,


IB-Type,

IndicationType,

InformationExchangeID,

    InformationReportCharacteristics,

    InformationType,

InnerLoopDLPCStatus,

IPDL-FDD-Parameters,


IPDL-TDD-Parameters,


IPDL-Indicator,

LimitedPowerIncrease,

Local-Cell-ID,


MaximumDL-PowerCapability,


Maximum-PDSCH-Power,

MaximumTransmissionPower,


Max-Number-of-PCPCHes,


MaxNrOfUL-DPDCHs,


MaxPRACH-MidambleShifts,

MeasurementFilterCoefficient,


MeasurementID,

MidambleAllocationMode,

MidambleShiftAndBurstType,

MidambleShiftLCR,

MinimumDL-PowerCapability,

MinSpreadingFactor,

MinUL-ChannelisationCodeLength,


MultiplexingPosition,

NEOT,


NCyclesPerSFNperiod,

NFmax,

NRepetitionsPerCyclePeriod,

N-INSYNC-IND,

 
N-OUTSYNC-IND,

NeighbouringCellMeasurementInformation,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NodeB-CommunicationContextID,


NStartMessage,

PagingIndicatorLength,

PayloadCRC-PresenceIndicator,


PCCPCH-Power,


PCP-Length,

PDSCH-CodeMapping,

PDSCHSet-ID,

PDSCH-ID,

PICH-Mode,

PICH-Power,

PowerAdjustmentType,

PowerOffset,


PowerRaiseLimit,

PRACH-Midamble,

PreambleSignatures,


PreambleThreshold,

PredictedSFNSFNDeviationLimit,

PredictedTUTRANGPSDeviationLimit,

PrimaryCPICH-Power,

PrimaryScramblingCode,


PropagationDelay,


SCH-TimeSlot,


PunctureLimit,


PUSCHSet-ID,

PUSCH-ID,

QE-Selector,


RACH-SlotFormat,


RACH-SubChannelNumbers,


ReferenceClockAvailability,


ReferenceSFNoffset,

RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,

RequestedDataValue,

    RequestedDataValueInformation,

ResourceOperationalState,


RL-Set-ID,


RL-ID,

RL-Specific-DCH-Info,

Received-total-wide-band-power-Value,

AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,

RNC-ID,

ScramblingCodeNumber,

SecondaryCCPCH-SlotFormat,

Segment-Type,

S-FieldLength,


SFN,

SFNSFNChangeLimit,

SFNSFNDriftRate,


SFNSFNDriftRateQuality,


SFNSFNQuality,


ShutdownTimer,

SIB-Originator,


SpecialBurstScheduling,

SignallingBearerRequestIndicator,

SSDT-Cell-Identity,


SSDT-CellID-Length,


SSDT-Indication,


Start-Of-Audit-Sequence-Indicator,

STTD-Indicator,


SSDT-SupportIndicator,


SyncCase,


SYNCDlCodeId,

SyncFrameNumber,


SynchronisationReportCharacteristics,


SynchronisationReportType,

T-Cell,

T-RLFAILURE,

TDD-ChannelisationCode,


TDD-ChannelisationCodeLCR,


TDD-DL-Code-LCR-Information,

TDD-DPCHOffset,

TDD-TPC-DownlinkStepSize,


TDD-PhysicalChannelOffset,

TDD-UL-Code-LCR-Information,

TFCI2-BearerInformationResponse,


TFCI2BearerRequestIndicator,

TFCI-Coding,

TFCI-Presence,


TFCI-SignallingMode,


TFCS,

TimeSlot,


TimeSlotLCR,

TimeSlotDirection,


TimeSlotStatus,


TimingAdjustmentValue,

TimingAdvanceApplied,

ToAWE,


ToAWS,

TransmissionDiversityApplied,


TransmitDiversityIndicator,

TransmissionGapPatternSequenceCodeInformation,


Transmission-Gap-Pattern-Sequence-Information,


TransportBearerRequestIndicator,

TransportFormatSet,

TransportLayerAddress,


TSTD-Indicator,

TUTRANGPS,


TUTRANGPSChangeLimit,


TUTRANGPSDriftRate,


TUTRANGPSDriftRateQuality,


TUTRANGPSQuality,

UARFCN,


UC-Id,

USCH-Information,


USCH-InformationResponse,


UL-CapacityCredit,


UL-DPCCH-SlotFormat,


UL-SIR,

UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,

UL-Timeslot-Information,


UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,


UL-TimeSlot-ISCP-LCR-Info,

UL-TimeslotISCP-Value,

UL-TimeslotISCP-Value-IncrDecrThres,

USCH-ID,


HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,


HSDSCH-Information-to-Modify,


HSDSCH-MACdFlow-ID,


HSDSCH-RNTI,


HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,


PrimaryCCPCH-RSCP
FROM NBAP-IEs


PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,

NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION
FROM NBAP-Containers


id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-AICH-Information,

id-AICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-AP-AICH-Information,


id-AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-BCH-Information,


id-BCCH-ModificationTime,


id-bindingID,

id-BlockingPriorityIndicator,


id-Cause,

id-CauseLevel-PSCH-ReconfFailureTDD,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CauseLevel-SyncAdjustmntFailureTDD,

id-CCP-InformationItem-AuditRsp,


id-CCP-InformationList-AuditRsp,


id-CCP-InformationItem-ResourceStatusInd,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CCTrCH-Initial-DL-Power-RL-AdditionRqstTDD,


id-CCTrCH-Initial-DL-Power-RL-ReconfPrepTDD,


id-CCTrCH-Initial-DL-Power-RL-SetupRqstTDD,

id-CDCA-ICH-Information,


id-CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-CellAdjustmentInfo-SyncAdjustmntRqstTDD,

id-CellAdjustmentInfoItem-SyncAdjustmentRqstTDD,


id-Cell-InformationItem-AuditRsp,


id-Cell-InformationItem-ResourceStatusInd,

id-Cell-InformationList-AuditRsp,


id-CellParameterID,

id-CellSyncBurstTransInit-CellSyncInitiationRqstTDD,


id-CellSyncBurstMeasureInit-CellSyncInitiationRqstTDD,


id-cellSyncBurstRepetitionPeriod,

id-CellSyncBurstTransReconfiguration-CellSyncReconfRqstTDD,


id-CellSyncBurstTransReconfInfo-CellSyncReconfRqstTDD,


id-CellSyncBurstMeasReconfiguration-CellSyncReconfRqstTDD,


id-CellSyncBurstMeasInfoList-CellSyncReconfRqstTDD,


id-CellSyncBurstInfoList-CellSyncReconfRqstTDD,


id-CellSyncInfo-CellSyncReprtTDD,

id-CFN,

    id-CFNReportingIndicator,

id-C-ID,


id-Closed-Loop-Timing-Adjustment-Mode,

id-CommonMeasurementAccuracy,

id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD,


id-CommunicationContextInfoItem-Reset,


id-CommunicationControlPortID,


id-CommunicationControlPortInfoItem-Reset,


id-Compressed-Mode-Deactivation-Flag,

id-ConfigurationGenerationID,

id-CPCH-Information,


id-CPCH-Parameters-CTCH-SetupRsp,


id-CPCH-ParametersListIE-CTCH-ReconfRqstFDD,


id-CRNC-CommunicationContextID,


id-CriticalityDiagnostics,


id-CSBTransmissionID,


id-CSBMeasurementID,

id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,

id-DCH-TDD-Information,


id-DCH-InformationResponse,

id-DCH-RearrangeList-Bearer-RearrangeInd,


id-DSCH-RearrangeList-Bearer-RearrangeInd,

id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,

id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-SetupRqstTDD,


id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-TimingAdjustment,

id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,

id-DL-ReferencePowerInformationItem-DL-PC-Rqst,

id-DL-PowerBalancing-UpdatedIndicator,

id-DLReferencePower,

id-DLReferencePowerList-DL-PC-Rqst,


id-DL-TPC-Pattern01Count,

id-DPC-Mode,

id-DPCHConstant,

id-DSCH-AddItem-RL-ReconfPrepFDD,

id-DSCHs-to-Add-FDD,

id-DSCH-DeleteItem-RL-ReconfPrepFDD,

id-DSCH-DeleteList-RL-ReconfPrepFDD,


id-DSCHs-to-Add-TDD,


id-DSCH-Information-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Information-ModifyList-RL-ReconfPrepTDD,


id-DSCH-InformationResponse,

id-DSCH-FDD-Information,

id-DSCH-FDD-Common-Information,

id-DSCH-TDD-Information,


id-DSCH-ModifyItem-RL-ReconfPrepFDD,

id-DSCH-ModifyList-RL-ReconfPrepFDD,


id-End-Of-Audit-Sequence-Indicator,

id-EnhancedDSCHPC,


id-EnhancedDSCHPCIndicator,

id-FACH-Information,


id-FACH-ParametersList-CTCH-ReconfRqstTDD,


id-FACH-ParametersList-CTCH-SetupRsp,

id-FACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-FACH-ParametersListIE-CTCH-SetupRqstFDD,

id-FACH-ParametersListIE-CTCH-SetupRqstTDD,

id-IndicationType-ResourceStatusInd,

id-InformationExchangeID,

    id-InformationExchangeObjectType-InfEx-Rqst,

    id-InformationExchangeObjectType-InfEx-Rsp,

    id-InformationExchangeObjectType-InfEx-Rprt,

    id-InformationReportCharacteristics,


    id-InformationType,

id-InitDL-Power,

id-InnerLoopDLPCStatus,

id-IntStdPhCellSyncInfoItem-CellSyncReprtTDD,


id-IPDLParameter-Information-Cell-ReconfRqstFDD,


id-IPDLParameter-Information-Cell-SetupRqstFDD,


id-IPDLParameter-Information-Cell-ReconfRqstTDD,


id-IPDLParameter-Information-Cell-SetupRqstTDD,

id-LateEntranceCellSyncInfoItem-CellSyncReprtTDD,

id-Limited-power-increase-information-Cell-SetupRqstFDD,

id-Local-Cell-ID,


id-Local-Cell-Group-InformationItem-AuditRsp,


id-Local-Cell-Group-InformationItem-ResourceStatusInd,


id-Local-Cell-Group-InformationItem2-ResourceStatusInd,


id-Local-Cell-Group-InformationList-AuditRsp,

id-Local-Cell-InformationItem-AuditRsp,

id-Local-Cell-InformationItem-ResourceStatusInd,


id-Local-Cell-InformationItem2-ResourceStatusInd,

id-Local-Cell-InformationList-AuditRsp,


id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MaximumTransmissionPower,


id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MIB-SB-SIB-InformationList-SystemInfoUpdateRqst,


id-NCyclesPerSFNperiod,

id-NeighbouringCellMeasurementInformation,

id-NodeB-CommunicationContextID,

id-NRepetitionsPerCyclePeriod,

id-P-CCPCH-Information,

id-P-CPICH-Information,


id-P-SCH-Information,

id-PCCPCH-Information-Cell-ReconfRqstTDD,

id-PCCPCH-Information-Cell-SetupRqstTDD,


id-PCH-Parameters-CTCH-ReconfRqstTDD,


id-PCH-Parameters-CTCH-SetupRsp,

id-PCH-ParametersItem-CTCH-ReconfRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstTDD,

id-PCH-Information,


id-PCPCH-Information,


id-PICH-ParametersItem-CTCH-ReconfRqstFDD,


id-PDSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PDSCH-Information-Cell-SetupRqstFDD,

id-PDSCH-Information-Cell-ReconfRqstFDD,

id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PDSCHSets-AddList-PSCH-ReconfRqst,


id-PDSCHSets-DeleteList-PSCH-ReconfRqst,


id-PDSCHSets-ModifyList-PSCH-ReconfRqst,


id-PICH-Information,

id-PICH-Parameters-CTCH-ReconfRqstTDD,


id-PICH-ParametersItem-CTCH-SetupRqstTDD,


id-PowerAdjustmentType,


id-Power-Local-Cell-Group-InformationItem-AuditRsp,


id-Power-Local-Cell-Group-InformationItem-ResourceStatusInd,


id-Power-Local-Cell-Group-InformationItem2-ResourceStatusInd,


id-Power-Local-Cell-Group-InformationList-AuditRsp,


id-Power-Local-Cell-Group-InformationList-ResourceStatusInd,


id-Power-Local-Cell-Group-InformationList2-ResourceStatusInd,


id-Power-Local-Cell-Group-ID,

id-PRACH-Information,

id-PRACHConstant,

id-PRACH-ParametersItem-CTCH-SetupRqstTDD,


id-PRACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD,


id-PrimaryCPICH-Information-Cell-ReconfRqstFDD,


id-PrimaryCPICH-Information-Cell-SetupRqstFDD,


id-PrimarySCH-Information-Cell-ReconfRqstFDD,

id-PrimarySCH-Information-Cell-SetupRqstFDD,


id-PrimaryScramblingCode,


id-SCH-Information-Cell-ReconfRqstTDD,

id-SCH-Information-Cell-SetupRqstTDD,

id-PUSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PUSCHConstant,

id-PUSCHSets-AddList-PSCH-ReconfRqst,


id-PUSCHSets-DeleteList-PSCH-ReconfRqst,


id-PUSCHSets-ModifyList-PSCH-ReconfRqst,


id-RACH-Information,

id-RACH-Parameters-CTCH-SetupRsp,

id-RACH-ParametersItem-CTCH-SetupRqstFDD,


id-RACH-ParameterItem-CTCH-SetupRqstTDD,

id-ReferenceClockAvailability,


id-ReferenceSFNoffset,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,


id-Reporting-Object-RL-RestoreInd,


id-ResetIndicator,

id-RL-InformationItem-DM-Rprt,

id-RL-InformationItem-DM-Rqst,

id-RL-InformationItem-DM-Rsp,

id-RL-InformationItem-RL-AdditionRqstFDD,

id-RL-informationItem-RL-DeletionRqst,

id-RL-InformationItem-RL-FailureInd,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-RestoreInd,


id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,

id-RL-informationList-RL-DeletionRqst,

id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationList-RL-ReconfRqstFDD,

id-RL-InformationList-RL-SetupRqstFDD,

id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReady,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReady,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-ReconfRqstTDD,


id-RL-Information-RL-ReconfPrepTDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-ReconfigurationFailureItem-RL-ReconfFailure,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rsp,

id-RL-Set-InformationItem-RL-FailureInd,


id-RL-Set-InformationItem-RL-RestoreInd,


id-RL-Specific-DCH-Info,

id-S-CCPCH-Information,


id-S-CPICH-Information,

id-SCH-Information,


id-S-SCH-Information,


id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD,


id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD,

id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD,


id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD,

id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD,


id-SecondarySCH-Information-Cell-ReconfRqstFDD,

id-SecondarySCH-Information-Cell-SetupRqstFDD,

id-SegmentInformationListIE-SystemInfoUpdate,

id-SFN,

    id-SFNReportingIndicator,

id-ShutdownTimer,


id-SignallingBearerRequestIndicator,

id-SSDT-CellIDforEDSCHPC,

id-Start-Of-Audit-Sequence-Indicator,

id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Synchronisation-Configuration-Cell-ReconfRqst,


id-Synchronisation-Configuration-Cell-SetupRqst,

id-SyncCase,


id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH,

id-SyncFrameNumber,


id-SynchronisationReportType,


id-SynchronisationReportCharacteristics,

id-SyncReportType-CellSyncReprtTDD,

id-T-Cell,


id-TargetCommunicationControlPortID,

id-TFCI2-Bearer-Information-RL-SetupRqstFDD,

id-TFCI2-BearerInformationResponse,


id-TFCI2BearerRequestIndicator,

id-TFCI2-BearerSpecificInformation-RL-ReconfPrepFDD,

id-Transmission-Gap-Pattern-Sequence-Information,

id-TimeSlotConfigurationList-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationList-Cell-SetupRqstTDD,

id-timeslotInfo-CellSyncInitiationRqstTDD,

id-TimeslotISCPInfo,

id-TimingAdvanceApplied,

id-TransmissionDiversityApplied,


id-transportlayeraddress,

id-UARFCNforNt,


id-UARFCNforNd,

id-UARFCNforNu,

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,

id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-SetupRqstTDD,


id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,


id-Unsuccessful-cell-InformationRespItem-SyncAdjustmntFailureTDD,

id-Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD,


id-Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD,

id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,


id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,


id-USCH-Information-Add,


id-USCH-Information-DeleteList-RL-ReconfPrepTDD,


id-USCH-Information-ModifyList-RL-ReconfPrepTDD,


id-USCH-InformationResponse,

id-USCH-Information,


id-USCH-RearrangeList-Bearer-RearrangeInd,

id-DL-DPCH-LCR-Information-RL-SetupRqstTDD,


 id-DwPCH-LCR-Information
,


 id-DwPCH-LCR-InformationList-AuditRsp,

 id-DwPCH-LCR-Information-Cell-SetupRqstTDD,

 id-DwPCH-LCR-Information-Cell-ReconfRqstTDD,

 id-DwPCH-LCR-Information-ResourceStatusInd,

 id-maxFACH-Power-LCR-CTCH-SetupRqstTDD,

 id-maxFACH-Power-LCR-CTCH-ReconfRqstTDD,

 id-FPACH-LCR-Information,

 id-FPACH-LCR-Information-AuditRsp,

 id-FPACH-LCR-InformationList-AuditRsp,

 id-FPACH-LCR-InformationList-ResourceStatusInd,


id-FPACH-LCR-Parameters-CTCH-SetupRqstTDD,


 id-FPACH-LCR-Parameters-CTCH-ReconfRqstTDD,

 id-PCCPCH-LCR-Information-Cell-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-ReconfRqstTDD,


id-PICH-LCR-Parameters-CTCH-SetupRqstTDD,


  
id-PRACH-LCR-ParametersList-CTCH-SetupRqstTDD,


 id-RL-InformationResponse-LCR-RL-SetupRspTDD
,


 id-Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD,


id-TimeSlot,

 id-TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD,

 id-TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD,


id-TimeslotISCP-LCR-InfoList-RL-SetupRqstTDD,


id-TimeSlotLCR-CM-Rqst,

 id-UL-DPCH-LCR-Information-RL-SetupRqstTDD,



id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD,


id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD,



id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD,



id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD,


id-TimeslotISCPInfoList-LCR-DL-PC-RqstTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-LCR-InformationModify-AddList,



id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD,


id-UL-SIRTarget,

id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,

id-PUSCH-Info-DM-Rqst,


id-PUSCH-Info-DM-Rsp,


id-PUSCH-Info-DM-Rprt,


id-RL-InformationResponse-LCR-RL-AdditionRspTDD,

id-IPDLParameter-Information-LCR-Cell-SetupRqstTDD,


id-IPDLParameter-Information-LCR-Cell-ReconfRqstTDD,

id-HS-PDSCH-HS-SCCH-MaxPower-PSCH-ReconfRqst,


id-HS-PDSCH-HS-SCCH-ScramblingCode-PSCH-ReconfRqst,


id-HS-PDSCH-FDD-Code-Information-PSCH-ReconfRqst,


id-HS-SCCH-FDD-Code-Information-PSCH-ReconfRqst,


id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst,


id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,


id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,


id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,

id-neighbouringTDDCellMeasurementInformationLCR,

id-SYNCDlCodeId-TransInitLCR-CellSyncInitiationRqstTDD,


id-SYNCDlCodeId-MeasureInitLCR-CellSyncInitiationRqstTDD,


id-SYNCDlCodeIdTransReconfInfoLCR-CellSyncReconfRqstTDD,


id-SYNCDlCodeIdMeasReconfigurationLCR-CellSyncReconfRqstTDD,


id-SYNCDlCodeIdMeasInfoList-CellSyncReconfRqstTDD,


id-SyncDLCodeIdsMeasInfoList-CellSyncReprtTDD,


id-SyncDLCodeIdThreInfoLCR,


id-NSubCyclesPerCyclePeriod-CellSyncReconfRqstTDD,


id-DwPCH-Power,

id-Angle-Of-Arrival-Value-LCR,

id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-FDD-Information-to-Add,


id-HSDSCH-FDD-Information-to-Delete,


id-HSDSCH-Information-to-Modify,


id-HSDSCH-RNTI,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,


id-HSDSCH-TDD-Information-Response-LCR,


id-HSDSCH-TDD-Information-to-Add,


id-HSDSCH-TDD-Information-to-Delete,


id-HSPDSCH-RL-ID,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,

maxNrOfCCTrCHs,

maxNrOfCellSyncBursts,

maxNrOfCodes,


maxNrOfCPCHs,

maxNrOfDCHs,

maxNrOfDLTSs,

maxNrOfDLTSLCRs,

maxNrOfDPCHs,


maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfRLSets,


maxNrOfPCPCHs,

maxNrOfPDSCHs,

maxNrOfPUSCHs,

maxNrOfPRACHLCRs,


maxNrOfPDSCHSets,

maxNrOfPUSCHSets,


maxNrOfReceptsPerSyncFrame,

maxNrOfSCCPCHs,

maxNrOfSCCPCHLCRs,

maxNrOfULTSs,

maxNrOfULTSLCRs,


maxNrOfUSCHs,


maxAPSigNum,


maxCPCHCell,

maxFACHCell,

maxFPACHCell,

maxNoofLen,

maxRACHCell,


maxPCPCHCell,

maxPRACHCell,


maxSCCPCHCell,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxCommunicationContext,

maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxNrOfCellSyncBursts,

maxNrOfReceptsPerSyncFrame,


maxIB,


maxIBSEG,


maxNrOfHSSCCHs,

maxNoOfSyncFramesLCR,


maxNrofreceptionsperSyncFrameLCR,

maxNrOfMACdFlows
FROM NBAP-Constants;

UNCHANGED TEXT IS REMOVED

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestTDD-Extensions}}

OPTIONAL,

...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID












CRITICALITY
reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY
reject

TYPE
ConfigurationGenerationID





PRESENCE 
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD


CRITICALITY
ignore

TYPE 
CommonPhysicalChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory
},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= CHOICE {


secondary-CCPCH-parameters




Secondary-CCPCH-CTCH-SetupRqstTDD,


pRACH-parameters






PRACH-CTCH-SetupRqstTDD,


...

}

Secondary-CCPCH-CTCH-SetupRqstTDD ::= SEQUENCE {


sCCPCH-CCTrCH-ID






CCTrCH-ID,


tFCS









TFCS,

tFCI-Coding








TFCI-Coding,


punctureLimit







PunctureLimit,

secondaryCCPCH-parameterList



Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD,


fACH-ParametersList






FACH-ParametersList-CTCH-SetupRqstTDD

OPTIONAL,


pCH-Parameters







PCH-Parameters-CTCH-SetupRqstTDD


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer
{{Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs}}

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD

PRESENCE 
optional
},
-- Mandatory for 1.28Mcps TDD only

...

}
Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD }}

Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD
PRESENCE mandatory }
-- Mandatory for 3.84Mcps TDD only
}

Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD
Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


timeslot








TimeSlot,


midambleShiftandBurstType




MidambleShiftAndBurstType,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,

repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


s-CCPCH-Power







DL-Power,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ FACH-ParametersListIEs-CTCH-SetupRqstTDD }}

FACH-ParametersListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

FACH-ParametersListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRqstTDD
FACH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


fACH-CCTrCH-ID






CCTrCH-ID,

dl-TransportFormatSet




TransportFormatSet,


toAWS








ToAWS,


toAWE








ToAWE,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-maxFACH-Power-LCR-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
DL-Power

PRESENCE 
optional
}|


-- For 1.28Mcps TDD only

{ ID
id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID

PRESENCE 
optional
}|

{ ID
id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress

PRESENCE 
optional
},


...

}

PCH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PCH-ParametersIE-CTCH-SetupRqstTDD }}

PCH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

PCH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-CCTrCH-ID






CCTrCH-ID,

dl-TransportFormatSet




TransportFormatSet,


toAWS








ToAWS,


toAWE








ToAWE,


pICH-Parameters






PICH-Parameters-CTCH-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-PCH-Power-LCR-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
DL-Power

PRESENCE 
optional
}|

-- For 1.28Mcps TDD only

{ ID
id-PICH-LCR-Parameters-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
PICH-LCR-Parameters-CTCH-SetupRqstTDD

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD only

{ ID
id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID

PRESENCE 
optional
}|

{ ID
id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress

PRESENCE 
optional
},


...

}

PICH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PICH-ParametersIE-CTCH-SetupRqstTDD }}

PICH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PICH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE optional }

}
-- Mandatory for 3.84Mcps TDD only
PICH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
tdd-ChannelisationCode




TDD-ChannelisationCode,

 
timeSlot  







TimeSlot,

midambleshiftAndBurstType



MidambleShiftAndBurstType,

 
tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







PICH-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-LCR-Parameters-CTCH-SetupRqstTDD ::= 



SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,

 
timeSlotLCR  






TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







PICH-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD ::= 



SEQUENCE (SIZE (1..maxNrOfSCCPCHLCRs)) OF Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD
Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,

repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


s-CCPCH-Power







DL-Power,

iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PRACH-CTCH-SetupRqstTDD ::= SEQUENCE {

pRACH-Parameters-CTCH-SetupRqstTDD


PRACH-Parameters-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-CTCH-SetupRqstTDD-ExtIEs } }

OPTIONAL,


...
}
PRACH-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-PRACH-LCR-ParametersList-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION
PRACH-LCR-ParametersList-CTCH-SetupRqstTDD

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD only

{ ID
id-FPACH-LCR-Parameters-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
FPACH-LCR-Parameters-CTCH-SetupRqstTDD

PRESENCE 
optional
},
-- Mandatory for 1.28Mcps TDD only

...

}
PRACH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PRACH-ParametersIE-CTCH-SetupRqstTDD }}

PRACH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PRACH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE optional }

}
-- Mandatory for 3.84Mcps TDD only
PRACH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tFCS









TFCS,

timeslot








TimeSlot,


tdd-ChannelisationCode





TDD-ChannelisationCode,

maxPRACH-MidambleShifts





MaxPRACH-MidambleShifts,


pRACH-Midamble 







PRACH-Midamble,


rACH









RACH-Parameter-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameter-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ RACH-ParameterIE-CTCH-SetupRqstTDD }}

RACH-ParameterIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-ParameterItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE RACH-ParameterItem-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

RACH-ParameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


uL-TransportFormatSet





TransportFormatSet,

iE-Extensions







ProtocolExtensionContainer  { { RACH-ParameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

RACH-ParameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID

PRESENCE 
optional
}|

{ ID
id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress

PRESENCE 
optional
},


...

}

PRACH-LCR-ParametersList-CTCH-SetupRqstTDD ::= 



SEQUENCE (SIZE (1..maxNrOfPRACHLCRs)) OF PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD 

PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tFCS









TFCS,

timeslotLCR








TimeSlotLCR,


tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,

maxPRACH-MidambleShifts





MaxPRACH-MidambleShifts,


pRACH-Midamble 







PRACH-Midamble,


rACH









RACH-Parameter-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FPACH-LCR-Parameters-CTCH-SetupRqstTDD ::= 



SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,

 
tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


fPACH-Power







FPACH-Power,


iE-Extensions







ProtocolExtensionContainer  { { FPACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FPACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED

-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

AuditResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{AuditResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditResponse-Extensions}}

OPTIONAL,


...

}

AuditResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-End-Of-Audit-Sequence-Indicator


CRITICALITY

ignore
TYPE 
End-Of-Audit-Sequence-Indicator
 
PRESENCE mandatory }|

{ ID
id-Cell-InformationList-AuditRsp


CRITICALITY

ignore


TYPE
Cell-InformationList-AuditRsp


PRESENCE
optional
}|


{ ID
id-CCP-InformationList-AuditRsp



CRITICALITY

ignore


TYPE
CCP-InformationList-AuditRsp


PRESENCE
optional
}|


-- CCP (Communication Control Port) --

{ ID
id-Local-Cell-InformationList-AuditRsp

CRITICALITY

ignore


TYPE
Local-Cell-InformationList-AuditRsp

PRESENCE
optional
}|


{ ID
id-Local-Cell-Group-InformationList-AuditRsp
CRITICALITY

ignore

TYPE
Local-Cell-Group-InformationList-AuditRsp
PRESENCE
optional
}|

{ ID
id-CriticalityDiagnostics




CRITICALITY

ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional
},

...

}

AuditResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Power-Local-Cell-Group-InformationList-AuditRsp
CRITICALITY

ignore

EXTENSION
Power-Local-Cell-Group-InformationList-AuditRsp

PRESENCE
optional
},

...

}

Cell-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Single-Container {{ Cell-InformationItemIE-AuditRsp}}

Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Cell-InformationItem-AuditRsp

CRITICALITY

ignore

TYPE
Cell-InformationItem-AuditRsp


PRESENCE 
optional
}
}

Cell-InformationItem-AuditRsp ::= SEQUENCE {


c-ID








C-ID,


configurationGenerationID



ConfigurationGenerationID,

resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


local-Cell-ID






Local-Cell-ID,


primary-SCH-Information




P-SCH-Information-AuditRsp




OPTIONAL,


secondary-SCH-Information



S-SCH-Information-AuditRsp




OPTIONAL,


primary-CPICH-Information



P-CPICH-Information-AuditRsp



OPTIONAL,


secondary-CPICH-InformationList


S-CPICH-InformationList-AuditRsp


OPTIONAL,


primary-CCPCH-Information



P-CCPCH-Information-AuditRsp



OPTIONAL,


bCH-Information






BCH-Information-AuditRsp




OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-AuditRsp


OPTIONAL,


pCH-Information






PCH-Information-AuditRsp




OPTIONAL,


pICH-Information





PICH-Information-AuditRsp




OPTIONAL,


fACH-InformationList




FACH-InformationList-AuditRsp



OPTIONAL,


pRACH-InformationList




PRACH-InformationList-AuditRsp



OPTIONAL,


rACH-InformationList




RACH-InformationList-AuditRsp



OPTIONAL,


aICH-InformationList




AICH-InformationList-AuditRsp



OPTIONAL,


pCPCH-InformationList




PCPCH-InformationList-AuditRsp



OPTIONAL,


cPCH-InformationList




CPCH-InformationList-AuditRsp



OPTIONAL,


aP-AICH-InformationList




AP-AICH-InformationList-AuditRsp


OPTIONAL,


cDCA-ICH-InformationList



CDCA-ICH-InformationList-AuditRsp


OPTIONAL,

sCH-Information






SCH-Information-AuditRsp




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { Cell-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION 
FPACH-LCR-InformationList-AuditRsp


PRESENCE optional
}|


-- For 1.28Mcps TDD only

{ ID id-DwPCH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION
Common-PhysicalChannel-Status-Information


PRESENCE optional
},

-- For 1.28Mcps TDD only

...

}

P-SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-SCH-InformationIE-AuditRsp }}

P-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information 
PRESENCE
mandatory }
}

S-SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ S-SCH-InformationIE-AuditRsp }}

S-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information 
PRESENCE
mandatory }
}
P-CPICH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-CPICH-InformationIE-AuditRsp }}

P-CPICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information 
PRESENCE
mandatory }
}
S-CPICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Single-Container {{ S-CPICH-InformationItemIE-AuditRsp }}

S-CPICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
P-CCPCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-CCPCH-InformationIE-AuditRsp }}

P-CCPCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

BCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ BCH-InformationIE-AuditRsp }}

BCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
S-CCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

S-CCPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ PCH-InformationIE-AuditRsp }}

PCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
PICH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ PICH-InformationIE-AuditRsp }}

PICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

FACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Single-Container {{ FACH-InformationItemIE-AuditRsp }}

FACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
PRACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-InformationItemIE-AuditRsp }}

PRACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
RACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxRACHCell)) OF ProtocolIE-Single-Container {{ RACH-InformationItemIE-AuditRsp }}

RACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ AICH-InformationItemIE-AuditRsp }}

AICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPCPCHCell)) OF ProtocolIE-Single-Container {{ PCPCH-InformationItemIE-AuditRsp }}

PCPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

CPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CPCH-InformationItemIE-AuditRsp }}

CPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE optional }
}

AP-AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ AP-AICH-InformationItemIE-AuditRsp }}

AP-AICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

CDCA-ICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CDCA-ICH-InformationItemIE-AuditRsp }}

CDCA-ICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ SCH-InformationIE-AuditRsp }}

SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

CCP-InformationList-AuditRsp ::=SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Single-Container {{ CCP-InformationItemIE-AuditRsp }}

CCP-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ID
id-CCP-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
CCP-InformationItem-AuditRsp


PRESENCE
mandatory}
}


CCP-InformationItem-AuditRsp ::= SEQUENCE {


communicationControlPortID


CommunicationControlPortID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ CCP-InformationItem-AuditRsp-ExtIEs }}

OPTIONAL,

...

}

CCP-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FPACH-LCR-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFPACHCell)) OF ProtocolIE-Single-Container {{ FPACH-LCR-InformationItemIE-AuditRsp }}

FPACH-LCR-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-FPACH-LCR-Information-AuditRsp   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}





Local-Cell-InformationList-AuditRsp
 ::=SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE-AuditRsp }}

Local-Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
Local-Cell-InformationItem-AuditRsp

PRESENCE
mandatory}
}

Local-Cell-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-ID







Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

maximumDL-PowerCapability




MaximumDL-PowerCapability

OPTIONAL,


minSpreadingFactor






MinSpreadingFactor



OPTIONAL,

minimumDL-PowerCapability




MinimumDL-PowerCapability

OPTIONAL,

local-Cell-Group-ID






Local-Cell-ID




OPTIONAL,

iE-Extensions







ProtocolExtensionContainer  {{ Local-Cell-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Local-Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY

ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY

ignore


EXTENSION
Local-Cell-ID



PRESENCE
optional },

...

}

Local-Cell-Group-InformationList-AuditRsp
 ::= SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE-AuditRsp }}

Local-Cell-Group-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-Group-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
Local-Cell-Group-InformationItem-AuditRsp

PRESENCE
mandatory}
}

Local-Cell-Group-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit





OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

iE-Extensions







ProtocolExtensionContainer  {{ Local-Cell-Group-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Local-Cell-Group-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Power-Local-Cell-Group-InformationList-AuditRsp
 ::= SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE-AuditRsp }}

Power-Local-Cell-Group-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Power-Local-Cell-Group-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
Power-Local-Cell-Group-InformationItem-AuditRsp

PRESENCE
mandatory}
}

Power-Local-Cell-Group-InformationItem-AuditRsp ::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer  {{ Power-Local-Cell-Group-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Power-Local-Cell-Group-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

CommonMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationRequest-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID







CRITICALITY
reject


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rqst


CRITICALITY
reject


TYPE 
CommonMeasurementObjectType-CM-Rqst

PRESENCE 
mandatory
}|


-- This IE represents both the Common Measurement Object Type IE and the choice based on the Common Measurement Object Type

-- as described in the tabular message format in subclause 9.1.

{ ID
id-CommonMeasurementType





CRITICALITY
reject


TYPE
CommonMeasurementType




PRESENCE
mandatory
}|


{ ID 
id-MeasurementFilterCoefficient




CRITICALITY
reject


TYPE
MeasurementFilterCoefficient



PRESENCE
optional
}|


{ ID
id-ReportCharacteristics





CRITICALITY
reject


TYPE
ReportCharacteristics




PRESENCE
mandatory
}|


{ ID
id-SFNReportingIndicator





CRITICALITY
reject


TYPE
FNReportingIndicator




PRESENCE
mandatory

    } |

    { ID    id-SFN                                          CRITICALITY reject          TYPE    SFN                          

PRESENCE optional


},

...

}

CommonMeasurementInitiationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ID id-CommonMeasurementAccuracy





CRITICALITY reject


EXTENSION CommonMeasurementAccuracy


PRESENCE optional},

...

}

CommonMeasurementObjectType-CM-Rqst ::= CHOICE {


cell






Cell-CM-Rqst,


rACH






RACH-CM-Rqst,


cPCH






CPCH-CM-Rqst,

...

}

Cell-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


timeSlot





TimeSlot
OPTIONAL, 
-- For 3.84Mcps TDD only

iE-Extensions




ProtocolExtensionContainer  { { CellItem-CM-Rqst-ExtIEs} }

OPTIONAL,


...
}

CellItem-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TimeSlotLCR-CM-Rqst

CRITICALITY reject

EXTENSION 
TimeSlotLCR


PRESENCE optional
}|
-- For 1.28Mcps TDD only

{ID id-NeighbouringCellMeasurementInformation

CRITICALITY ignore


EXTENSION NeighbouringCellMeasurementInformation


PRESENCE optional},


...

}

RACH-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


commonTransportChannelID

CommonTransportChannelID,


iE-Extensions




ProtocolExtensionContainer  { { RACHItem-CM-Rqst-ExtIEs} }

OPTIONAL,


...
}

RACHItem-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


commonTransportChannelID

CommonTransportChannelID,


spreadingfactor




MinUL-ChannelisationCodeLength

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { CPCHItem-CM-Rqst-ExtIEs} }

OPTIONAL,


...

}

CPCHItem-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

CommonMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationResponse-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID






CRITICALITY
ignore


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rsp

CRITICALITY
ignore


TYPE
CommonMeasurementObjectType-CM-Rsp

PRESENCE
optional
}|


{ ID
id-SFN









CRITICALITY
ignore


TYPE
SFN









PRESENCE
optional
}|


{ ID
id-CriticalityDiagnostics




CRITICALITY
ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional
},


...

}

CommonMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ID id-CommonMeasurementAccuracy

CRITICALITY ignore

EXTENSION CommonMeasurementAccuracy
 PRESENCE optional},

...

}

CommonMeasurementObjectType-CM-Rsp ::= CHOICE {

 
cell





Cell-CM-Rsp,

 
rACH





RACH-CM-Rsp,


cPCH





CPCH-CM-Rsp,

...

 }

Cell-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { CellItem-CM-Rsp-ExtIEs} }

OPTIONAL,


...
 }

CellItem-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { RACHItem-CM-Rsp-ExtIEs} }

OPTIONAL,


...
 }

RACHItem-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { CPCHItem-CM-Rsp-ExtIEs} }

OPTIONAL,


...

 }

CPCHItem-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CellReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CellReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-Synchronisation-Configuration-Cell-ReconfRqst
CRITICALITY

reject

TYPE
Synchronisation-Configuration-Cell-ReconfRqst
PRESENCE
optional
}|

{ ID
id-TimingAdvanceApplied







CRITICALITY

reject

TYPE
TimingAdvanceApplied






PRESENCE 
optional
}|
-- For 3.84Mcps TDD only

{ ID
id-SCH-Information-Cell-ReconfRqstTDD



CRITICALITY

reject

TYPE
SCH-Information-Cell-ReconfRqstTDD



PRESENCE
optional
}|
-- For 3.84Mcps TDD only


{ ID
id-PCCPCH-Information-Cell-ReconfRqstTDD


CRITICALITY

reject

TYPE
PCCPCH-Information-Cell-ReconfRqstTDD


PRESENCE
optional
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

reject

TYPE
MaximumTransmissionPower





PRESENCE
optional
}|

{ ID
id-DPCHConstant









CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
optional
}|


{ ID
id-PUSCHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 

optional
}|


{ ID
id-PRACHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
optional
}|

{ ID
id-TimeSlotConfigurationList-Cell-ReconfRqstTDD

CRITICALITY

reject

TYPE
TimeSlotConfigurationList-Cell-ReconfRqstTDD

PRESENCE
optional
},
-- For 3.84Mcps TDD only


...

}

CellReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD

CRITICALITY

reject

EXTENSION
TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD
PRESENCE optional}|
-- Mandatory for 1.28Mcps TDD only

{ ID
id-DwPCH-LCR-Information-Cell-ReconfRqstTDD

CRITICALITY

reject

EXTENSION
DwPCH-LCR-Information-Cell-ReconfRqstTDD

PRESENCE optional}|
-- Mandatory for 1.28Mcps TDD only

{ ID
id-IPDLParameter-Information-Cell-ReconfRqstTDD


CRITICALITY

reject

EXTENSION

IPDLParameter-Information-Cell-ReconfRqstTDD
PRESENCE
optional }|
-- For 3.84Mcps TDD only

{ ID
id-IPDLParameter-Information-LCR-Cell-ReconfRqstTDD


CRITICALITY

reject

EXTENSION

IPDLParameter-Information-LCR-Cell-ReconfRqstTDD
PRESENCE
optional },

-- For 1.28Mcps TDD only

...

}

SCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


sCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PSCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PSCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


pCCPCH-Power






PCCPCH-Power,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-ReconfRqstTDD ::= SEQUENCE (SIZE (1..15)) OF TimeSlotConfigurationItem-Cell-ReconfRqstTDD
TimeSlotConfigurationItem-Cell-ReconfRqstTDD ::= SEQUENCE {

timeSlot







TimeSlot,

 
timeSlotStatus






TimeSlotStatus,

 
timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
 }

TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD ::= SEQUENCE (SIZE (1..7)) OF TimeSlotConfigurationItem-LCR-Cell-ReconfRqstTDD
TimeSlotConfigurationItem-LCR-Cell-ReconfRqstTDD ::= SEQUENCE {

timeSlotLCR







TimeSlotLCR,

 
timeSlotStatus






TimeSlotStatus,

 
timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-LCR-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
 }

TimeSlotConfigurationItem-LCR-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DwPCH-LCR-Information-Cell-ReconfRqstTDD ::= SEQUENCE {

commonPhysicalChannelId




CommonPhysicalChannelID,

 
dwPCH-Power







DwPCH-Power,


iE-Extensions






ProtocolExtensionContainer { { DwPCH-LCR-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
 }

DwPCH-LCR-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
IPDLParameter-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


iPDL-TDD-Parameters






IPDL-TDD-Parameters

OPTIONAL,


iPDL-Indicator







IPDL-Indicator,


iE-Extensions






ProtocolExtensionContainer { { IPDLParameter-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

IPDLParameter-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
IPDLParameter-Information-LCR-Cell-ReconfRqstTDD ::= SEQUENCE {


iPDL-TDD-Parameters-LCR




IPDL-TDD-Parameters-LCR

OPTIONAL,


iPDL-Indicator






IPDL-Indicator,


iE-Extensions






ProtocolExtensionContainer { { IPDLParameter-Information-LCR-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

IPDLParameter-Information-LCR-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ResourceStatusIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResourceStatusIndication-Extensions}}

OPTIONAL,

...

}

ResourceStatusIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-IndicationType-ResourceStatusInd


CRITICALITY

ignore


TYPE
IndicationType-ResourceStatusInd

PRESENCE
mandatory
}|


-- This IE represents both the Indication Type IE and the choice based on the indication type as described in the tabular message format in subclause 9.1.

{ ID
id-Cause








CRITICALITY

ignore


TYPE
Cause








PRESENCE 
optional
},


...

}

ResourceStatusIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

IndicationType-ResourceStatusInd ::= CHOICE {


no-Failure







No-Failure-ResourceStatusInd,


serviceImpacting





ServiceImpacting-ResourceStatusInd,


...

}

No-Failure-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList-ResourceStatusInd,


local-Cell-Group-InformationList

Local-Cell-Group-InformationList-ResourceStatusInd
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { No-FailureItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

No-FailureItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Power-Local-Cell-Group-InformationList-ResourceStatusInd

CRITICALITY

ignore


EXTENSION
Power-Local-Cell-Group-InformationList-ResourceStatusInd

PRESENCE
optional
},

...

}

Local-Cell-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE-ResourceStatusInd }}

Local-Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-InformationItem-ResourceStatusInd ::= SEQUENCE {


local-CellID







Local-Cell-ID,


addorDeleteIndicator





AddorDeleteIndicator,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit

OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to "add”

ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw
OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to "add”

dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw

OPTIONAL,

-- This IE shall be present if AddorDeleteIndicator IE is set to "add”

maximumDL-PowerCapability




MaximumDL-PowerCapability

OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to "add”

minSpreadingFactor






MinSpreadingFactor




OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to "add”

minimumDL-PowerCapability




MinimumDL-PowerCapability

OPTIONAL,

-- This IE shall be present if AddorDeleteIndicator IE is set to "add”

local-Cell-Group-ID






Local-Cell-ID




OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { Local-Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {




{ ID
id-ReferenceClockAvailability

CRITICALITY

ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


-- This IE shall be present if AddorDeleteIndicator IE is set to "add" and the Local Cell is related to a TDD cell

{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY

ignore


EXTENSION
Local-Cell-ID



PRESENCE
optional },

...

}

Local-Cell-Group-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE-ResourceStatusInd }}

Local-Cell-Group-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-Group-InformationItem-ResourceStatusInd::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

iE-Extensions







ProtocolExtensionContainer { { Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Power-Local-Cell-Group-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE-ResourceStatusInd }}

Power-Local-Cell-Group-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID
id-Power-Local-Cell-Group-InformationItem-ResourceStatusInd
CRITICALITY ignore
TYPE
Power-Local-Cell-Group-InformationItem-ResourceStatusInd

PRESENCE
mandatory
}
}
Power-Local-Cell-Group-InformationItem-ResourceStatusInd::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer { { Power-Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Power-Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ServiceImpacting-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList2-ResourceStatusInd
OPTIONAL,


local-Cell-Group-InformationList

Local-Cell-Group-InformationList2-ResourceStatusInd
OPTIONAL,

cCP-InformationList





CCP-InformationList-ResourceStatusInd 


OPTIONAL,


cell-InformationList




Cell-InformationList-ResourceStatusInd 


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { ServiceImpactingItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

ServiceImpactingItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Power-Local-Cell-Group-InformationList2-ResourceStatusInd

CRITICALITY

ignore


EXTENSION
Power-Local-Cell-Group-InformationList2-ResourceStatusInd

PRESENCE
optional
},

...

}

Local-Cell-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE2-ResourceStatusInd }}

Local-Cell-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem2-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-ID






Local-Cell-ID,


dl-or-global-capacityCredit



DL-or-Global-CapacityCredit

OPTIONAL,


ul-capacityCredit





UL-CapacityCredit



OPTIONAL,

commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw
OPTIONAL,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw
OPTIONAL,

maximum-DL-PowerCapability



MaximumDL-PowerCapability

OPTIONAL,


minSpreadingFactor





MinSpreadingFactor



OPTIONAL,


minimumDL-PowerCapability



MinimumDL-PowerCapability

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY

ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY

ignore


EXTENSION
Local-Cell-ID



PRESENCE
optional },

...

}

Local-Cell-Group-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE2-ResourceStatusInd }}

Local-Cell-Group-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem2-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-Group-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-Group-ID





Local-Cell-ID,


dl-or-global-capacityCredit



DL-or-Global-CapacityCredit

OPTIONAL,


ul-capacityCredit





UL-CapacityCredit



OPTIONAL,

commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw
OPTIONAL,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw
OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Power-Local-Cell-Group-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE2-ResourceStatusInd }}

Power-Local-Cell-Group-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID
id-Power-Local-Cell-Group-InformationItem2-ResourceStatusInd
CRITICALITY ignore
TYPE
Power-Local-Cell-Group-InformationItem2-ResourceStatusInd

PRESENCE
mandatory
}
}
Power-Local-Cell-Group-InformationItem2-ResourceStatusInd::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer { { Power-Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Power-Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CCP-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Single-Container {{ CCP-InformationItemIE-ResourceStatusInd }}

CCP-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CCP-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CCP-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
CCP-InformationItem-ResourceStatusInd ::= SEQUENCE {


communicationControlPortID



CommunicationControlPortID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { CCP-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,

...

}

CCP-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Single-Container {{ Cell-InformationItemIE-ResourceStatusInd }}

Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
Cell-InformationItem-ResourceStatusInd  ::= SEQUENCE {


c-ID








C-ID,


resourceOperationalState 



ResourceOperationalState





OPTIONAL,


availabilityStatus





AvailabilityStatus







OPTIONAL,

primary-SCH-Information




P-SCH-Information-ResourceStatusInd



OPTIONAL, --FDD only

secondary-SCH-Information



S-SCH-Information-ResourceStatusInd



OPTIONAL, --FDD only

primary-CPICH-Information



P-CPICH-Information-ResourceStatusInd


OPTIONAL, --FDD only

secondary-CPICH-Information



S-CPICH-InformationList-ResourceStatusInd

OPTIONAL, --FDD only

primary-CCPCH-Information



P-CCPCH-Information-ResourceStatusInd


OPTIONAL,


bCH-Information






BCH-Information-ResourceStatusInd 



OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-ResourceStatusInd

OPTIONAL,


pCH-Information






PCH-Information-ResourceStatusInd 



OPTIONAL,


pICH-Information





PICH-Information-ResourceStatusInd



OPTIONAL,


fACH-InformationList




FACH-InformationList-ResourceStatusInd 


OPTIONAL,


pRACH-InformationList




PRACH-InformationList-ResourceStatusInd


OPTIONAL,


rACH-InformationList




RACH-InformationList-ResourceStatusInd 


OPTIONAL,


aICH-InformationList




AICH-InformationList-ResourceStatusInd 


OPTIONAL, --FDD only

pCPCH-InformationList




PCPCH-InformationList-ResourceStatusInd


OPTIONAL, --FDD only

cPCH-InformationList




CPCH-InformationList-ResourceStatusInd 


OPTIONAL, --FDD only

aP-AICH-InformationList




AP-AICH-InformationList-ResourceStatusInd 

OPTIONAL, --FDD only

cDCA-ICH-InformationList



CDCA-ICH-InformationList-ResourceStatusInd 

OPTIONAL, --FDD only

sCH-Information






SCH-Information-ResourceStatusInd 



OPTIONAL, --3.84Mcps TDD only

iE-Extensions






ProtocolExtensionContainer { { Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-ResourceStatusInd

CRITICALITY ignore

EXTENSION
FPACH-LCR-InformationList-ResourceStatusInd


PRESENCE optional
}|
-- for 1.28Mcps TDD only

{ ID id-DwPCH-LCR-Information-ResourceStatusInd


CRITICALITY ignore

EXTENSION 
DwPCH-LCR-Information-ResourceStatusInd


PRESENCE optional
},
-- for 1.28Mcps TDD only

...

}

P-SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-SCH-InformationIE-ResourceStatusInd }}

P-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

S-SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ S-SCH-InformationIE-ResourceStatusInd }}

S-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

P-CPICH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-CPICH-InformationIE-ResourceStatusInd }}

P-CPICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

S-CPICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Single-Container {{ S-CPICH-InformationItemIE-ResourceStatusInd }}

S-CPICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
P-CCPCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-CCPCH-InformationIE-ResourceStatusInd }}

P-CCPCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

BCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ BCH-InformationIE-ResourceStatusInd }}

BCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}

S-CCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

S-CCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ PCH-InformationIE-ResourceStatusInd }}

PCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}

PICH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ PICH-InformationIE-ResourceStatusInd }}

PICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

FACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Single-Container {{ FACH-InformationItemIE-ResourceStatusInd }}

FACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
PRACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-InformationItemIE-ResourceStatusInd }}

PRACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
RACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ RACH-InformationItemIE-ResourceStatusInd }}

RACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ AICH-InformationItemIE-ResourceStatusInd }}

AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPCPCHCell)) OF ProtocolIE-Single-Container {{ PCPCH-InformationItemIE-ResourceStatusInd }}

PCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

CPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CPCH-InformationItemIE-ResourceStatusInd }}

CPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE optional }
}

AP-AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ AP-AICH-InformationItemIE-ResourceStatusInd }}

AP-AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

CDCA-ICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CDCA-ICH-InformationItemIE-ResourceStatusInd }}

CDCA-ICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ SCH-InformationIE-ResourceStatusInd }}

SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

FPACH-LCR-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFPACHCell)) OF ProtocolIE-Single-Container {{ FPACH-LCR-InformationItemIE-ResourceStatusInd }}

FPACH-LCR-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FPACH-LCR-Information  CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

DwPCH-LCR-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ DwPCH-LCR-InformationIE-ResourceStatusInd }}

DwPCH-LCR-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-DwPCH-LCR-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
reject


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD

CRITICALITY
notify


TYPE
UL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD 

CRITICALITY
notify


TYPE
DL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DCH-TDD-Information



CRITICALITY
reject


TYPE
DCH-TDD-Information



PRESENCE
optional
}|


{ ID
id-DSCH-TDD-Information



CRITICALITY
reject


TYPE
DSCH-TDD-Information


PRESENCE
optional
}|


{ ID
id-USCH-Information



CRITICALITY
reject


TYPE
USCH-Information


PRESENCE
optional
}|


{ ID
id-RL-Information-RL-SetupRqstTDD




CRITICALITY
reject


TYPE
RL-Information-RL-SetupRqstTDD




PRESENCE
mandatory 
},


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information


CRITICALITY reject

EXTENSION HSDSCH-TDD-Information
PRESENCE optional
}|


{ ID id-HSDSCH-RNTI





CRITICALITY reject

EXTENSION HSDSCH-RNTI


PRESENCE optional
}|

{ ID id-HSPDSCH-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE conditional
},

...

}

UL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE(1..maxNrOfCCTrCHs)) OF


ProtocolIE-Single-Container{{ UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD

CRITICALITY

notify


TYPE
UL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory}
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,

uL-DPCH-Information





UL-DPCH-Information-RL-SetupRqstTDD

OPTIONAL, 
-- For 3.84Mcps TDD only

iE-Extensions






ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-Information-RL-SetupRqstTDD
CRITICALITY notify

EXTENSION 
UL-DPCH-LCR-Information-RL-SetupRqstTDD

PRESENCE optional
}|
-- For 1.28Mcps TDD only

{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional
},

-- This IE shall be mandatory for 1.28Mcps TDD, not applicable for 3.84Mcps TDD.

...

}

UL-DPCH-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ UL-DPCH-InformationIE-RL-SetupRqstTDD }}
UL-DPCH-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE UL-DPCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information




UL-Timeslot-Information,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-Information-RL-SetupRqstTDD ::= 



SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-TimeslotLCR-Information



UL-TimeslotLCR-Information,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container{{ DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory}
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,


tdd-TPC-DownlinkStepSize



TDD-TPC-DownlinkStepSize,


cCTrCH-TPCList






CCTrCH-TPCList-RL-SetupRqstTDD


OPTIONAL,

dL-DPCH-Information





DL-DPCH-Information-RL-SetupRqstTDD

OPTIONAL, 
-- For 3.84Mcps TDD only

iE-Extensions






ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-Information-RL-SetupRqstTDD
CRITICALITY notify

EXTENSION 
DL-DPCH-LCR-Information-RL-SetupRqstTDD

PRESENCE optional
}|
-- For 1.28Mcps TDD only

{ ID id-CCTrCH-Initial-DL-Power-RL-SetupRqstTDD

CRITICALITY ignore

EXTENSION DL-Power

PRESENCE optional
},

...

}

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCItem-RL-SetupRqstTDD

CCTrCH-TPCItem-RL-SetupRqstTDD
 ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


iE-Extensions






ProtocolExtensionContainer { { CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...
}
CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ DL-DPCH-InformationIE-RL-SetupRqstTDD }}
DL-DPCH-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE DL-DPCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRqstTDD
 ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,

tdd-DPCHOffset






TDD-DPCHOffset,

dL-Timeslot-Information



DL-Timeslot-Information,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-Information-RL-SetupRqstTDD ::= 



SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-TimeslotLCR-Information



DL-TimeslotLCR-Information,


tstdIndicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID








RL-ID,


c-ID








C-ID,


frameOffset







FrameOffset,


specialBurstScheduling




SpecialBurstScheduling,

initialDL-transmissionPower



DL-Power,


maximumDL-power






DL-Power,


minimumDL-power






DL-Power,


dL-TimeSlotISCPInfo





DL-TimeslotISCPInfo
OPTIONAL, 
-- For 3.84Mcps TDD only

iE-Extensions






ProtocolExtensionContainer { { RL-Information-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

RL-Information-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TimeslotISCP-LCR-InfoList-RL-SetupRqstTDD
CRITICALITY reject

EXTENSION 
DL-TimeslotISCPInfoLCR

PRESENCE optional
}|
-- For 1.28Mcps TDD only

{ ID id-RL-Specific-DCH-Info
CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
}|


{ ID id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional },

...

}









UNCHANGED TEXT IS REMOVED

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject


TYPE
NodeB-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

reject


TYPE
UL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

reject


TYPE
DL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-RL-Information-RL-AdditionRqstTDD




CRITICALITY

reject


TYPE
RL-Information-RL-AdditionRqstTDD




PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-RL-AdditionRqstTDD
UL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,

uL-DPCH-Information






UL-DPCH-InformationList-RL-AdditionRqstTDD

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD


CRITICALITY

notify


EXTENSION
UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD


PRESENCE
optional },
-- For 1.28cps TDD only

...

}

UL-DPCH-InformationList-RL-AdditionRqstTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

UL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
UL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE
optional}
-- For 3.84Mcps TDD only
}

UL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {



repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information



UL-Timeslot-Information,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-RL-AdditionRqstTDD
DL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


dL-DPCH-Information






DL-DPCH-InformationList-RL-AdditionRqstTDD

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD


CRITICALITY

notify


EXTENSION
DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD


PRESENCE
optional }|
-- For 1.28Mcps TDD only

{ ID id-CCTrCH-Initial-DL-Power-RL-AdditionRqstTDD

CRITICALITY ignore

EXTENSION DL-Power

PRESENCE optional
},

...
}

DL-DPCH-InformationList-RL-AdditionRqstTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

DL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
DL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE 
mandatory}
-- For 3.84Mcps TDD only
}

DL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information



DL-Timeslot-Information,

iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {

 
rL-ID









RL-ID,

 
c-ID









C-ID,
 
frameOffset








FrameOffset,

 
diversityControlField





DiversityControlField,


initial-DL-Transmission-Power



DL-Power


OPTIONAL,

 
maximumDL-Power







DL-Power


OPTIONAL,

 
minimumDL-Power







DL-Power


OPTIONAL,


dL-TimeSlotISCPInfo






DL-TimeslotISCPInfo
OPTIONAL, 
-- For 3.84Mcps TDD only

iE-Extensions







ProtocolExtensionContainer { { RL-information-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
 }

RL-information-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD


CRITICALITY

reject


EXTENSION
DL-TimeslotISCPInfoLCR


PRESENCE
optional }|
-- For 1.28Mcps TDD only

{ ID
id-RL-Specific-DCH-Info

CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
}|


{ ID id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional },

...
}

UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-TimeslotLCR-Information



UL-TimeslotLCR-Information,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-TimeslotLCR-Information



DL-TimeslotLCR-Information,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}









UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject

TYPE
NodeB-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |

{ ID
id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |

{ ID
id-TDD-DCHs-to-Modify





CRITICALITY

reject

TYPE
TDD-DCHs-to-Modify





PRESENCE
optional

} |


{ ID
id-DCHs-to-Add-TDD






CRITICALITY

reject

TYPE
DCH-TDD-Information





PRESENCE
optional

} |


{ ID
id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
DCH-DeleteList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
DSCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-DSCHs-to-Add-TDD


CRITICALITY

reject

TYPE 
DSCH-TDD-Information


PRESENCE 
optional

} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
DSCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
USCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-Information-Add


CRITICALITY

reject

TYPE
USCH-Information


PRESENCE 
optional

} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
USCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-RL-Information-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
RL-Information-RL-ReconfPrepTDD





PRESENCE 
optional

},


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator
CRITICALITY reject
EXTENSION
SignallingBearerRequestIndicator




PRESENCE optional
}|

{ ID
id-HSDSCH-Information-to-Modify


CRITICALITY reject

EXTENSION HSDSCH-Information-to-Modify



PRESENCE optional
}|


{ ID
id-HSDSCH-TDD-Information-to-Add

CRITICALITY reject

EXTENSION HSDSCH-TDD-Information



PRESENCE optional
}|


{ ID
id-HSDSCH-TDD-Information-to-Delete

CRITICALITY reject

EXTENSION HSDSCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
}|


{ ID
id-HSDSCH-RNTI






CRITICALITY reject

EXTENSION HSDSCH-RNTI



PRESENCE optional
}|


{ ID
id-HSPDSCH-RL-ID





CRITICALITY reject

EXTENSION RL-ID





PRESENCE optional
},

...

}

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS,

tFCI-Coding








TFCI-Coding,

punctureLimit







PunctureLimit,


ul-DPCH-InformationList





UL-DPCH-InformationAddList-RL-ReconfPrepTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

EXTENSION UL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD

PRESENCE optional }|
-- For 1.28Mcps TDD only

{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional
},

-- This IE shall be mandatory for 1.28Mcps TDD, not applicable for 3.84Mcps TDD.


...
}

UL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationAddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information




UL-Timeslot-Information,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}




UL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationLCR



UL-TimeslotLCR-Information,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS













OPTIONAL,


tFCI-Coding








TFCI-Coding












OPTIONAL,


punctureLimit







PunctureLimit 











OPTIONAL,


ul-DPCH-InformationAddList




UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD

OPTIONAL,


ul-DPCH-InformationModifyList



UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationDeleteList



UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-InformationModify-AddList
 CRITICALITY reject

EXTENSION
 UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional }|
-- For 1.28Mcps TDD only

{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional
},

-- This IE shall be applicable for 1.28Mcps TDD only.


...
}

UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information



UL-Timeslot-Information,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...
}

UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD ::= 



SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationLCR



UL-TimeslotLCR-Information,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod
OPTIONAL,


repetitionLength





RepetitionLength
OPTIONAL,


tdd-DPCHOffset






TDD-DPCHOffset

OPTIONAL,


uL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD



UL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD   
CRITICALITY reject

EXTENSION 
UL-TimeslotLCR-InformationModify-ModifyList-RL-ReconfPrepTDD

PRESENCE optional },
-- For 1.28Mcps TDD only

...

}

UL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD
-- For 3.84Mcps TDD only

UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType

OPTIONAL,


tFCI-Presence






TFCI-Presence

OPTIONAL,


uL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD



UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-TimeslotLCR-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSLCRs)) OF UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD
-- For 1.28Mcps TDD only 

UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR


MidambleShiftLCR

OPTIONAL,


tFCI-Presence






TFCI-Presence

OPTIONAL,


uL-Code-InformationModify-ModifyList-RL-ReconfPrepTDDLCR



UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDDLCR

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDDLCR ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDDLCR ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDDLCR-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDDLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory }
}

UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD

UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS,

tFCI-Coding









TFCI-Coding,

punctureLimit








PunctureLimit,


cCTrCH-TPCList








CCTrCH-TPCAddList-RL-ReconfPrepTDD



OPTIONAL,

dl-DPCH-InformationList






DL-DPCH-InformationAddList-RL-ReconfPrepTDD 
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD   CRITICALITY reject

EXTENSION

 DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD

PRESENCE optional }|
-- For 1.28Mcps TDD only

{ ID id-CCTrCH-Initial-DL-Power-RL-ReconfPrepTDD

CRITICALITY ignore

EXTENSION DL-Power

PRESENCE optional
},

...
}

CCTrCH-TPCAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCAddItem-RL-ReconfPrepTDD

-- For 3.84Mcps TDD only

CCTrCH-TPCAddItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


iE-Extensions






ProtocolExtensionContainer { { CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,

...

}
CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationAddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

DL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information




DL-Timeslot-Information,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD ::= 



SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-InformationLCR



DL-TimeslotLCR-Information,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS













OPTIONAL,


tFCI-Coding









TFCI-Coding












OPTIONAL,


punctureLimit








PunctureLimit 











OPTIONAL,


cCTrCH-TPCList








CCTrCH-TPCModifyList-RL-ReconfPrepTDD





OPTIONAL,

dl-DPCH-InformationAddList





DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD 

OPTIONAL,


dl-DPCH-InformationModifyList




DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD 
OPTIONAL,


dl-DPCH-InformationDeleteList




DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD 
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD CRITICALITY reject

EXTENSION 
DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional },

...

}

CCTrCH-TPCModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCModifyItem-RL-ReconfPrepTDD

CCTrCH-TPCModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


iE-Extensions






ProtocolExtensionContainer { { CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,

...

}
CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}
-- For 3.84Mcps TDD only

DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD

PRESENCE mandatory }
-- For 1.28Mcps TDD only
}

DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information




DL-Timeslot-Information,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD ::= 



SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-InformationLCR



DL-TimeslotLCR-Information,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD

PRESENCE mandatory }
}

DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod


OPTIONAL,


repetitionLength





RepetitionLength


OPTIONAL,


tdd-DPCHOffset






TDD-DPCHOffset



OPTIONAL,


dL-Timeslot-InformationAddModify-ModifyList-RL-ReconfPrepTDD

DL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD   CRITICALITY reject


EXTENSION

 DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD

PRESENCE optional },


...
}

DL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType


OPTIONAL,


tFCI-Presence






TFCI-Presence


OPTIONAL,


dL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD



DL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (0..maxNrOfDPCHs)) OF DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSLCRs)) OF DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR


MidambleShiftLCR


OPTIONAL,


tFCI-Presence






TFCI-Presence


OPTIONAL,


dL-Code-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD



DL-Code-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Code-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Code-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory }
}

DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD

DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepTDD
DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID









DCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-ModifyItem-RL-ReconfPrepTDD
DSCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID



OPTIONAL,
 
transportFormatSet






TransportFormatSet

OPTIONAL,

allocationRetentionPriority




AllocationRetentionPriority
OPTIONAL,

frameHandlingPriority





FrameHandlingPriority
OPTIONAL,

 
toAWS









ToAWS




OPTIONAL,


toAWE









ToAWE




OPTIONAL,

transportBearerRequestIndicator



TransportBearerRequestIndicator,

iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
 }

DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID

PRESENCE 
optional
}|


{ ID id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress

PRESENCE 
optional
},


...

}

DSCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-DeleteItem-RL-ReconfPrepTDD

DSCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-ModifyItem-RL-ReconfPrepTDD
USCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
uSCH-ID









USCH-ID,

 
transportFormatSet






TransportFormatSet

OPTIONAL,


allocationRetentionPriority




AllocationRetentionPriority
OPTIONAL,

cCTrCH-ID








CCTrCH-ID



OPTIONAL,


transportBearerRequestIndicator



TransportBearerRequestIndicator,

iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID

PRESENCE 
optional
}|


{ ID id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress

PRESENCE 
optional
},


...

}

USCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-DeleteItem-RL-ReconfPrepTDD

USCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-ReconfPrepTDD ::= SEQUENCE {


rL-ID









RL-ID,

maxDL-Power








DL-Power


OPTIONAL,


minDL-Power








DL-Power


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-Information-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

RL-Information-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-InitDL-Power

CRITICALITY ignore

EXTENSION DL-Power

PRESENCE optional
}|

{ ID id-RL-Specific-DCH-Info

CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
},


...

}

HSDSCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-DeleteItem-RL-ReconfPrepTDD

HSDSCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {

hsDSCH-MACdFlow-ID







HSDSCH-MACdFlow-ID,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

HSDSCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE
optional
} |

{ ID 
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE 
optional
} |


{ ID 
id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE 
optional
} |

{ ID
id-TDD-DCHs-to-Modify





CRITICALITY

reject


TYPE
TDD-DCHs-to-Modify




PRESENCE
optional
} |



{ ID
id-DCHs-to-Add-TDD






CRITICALITY

reject


TYPE 
DCH-TDD-Information




PRESENCE 
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfRqstTDD





CRITICALITY

reject


TYPE 
DCH-DeleteList-RL-ReconfRqstTDD




PRESENCE
optional
} |


{ ID
id-RL-Information-RL-ReconfRqstTDD




CRITICALITY

reject


TYPE
RL-Information-RL-ReconfRqstTDD



PRESENCE
optional
},

...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator
CRITICALITY reject
EXTENSION
SignallingBearerRequestIndicator




PRESENCE optional
},

...

}

UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

PRESENCE
mandatory}
}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,

punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE
mandatory}
}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

PRESENCE
mandatory}
}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,

punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE
mandatory}
}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstTDD

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-ReconfRqstTDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

RL-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-Specific-DCH-Info

CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
},


...

}

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- DL POWER TIMESLOT CONTROL REQUEST TDD

--

-- **************************************************************

DL-PowerTimeslotControlRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DL-PowerTimeslotControlRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DL-PowerTimeslotControlRequest-Extensions}}

OPTIONAL,


...

}

DL-PowerTimeslotControlRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID


CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID id-TimeslotISCPInfo

CRITICALITY
ignore


TYPE
DL-TimeslotISCPInfo

PRESENCE optional },
-- Mandatory for 3.84Mcps TDD only

...

}

DL-PowerTimeslotControlRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TimeslotISCPInfoList-LCR-DL-PC-RqstTDD

CRITICALITY
ignore


EXTENSION
DL-TimeslotISCPInfoLCR

PRESENCE optional }| -- Applicable to 1.28Mcps TDD only

{ ID id-PrimCCPCH-RSCP-DL-PC-RqstTDD



CRITICALITY ignore


EXTENSION PrimaryCCPCH-RSCP

PRESENCE optional
},

...
}








UNCHANGED TEXT IS REMOVED

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

DedicatedMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementInitiationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementInitiationResponse-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-MeasurementID







CRITICALITY

ignore

TYPE
MeasurementID







PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType-DM-Rsp

CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType-DM-Rsp

PRESENCE
optional
} |


{ ID
id-CriticalityDiagnostics





CRITICALITY

ignore

TYPE
CriticalityDiagnostics





PRESENCE
optional
},


...

}

DedicatedMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
DedicatedMeasurementObjectType-DM-Rsp ::= CHOICE {


rL






RL-DM-Rsp,


rLS






RL-Set-DM-Rsp,

all-RL





RL-DM-Rsp,


all-RLS





RL-Set-DM-Rsp,

...

}

RL-DM-Rsp ::= SEQUENCE {


rL-InformationList-DM-Rsp


RL-InformationList-DM-Rsp,


iE-Extensions





ProtocolExtensionContainer { { RLItem-DM-Rsp-ExtIEs } }

OPTIONAL,


...
}

RLItem-DM-Rsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-DM-Rsp ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container {{ RL-InformationItemIE-DM-Rsp }}

RL-InformationItemIE-DM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rsp   CRITICALITY ignore
TYPE RL-InformationItem-DM-Rsp

PRESENCE mandatory }
}
RL-InformationItem-DM-Rsp ::= SEQUENCE {


rL-ID







RL-ID,

dPCH-ID







DPCH-ID


OPTIONAL,

dedicatedMeasurementValue


DedicatedMeasurementValue,

    cFN                                 CFN             OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { RL-InformationItem-DM-Rsp-ExtIEs } }

OPTIONAL,


...
}

RL-InformationItem-DM-Rsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-Info-DM-Rsp

CRITICALITY reject



EXTENSION
PUSCH-Info-DM-Rsp

PRESENCE optional},


-- TDD only

...

}
PUSCH-Info-DM-Rsp ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF PUSCH-ID
RL-Set-DM-Rsp ::= SEQUENCE {


rL-Set-InformationList-DM-Rsp

RL-Set-InformationList-DM-Rsp,


iE-Extensions





ProtocolExtensionContainer { { RL-SetItem-DM-Rsp-ExtIEs } }

OPTIONAL,


...
}

RL-SetItem-DM-Rsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-DM-Rsp ::= SEQUENCE (SIZE (1..maxNrOfRLSets)) OF ProtocolIE-Single-Container {{ RL-Set-InformationItemIE-DM-Rsp }}

RL-Set-InformationItemIE-DM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-RL-Set-InformationItem-DM-Rsp

CRITICALITY ignore

TYPE 
RL-Set-InformationItem-DM-Rsp
PRESENCE mandatory}
}

RL-Set-InformationItem-DM-Rsp ::= SEQUENCE {


rL-Set-ID





RL-Set-ID,


dedicatedMeasurementValue

DedicatedMeasurementValue,

    cFN







CFN             OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { RL-Set-InformationItem-DM-Rsp-ExtIEs} } OPTIONAL,


...

}

RL-Set-InformationItem-DM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions    ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}    OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID









CRITICALITY

reject


TYPE
C-ID











PRESENCE
mandatory
} |


{ ID
id-SFN









CRITICALITY

reject


TYPE
SFN












PRESENCE
optional} |

{ ID
id-PDSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PDSCHSets-AddList-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-PDSCHSets-ModifyList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PDSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PDSCHSets-DeleteList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PDSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PUSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PUSCHSets-AddList-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-PUSCHSets-ModifyList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PUSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PUSCHSets-DeleteList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PUSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE
optional
},


...

}
PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst


CRITICALITY

reject

EXTENSION HS-PDSCH-TDD-Information-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY

reject

EXTENSION Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY

reject

EXTENSION Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst
CRITICALITY

reject

EXTENSION Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

PRESENCE
optional
},

...

}

PDSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-AddItem-PSCH-ReconfRqst
PDSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional}, -- Mandatory for 1.28Mcps TDD

...
}

PDSCH-Information-AddList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-AddListIEs-PSCH-ReconfRqst }}

-- Mandatory for 3.84Mcps TDD only
PDSCH-Information-AddListIEs-PSCH-ReconfRqst
NBAP-PROTOCOL-IES ::= { 

{ID id-PDSCH-Information-AddListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE 
PDSCH-Information-AddItem-PSCH-ReconfRqst


PRESENCE
mandatory}
}
PDSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationAddItem-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-PSCH-ReconfRqst



DL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-PSCH-ReconfRqst

DL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}




PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...
}

DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-LCR-PSCH-ReconfRqst



DL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-ModifyItem-PSCH-ReconfRqst

PDSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional},
-- Mandatory for 1.28Mcps TDD only

...
}

PDSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}
PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE
PDSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}
-- Mandatory for 3.84Mcps TDD only
}
PDSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod




OPTIONAL,


repetitionLength





RepetitionLength




OPTIONAL,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


dL-Timeslot-InformationModifyList-PSCH-ReconfRqst



DL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType
OPTIONAL,


tFCI-Presence






TFCI-Presence
OPTIONAL,


dL-Code-InformationModifyList-PSCH-ReconfRqst



DL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationModifyItem-PSCH-ReconfRqst

DL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}



PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod




OPTIONAL,


repetitionLength





RepetitionLength




OPTIONAL,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


dL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst



DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR
OPTIONAL,


tFCI-Presence






TFCI-Presence
OPTIONAL,


dL-Code-LCR-InformationModifyList-PSCH-ReconfRqst



DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationModifyItem-PSCH-ReconfRqst

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-DeleteItem-PSCH-ReconfRqst

PDSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-AddItem-PSCH-ReconfRqst

PUSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional},
-- Mandatory for 1.28Mcps TDD only

...
}

PUSCH-Information-AddList-PSCH-ReconfRqst ::=  ProtocolIE-Single-Container {{ PUSCH-Information-AddListIEs-PSCH-ReconfRqst }}
-- Mandatory for 3.84Mcps TDD only

PUSCH-Information-AddListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PUSCH-Information-AddListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE
PUSCH-Information-AddItem-PSCH-ReconfRqst


PRESENCE
mandatory}
}
PUSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-PSCH-ReconfRqst



UL-Timeslot-InformationAddList-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationAddItem-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


uL-Code-InformationAddList-PSCH-ReconfRqst



UL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-PSCH-ReconfRqst

UL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}




PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst



UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfULTSLCRs)) OF UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


uL-Code-InformationAddList-LCR-PSCH-ReconfRqst



UL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PUSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-ModifyItem-PSCH-ReconfRqst

PUSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-ModifyList-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional},
-- For 1.28Mcps TDD only

...
}

PUSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}

-- For 3.84Mcps TDD only

PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE
PUSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
mandatory}
}
PUSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod




OPTIONAL,


repetitionLength





RepetitionLength




OPTIONAL,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset


OPTIONAL,


uL-Timeslot-InformationModifyList-PSCH-ReconfRqst



UL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType
OPTIONAL,


tFCI-Presence






TFCI-Presence
OPTIONAL,


uL-Code-InformationModifyList-PSCH-ReconfRqst



UL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationModifyItem-PSCH-ReconfRqst

UL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}




PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod

OPTIONAL,


repetitionLength





RepetitionLength

OPTIONAL,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset
OPTIONAL,


uL-Timeslot-InformationModifyList-LCR-PSCH-ReconfRqst



UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...
}

UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSLCRs)) OF UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR 
OPTIONAL,


tFCI-Presence






TFCI-Presence

OPTIONAL,


uL-Code-InformationModifyList-PSCH-ReconfRqst



UL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationModifyItem-PSCH-ReconfRqst

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PUSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-DeleteItem-PSCH-ReconfRqst
PUSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst ::= SEQUENCE {


dL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst




DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst

OPTIONAL,

dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst



DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSLCRs)) OF DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst::= SEQUENCE {


timeSlot







TimeSlotLCR,


midambleShiftAndBurstType



MidambleShiftLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-Information-PSCH-ReconfRqst

HS-SCCH-Information-PSCH-ReconfRqst

OPTIONAL,


hS-SCCH-Information-LCR-PSCH-ReconfRqst
HS-SCCH-Information-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-PSCH-ReconfRqst
HS-SCCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information





HS-SICH-Information-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tdd-ChannelisationCode




TDD-ChannelisationCodeLCR,

hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-LCR




HS-SICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-InformationModify-PSCH-ReconfRqst

HS-SCCH-InformationModify-PSCH-ReconfRqst
OPTIONAL,


hS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
HS-SCCH-InformationModify-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-PSCH-ReconfRqst
HS-SCCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot 
OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 
OPTIONAL,


hS-SCCH-MaxPower





DL-Power 
OPTIONAL,


hS-SICH-Information





HS-SICH-Information-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst
 ::= SEQUENCE {


timeSlot







TimeSlot 
OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR 
OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCodeLCR 
OPTIONAL,

hS-SCCH-MaxPower





DL-Power 
OPTIONAL,


hS-SICH-Information-LCR




HS-SICH-Information-LCR-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR 
OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 
OPTIONAL,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


iE-Extensions







ProtocolExtensionContainer { { Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

UNCHANGED TEXT IS REMOVED

-- ==========================================

--
C

-- ==========================================

UNCHANGED TEXT IS REMOVED

CellParameterID ::= INTEGER (0..127,...)





CellSyncBurstCode ::= INTEGER(0..7, ...)

UNCHANGED TEXT IS REMOVED

-- ==========================================

--
I

-- ==========================================

UNCHANGED TEXT IS REMOVED

IPDL-Indicator ::= ENUMERATED {


active,


inactive

}

IPDL-FDD-Parameters ::= SEQUENCE {


iP-SpacingFDD




ENUMERATED{sp5,sp7,sp10,sp15,sp20,sp30,sp40,sp50,...},


iP-Length





ENUMERATED{len5, len10},


seed






INTEGER(0..63),


burstModeParams




BurstModeParams

OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { { IPDLFDDParameter-ExtIEs} }
OPTIONAL,


...

}

IPDLFDDParameter-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED

-- ==========================================

--
T

-- ==========================================

UNCHANGED TEXT IS REMOVED

TDD-ChannelisationCode ::= ENUMERATED {


chCode1div1,


chCode2div1,


chCode2div2,


chCode4div1,


chCode4div2,


chCode4div3,


chCode4div4,


chCode8div1,


chCode8div2,


chCode8div3,


chCode8div4,


chCode8div5,


chCode8div6,


chCode8div7,


chCode8div8,


chCode16div1,


chCode16div2,


chCode16div3,


chCode16div4,


chCode16div5,


chCode16div6,


chCode16div7,


chCode16div8,


chCode16div9,


chCode16div10,


chCode16div11,


chCode16div12,


chCode16div13,


chCode16div14,


chCode16div15,


chCode16div16,

...

}
TDD-ChannelisationCodeLCR ::= SEQUENCE {


tDD-ChannelisationCode


TDD-ChannelisationCode,

modulation





Modulation, -- Modulation options for 1.28Mcps TDD in contrast to 3.84Mcps TDD

iE-Extensions






ProtocolExtensionContainer { { TDD-ChannelisationCodeLCR-ExtIEs} }

OPTIONAL,


...

}
TDD-ChannelisationCodeLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-DL-Code-Information ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF TDD-DL-Code-InformationItem

UNCHANGED TEXT IS REMOVED

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- IEs

--

-- **************************************************************
id-AICH-Information












ProtocolIE-ID ::= 0

id-AICH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 1

id-BCH-Information












ProtocolIE-ID ::= 7

id-BCH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 8

id-BCCH-ModificationTime










ProtocolIE-ID ::= 9

id-BlockingPriorityIndicator









ProtocolIE-ID ::= 10

id-Cause














ProtocolIE-ID ::= 13

id-CCP-InformationItem-AuditRsp









ProtocolIE-ID ::= 14

id-CCP-InformationList-AuditRsp









ProtocolIE-ID ::= 15

id-CCP-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 16

id-Cell-InformationItem-AuditRsp








ProtocolIE-ID ::= 17

id-Cell-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 18

id-Cell-InformationList-AuditRsp








ProtocolIE-ID ::= 19

id-CellParameterID












ProtocolIE-ID ::= 23

id-CFN















ProtocolIE-ID ::= 24

id-C-ID
















ProtocolIE-ID ::= 25

id-CommonMeasurementAccuracy









ProtocolIE-ID ::= 39
id-CommonMeasurementObjectType-CM-Rprt







ProtocolIE-ID ::= 31

id-CommonMeasurementObjectType-CM-Rqst







ProtocolIE-ID ::= 32

id-CommonMeasurementObjectType-CM-Rsp







ProtocolIE-ID ::= 33

id-CommonMeasurementType










ProtocolIE-ID ::= 34

id-CommonPhysicalChannelID










ProtocolIE-ID ::= 35

id-CommonPhysicalChannelType-CTCH-SetupRqstFDD





ProtocolIE-ID ::= 36

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD





ProtocolIE-ID ::= 37

id-CommunicationControlPortID









ProtocolIE-ID ::= 40

id-ConfigurationGenerationID









ProtocolIE-ID ::= 43

id-CRNC-CommunicationContextID









ProtocolIE-ID ::= 44

id-CriticalityDiagnostics










ProtocolIE-ID ::= 45

id-DCHs-to-Add-FDD












ProtocolIE-ID ::= 48

id-DCH-AddList-RL-ReconfPrepTDD









ProtocolIE-ID ::= 49

id-DCHs-to-Add-TDD












ProtocolIE-ID ::= 50

id-DCH-DeleteList-RL-ReconfPrepFDD








ProtocolIE-ID ::= 52

id-DCH-DeleteList-RL-ReconfPrepTDD








ProtocolIE-ID ::= 53

id-DCH-DeleteList-RL-ReconfRqstFDD








ProtocolIE-ID ::= 54

id-DCH-DeleteList-RL-ReconfRqstTDD








ProtocolIE-ID ::= 55

id-DCH-FDD-Information











ProtocolIE-ID ::= 56

id-DCH-TDD-Information











ProtocolIE-ID ::= 57

id-DCH-InformationResponse










ProtocolIE-ID ::= 59

id-FDD-DCHs-to-Modify











ProtocolIE-ID ::= 62

id-TDD-DCHs-to-Modify











ProtocolIE-ID ::= 63

id-DCH-ModifyList-RL-ReconfRqstTDD








ProtocolIE-ID ::= 65

id-DCH-RearrangeList-Bearer-RearrangeInd






ProtocolIE-ID ::= 135
id-DedicatedMeasurementObjectType-DM-Rprt






ProtocolIE-ID ::= 67

id-DedicatedMeasurementObjectType-DM-Rqst






ProtocolIE-ID ::= 68

id-DedicatedMeasurementObjectType-DM-Rsp






ProtocolIE-ID ::= 69

id-DedicatedMeasurementType










ProtocolIE-ID ::= 70

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD





ProtocolIE-ID ::= 72

id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD





ProtocolIE-ID ::= 73

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD





ProtocolIE-ID ::= 76

id-DL-DPCH-InformationItem-RL-AdditionRqstTDD





ProtocolIE-ID ::= 77

id-DL-DPCH-InformationList-RL-SetupRqstTDD






ProtocolIE-ID ::= 79

id-DL-DPCH-Information-RL-ReconfPrepFDD







ProtocolIE-ID ::= 81

id-DL-DPCH-Information-RL-ReconfRqstFDD







ProtocolIE-ID ::= 82

id-DL-DPCH-Information-RL-SetupRqstFDD







ProtocolIE-ID ::= 83

id-DL-DPCH-TimingAdjustment










ProtocolIE-ID ::= 21
id-DL-ReferencePowerInformationItem-DL-PC-Rqst





ProtocolIE-ID ::= 84

id-DLReferencePower












ProtocolIE-ID ::= 85

id-DLReferencePowerList-DL-PC-Rqst








ProtocolIE-ID ::= 86

id-DSCH-AddItem-RL-ReconfPrepFDD








ProtocolIE-ID ::= 87

id-DSCHs-to-Add-FDD












ProtocolIE-ID ::= 89

id-DSCH-DeleteItem-RL-ReconfPrepFDD








ProtocolIE-ID ::= 91

id-DSCH-DeleteList-RL-ReconfPrepFDD








ProtocolIE-ID ::= 93

id-DSCHs-to-Add-TDD












ProtocolIE-ID ::= 96

id-DSCH-Information-DeleteList-RL-ReconfPrepTDD





ProtocolIE-ID ::= 98

id-DSCH-Information-ModifyList-RL-ReconfPrepTDD





ProtocolIE-ID ::= 100

id-DSCH-InformationResponse










ProtocolIE-ID ::= 105

id-DSCH-FDD-Information











ProtocolIE-ID ::= 106

id-DSCH-TDD-Information











ProtocolIE-ID ::= 107

id-DSCH-ModifyItem-RL-ReconfPrepFDD








ProtocolIE-ID ::= 108

id-DSCH-ModifyList-RL-ReconfPrepFDD








ProtocolIE-ID ::= 112

id-DSCH-RearrangeList-Bearer-RearrangeInd






ProtocolIE-ID ::= 136
id-End-Of-Audit-Sequence-Indicator 








ProtocolIE-ID ::= 113
id-FACH-Information












ProtocolIE-ID ::= 116

id-FACH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 117

id-FACH-ParametersList-CTCH-ReconfRqstTDD






ProtocolIE-ID ::= 120

id-FACH-ParametersListIE-CTCH-SetupRqstFDD






ProtocolIE-ID ::= 121

id-FACH-ParametersListIE-CTCH-SetupRqstTDD






ProtocolIE-ID ::= 122

id-IndicationType-ResourceStatusInd








ProtocolIE-ID ::= 123

id-Local-Cell-ID












ProtocolIE-ID ::= 124

id-Local-Cell-Group-InformationItem-AuditRsp





ProtocolIE-ID ::= 2

id-Local-Cell-Group-InformationItem-ResourceStatusInd



ProtocolIE-ID ::= 3

id-Local-Cell-Group-InformationItem2-ResourceStatusInd



ProtocolIE-ID ::= 4

id-Local-Cell-Group-InformationList-AuditRsp





ProtocolIE-ID ::= 5
id-Local-Cell-InformationItem-AuditRsp







ProtocolIE-ID ::= 125

id-Local-Cell-InformationItem-ResourceStatusInd





ProtocolIE-ID ::= 126

id-Local-Cell-InformationItem2-ResourceStatusInd




ProtocolIE-ID ::= 127

id-Local-Cell-InformationList-AuditRsp







ProtocolIE-ID ::= 128

id-AdjustmentPeriod












ProtocolIE-ID ::= 129

id-MaxAdjustmentStep











ProtocolIE-ID ::= 130

id-MaximumTransmissionPower










ProtocolIE-ID ::= 131

id-MeasurementFilterCoefficient









ProtocolIE-ID ::= 132

id-MeasurementID












ProtocolIE-ID ::= 133

id-MessageStructure












ProtocolIE-ID ::= 115
id-MIB-SB-SIB-InformationList-SystemInfoUpdateRqst




ProtocolIE-ID ::= 134

id-NodeB-CommunicationContextID









ProtocolIE-ID ::= 143

id-NeighbouringCellMeasurementInformation






ProtocolIE-ID ::= 455
id-P-CCPCH-Information











ProtocolIE-ID ::= 144

id-P-CCPCH-InformationItem-ResourceStatusInd





ProtocolIE-ID ::= 145

id-P-CPICH-Information











ProtocolIE-ID ::= 146

id-P-CPICH-InformationItem-ResourceStatusInd





ProtocolIE-ID ::= 147

id-P-SCH-Information











ProtocolIE-ID ::= 148

id-PCCPCH-Information-Cell-ReconfRqstTDD






ProtocolIE-ID ::= 150

id-PCCPCH-Information-Cell-SetupRqstTDD







ProtocolIE-ID ::= 151

id-PCH-Parameters-CTCH-ReconfRqstTDD







ProtocolIE-ID ::= 155

id-PCH-ParametersItem-CTCH-SetupRqstFDD







ProtocolIE-ID ::= 156

id-PCH-ParametersItem-CTCH-SetupRqstTDD







ProtocolIE-ID ::= 157

id-PCH-Information












ProtocolIE-ID ::= 158

id-PDSCH-Information-AddListIE-PSCH-ReconfRqst





ProtocolIE-ID ::= 161

id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst




ProtocolIE-ID ::= 162

id-PDSCHSets-AddList-PSCH-ReconfRqst







ProtocolIE-ID ::= 163

id-PDSCHSets-DeleteList-PSCH-ReconfRqst







ProtocolIE-ID ::= 164

id-PDSCHSets-ModifyList-PSCH-ReconfRqst







ProtocolIE-ID ::= 165

id-PICH-Information












ProtocolIE-ID ::= 166

id-PICH-Parameters-CTCH-ReconfRqstTDD







ProtocolIE-ID ::= 168

id-PowerAdjustmentType











ProtocolIE-ID ::= 169

id-PRACH-Information











ProtocolIE-ID ::= 170

id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD





ProtocolIE-ID ::= 175

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD





ProtocolIE-ID ::= 176

id-PrimaryCPICH-Information-Cell-ReconfRqstFDD





ProtocolIE-ID ::= 177

id-PrimaryCPICH-Information-Cell-SetupRqstFDD





ProtocolIE-ID ::= 178

id-PrimarySCH-Information-Cell-ReconfRqstFDD





ProtocolIE-ID ::= 179

id-PrimarySCH-Information-Cell-SetupRqstFDD






ProtocolIE-ID ::= 180

id-PrimaryScramblingCode










ProtocolIE-ID ::= 181

id-SCH-Information-Cell-ReconfRqstTDD







ProtocolIE-ID ::= 183

id-SCH-Information-Cell-SetupRqstTDD







ProtocolIE-ID ::= 184

id-PUSCH-Information-AddListIE-PSCH-ReconfRqst





ProtocolIE-ID ::= 185

id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst




ProtocolIE-ID ::= 186

id-PUSCHSets-AddList-PSCH-ReconfRqst







ProtocolIE-ID ::= 187

id-PUSCHSets-DeleteList-PSCH-ReconfRqst







ProtocolIE-ID ::= 188

id-PUSCHSets-ModifyList-PSCH-ReconfRqst







ProtocolIE-ID ::= 189

id-RACH-Information












ProtocolIE-ID ::= 190

id-RACH-ParametersItem-CTCH-SetupRqstFDD






ProtocolIE-ID ::= 196

id-RACH-ParameterItem-CTCH-SetupRqstTDD







ProtocolIE-ID ::= 197

id-ReportCharacteristics










ProtocolIE-ID ::= 198

id-Reporting-Object-RL-FailureInd








ProtocolIE-ID ::= 199

id-Reporting-Object-RL-RestoreInd








ProtocolIE-ID ::= 200

id-RL-InformationItem-DM-Rprt









ProtocolIE-ID ::= 202

id-RL-InformationItem-DM-Rqst









ProtocolIE-ID ::= 203

id-RL-InformationItem-DM-Rsp









ProtocolIE-ID ::= 204

id-RL-InformationItem-RL-AdditionRqstFDD






ProtocolIE-ID ::= 205

id-RL-informationItem-RL-DeletionRqst







ProtocolIE-ID ::= 206

id-RL-InformationItem-RL-FailureInd








ProtocolIE-ID ::= 207

id-RL-InformationItem-RL-PreemptRequiredInd






ProtocolIE-ID ::= 286
id-RL-InformationItem-RL-ReconfPrepFDD







ProtocolIE-ID ::= 208

id-RL-InformationItem-RL-ReconfRqstFDD







ProtocolIE-ID ::= 209

id-RL-InformationItem-RL-RestoreInd








ProtocolIE-ID ::= 210

id-RL-InformationItem-RL-SetupRqstFDD







ProtocolIE-ID ::= 211

id-RL-InformationList-RL-AdditionRqstFDD






ProtocolIE-ID ::= 212

id-RL-informationList-RL-DeletionRqst







ProtocolIE-ID ::= 213

id-RL-InformationList-RL-PreemptRequiredInd






ProtocolIE-ID ::= 237
id-RL-InformationList-RL-ReconfPrepFDD







ProtocolIE-ID ::= 214

id-RL-InformationList-RL-ReconfRqstFDD







ProtocolIE-ID ::= 215

id-RL-InformationList-RL-SetupRqstFDD







ProtocolIE-ID ::= 216

id-RL-InformationResponseItem-RL-AdditionRspFDD





ProtocolIE-ID ::= 217

id-RL-InformationResponseItem-RL-ReconfReady





ProtocolIE-ID ::= 218

id-RL-InformationResponseItem-RL-ReconfRsp






ProtocolIE-ID ::= 219

id-RL-InformationResponseItem-RL-SetupRspFDD





ProtocolIE-ID ::= 220

id-RL-InformationResponseList-RL-AdditionRspFDD





ProtocolIE-ID ::= 221

id-RL-InformationResponseList-RL-ReconfReady





ProtocolIE-ID ::= 222

id-RL-InformationResponseList-RL-ReconfRsp






ProtocolIE-ID ::= 223

id-RL-InformationResponseList-RL-SetupRspFDD





ProtocolIE-ID ::= 224

id-RL-InformationResponse-RL-AdditionRspTDD






ProtocolIE-ID ::= 225

id-RL-InformationResponse-RL-SetupRspTDD






ProtocolIE-ID ::= 226

id-RL-Information-RL-AdditionRqstTDD







ProtocolIE-ID ::= 227

id-RL-Information-RL-ReconfRqstTDD








ProtocolIE-ID ::= 228

id-RL-Information-RL-ReconfPrepTDD








ProtocolIE-ID ::= 229

id-RL-Information-RL-SetupRqstTDD








ProtocolIE-ID ::= 230

id-RL-ReconfigurationFailureItem-RL-ReconfFailure




ProtocolIE-ID ::= 236

id-RL-Set-InformationItem-DM-Rprt








ProtocolIE-ID ::= 238
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