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9.1.43
COMMON MEASUREMENT INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	reject

	
	
	
	
	
	
	

	CHOICE Common Measurement Object Type
	M
	
	
	
	YES
	reject

	>Cell
	
	
	
	
	–
	

	>>UTRAN Cell Identifier
	M
	
	9.2.1.71
	
	–
	

	>>Time Slot
	O
	
	9.2.1.56
	3.84Mcps TDD only
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.12a
	1.28Mcps TDD only
	–
	

	>>Neighbouring Cell Measurement Information
	
	0..<maxnoofMeasNCells>
	
	
	–
	

	  >>>CHOICE Neighbouring Cell Measurement Information
	
	
	
	
	–
	

	     >>>> Neighbouring FDD Cell Measurement Information
	
	
	
	FDD only
	–
	

	>>>>> Neighbouring FDD Cell Measurement Information
	M
	
	9.2.1.41G
	
	–
	

	     >>>> Neighbouring TDD Cell Measurement Information
	
	
	
	3.84Mcps TDD only
	–
	

	>>>>> Neighbouring TDD Cell Measurement Information
	M
	
	9.2.1.41H
	
	–
	

	 >>>> Neighbouring TDD Cell Measurement InformationLCR
	
	
	
	1.28Mcps TDD only
	
	

	>>>>> Neighbouring TDD Cell Measurement InformationLCR
	M
	
	9.2.1.41Dd
	
	–
	

	Common Measurement Type
	M
	
	9.2.1.12C
	
	YES
	reject

	Measurement Filter Coefficient
	O
	
	9.2.1.36
	
	YES
	reject

	Report Characteristics
	M
	
	9.2.1.48
	
	YES
	reject

	SFN reporting indicator
	M
	
	FN reporting indicator 9.2.1.28A
	
	YES
	reject

	SFN
	O
	
	9.2.1.52A
	
	YES
	reject

	Common Measurement Accuracy
	O
	
	9.2.1.12A
	
	YES
	reject


	Range bound
	Explanation

	maxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.


9.2.1.31E
Information Type
The Information Type indicates which kind of information the RNS shall provide.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Information Type Item
	M
	
	ENUMERATED

(UTRAN Access Point Position with Altitude,  UTRAN Access Point Position, 
IPDL Parameters,

GPS Information,

DGPS Corrections,

GPS RX Pos, SFN-SFN Measurement Reference Point Position,…, Cell Capacity Class)
	

	GPS Information
	C-GPS
	1..<maxnoofGPSTypes>
	
	

	>GPS Information Item
	
	
	ENUMERATED

(GPS Navigation Model and Time Recovery,

GPS Ionospheric Model,

GPS UTC Model,

GPS Almanac,

GPS Real-Time Integrity,

…)
	


	Condition
	Explanation

	GPS
	This IE shall be present if the Information Type IE indicates ‘GPS Information’


	Range Bound
	Explanation

	MaxnoofGPSTypes
	Maximum number of GPS Information Types supported in one Information Exchange.


9.3.4
Information Element Definitions

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- G

GapLength



::= INTEGER (1..14)

-- Unit Slot

GapDuration



::= INTEGER (1..144,...)
-- Unit Frame
GA-Cell ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



cell-GAIgeographicalCoordinate

GeographicalCoordinate,



iE-Extensions


ProtocolExtensionContainer { {GA-Cell-ExtIEs} } OPTIONAL,



...


}

GA-Cell-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-CellAdditionalShapes ::= CHOICE {


pointWithUncertainty






GA-PointWithUnCertainty,

pointWithUncertaintyEllipse





GA-PointWithUnCertaintyEllipse,


pointWithAltitude







GA-PointWithAltitude,


pointWithAltitudeAndUncertaintyEllipsoid

GA-PointWithAltitudeAndUncertaintyEllipsoid,


ellipsoidArc








GA-EllipsoidArc,

...


}

GA-AltitudeAndDirection ::= SEQUENCE {


directionOfAltitude

ENUMERATED {height, depth},

altitude



INTEGER (0..32767),

...

}

GA-EllipsoidArc ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


innerRadius




INTEGER (0..65535),


uncertaintyRadius


INTEGER (0..127),

offsetAngle




INTEGER (0..179),


includedAngle



INTEGER (0..179),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-EllipsoidArc-ExtIEs} } OPTIONAL,


...

}

GA-EllipsoidArc-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GA-PointWithAltitude ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


altitudeAndDirection

GA-AltitudeAndDirection,


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitude-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitude-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


altitudeAndDirection

GA-AltitudeAndDirection,


uncertaintyEllipse


GA-UncertaintyEllipse,


uncertaintyAltitude


INTEGER (0..127),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithUnCertaintyEllipse ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


uncertaintyEllipse


GA-UncertaintyEllipse,


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithUnCertaintyEllipse-ExtIEs} } OPTIONAL,


...

}

GA-PointWithUnCertaintyEllipse-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GA-UncertaintyEllipse ::= SEQUENCE {


uncertaintySemi-major

INTEGER (0..127),

uncertaintySemi-minor

INTEGER (0..127),

orientationOfMajorAxis

INTEGER (0..179),


...
}

GA-PointWithUnCertainty ::=SEQUENCE {


geographicalCoordinates

GeographicalCoordinate,


uncertaintyCode



INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { {GA-PointWithUnCertainty-ExtIEs} } OPTIONAL,



...

}

GA-PointWithUnCertainty-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GA-AccessPointPosition ::= SEQUENCE {


geographicalCoordinate

GeographicalCoordinate,


iE-Extensions


ProtocolExtensionContainer { {GA-AccessPoint-ExtIEs} } OPTIONAL,


...

}

GA-AccessPoint-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GeographicalCoordinate ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude


INTEGER (0..8388607),


longitude


INTEGER (-8388608..8388607),


iE-Extensions


ProtocolExtensionContainer { {GeographicalCoordinate-ExtIEs} } OPTIONAL,


...

}

GeographicalCoordinate-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-Almanac ::= SEQUENCE {


wna-alm




BIT STRING (SIZE (8)),


satellite-Almanac-Information

SEQUENCE (SIZE (1..maxNoSat)) OF



SEQUENCE {




dATA-ID



DATA-ID,



sAT-ID



SAT-ID,




gps-e-alm


BIT STRING (SIZE (16)),




gps-toa-alm


BIT STRING (SIZE (8)), 




gps-delta-I-alm

BIT STRING (SIZE (16)),




omegadot-alm

BIT STRING (SIZE (16)),




svhealth-alm

BIT STRING (SIZE (8)),




gps-a-sqrt-alm

BIT STRING (SIZE (24)),




omegazero-alm

BIT STRING (SIZE (24)),




m-zero-alm


BIT STRING (SIZE (24)),




gps-omega-alm

BIT STRING (SIZE (24)),




gps-af-zero-alm

BIT STRING (SIZE (11)),




gps-af-one-alm

BIT STRING (SIZE (11)),




iE-Extensions

ProtocolExtensionContainer { { Satellite-Almanac-Information-ExtIEs} }

OPTIONAL,



...



},

sVGlobalHealth-alm

BIT STRING (SIZE (364))

OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { { GPS-Almanac-ExtIEs} }

OPTIONAL,


...

}

Satellite-Almanac-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

} 
GPS-Almanac-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

GPSInformation ::= SEQUENCE (SIZE (1..maxNoGPSTypes)) OF


SEQUENCE {



gPSInformationItem

ENUMERATED {




gPS-NavigationModel-and-TimeRecovery,




gPS-Ionospheric-Model,




gPS-UTC-Model,




gPS-Almanac,




gPS-RealTime-Integrity,




...



},



iE-Extensions


ProtocolExtensionContainer { { GPSInformation-ExtIEs} }

OPTIONAL,



...


}

-- This IE shall be present if the Information Type IE indicates ‘GPS Information’

GPSInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-Ionospheric-Model ::= SEQUENCE {


alpha-zero-ionos

BIT STRING (SIZE (8)),


alpha-one-ionos


BIT STRING (SIZE (8)),


alpha-two-ionos


BIT STRING (SIZE (8)),


alpha-three-ionos

BIT STRING (SIZE (8)),


beta-zero-ionos


BIT STRING (SIZE (8)),


beta-one-ionos


BIT STRING (SIZE (8)),


beta-two-ionos


BIT STRING (SIZE (8)),


beta-three-ionos

BIT STRING (SIZE (8)),


iE-Extensions


ProtocolExtensionContainer { { GPS-Ionospheric-Model-ExtIEs} }

OPTIONAL,


...

}

GPS-Ionospheric-Model-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-NavigationModel-and-TimeRecovery ::= SEQUENCE (SIZE (1..maxNoSat)) OF


SEQUENCE {



tx-tow-nav





INTEGER (0..1048575),



sAT-ID






SAT-ID,



tlm-message-nav




BIT STRING (SIZE (14)),



tlm-revd-c-nav




BIT STRING (SIZE (2)),



ho-word-nav





BIT STRING (SIZE (22)),



w-n-nav






BIT STRING (SIZE (10)),



ca-or-p-on-l2-nav



BIT STRING (SIZE (2)),



user-range-accuracy-index-nav
BIT STRING (SIZE (4)),



sv-health-nav




BIT STRING (SIZE (6)),



iodc-nav





BIT STRING (SIZE (10)),



l2-p-dataflag-nav



BIT STRING (SIZE (1)),



sf1-reserved-nav



BIT STRING (SIZE (87)),



t-gd-nav





BIT STRING (SIZE (8)),



t-oc-nav





BIT STRING (SIZE (16)),



a-f-2-nav





BIT STRING (SIZE (8)),



a-f-1-nav





BIT STRING (SIZE (16)),



a-f-zero-nav




BIT STRING (SIZE (22)),



c-rs-nav





BIT STRING (SIZE (16)),



delta-n-nav





BIT STRING (SIZE (16)),



m-zero-nav





BIT STRING (SIZE (32)),



c-uc-nav





BIT STRING (SIZE (16)),



gps-e-nav





BIT STRING (SIZE (32)),



c-us-nav





BIT STRING (SIZE (16)),



a-sqrt-nav





BIT STRING (SIZE (32)),



t-oe-nav





BIT STRING (SIZE (16)),



fit-interval-flag-nav


BIT STRING (SIZE (1)),



aodo-nav





BIT STRING (SIZE (5)),



c-ic-nav





BIT STRING (SIZE (16)),



omega-zero-nav




BIT STRING (SIZE (32)),



c-is-nav





BIT STRING (SIZE (16)),



i-zero-nav





BIT STRING (SIZE (32)),



c-rc-nav





BIT STRING (SIZE (16)),



gps-omega-nav




BIT STRING (SIZE (32)),



omegadot-nav




BIT STRING (SIZE (24)),



idot-nav





BIT STRING (SIZE (14)),



spare-zero-fill




BIT STRING (SIZE (20)),



iE-Extensions




ProtocolExtensionContainer { { GPS-NavigationModel-and-TimeRecoveryItem-ExtIEs} }

OPTIONAL,



...


}

GPS-NavigationModel-and-TimeRecoveryItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-RealTime-Integrity ::= CHOICE {


badSatellites



BadSatellites,


noBadSatellite



NULL
}

GPS-RX-POS ::= SEQUENCE {


geographicalCoordinate

GeographicalCoordinate,

altitudeAndDirection

GA-AltitudeAndDirection,

iE-Extensions



ProtocolExtensionContainer { { GPS-RX-POS-ExtIEs} } OPTIONAL,


...
}

GPS-RX-POS-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
GPS-Status-Health ::= ENUMERATED {


udre-1-0,


udre-0-75,


udre-0-5,


udre-0-3,


udre-0-1,


no-data,


invalid-data

}

GPSTOW ::= INTEGER (0..604799)

GPS-UTC-Model ::= SEQUENCE {


a-one-utc



BIT STRING (SIZE (24)),


a-zero-utc



BIT STRING (SIZE (32)),


t-ot-utc



BIT STRING (SIZE (8)),


delta-t-ls-utc


BIT STRING (SIZE (8)),


w-n-t-utc



BIT STRING (SIZE (8)),


w-n-lsf-utc



BIT STRING (SIZE (8)),


dn-utc




BIT STRING (SIZE (8)),


delta-t-lsf-utc


BIT STRING (SIZE (8)),


iE-Extensions


ProtocolExtensionContainer { { GPS-UTC-Model-ExtIEs} }

OPTIONAL,


...

}

GPS-UTC-Model-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Guaranteed-Rate-Information
::= SEQUENCE {


guaranteed-UL-Rate


Guaranteed-Rate OPTIONAL,


guaranteed-DL-Rate


Guaranteed-Rate OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {Guaranteed-Rate-Information-ExtIEs} } OPTIONAL,


...

}

Guaranteed-Rate-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Guaranteed-Rate


::= INTEGER (1..maxNrOfTFs)

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
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