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9.2.1.1A
Allocation/Retention Priority

This parameter indicates the priority level in the allocation and retention of Node B internal resources. See Annex A.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	
	

	Priority Level
	M
	
	INTEGER 

{spare (0), highest (1), .., lowest (14), no priority (15)} (0..15)
	This IE indicates the priority of the request.

Usage:

Values between 1 and 14 are ordered in decreasing order of priority, '1' being the highest and '14' the lowest.

Value 0 shall be treated as a logical error if received.
Only values 1,2, 3 and 15 are used. Value 4 to 14 shall be treated as no priority.

	Pre-emption Capability
	M
	
	ENUMERATED(shall not trigger pre-emption, may trigger pre-emption)
	

	Pre-emption Vulnerability
	M
	
	ENUMERATED (not pre-emtable,
pre-emtable)
	


<Not affected part is omitted>
9.2.1.30
Frame Handling Priority

This parameter indicates the priority level to be used during the lifetime of the DCH/DSCH for temporary restriction of the allocated resources due overload reason.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Frame Handling Priority
	
	
	INTEGER

(0..15)
	0=Spare
1=Highest Priority
…

3=Lowest Priority
15=No priority
Only values 1,2, 3 and 15 are used. Value 0 and 4 to 14 shall be treated as no priority.


<Not affected part is omitted>
9.3.4

Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
<Not affected part is omitted>

FrameHandlingPriority ::= INTEGER (0..15)


-- 0 = spare, 1 = highest priority, ...3 = lowest priority and 15 = no priority
-- only values 1,2, 3 and 15 are used
<Not affected part is omitted>
PriorityLevel



::= INTEGER (0..15)

-- 0 = spare, 1 = highest priority, ... = lowest priority and 15 = no priority
-- only values 1,2,3 and 15 are used
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