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Reason for change:
(

Uu synchronisation in FDD can only be restored for a Radio Link Set. Only in TDD can Uu synchronisation be stored for a single Radio Link. This CR ensures that the restoration of synchronisation for a single radio link is only possible in TDD. 






Summary of change:
(

Addition of TDD tagging to the tabular format of the RL Restore Indication message.

R1: Addition of ASN.1 alignment

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 

There is no impact on the intended behaviour of the procedure.
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(

not approved:
There would be a misalignment with the correct procedure text associated with the RL Restore procedure.
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9.1.59
RADIO LINK RESTORE INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
ignore

CRNC Communication Context ID
M

9.2.1.18
The reserved value “All CRNCCC” shall not be used.
YES
ignore

Transaction ID
M

9.2.1.62

–


CHOICE Reporting Object
M


Object for which the Restoration shall be reported.
YES
ignore

>RL



TDD only
–


>>Radio Link Information

1 to

 <MaxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.53

–


>RL Set



FDD only
–


>>RL Set Information

1 to <MaxnoofRLSets>


EACH
ignore

>>>RL Set ID
M

9.2.2.39

–


    >CCTrCH



TDD only



>>RL ID
M

9.2.1.53




>>CCTrCH List

1 to <MaxnoCCTrCH>


EACH
ignore

>>>CCTrCH ID 
M

CCTrCH ID

9.2.3.3

–


Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofRLSets
Maximum number of RL Sets for one UE.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

9.3.3

PDU Definitions

-- **************************************************************

--

-- RADIO LINK RESTORE INDICATION

--

-- **************************************************************

RadioLinkRestoreIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkRestoreIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkRestoreIndication-Extensions}}

OPTIONAL,


...

}

RadioLinkRestoreIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID



CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-Reporting-Object-RL-RestoreInd


CRITICALITY

ignore


TYPE
Reporting-Object-RL-RestoreInd

PRESENCE
mandatory
},


...

}

RadioLinkRestoreIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Reporting-Object-RL-RestoreInd ::= CHOICE {


rL





RL-RL-RestoreInd, --TDD only

rL-Set




RL-Set-RL-RestoreInd, --FDD only

...,


cCTrCH




CCTrCH-RL-RestoreInd --TDD only
}
RL-RL-RestoreInd ::= SEQUENCE {


rL-InformationList-RL-RestoreInd

RL-InformationList-RL-RestoreInd,


iE-Extensions






ProtocolExtensionContainer { { RLItem-RL-RestoreInd-ExtIEs } }

OPTIONAL,


...
 }
RLItem-RL-RestoreInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
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