2
エラー! 指定したスタイルは使われていません。
エラー! 指定したスタイルは使われていません。

8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B communication context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

Physical Channels Handling:

[TDD – If the UL DPCH Information IE is present, the Node B shall configure the new UL DPCH(s) according to the parameters given in the message.]

[TDD – If the DL DPCH Information IE is present, the Node B shall configure the new DL DPCH(s) according to the parameters given in the message.]

[FDD – Compressed Mode]:


[FDD - If the RADIO LINK ADDITION REQUEST message includes the Active Pattern Sequence Information IE, the Node B shall use the information to activate the indicated (all ongoing) Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN IE refers to the latest passed CFN with that value. The DRNS shall treat the received TGCFN IEs as follows:]

-
[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the Node B shall consider the concerning Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the Node B shall consider the concerning Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the Node B shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD - If the Active Pattern Sequence Information IE is not included, the Node B shall not activate the ongoing compressed mode pattern in the new RLs, but the ongoing pattern in the existing RL shall be maintained.]
[FDD- If the RADIO LINK ADDITION REQUEST contains the Transmission Gap Pattern Sequence Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated for each DL Channelisation Code for which the Transmission Gap Pattern Sequence Code Information IE is set to "Code Change".]
<Not affected part is omitted>

9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	
	
	
	
	
	
	

	RL Information 
	
	1..<maxnoofRL-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Diversity Control  Field
	M
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL  Code Information 9.2.2.14A
	
	–
	

	>Initial DL transmission power
	O
	
	DL Power

9.2.1.21
	Initial power on DPCH
	–
	

	>Maximum DL power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>Minimum DL power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>SSDT Cell Identity
	O
	
	9.2.2.44
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH
	YES
	ignore

	>RL specific DCH Information
	O
	
	9.2.1.XXX
	
	YES
	ignore

	   >Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	Either all the already active Transmission Gap Sequence(s) are addressed (Transmission Gap Pattern sequence shall overlap with the existing one) or none of the transmission gap sequences is activated.
	YES
	reject


	Range bound
	Explanation

	MaxnoofRL
	Maximum number of RLs for one UE


<Not affected part is omitted>

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<Not affected part is omitted>
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY
reject


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |


{ ID id-Compressed-Mode-Deactivation-Flag

CRITICALITY reject



TYPE Compressed-Mode-Deactivation-Flag
 PRESENCE optional }|
-- Compressed-Mode-Deactivation-Flag is void.

{ ID
id-RL-InformationList-RL-AdditionRqstFDD


CRITICALITY
notify


TYPE
RL-InformationList-RL-AdditionRqstFDD


PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Active-Pattern-Sequence-Information


CRITICALITY

reject


EXTENSION
Active-Pattern-Sequence-Information


PRESENCE
optional},


...

}

RL-InformationList-RL-AdditionRqstFDD
::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container {{ RL-InformationItemIE-RL-AdditionRqstFDD}}

RL-InformationItemIE-RL-AdditionRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-AdditionRqstFDD


CRITICALITY

notify


TYPE
RL-InformationItem-RL-AdditionRqstFDD


PRESENCE
mandatory}
}

RL-InformationItem-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


c-ID









C-ID,


frameOffset








FrameOffset,


chipOffset








ChipOffset,


diversityControlField





DiversityControlField,


dl-CodeInformation





FDD-DL-CodeInformation,


initialDL-TransmissionPower




DL-Power





OPTIONAL,

 
maximumDL-Power







DL-Power





OPTIONAL,

 
minimumDL-Power







DL-Power





OPTIONAL,

 
sSDT-CellIdentity






SSDT-Cell-Identity



OPTIONAL,


transmitDiversityIndicator




TransmitDiversityIndicator

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower
CRITICALITY ignore

EXTENSION
DL-Power

PRESENCE optional}|

{ ID id-RL-Specific-DCH-Info

CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
}|


{ ID id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional },

...

}
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