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R3-021730  “ Agenda, Iu SWG at RAN WG3 no. 30” 
Iu-1
Treatment of incoming LSs

Iu-2
Corrections for R99 (including ‘mirror CRs’ for Rel4 and Rel5 specs)

Iu-2.1
R99, Iu General Aspects (25.410)

R3-021756 D “Corrections linked to the SCCP CR” (Nortel , Alcatel, Vodafone) 
R3-021755 (R3-021756) CRs “Corrections linked to the SCCP CR” (Nortel , Alcatel, Vodafone) 
R3-021775 (R3-021776, R3-021777) CRs “Optional Inclusion of RANAP message in RNC initiated SCCP Connection Request” (Motorola) 
Iu-2.2
R99, Iu User-plane protocols (25.415)

R3-021770 (R3-021771, R3-021772), CRs “Guaranteed bit rate in the Iu User Plane” (Alcatel) 
Iu-2.3
R99, Iu signalling (RANAP) (25.413)

R3-021674 , CR “Erroneous criticality in DATA VOLUME REPORT REQUEST” (Ericsson)
R3-021677 (R3-021678, R3-021679) CRs “Codec change during relocation” (Nokia) 
R3-021687 D “SCCP MESSAGE LENGTH” (Lucent) 
R3-021715 (R3-021716, R3-021717) CRs “Handling of maximum size of user data in SCCP CONNECTION REQUEST” (Ericsson, Siemens) 
R3-021722 D “Handling of maximum size of user data in SCCP CONNECTION REQUEST” (Siemens) 
R3-021723 D “Discussion document on RAB Release” (Lucent) 
R3-021753 (R3-021754) CR “Handling of security information at relocation” (Nortel)
R3-021758 D “Correction of 3g relocation: Discussion paper for R3-021757” (Nortel) 
R3-021757 CR “Correction of 3g relocation: Correction of IMSI presence at target RNC” (Nortel) 
Iu-2.4
R99, RANAP on E interface (29.108)

Iu-2.5
R99, SABP (25.419)

Iu-3
Corrections for Rel-4 only (including ‘mirror CRs’ for Rel5 specs)

Iu-3.1
Rel-4, Iu General Aspects (25.410)

Iu-3.2
Rel-4, Iu User-plane protocols (25.415)
Iu-3.3
Rel-4, Iu signalling (RANAP) (25.413)

Iu-3.4
Rel-4, RANAP on E interface (29.108)

Iu-3.5
Rel-4, SABP (25.419)

Iu-4
Open Issues from Rel-5 WIs

Iu-4.1
IP UTRAN: Iu-cs UP Initialisation

R3-021720 D “Proposed changes following the decision on Iu-cs for the IP transport option” (Siemens) 
Iu-4.2
others

R3-021676 “Enhanced RAB support for SIP signalling in PS domain” (Nokia) 
Iu-5
Corrections for Rel-5 only

Iu-5.1
Rel-5, Iu General Aspects (25.410)

Iu-5.2
Rel-5, Iu User-plane protocols (25.415)
Iu-5.3
Rel-5, Iu signalling (RANAP) (25.413)

R3-021719 CR “Referring to the usage of an ALCAP in RANAP” (Siemens)
Iu-5.4
Rel-5, RANAP on E interface (29.108)

Iu-5.5
Rel-5, SABP (25.419)

Iu-6
Rel-6 Issues

Iu-7
Outgoing LSs
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