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9.2.1.2A
Allowed Rate Information

The Allowed Rate Information IE indicates the TFI corresponding to the highest allowed bit rate for the uplink and/or the downlink of a DCH. The SRNC is allowed to use any rate being lower than or equal to the rate corresponding to the indicated TFI.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Allowed UL Rate
	O
	
	INTEGER(1..maxTFcount)
	"1": TFI 0,
"2": TFI 1,
"3": TFI 2,

…


	Allowed DL Rate
	O
	
	INTEGER(1..maxTFcount)
	"1": TFI 0,

"2": TFI 1,

"3": TFI 2,

…




9.2.1.30M
Guaranteed Rate Information

The Guaranteed Rate Information IE indicates the TFI corresponding to the guaranteed bit rate for the uplink and/or the downlink of a DCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Guaranteed UL Rate
	O
	
	INTEGER(1..maxTFcount)
	"1": TFI 0,

"2": TFI 1,

"3": TFI 2,

…



	Guaranteed DL Rate
	O
	
	INTEGER(1..maxTFcount)
	"1": TFI 0,

"2": TFI 1,

"3": TFI 2,

…




9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
-- < unaffected parts are omitted>

Allowed-Rate-Information
::= SEQUENCE {


allowed-UL-Rate


Allowed-Rate OPTIONAL,


allowed-DL-Rate


Allowed-Rate OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {Allowed-Rate-Information-ExtIEs} } OPTIONAL,


...

}

Allowed-Rate-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Allowed-Rate


::= INTEGER (1..maxNrOfTFs)
-- "1": TFI 0, "2": TFI 1, "3": TFI 2, …

-- < unaffected parts are omitted>
Guaranteed-Rate-Information
::= SEQUENCE {


guaranteed-UL-Rate


Guaranteed-Rate OPTIONAL,


guaranteed-DL-Rate


Guaranteed-Rate OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {Guaranteed-Rate-Information-ExtIEs} } OPTIONAL,


...

}

Guaranteed-Rate-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Guaranteed-Rate


::= INTEGER (1..maxNrOfTFs)
-- "1": TFI 0, "2": TFI 1, "3": TFI 2, …
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