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7
Functions of RNSAP

The RNSAP protocol provides the following functions:

-
Radio Link Management. This function allows the SRNC to manage radio links using dedicated resources in a DRNS;

-
Physical Channel Reconfiguration. This function allows the DRNC to reallocate the physical channel resources for a Radio Link;

-
Radio Link Supervision. This function allows the DRNC to report failures and restorations of a Radio Link;

-
Compressed Mode Control [FDD]. This function allows the SRNC to control the usage of compressed mode within a DRNS;

-
Measurements on Dedicated Resources. This function allows the SRNC to initiate measurements on dedicated resources in the DRNS. The function also allows the DRNC to report the result of the measurements;

-
DL Power Drifting Correction [FDD]. This function allows the SRNC to adjust the DL power level of one or more Radio Links in order to avoid DL power drifting between the Radio Links;

-
DCH Rate Control. This function allows the DRNC to limit the rate of each DCH configured for the Radio Link(s) of a UE in order to avoid congestion situations in a cell;

-
CCCH Signalling Transfer. This function allows the SRNC and DRNC to pass information between the UE and the SRNC on a CCCH controlled by the DRNS;

-
GERAN Signalling Transfer. This function allows the SBSS and DBSS, the SRNC and DBSS or the SBSS and DRNC to pass information between the UE/MS and the SRNC/SBSS on a SRB2/CCCH controlled by the DBSS/DRNC;

-
Paging. This function allows the SRNC/SBSS to page a UE in a URA/GRA or a cell in the DRNS;

-
Common Transport Channel Resources Management. This function allows the SRNC to utilise Common Transport Channel Resources within the DRNS (excluding DSCH resources for FDD);

-
Relocation Execution. This function allows the SRNC/SBSS to finalise a Relocation previously prepared via other interfaces;

-
Reporting of General Error Situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.
-
DL Power Timeslot Correction [TDD]. This function enables the DRNS to apply an individual offset to the transmission power in each timeslot according to the downlink interference level at the UE.

-
Measurements on Common Resources. This function allows an RNC/BSS to request from another RNC/BSS to initiate measurements on Common Resources. The function also allows the requested RNC/BSS to report the result of the measurements.

-
Information Exchange. This function allows an RNC to request from another RNC the transfer of information. The function also allows the requested RNC to report the requested information.

-
Resetting the Iur. This function is used to completely or partly reset the Iur interface.
The mapping between the above functions and RNSAP elementary procedures is shown in the Table 1.

Table 1: Mapping between functions and RNSAP elementary procedures

	Function
	Elementary Procedure(s)

	Radio Link Management
	a) Radio Link Setup 
b) Radio Link Addition 
c) Radio Link Deletion
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation
h) Radio Link Pre-emption
i) Radio Link Parameter Update

	Physical Channel Reconfiguration
	Physical Channel Reconfiguration

	Radio Link Supervision
	a) Radio Link Failure
b) Radio Link Restoration

	Compressed Mode Control [FDD]
	a) Radio Link Setup 
b) Radio Link Addition
c) Compressed Mode Command
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation

	Measurements on Dedicated Resources
	a) Dedicated Measurement Initiation
b) Dedicated Measurement Reporting
c) Dedicated Measurement Termination
d) Dedicated Measurement Failure

	DL Power Drifting Correction [FDD]
	Downlink Power Control

	DCH Rate Control
	a) Radio Link Setup 
b) Radio Link Addition
c) Unsynchronised Radio Link Reconfiguration
d) Synchronised Radio Link Reconfiguration Preparation
e) Radio Link Congestion

	CCCH Signalling Transfer
	a) Uplink Signalling Transfer
b) Downlink Signalling Transfer

	GERAN Signalling Transfer
	a) GERAN Uplink Signalling Transfer
b) Downlink Signalling Transfer

	Paging
	Paging

	Common Transport Channel Resources Management
	a) Common Transport Channel Resources Initiation
b) Common Transport Channel Resources Release

	Relocation Execution
	Relocation Commit

	Reporting of General Error Situations
	Error Indication

	Measurements on Common Resources
	a) Common Measurement Initiation
b) Common Measurement Reporting
c) Common Measurement Termination
d) Common Measurement Failure

	Information Exchange
	a) Information Exchange Initiation

b) Information Reporting

c) Information Exchange Termination

d) Information Exchange Failure

	DL Power Timeslot Correction [TDD]
	Downlink Power Timeslot Control

	Reset
	Reset


7.1
RNSAP functions and elementary procedures for Iur-g.

The functions and RNSAP elementary procedures, which are applicable on the Iur-g interface are shown in the Table 1A.
Table 1A: RNSAP elementary procedures applicable on the Iur-g interface

	Function
	Elementary Procedure(s)

	GERAN Signalling Transfer
	a) GERAN Uplink Signalling Transfer
b) Downlink Signalling Transfer

	Paging
	Paging

	Relocation Execution
	Relocation Commit

	Reporting of General Error Situations
	Error Indication

	Measurements on Common Resources
	a) Common Measurement Initiation
b) Common Measurement Reporting
c) Common Measurement Termination
d) Common Measurement Failure

	Information Exchange
	a) Information Exchange Initiation

b) Information Reporting

c) Information Exchange Termination

d) Information Exchange Failure


Note: In the connection with the functions releated to the GERAN and UTRAN, the term RNC shall refer to RNC/BSS.

8
RNSAP Procedures

8.1
Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 2: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Radio Link Setup
	RADIO LINK SETUP REQUEST
	RADIO LINK SETUP RESPONSE
	RADIO LINK SETUP FAILURE

	Radio Link Addition
	RADIO LINK ADDITION REQUEST
	RADIO LINK ADDITION RESPONSE
	RADIO LINK ADDITION FAILURE

	Radio Link Deletion
	RADIO LINK DELETION REQUEST
	RADIO LINK DELETION RESPONSE
	

	Synchronised Radio Link Reconfiguration Preparation
	RADIO LINK RECONFIGURATION PREPARE
	RADIO LINK RECONFIGURATION READY
	RADIO LINK RECONFIGURATION FAILURE

	Unsynchronised Radio Link Reconfiguration
	RADIO LINK RECONFIGURATION REQUEST
	RADIO LINK RECONFIGURATION RESPONSE
	RADIO LINK RECONFIGURATION FAILURE

	Physical Channel Reconfiguration
	PHYSICAL CHANNEL RECONFIGURATION REQUEST
	PHYSICAL CHANNEL RECONFIGURATION COMMAND
	PHYSICAL CHANNEL RECONFIGURATION FAILURE

	Dedicated Measurement Initiation
	DEDICATED MEASUREMENT INITIATION REQUEST
	DEDICATED MEASUREMENT INITIATION RESPONSE
	DEDICATED MEASUREMENT INITIATION FAILURE

	Common Transport Channel Resources Initialisation
	COMMON TRANSPORT CHANNEL RESOURCES REQUEST
	COMMON TRANSPORT CHANNEL RESOURCES RESPONSE
	COMMON TRANSPORT CHANNEL RESOURCES FAILURE

	Common Measurement Initiation
	COMMON MEASUREMENT INITIATION REQUEST
	COMMON MEASUREMENT INITIATION RESPONSE
	COMMON MEASUREMENT INITIATION FAILURE

	Information Exchange Initiation
	INFORMATION EXCHANGE INITIATION REQUEST
	INFORMATION EXCHANGE INITIATION RESPONSE
	INFORMATION EXCHANGE INITIATION FAILURE

	Reset
	RESET REQUEST
	RESET RESPONSE
	


Table 3: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	Uplink Signalling Transfer
	UPLINK SIGNALLING TRANSFER INDICATION

	Downlink Signalling Transfer
	DOWNLINK SIGNALLING TRANSFER REQUEST

	Relocation Commit
	RELOCATION COMMIT

	Paging
	PAGING REQUEST

	Synchronised Radio Link Reconfiguration Commit
	RADIO LINK RECONFIGURATION COMMIT

	Synchronised Radio Link Reconfiguration Cancellation
	RADIO LINK RECONFIGURATION CANCEL

	Radio Link Failure
	RADIO LINK FAILURE INDICATION

	Radio Link Restoration
	RADIO LINK RESTORE INDICATION

	Dedicated Measurement Reporting
	DEDICATED MEASUREMENT REPORT

	Dedicated Measurement Termination
	DEDICATED MEASUREMENT TERMINATION REQUEST

	Dedicated Measurement Failure
	DEDICATED MEASUREMENT FAILURE INDICATION

	Downlink Power Control [FDD]
	DL POWER CONTROL REQUEST

	Compressed Mode Command [FDD]
	COMPRESSED MODE COMMAND

	Common Transport Channel Resources Release
	COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

	Error Indication
	ERROR INDICATION

	Downlink Power Timeslot Control [TDD]
	DL POWER TIMESLOT CONTROL REQUEST

	Radio Link Pre-emption
	RADIO LINK PREEMPTION REQUIRED INDICATION

	Radio Link Congestion
	RADIO LINK CONGESTION INDICATION

	Common Measurement Reporting
	COMMON MEASUREMENT REPORT

	Common Measurement Termination
	COMMON MEASUREMENT TERMINATION REQUEST

	Common Measurement Failure
	COMMON MEASUREMENT FAILURE INDICATION

	Information Reporting
	INFORMATION REPORT

	Information Exchange Termination
	INFORMATION EXCHANGE TERMINATION REQUEST

	Information Exchange Failure
	INFORMATION EXCHANGE FAILURE INDICATION

	Radio Link Parameter Update 
	RADIO LINK PARAMETER UPDATE  INDICATION


***UNCHANGED PARTS IS OMITTED***
8.3.x
Radio Link Parameter Update Procedure 

8.3.x.1
General

The Radio Link Parameter Update procedure is executed by the DRNS to update parameters related to HS-DSCH on a radio link for a UE-UTRAN connection.
This procedure shall use the signalling bearer connection for the relevant UE context.
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.x.2
Successful Operation
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Figure y: Radio Link Parameter Update Indication, Sucessful Operation
The Radio Link Parameter Update procedure is initiated by the DRNS by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the SRNC. 
The message contains suggested value(s) of the HS-DSCH related parameter(s) that should be reconfigured on the radio link.
If DRNS needs to update HS-DSCH related parameters, DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD - HS-DSCH FDD Update Information IE] [TDD - HS-DSCH TDD Update Information IE].
If DRNS needs to allocate new HS-SCCH Codes, DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-SCCH Code Change Indicator IE.
If DRNS needs to update the CQI Feecback Cycle k, CQI Repetition Factor, ACK-NACK Repetition Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CQI Feecback Cycle k IE, CQI Repetition Factor IE, ACK-NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.
8.3.x.3
Abnormal Conditions
-
***UNCHANGED PARTS IS OMITTED***
9.1.x
RADIO LINK PARAMETER UPDATE INDICATION 
9.1.x.1
FDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	HS-DSCH FDD Update Information
	O
	
	9.2.2.xa
	
	YES
	reject


9.1.x.2
TDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	HS-DSCH TDD Update Information
	O
	
	9.2.3.xb
	
	YES
	reject


***UNCHANGED PARTS IS OMITTED***
9.2.1.40
Message Type
The Message Type uniquely identifies the message being sent.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	
	
	
	
	

	Procedure ID
	
	1
	
	

	>Procedure Code
	M
	
	INTEGER (0..255) 
	"0" = Common Transport Channel Resources Initialisation

"1" = Common Transport Channel Resources Release


"2" = Compressed Mode Command

"3" = Downlink Power Control

"4" = Downlink Power Timeslot Control

"5" = Downlink Signalling Transfer

"6" = Error Indication


"7" = Dedicated Measurement Failure

"8" = Dedicated Measurement Initiation


"9" = Dedicated Measurement Reporting


"10" = Dedicated Measurement Termination

"11" = Paging


"12" = Physical Channel Reconfiguration

"14" = Radio Link Addition


"15" = Radio Link Deletion


"16" = Radio Link Failure



"17" = Radio Link Preemption


"18" = Radio Link Restoration


"19" = Radio Link Setup


"20" = Relocation Commit


"21" = Synchronised Radio Link Reconfiguration Cancellation 

"22" = Synchronised Radio Link Reconfiguration Commit

"23" = Synchronised Radio Link Reconfiguration Preparation

"24" = UnSynchronised Radio Link Reconfiguration


"25" = Uplink Signalling Transfer



"26" = Common Measurement Failure

"27" = Common MeasurementInitiation


"28" = Common Measurement Reporting

"29" = Common MeasurementTermination


"30" = Information Exchange Failure

"31" = Information Exchange Initiation

"32" = Information Reporting




"33" = Information Exchange Termination


"34" = Radio Link Congestion

"35" = Reset

"36" = Radio Link Activation
“38” = Radio Link Parameter Update

	>Ddmode
	M
	
	ENUMERATED(FDD, TDD, Common, …)
	Common = common to FDD and TDD.

	Type of Message
	M
	
	ENUMERATED(Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)
	


***UNCHANGED PARTS IS OMITTED***
9.2.1.y
HS-SCCH Code Change Indicator

The HS-SCCH Code Change Indicator indicates whether the HS-SCCH Code change is needed or not.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	HS-SCCH Code Change Indicator
	
	
	ENUMERATED (HS-SCCH Code Change  needed)
	


9.2.2.xa


HS-DSCH FDD Update Information 

The HS-DSCH FDD Update Information IE provides information for HS-DSCH to be updated. At least one IE shall be presented.
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	HS-SCCH Code Change Indicator
	O
	
	9.2.1.y
	
	–
	

	CQI Feedback Cycle k 
	O
	
	9.2.2.24a
	
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.xx
	
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.xx
	
	–
	

	CQI Power Offset
	O
	
	9.2.2.xx
	
	–
	

	ACK Power Offset
	O
	
	9.2.2.xx
	
	–
	

	NACK Power Offset
	O
	
	9.2.2.xx
	
	–
	


9.2.3.xb


HS-DSCH TDD Update Information 

The HS-DSCH TDD Update Information IE provides information for HS-DSCH to be updated. At least one IE shall be presented.
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	HS-SCCH Code Change Indicator
	O
	
	9.2.1.y
	
	–
	


***UNCHANGED PARTS IS OMITTED***
9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

RNSAP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


TransactionID

FROM RNSAP-CommonDataTypes


CommonMeasurementFailureIndication,


CommonMeasurementInitiationFailure,

CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementReport,


CommonMeasurementTerminationRequest,

CommonTransportChannelResourcesFailure,


CommonTransportChannelResourcesRequest,


CommonTransportChannelResourcesReleaseRequest,


CommonTransportChannelResourcesResponseFDD,


CommonTransportChannelResourcesResponseTDD,


CompressedModeCommand,

DedicatedMeasurementFailureIndication,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DL-PowerControlRequest,


DL-PowerTimeslotControlRequest,

DownlinkSignallingTransferRequest,


ErrorIndication,


InformationExchangeFailureIndication,


InformationExchangeInitiationFailure,


InformationExchangeInitiationRequest,


InformationExchangeInitiationResponse,


InformationExchangeTerminationRequest,


InformationReport,

PagingRequest,


PhysicalChannelReconfigurationCommand,


PhysicalChannelReconfigurationFailure,


PhysicalChannelReconfigurationRequestFDD,


PhysicalChannelReconfigurationRequestTDD,


PrivateMessage,


RadioLinkActivationCommandFDD,


RadioLinkActivationCommandTDD,

RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkCongestionIndication,

RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


RadioLinkFailureIndication,

RadioLinkParameterUpdateIndicationFDD,


RadioLinkParameterUpdateIndicationTDD,


RadioLinkPreemptionRequiredIndication,

RadioLinkReconfigurationCancel,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReadyFDD,


RadioLinkReconfigurationReadyTDD,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponseFDD,


RadioLinkReconfigurationResponseTDD,

RadioLinkRestoreIndication,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RelocationCommit,


ResetRequest,


ResetResponse,

UplinkSignallingTransferIndicationFDD,


UplinkSignallingTransferIndicationTDD,


GERANUplinkSignallingTransferIndication
FROM RNSAP-PDU-Contents


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReporting,


id-commonMeasurementTermination,

id-commonTransportChannelResourcesInitialisation,


id-commonTransportChannelResourcesRelease,


id-compressedModeCommand,

id-downlinkPowerControl,


id-downlinkSignallingTransfer,


id-downlinkPowerTimeslotControl,

id-errorIndication,


id-informationExchangeFailure,


id-informationExchangeInitiation,


id-informationReporting,


id-informationExchangeTermination,

id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReporting,


id-dedicatedMeasurementTermination,


id-paging,


id-physicalChannelReconfiguration,


id-privateMessage,


id-radioLinkActivation,

id-radioLinkAddition,


id-radioLinkCongestion,

id-radioLinkDeletion,


id-radioLinkFailure,

id-radioLinkParameterUpdate,

id-radioLinkPreemption,

id-radioLinkRestoration,


id-radioLinkSetup,


id-relocationCommit,


id-reset,

id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-unSynchronisedRadioLinkReconfiguration,


id-uplinkSignallingTransfer,


id-gERANuplinkSignallingTransfer

FROM RNSAP-Constants;
***UNCHANGED PARTS IS OMITTED***
-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

RNSAP-ELEMENTARY-PROCEDURES RNSAP-ELEMENTARY-PROCEDURE ::= {


RNSAP-ELEMENTARY-PROCEDURES-CLASS-1


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-2


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-3


,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-1 RNSAP-ELEMENTARY-PROCEDURE ::= {


radioLinkSetupFDD









|


radioLinkSetupTDD









|


radioLinkAdditionFDD








|


radioLinkAdditionTDD








|


radioLinkDeletion









|


synchronisedRadioLinkReconfigurationPreparationFDD

|


synchronisedRadioLinkReconfigurationPreparationTDD

|


unSynchronisedRadioLinkReconfigurationFDD



|


unSynchronisedRadioLinkReconfigurationTDD



|


physicalChannelReconfigurationFDD





|


physicalChannelReconfigurationTDD





|


dedicatedMeasurementInitiation






|


commonTransportChannelResourcesInitialisationFDD

|


commonTransportChannelResourcesInitialisationTDD

,


...,


commonMeasurementInitiation







|

informationExchangeInitiation






|


reset
}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-2 RNSAP-ELEMENTARY-PROCEDURE ::= {


uplinkSignallingTransferFDD






|


uplinkSignallingTransferTDD






|

downlinkSignallingTransfer






|


relocationCommit








|


paging











|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|


radioLinkPreemption








|

radioLinkRestoration







|


dedicatedMeasurementReporting





|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|


downlinkPowerControlFDD







|


downlinkPowerTimeslotControl





|

compressedModeCommandFDD






|

commonTransportChannelResourcesRelease



|


errorIndication









|


privateMessage









,


...,


radioLinkCongestion








|

commonMeasurementFailure






|


commonMeasurementReporting






|


commonMeasurementTermination





|


informationExchangeFailure






|


informationExchangeTermination





|


informationReporting







|


radioLinkActivationFDD







|


radioLinkActivationTDD







|

gERANuplinkSignallingTransfer





|

radioLinkParameterUpdateFDD






|

radioLinkParameterUpdateTDD
}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-3 RNSAP-ELEMENTARY-PROCEDURE ::= {


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

radioLinkSetupFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


PROCEDURE ID

{ procedureCode id-radioLinkSetup, ddMode fdd }


CRITICALITY

reject

}

radioLinkSetupTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


PROCEDURE ID

{ procedureCode id-radioLinkSetup, ddMode tdd }


CRITICALITY

reject

}

radioLinkAdditionFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


PROCEDURE ID

{ procedureCode id-radioLinkAddition , ddMode fdd }


CRITICALITY

reject

}

radioLinkAdditionTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


PROCEDURE ID

{ procedureCode id-radioLinkAddition , ddMode tdd }


CRITICALITY

reject

}

radioLinkDeletion RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkDeletionRequest


SUCCESSFUL OUTCOME
RadioLinkDeletionResponse


PROCEDURE ID

{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY

reject

}

synchronisedRadioLinkReconfigurationPreparationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReadyFDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode fdd }


CRITICALITY

reject

}

synchronisedRadioLinkReconfigurationPreparationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReadyTDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode tdd }


CRITICALITY

reject

}

unSynchronisedRadioLinkReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode fdd }


CRITICALITY

reject

}

unSynchronisedRadioLinkReconfigurationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode tdd }


CRITICALITY

reject

}

physicalChannelReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME
PhysicalChannelReconfigurationCommand


UNSUCCESSFUL OUTCOME
PhysicalChannelReconfigurationFailure


PROCEDURE ID

{ procedureCode id-physicalChannelReconfiguration, ddMode fdd }


CRITICALITY

reject

}

physicalChannelReconfigurationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalChannelReconfigurationCommand


UNSUCCESSFUL OUTCOME
PhysicalChannelReconfigurationFailure


PROCEDURE ID

{ procedureCode id-physicalChannelReconfiguration, ddMode tdd }


CRITICALITY

reject

}

dedicatedMeasurementInitiation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME
DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


PROCEDURE ID

{ procedureCode id-dedicatedMeasurementInitiation, ddMode common }


CRITICALITY

reject

}

commonTransportChannelResourcesInitialisationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesRequest


SUCCESSFUL OUTCOME
CommonTransportChannelResourcesResponseFDD


UNSUCCESSFUL OUTCOME
CommonTransportChannelResourcesFailure


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesInitialisation, ddMode fdd }


CRITICALITY

reject

}

commonTransportChannelResourcesInitialisationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesRequest


SUCCESSFUL OUTCOME
CommonTransportChannelResourcesResponseTDD


UNSUCCESSFUL OUTCOME
CommonTransportChannelResourcesFailure


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesInitialisation, ddMode tdd }


CRITICALITY

reject

}

uplinkSignallingTransferFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
UplinkSignallingTransferIndicationFDD


PROCEDURE ID

{ procedureCode id-uplinkSignallingTransfer, ddMode fdd }


CRITICALITY

ignore

}

uplinkSignallingTransferTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
UplinkSignallingTransferIndicationTDD


PROCEDURE ID

{ procedureCode id-uplinkSignallingTransfer, ddMode tdd }


CRITICALITY

ignore

}
downlinkSignallingTransfer RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DownlinkSignallingTransferRequest


PROCEDURE ID

{ procedureCode id-downlinkSignallingTransfer, ddMode common }


CRITICALITY

ignore

}

relocationCommit RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationCommit


PROCEDURE ID

{ procedureCode id-relocationCommit, ddMode common }


CRITICALITY

ignore

}

paging RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PagingRequest


PROCEDURE ID

{ procedureCode id-paging, ddMode common }


CRITICALITY

ignore

}

synchronisedRadioLinkReconfigurationCommit RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCommit


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationCommit, ddMode common }


CRITICALITY

ignore

}

synchronisedRadioLinkReconfigurationCancellation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCancel


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationCancellation, ddMode common }


CRITICALITY

ignore

}

radioLinkFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkFailureIndication


PROCEDURE ID

{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY

ignore

}

radioLinkPreemption RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkPreemptionRequiredIndication


PROCEDURE ID

{ procedureCode id-radioLinkPreemption, ddMode common }


CRITICALITY

ignore

}
radioLinkRestoration RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkRestoreIndication


PROCEDURE ID

{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY

ignore

}

dedicatedMeasurementReporting RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementReport


PROCEDURE ID

{ procedureCode id-dedicatedMeasurementReporting, ddMode common }


CRITICALITY

ignore

}

dedicatedMeasurementTermination RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementTerminationRequest


PROCEDURE ID

{ procedureCode id-dedicatedMeasurementTermination, ddMode common }


CRITICALITY

ignore

}

dedicatedMeasurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementFailureIndication


PROCEDURE ID

{ procedureCode id-dedicatedMeasurementFailure, ddMode common }


CRITICALITY

ignore

}

radioLinkCongestion RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkCongestionIndication


PROCEDURE ID

{ procedureCode id-radioLinkCongestion, ddMode common }


CRITICALITY

reject

}
downlinkPowerControlFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DL-PowerControlRequest


PROCEDURE ID

{ procedureCode id-downlinkPowerControl, ddMode fdd }


CRITICALITY

ignore

}

downlinkPowerTimeslotControl RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DL-PowerTimeslotControlRequest

PROCEDURE ID

{ procedureCode id-downlinkPowerTimeslotControl, ddMode tdd }


CRITICALITY

ignore

}
compressedModeCommandFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCommand


PROCEDURE ID

{ procedureCode id-compressedModeCommand, ddMode fdd }


CRITICALITY

ignore

}

commonTransportChannelResourcesRelease RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesReleaseRequest


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesRelease, ddMode common }


CRITICALITY

ignore

}

errorIndication RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ErrorIndication


PROCEDURE ID

{ procedureCode id-errorIndication, ddMode common }


CRITICALITY

ignore

}

commonMeasurementInitiation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementInitiationRequest


SUCCESSFUL OUTCOME

CommonMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
CommonMeasurementInitiationFailure


PROCEDURE ID


{ procedureCode id-commonMeasurementInitiation, ddMode common }


CRITICALITY



reject

}

commonMeasurementReporting RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementReport


PROCEDURE ID

{ procedureCode id-commonMeasurementReporting, ddMode common }


CRITICALITY


ignore

}

commonMeasurementTermination RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementTerminationRequest


PROCEDURE ID

{ procedureCode id-commonMeasurementTermination, ddMode common }


CRITICALITY

ignore

}

commonMeasurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementFailureIndication


PROCEDURE ID

{ procedureCode id-commonMeasurementFailure, ddMode common }


CRITICALITY

ignore

}
informationExchangeInitiation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InformationExchangeInitiationRequest


SUCCESSFUL OUTCOME

InformationExchangeInitiationResponse


UNSUCCESSFUL OUTCOME
InformationExchangeInitiationFailure


PROCEDURE ID


{ procedureCode id-informationExchangeInitiation, ddMode common }


CRITICALITY



reject

}

informationReporting RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InformationReport


PROCEDURE ID


{ procedureCode id-informationReporting, ddMode common }


CRITICALITY



ignore

}

informationExchangeTermination RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InformationExchangeTerminationRequest


PROCEDURE ID


{ procedureCode id-informationExchangeTermination, ddMode common }


CRITICALITY



ignore

}

informationExchangeFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InformationExchangeFailureIndication


PROCEDURE ID


{ procedureCode id-informationExchangeFailure, ddMode common }


CRITICALITY



ignore

}
privateMessage RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PrivateMessage


PROCEDURE ID

{ procedureCode id-privateMessage, ddMode common }


CRITICALITY

ignore

}

reset RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest


SUCCESSFUL OUTCOME

ResetResponse


PROCEDURE ID 


{ procedureCode id-reset, ddMode common } 


CRITICALITY 


reject

}
radioLinkActivationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkActivationCommandFDD

PROCEDURE ID


{ procedureCode id-radioLinkActivation, ddMode fdd }


CRITICALITY



ignore

}
radioLinkActivationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkActivationCommandTDD

PROCEDURE ID


{ procedureCode id-radioLinkActivation, ddMode tdd }


CRITICALITY



ignore

}
gERANuplinkSignallingTransfer RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
GERANUplinkSignallingTransferIndication


PROCEDURE ID

{ procedureCode id-gERANuplinkSignallingTransfer, ddMode common }


CRITICALITY

ignore

}

radioLinkParameterUpdateFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkParameterUpdateIndicationFDD

PROCEDURE ID 


{ procedureCode id-radioLinkParameterUpdate, ddMode fdd }


CRITICALITY 


ignore

}
radioLinkParameterUpdateTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkParameterUpdateIndicationTDD


PROCEDURE ID 


{ procedureCode id-radioLinkParameterUpdate, ddMode tdd }


CRITICALITY 


ignore

}
END
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AllocationRetentionPriority,


AllowedQueuingTime,


Allowed-Rate-Information,

AlphaValue,

AntennaColocationIndicator,

BLER,


SCTD-Indicator,

BindingID,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


ClosedLoopMode1-SupportIndicator,


ClosedLoopMode2-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CNDomainType,

Cause,


CellCapabilityContainer-FDD,


CellCapabilityContainer-TDD,


CellCapabilityContainer-TDD-LCR,


CellParameterID,


ChipOffset,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,

CommonTransportChannelResourcesInitialisationNotRequired,

CongestionCause,

CoverageIndicator,

CriticalityDiagnostics,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-FDD-Information,

DCH-ID,


DCH-InformationResponse,


DCH-TDD-Information,

DL-DPCH-SlotFormat,


DL-TimeslotISCP,

DL-Power,

DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,


DL-PowerBalancing-UpdatedIndicator,


DL-ReferencePowerInformation,


DL-ScramblingCode,


DL-Timeslot-Information,


DL-TimeslotLCR-Information,

DL-TimeSlot-ISCP-Info,

DL-TimeSlot-ISCP-LCR-Information,

DPC-Mode,

DPC-Mode-Change-SupportIndicator,

DPCH-ID,


DL-DPCH-TimingAdjustment,

DRACControl,


DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,

DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,


DSCH-FDD-Information,


DSCH-FDD-InformationResponse,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

DSCH-RNTI,

SchedulingPriorityIndicator,

EnhancedDSCHPC,


EnhancedDSCHPCCounter,


EnhancedDSCHPCIndicator,


EnhancedDSCHPCWnd,


EnhancedDSCHPowerOffset,

Enhanced-PrimaryCPICH-EcNo,

FACH-FlowControlInformation,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,
    FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

GA-CellAdditionalShapes,

HCS-Prio,

HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,

HSDSCH-FDD-Update-Information,

HSDSCH-TDD-Update-Information,

HSDSCH-Information-to-Modify,


HSDSCH-MACdFlow-ID,

HSDSCH-RNTI,


HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,

IMSI,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

InnerLoopDLPCStatus,

L3-Information,

    SplitType,


LengthOfTFCI2,

LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,

MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,

MeasurementFilterCoefficient,


MeasurementID,


MidambleAllocationMode,

MidambleShiftAndBurstType,


MidambleShiftLCR,

MinimumSpreadingFactor,

MinUL-ChannelisationCodeLength,


MultiplexingPosition,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

Neighbouring-GSM-CellInformation,

Neighbouring-UMTS-CellInformation,

NeighbouringTDDCellMeasurementInformationLCR,


NrOfDLchannelisationcodes,

PagingCause,


PagingRecordType,

PDSCHCodeMapping,

PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PC-Preamble,

Permanent-NAS-UE-Identity,

PowerAdjustmentType,

PowerOffset,


PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


PrimaryScramblingCode,


PropagationDelay,


PunctureLimit,


QE-Selector,


Qth-Parameter,

RANAP-RelocationInformation,


RB-Info,


RL-ID,


RL-Set-ID,


RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


Received-total-wide-band-power,

RequestedDataValue,


RequestedDataValueInformation,

RL-Specific-DCH-Info,

RxTimingDeviationForTA,

S-FieldLength,


S-RNTI,


SCH-TimeSlot,

SAI,


SFN,

Secondary-CCPCH-Info,

Secondary-CCPCH-Info-TDD,


Secondary-LCR-CCPCH-Info-TDD,

SpecialBurstScheduling,

SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


STTD-Indicator,

STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


SecondaryCCPCH-SlotFormat,


SRB-Delay,

SyncCase,


SynchronisationConfiguration,

TDD-ChannelisationCode,


TDD-DCHs-to-Modify,


TDD-DL-Code-Information,

TDD-DPCHOffset,

TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TDD-ChannelisationCodeLCR,


TDD-DL-Code-LCR-Information,

TDD-UL-Code-Information,

TDD-UL-Code-LCR-Information,

TFCI-Coding,


TFCI-PC-SupportIndicator,

TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


TimeSlotLCR,

TimingAdvanceApplied,

ToAWE,


ToAWS,


TrafficClass,

TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TSTD-Indicator,


TSTD-Support-Indicator,

UARFCN,


UC-ID,


UL-DPCCH-SlotFormat,


UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,

UL-TimeSlot-ISCP-LCR-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information
FROM RNSAP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,

maxNrOfDPCHs,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,

maxNrOfDLTs,

maxResetContext,

maxNoOfDSCHsLCR,


maxNoOfUSCHsLCR,


maxNrOfCCTrCHsLCR,


maxNrOfTsLCR,


maxNrOfDLTsLCR,


maxNrOfULTsLCR,


maxNrOfDPCHsLCR,


maxNrOfLCRTDDNeighboursPerRNC,

maxNrOfMeasNCell,

maxNrOfMACdFlows,

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-AllowedQueuingTime,


id-AntennaColocationIndicator,

id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,

    id-CFNReportingIndicator,

id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,


id-ClosedLoopMode1-SupportIndicator,

id-ClosedLoopMode2-SupportIndicator,

id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,

id-CommonTransportChannelResourcesInitialisationNotRequired,

id-CongestionCause,

id-CoverageIndicator,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,


id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DCH-Rate-InformationItem-RL-CongestInd,

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-FDD-DL-CodeInformation,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-DPCH-TimingAdjustment,

id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,


id-DL-PowerBalancing-UpdatedIndicator,


id-DL-ReferencePowerInformation,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,

id-DPC-Mode,

id-DPC-Mode-Change-SupportIndicator,

id-DSCHs-to-Add-FDD,


id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Delete-RL-ReconfPrepFDD,


id-DSCH-FDD-Information,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-FDD-InformationResponse,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Modify-RL-ReconfPrepFDD,


id-DSCH-RNTI,

id-DSCHsToBeAddedOrModified-FDD,


id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,

id-EnhancedDSCHPC,


id-EnhancedDSCHPCIndicator,

id-Enhanced-PrimaryCPICH-EcNo,

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-GA-Cell,

id-GA-CellAdditionalShapes,

id-HCS-Prio,

id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-FDD-Information-to-Add,


id-HSDSCH-FDD-Information-to-Delete,

id-HSDSCH-FDD-Update-Information,

id-HSDSCH-TDD-Update-Information,

id-HSDSCH-Information-to-Modify,


id-HSDSCH-RNTI,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,

id-HSDSCH-TDD-Information-Response-LCR,


id-HSDSCH-TDD-Information-to-Add,


id-HSDSCH-TDD-Information-to-Delete,


id-HSPDSCH-RL-ID,

id-IMSI,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationReportCharacteristics,


id-InformationType,

id-InnerLoopDLPCStatus,
    id-SplitType,
    id-LengthOfTFCI2,

id-L3-Information,

id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-PagingArea-PagingRqst,

id-PDSCH-RL-ID,

id-Permanent-NAS-UE-Identity,

id-FACH-FlowControlInformation,


id-PowerAdjustmentType,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,

id-PropagationDelay,


id-Qth-Parameter,

id-RANAP-RelocationInformation,

id-ResetIndicator,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-RL-CongestInd,

id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-CongestInd,

id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-ReconfRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRspFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRspFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationReadyTDD-RL-Information,


id-RL-ReconfigurationRequestFDD-RL-InformationList,
    id-RL-ReconfigurationRequestFDD-RL-Information-IEs,


id-RL-ReconfigurationRequestTDD-RL-Information,

id-RL-Specific-DCH-Info,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-RNC-ID,

id-RxTimingDeviationForTA,

id-S-RNTI,


id-SAI,


id-SFN,


id-SFNReportingIndicator,

id-SRNC-ID,

id-SSDT-CellIDforEDSCHPC,

id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-TFCI-PC-SupportIndicator,

id-timeSlot-ISCP,

id-TimeSlot-RL-SetupRspTDD,

id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-ContextInfoItem-Reset,

id-Transmission-Gap-Pattern-Sequence-Information,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,


id-URA-Information,

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD,


id-RL-LCR-InformationResponse-RL-SetupRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-USCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD,


id-RL-LCR-InformationResponse-RL-AdditionRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD,


id-TSTD-Support-Indicator-RL-SetupRqstTDD,


id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD,

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD,

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD,


id-neighbouringTDDCellMeasurementInformationLCR,


id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD,


id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD,


id-TrafficClass

FROM RNSAP-Constants;

***UNCHANGED PARTS IS OMITTED***
-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION FDD
--

-- **************************************************************

RadioLinkParameterUpdateIndicationFDD ::= SEQUENCE {

protocolIEs



ProtocolIE-Container
{{RadioLinkParameterUpdateIndicationFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-HSDSCH-FDD-Update-Information

CRITICALITY

reject

TYPE
HSDSCH-FDD-Update-Information


PRESENCE
optional},

...

}

RadioLinkParameterUpdateIndicationFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION TDD

--

-- **************************************************************

RadioLinkParameterUpdateIndicationTDD ::= SEQUENCE {

protocolIEs



ProtocolIE-Container
{{RadioLinkParameterUpdateIndicationTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID
id-HSDSCH-TDD-Update-Information

CRITICALITY

reject

TYPE
HSDSCH-TDD-Update-Information


PRESENCE
optional},

...

}

RadioLinkParameterUpdateIndicationTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

***UNCHANGED PARTS IS OMITTED***
END
***UNCHANGED PARTS IS OMITTED***
9.3.4
Information Element Definitions

***UNCHANGED PARTS IS OMITTED***
-- H

HARQ-FDD-InfoList ::= SEQUENCE (SIZE (1..maxNrOfHARQProc)) OF HARQ-FDD-InfoItem

HARQ-FDD-InfoItem ::= SEQUENCE {


process-Memory-Size




INTEGER (1..172800,...),


iE-Extensions





ProtocolExtensionContainer { { HARQ-FDD-InfoItem-ExtIEs } }


OPTIONAL,

...

}
HARQ-FDD-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HARQ-TDD-InfoList ::= SEQUENCE (SIZE (1..maxNrOfHARQProc)) OF HARQ-TDD-InfoItem

HARQ-TDD-InfoItem ::= SEQUENCE {


process-Memory-Size




INTEGER (1..168960,...),


iE-Extensions





ProtocolExtensionContainer { { HARQ-TDD-InfoItem-ExtIEs } }


OPTIONAL,

...

}
HARQ-TDD-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HCS-Prio
::= INTEGER (0..7)

-- 0 = lowest priority, ...7 = highest priority
HSDSCH-FDD-Information ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-Info


HSDSCH-MACdFlow-Specific-InfoList,


uE-Capabilities-InfoFDD




UE-Capabilities-InfoFDD,


hARQ-FDD-Info






HARQ-FDD-InfoList,


measurement-Feedback-Offset



Measurement-Feedback-Offset,

iE-Extensions






ProtocolExtensionContainer { { HSDSCH-FDD-Information-ExtIEs } }


OPTIONAL,

...

}

HSDSCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-FDD-Information-Response ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-Response

HSDSCH-MACdFlow-Specific-InfoList-Response,


hSSCCH-Specific-InfoList-Response



HSSCCH-FDD-Specific-InfoList-Response,


measurement-Feedback-Reporting-Cycle-k1


Measurement-Feedback-Reporting-Cycle,


measurement-Feedback-Reporting-Cycle-k2


Measurement-Feedback-Reporting-Cycle,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Information-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-FDD-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Information-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-to-Modify

HSDSCH-MACdFlow-Specific-InfoList-to-Modify




OPTIONAL,


measurement-Reporting-Cycle





ENUMERATED {k1, k2}










OPTIONAL,


-- Only for FDD

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-Information-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-ID ::= INTEGER (0..maxNrOfMACdFlows-1)

HSDSCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem

HSDSCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,

priorityQueue-Info




PriorityQueue-InfoList,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-Response

HSDSCH-MACdFlow-Specific-InfoItem-Response ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,


hSDSCH-Initial-Capacity-Allocation
HSDSCH-Initial-Capacity-Allocation

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-to-Modify

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


hSDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


bLER







BLER








OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority



OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,


bindingID






BindingID







OPTIONAL,


transportLayerAddress



TransportLayerAddress




OPTIONAL,

priorityQueue-Info-to-Modify

PriorityQueue-InfoList-to-Modify

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Initial-Capacity-Allocation::= SEQUENCE (SIZE (1..16)) OF HSDSCH-Initial-Capacity-AllocationItem
HSDSCH-Initial-Capacity-AllocationItem ::= SEQUENCE {


schedulingPriorityIndicator

SchedulingPriorityIndicator,


maximum-MACdPDU-Size


MACdPDU-Size,

hSDSCH-InitialWindowSize

HSDSCH-InitialWindowSize,


iE-Extensions




ProtocolExtensionContainer { {HSDSCH-Initial-Capacity-AllocationItem-ExtIEs} } OPTIONAL,


...

}

HSDSCH-Initial-Capacity-AllocationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-InitialWindowSize


::= INTEGER (1..2047)

-- Number of MAC-d PDUs.

-- 2047 = Unlimited number of MAC-d PDUs
HSDSCH-RNTI ::= INTEGER (0..65535)

HSDSCH-TDD-Information ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-Info


HSDSCH-MACdFlow-Specific-InfoList,


uE-Capabilities-InfoTDD




UE-Capabilities-InfoTDD,


hARQ-TDD-InfoList





HARQ-TDD-InfoList,


iE-Extensions






ProtocolExtensionContainer { { HSDSCH-TDD-Information-ExtIEs } }


OPTIONAL,

...

}

HSDSCH-TDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-TDD-Information-Response ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-Response

HSDSCH-MACdFlow-Specific-InfoList-Response,


hSSCCH-TDD-Specific-InfoList-Response


HSSCCH-TDD-Specific-InfoList-Response





OPTIONAL,


hSSCCH-TDD-Specific-InfoList-Response-LCR

HSSCCH-TDD-Specific-InfoList-Response-LCR




OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-TDD-Information-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-TDD-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-FDD-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-FDD-Specific-InfoItem-Response

HSSCCH-FDD-Specific-InfoItem-Response ::= SEQUENCE {


code-Number









INTEGER (0..127),


iE-Extensions








ProtocolExtensionContainer { { HSSCCH-FDD-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-FDD-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-TDD-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-TDD-Specific-InfoItem-Response

HSSCCH-TDD-Specific-InfoItem-Response ::= SEQUENCE {


timeslot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType,

tDD-ChannelisationCode






TDD-ChannelisationCode,


hSSICH-Info









HSSICH-Info,

iE-Extensions








ProtocolExtensionContainer { { HSSCCH-TDD-Specific-InfoItem-Response-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-TDD-Specific-InfoItem-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-TDD-Specific-InfoList-Response-LCR ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-TDD-Specific-InfoItem-Response-LCR

HSSCCH-TDD-Specific-InfoItem-Response-LCR ::= SEQUENCE {


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


tDD-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,

hSSICH-InfoLCR







HSSICH-InfoLCR,

iE-Extensions







ProtocolExtensionContainer { { HSSCCH-TDD-Specific-InfoItem-Response-LCR-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-TDD-Specific-InfoItem-Response-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSICH-Info ::= SEQUENCE {


timeslot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType,

tDD-ChannelisationCode






TDD-ChannelisationCode,


iE-Extensions








ProtocolExtensionContainer { { HSSICH-Info-ExtIEs } }


OPTIONAL,

...

}
HSSICH-Info-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSICH-InfoLCR ::= SEQUENCE {


timeslotLCR









TimeSlotLCR,


midambleShiftLCR







MidambleShiftLCR,

tDD-ChannelisationCodeLCR





TDD-ChannelisationCodeLCR,


iE-Extensions








ProtocolExtensionContainer { { HSSICH-Info-LCR-ExtIEs } }


OPTIONAL,

...

}
HSSICH-Info-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-CodeChangeIndicator
::= ENUMERATED {


hsSCCHCodeChangeNeeded
}
HSDSCH-FDD-Update-Information ::= SEQUENCE {

hsSCCHCodeChangeIndicator





HSSCCH-CodeChangeIndicator




OPTIONAL,

cqiFeedback-CycleK







CQI-Feedback-Cycle






OPTIONAL, 


cqiRepetitionFactor







CQI-RepetitionFactor





OPTIONAL,

ackNackRepetitionFactor






AckNack-RepetitionFactor




OPTIONAL,

cqiPowerOffset








CQI-Power-Offset 






OPTIONAL,

ackPowerOffset








Ack-Power-Offset






OPTIONAL,

nackPowerOffset








Nack-Power-Offset






OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Update-Information-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-FDD-Update-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

HSDSCH-TDD-Update-Information ::= SEQUENCE {

hsSCCHCodeChangeIndicator





HSSCCH-CodeChangeIndicator




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-TDD-Update-Information-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-TDD-Update-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

***UNCHANGED PARTS IS OMITTED***
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4
id-downlinkSignallingTransfer







ProcedureCode ::= 5

id-errorIndication










ProcedureCode ::= 6

id-dedicatedMeasurementFailure







ProcedureCode ::= 7

id-dedicatedMeasurementInitiation






ProcedureCode ::= 8

id-dedicatedMeasurementReporting






ProcedureCode ::= 9

id-dedicatedMeasurementTermination






ProcedureCode ::= 10

id-paging












ProcedureCode ::= 11

id-physicalChannelReconfiguration






ProcedureCode ::= 12

id-privateMessage










ProcedureCode ::= 13

id-radioLinkAddition









ProcedureCode ::= 14

id-radioLinkCongestion









ProcedureCode ::= 34
id-radioLinkDeletion









ProcedureCode ::= 15

id-radioLinkFailure










ProcedureCode ::= 16

id-radioLinkPreemption









ProcedureCode ::= 17
id-radioLinkRestoration









ProcedureCode ::= 18

id-radioLinkSetup










ProcedureCode ::= 19

id-relocationCommit










ProcedureCode ::= 20

id-synchronisedRadioLinkReconfigurationCancellation


ProcedureCode ::= 21

id-synchronisedRadioLinkReconfigurationCommit



ProcedureCode ::= 22

id-synchronisedRadioLinkReconfigurationPreparation


ProcedureCode ::= 23

id-unSynchronisedRadioLinkReconfiguration




ProcedureCode ::= 24

id-uplinkSignallingTransfer








ProcedureCode ::= 25

id-commonMeasurementFailure








ProcedureCode ::= 26

id-commonMeasurementInitiation







ProcedureCode ::= 27

id-commonMeasurementReporting







ProcedureCode ::= 28

id-commonMeasurementTermination







ProcedureCode ::= 29
id-informationExchangeFailure







ProcedureCode ::= 30

id-informationExchangeInitiation






ProcedureCode ::= 31

id-informationReporting









ProcedureCode ::= 32

id-informationExchangeTermination






ProcedureCode ::= 33
id-reset












ProcedureCode ::= 35
id-radioLinkActivation 









ProcedureCode ::= 36

id-gERANuplinkSignallingTransfer






ProcedureCode ::= 37
id-radioLinkParameterUpdate








ProcedureCode ::= 38
***UNCHANGED PARTS IS OMITTED***
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-Allowed-Rate-Information












ProtocolIE-ID ::= 42
id-AntennaColocationIndicator











ProtocolIE-ID ::= 309
id-BindingID















ProtocolIE-ID ::= 5

id-C-ID

















ProtocolIE-ID ::= 6

id-C-RNTI
















ProtocolIE-ID ::= 7

id-Cell-Capacity-Class-Value











ProtocolIE-ID ::= 303
id-Cell-Capacity-Class-Value-ThresholdInformation






ProtocolIE-ID ::= 304
id-CFN
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