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9.2.3.19
Location Related Data Request Type

This element indicates the type of the requested location related data for the indicated positioning method, and provides the assistance data for the Assisted GPS positioning method.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Location Related Data Request Type
	
	
	
	

	>Requested Location Related Data Type
	M
	
	ENUMERATED(Deciphering Keys for UE Based OTDOA, 

Deciphering Keys for Assisted GPS, 

Dedicated Assistance Data for UE Based OTDOA, 

Dedicated Assistance Data for Assisted GPS, ...,

Not Specified)
	As defined in [27], The standard positioning methods supported within UTRAN are:

-
cell ID based method;

-
OTDOA method that may be assisted by network configurable idle periods;

-
network-assisted GPS methods.
The value ‘Not Specified’ shall only be used in case of GERAN Iu mode and shall then be ignored.

	>Requested GPS Assistance Data
	C – ifDedAssGPS
	
	9.2.3.21
	

	>Requested Location Related Data Type for GERAN Iu Mode
	C – ifNotSpec
	
	ENUMERATED(Deciphering Keys for E-OTD, 

Dedicated Mobile-Assisted E-OTD Assistance Data,

Dedicated Mobile-Based E‑OTD Assistance Data, ...)
	E-OTD methods [28] are only supported in case of GERAN Iu mode.


	Condition
	Explanation

	ifDedAssGPS
	This IE shall be present if the Requested Location Related Data Type IE is set to ‘Dedicated Assistance Data for Assisted GPS’.

	ifNotSpec
	This IE shall be present if the Requested Location Related Data Type IE is set to ‘Not Specified’.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfLevels,


maxNrOfAltValues,


id-MessageStructure,


id-TypeOfError,

id-DownlinkCellLoadInformation,


id-UplinkCellLoadInformation,


id-RequestedLocationRelatedDataTypeGERANIuMode
FROM RANAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM RANAP-CommonDataTypes


ProtocolExtensionContainer{},


RANAP-PROTOCOL-EXTENSION

FROM RANAP-Containers;

Lots of unaffected ASN1 in 9.3.4 not shown

-- L

LAC




::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

LastKnownServiceArea
::= SEQUENCE {


sAI


SAI,


ageOfSAI
INTEGER (0..32767),


iE-Extensions
ProtocolExtensionContainer { {LastKnownServiceArea-ExtIEs} } OPTIONAL,


...

}

LastKnownServiceArea-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

...

}

LocationRelatedDataRequestType
::= SEQUENCE {


requestedLocationRelatedDataType


RequestedLocationRelatedDataType,


requestedGPSAssistanceData




RequestedGPSAssistanceData
OPTIONAL,


-- This IE shall be present if the Requested Location Related Data Type IE is set to ‘Dedicated Assistance Data for Assisted GPS’ –-


...,


locationRelatedDataRequestType-GERANIuMode-Extensions

ProtocolExtensionContainer { {LocationRelatedDataRequestType-GERANIuMode-Extensions} } OPTIONAL
}
-- These extensions are GERAN Iu Mode specific and are not needed to be supported in pure UTRAN systems --
LocationRelatedDataRequestType-GERANIuMode-Extensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable LCS support for GERAN Iu mode --
    { ID id-RequestedLocationRelatedDataTypeGERANIuMode
CRITICALITY ignore
EXTENSION RequestedLocationRelatedDataTypeGERANIuMode

PRESENCE optional } ,

-- This IE shall be present if the Requested Location Related Data Type IE is set to ‘Not Specified’ --
    ...

}
L3-Information



::= OCTET STRING

-- M

Lots of unaffected ASN1 in 9.3.4 not shown

ReportArea ::= ENUMERATED { 


service-area, 


geographical-area, 


... 

}

RequestedGPSAssistanceData 
::= OCTET STRING (SIZE (1 .. 38 ))

        -- gpsAssistanceData as defined in 24.080 --

RequestedLocationRelatedDataType ::= ENUMERATED { 


decipheringKeysUEBasedOTDOA,


decipheringKeysAssistedGPS,


dedicatedAssistanceDataUEBasedOTDOA,


dedicatedAssistanceDataAssistedGPS, 


...,


notSpecified


-- The IE value shall only be used in case of GERAN Iu mode and shall then be ignored --  

}
RequestedLocationRelatedDataTypeGERANIuMode ::= ENUMERATED { 


decipheringKeysEOTD,


dedicatedMobileAssistedEOTDAssistanceData,


dedicatedMobileBasedEOTDAssistanceData, 


... 

}
Requested-RAB-Parameter-Values ::= SEQUENCE {


requestedMaxBitrates



Requested-RAB-Parameter-MaxBitrateList


OPTIONAL,


requestedGuaranteedBitrates



Requested-RAB-Parameter-GuaranteedBitrateList


OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { { Requested-RAB-Parameter-Values-ExtIEs} } 
OPTIONAL,


...

}

Requested-RAB-Parameter-Values-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Requested-RAB-Parameter-MaxBitrateList ::= SEQUENCE (SIZE (1..maxNrOfSeparateTrafficDirections)) OF MaxBitrate

Requested-RAB-Parameter-GuaranteedBitrateList
::= SEQUENCE (SIZE (1..maxNrOfSeparateTrafficDirections)) OF GuaranteedBitrate

RequestType ::= SEQUENCE {


event



Event,


reportArea


ReportArea,


horizontalAccuracyCode

INTEGER (0..127)
OPTIONAL,


... ,


verticalAccuracyCode


INTEGER (0..127)
OPTIONAL,


-- To be used if Geographical Coordinates shall be reported with a requested accuracy. –-


responseTime




ResponseTime
OPTIONAL,


-- This IE shall be present if the Event IE is set to ‘Direct’ and the Report Area IE is set to 'Geographical Area'. –-


positioningPriority



PositioningPriority
OPTIONAL,


-- This IE shall be present if the Event IE is set to ‘Direct’ or “Change of Service Area”. –-


clientType





ClientType
OPTIONAL


-- This IE shall be present if the Event IE is set to ‘Direct’. --
}

Lots of unaffected ASN1 in 9.3.4 not shown

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-RAB-Assignment




INTEGER ::= 0

id-Iu-Release





INTEGER ::= 1

id-RelocationPreparation


INTEGER ::= 2

id-RelocationResourceAllocation

INTEGER ::= 3

id-RelocationCancel




INTEGER ::= 4

id-SRNS-ContextTransfer



INTEGER ::= 5

id-SecurityModeControl



INTEGER ::= 6

id-DataVolumeReport




INTEGER ::= 7

id-Reset






INTEGER ::= 9

id-RAB-ReleaseRequest



INTEGER ::= 10

id-Iu-ReleaseRequest



INTEGER ::= 11

id-RelocationDetect




INTEGER ::= 12

id-RelocationComplete



INTEGER ::= 13

id-Paging






INTEGER ::= 14

id-CommonID






INTEGER ::= 15

id-CN-InvokeTrace




INTEGER ::= 16

id-LocationReportingControl


INTEGER ::= 17

id-LocationReport




INTEGER ::= 18

id-InitialUE-Message



INTEGER ::= 19

id-DirectTransfer




INTEGER ::= 20

id-OverloadControl




INTEGER ::= 21

id-ErrorIndication




INTEGER ::= 22

id-SRNS-DataForward




INTEGER ::= 23

id-ForwardSRNS-Context



INTEGER ::= 24

id-privateMessage




INTEGER ::= 25

id-CN-DeactivateTrace



INTEGER ::= 26

id-ResetResource




INTEGER ::= 27

id-RANAP-Relocation




INTEGER ::= 28 

id-RAB-ModifyRequest



INTEGER ::= 29 

id-LocationRelatedData



INTEGER ::= 30

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfDTs






INTEGER ::= 15

maxNrOfErrors





INTEGER ::= 256

maxNrOfIuSigConIds




INTEGER ::= 250

maxNrOfPDPDirections



INTEGER ::= 2

maxNrOfPoints





INTEGER ::= 15

maxNrOfRABs






INTEGER ::= 256

maxNrOfSeparateTrafficDirections
INTEGER ::= 2

maxNrOfVol






INTEGER ::= 2
maxNrOfLevels





INTEGER ::= 256 

maxNrOfAltValues




INTEGER ::= 16

maxRAB-Subflows





INTEGER ::= 7

maxRAB-SubflowCombination


INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AreaIdentity 







INTEGER ::= 0

id-CN-DomainIndicator 






INTEGER ::= 3

id-Cause 









INTEGER ::= 4

id-ChosenEncryptionAlgorithm 




INTEGER ::= 5

id-ChosenIntegrityProtectionAlgorithm 


INTEGER ::= 6

id-ClassmarkInformation2 





INTEGER ::= 7

id-ClassmarkInformation3 





INTEGER ::= 8

id-CriticalityDiagnostics 





INTEGER ::= 9

id-DL-GTP-PDU-SequenceNumber 




INTEGER ::= 10

id-EncryptionInformation 





INTEGER ::= 11

id-IntegrityProtectionInformation 



INTEGER ::= 12

id-IuTransportAssociation 





INTEGER ::= 13

id-L3-Information 







INTEGER ::= 14

id-LAI 










INTEGER ::= 15

id-NAS-PDU 









INTEGER ::= 16

id-NonSearchingIndication 





INTEGER ::= 17

id-NumberOfSteps 







INTEGER ::= 18

id-OMC-ID 









INTEGER ::= 19

id-OldBSS-ToNewBSS-Information 




INTEGER ::= 20

id-PagingAreaID 







INTEGER ::= 21

id-PagingCause 








INTEGER ::= 22

id-PermanentNAS-UE-ID 






INTEGER ::= 23

id-RAB-ContextItem 







INTEGER ::= 24

id-RAB-ContextList 







INTEGER ::= 25

id-RAB-DataForwardingItem 





INTEGER ::= 26

id-RAB-DataForwardingItem-SRNS-CtxReq 


INTEGER ::= 27

id-RAB-DataForwardingList 





INTEGER ::= 28

id-RAB-DataForwardingList-SRNS-CtxReq 


INTEGER ::= 29

id-RAB-DataVolumeReportItem 




INTEGER ::= 30

id-RAB-DataVolumeReportList 




INTEGER ::= 31

id-RAB-DataVolumeReportRequestItem 



INTEGER ::= 32

id-RAB-DataVolumeReportRequestList 



INTEGER ::= 33

id-RAB-FailedItem 







INTEGER ::= 34

id-RAB-FailedList 







INTEGER ::= 35

id-RAB-ID 









INTEGER ::= 36

id-RAB-QueuedItem 







INTEGER ::= 37

id-RAB-QueuedList 







INTEGER ::= 38

id-RAB-ReleaseFailedList 





INTEGER ::= 39

id-RAB-ReleaseItem 







INTEGER ::= 40

id-RAB-ReleaseList 







INTEGER ::= 41

id-RAB-ReleasedItem 






INTEGER ::= 42

id-RAB-ReleasedList 






INTEGER ::= 43

id-RAB-ReleasedList-IuRelComp 




INTEGER ::= 44

id-RAB-RelocationReleaseItem 




INTEGER ::= 45

id-RAB-RelocationReleaseList 




INTEGER ::= 46

id-RAB-SetupItem-RelocReq 





INTEGER ::= 47

id-RAB-SetupItem-RelocReqAck 




INTEGER ::= 48

id-RAB-SetupList-RelocReq 





INTEGER ::= 49

id-RAB-SetupList-RelocReqAck 




INTEGER ::= 50

id-RAB-SetupOrModifiedItem 





INTEGER ::= 51

id-RAB-SetupOrModifiedList 





INTEGER ::= 52

id-RAB-SetupOrModifyItem 





INTEGER ::= 53

id-RAB-SetupOrModifyList 





INTEGER ::= 54

id-RAC 










INTEGER ::= 55

id-RelocationType 







INTEGER ::= 56

id-RequestType 








INTEGER ::= 57

id-SAI 










INTEGER ::= 58

id-SAPI 









INTEGER ::= 59

id-SourceID 








INTEGER ::= 60

id-SourceRNC-ToTargetRNC-TransparentContainer 
INTEGER ::= 61

id-TargetID 








INTEGER ::= 62

id-TargetRNC-ToSourceRNC-TransparentContainer 
INTEGER ::= 63

id-TemporaryUE-ID 







INTEGER ::= 64

id-TraceReference 







INTEGER ::= 65

id-TraceType 








INTEGER ::= 66

id-TransportLayerAddress 





INTEGER ::= 67

id-TriggerID 








INTEGER ::= 68

id-UE-ID 









INTEGER ::= 69

id-UL-GTP-PDU-SequenceNumber 




INTEGER ::= 70

id-RAB-FailedtoReportItem





INTEGER ::= 71

id-RAB-FailedtoReportList 





INTEGER ::= 72

id-KeyStatus








INTEGER ::= 75

id-DRX-CycleLengthCoefficient 




INTEGER ::= 76

id-IuSigConIdList







INTEGER ::= 77

id-IuSigConIdItem







INTEGER ::= 78

id-IuSigConId








INTEGER ::= 79

id-DirectTransferInformationItem-RANAP-RelocInf
INTEGER ::= 80

id-DirectTransferInformationList-RANAP-RelocInf
INTEGER ::= 81

id-RAB-ContextItem-RANAP-RelocInf



INTEGER ::= 82

id-RAB-ContextList-RANAP-RelocInf



INTEGER ::= 83

id-RAB-ContextFailedtoTransferItem



INTEGER ::= 84

id-RAB-ContextFailedtoTransferList



INTEGER ::= 85

id-GlobalRNC-ID








INTEGER ::= 86

id-RAB-ReleasedItem-IuRelComp




INTEGER ::= 87
id-MessageStructure







INTEGER ::= 88
id-Alt-RAB-Parameters






INTEGER ::= 89

id-Ass-RAB-Parameters






INTEGER ::= 90

id-RAB-ModifyList







INTEGER ::= 91

id-RAB-ModifyItem







INTEGER ::= 92
id-TypeOfError








INTEGER ::= 93
id-BroadcastAssistanceDataDecipheringKeys

INTEGER ::= 94

id-LocationRelatedDataRequestType



INTEGER ::= 95

id-GlobalCN-ID








INTEGER ::= 96

id-LastKnownServiceArea






INTEGER ::= 97

id-InterSystemInformation-TransparentContainer
INTEGER ::= 98

id-NewBSS-To-OldBSS-Information 



INTEGER ::= 99

id-DownlinkCellLoadInformation




INTEGER ::= 100

id-UplinkCellLoadInformation




INTEGER ::= 101

id-SourceRNC-PDCP-context-info




INTEGER ::= 102
id-RequestedLocationRelatedDataTypeGERANIuMode
INTEGER ::= 103
END
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