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8.4.1
Error Indication

8.4.1.1
General

The Error Indication procedure is initiated by a node in order to report detected errors in one incoming message, provided they cannot be reported by an appropriate response message.

8.4.1.2
Successful Operation

When the conditions defined in subclause 10 are fulfilled, the Error Indication procedure is initiated by an ERROR INDICATION message sent from the receiving node.

When the ERROR INDICATION message is sent from a Node B to its CRNC, the CRNC Communication Context ID IE shall be included in the message if the Node B Communication Context, addressed by the Node B Communication Context ID IE which was received in the message triggering the Error Indication procedure, exists. When the ERROR INDICATION message is sent from a CRNC to a Node B, the Node B Communication Context ID IE shall be included in the message if  the CRNC Communication Context, addressed by the CRNC Communication Context ID IE which was received in the message triggering the Error Indication procedure, exists.

When a message for a dedicated procedure is received in the Node B and there is no Node B Communication Context as indicated by theNode B Communication Context ID IE, the Node B shall include the unknown Node B Communication Context ID IE from the received message in the ERROR INDICATION message, unless another handling is specified in the procedure text for the affected procedure.

When a message for a dedicated procedure is received in the CRNC and there is no CRNC Communication Context as indicated by theCRNC Communication Context ID IE, the CRNC shall include the unknown CRNC Communication Context ID IE from the received message in the ERROR INDICATION message, unless another handling is specified in the procedure text for the affected procedure.

The ERROR INDICATION message shall include either the Cause IE, or the Criticality Diagnostics IE or both the Cause IE and the Criticality Diagnostics IE.
Typical cause values for the ERROR INDICATION message are:

Protocol Causes:

-
Transfer Syntax Error

-
Abstract Syntax Error (Reject)

-
Abstract Syntax Error (Ignore and Notify)

-
Message not Compatible with Receiver State

-
Unspecified
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Figure 49: Error Indication procedure (Node B to CRNC): Successful Operation
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Figure 50: Error Indication procedure (CRNC to Node B), Successful Operation
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