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1. Overall Description:

RAN3 would like to thank SA2 for their LS on Usage of UMTS Bearer Service attribute Maximum SDU size which was received in R3-030255.

Referring to SA’2  question 

SA2 kindly asks RAN2, RAN3 and GERAN2 to provide feedback on their understanding of the “Maximum SDU size” attribute and its usage for radio specific purposes, especially on the lower range of signalled values for the “Maximum SDU size”. 

RAN3 would like to provide the following answer:

RAN3 shares SA2’s view that excessive fragmenting and/or discarding should be avoided, as this has impact on network performance or QoS respectively.

From a RAN3 perspective, the value signalled on Iu within the RAB Attribute “Maximum SDU size” represents the result of an already performed negotiation among CN nodes and shall be therefore  obeyed by the UMTS radio network – regardless the actual value.

However, user level IP packet fragmentation and/or discarding of user data not conforming to the signalled “Maximum SDU size” is assumed to take place in the GGSN/UE only and consequently the “Maximum SDU size” attribute shall be obeyed by the UTRAN in terms of admission control and policing only.

Moreover, the RNC behaviour regarding the admission control and policing upon reception of not conforming traffic is assumed to be implementation dependant.
2. Actions to SA2:

none

3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #35
7th - 11th April 2003, Seoul, Korea

TSG-RAN WG3 Meeting #36
19th – 23rd May 2003, Paris, France

