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At the RAN2/RAN3 #32 ad hoc session on HSDPA (Sep 2002) it was agreed that the NodeB should have the means for reporting to CRNC the following parameters:

· the necessary power per priority class (SPI) to meet the Guaranteed Bit Rate for all the calls of this priority class;

· the currently provided bit rate per priority class, calculated over the recent past.

In RAN3#34 (and following some offline discussions with other companies) Nortel proposed that the reported value for HSDPA Required Power and HSDPA Provided Bit Rate should not be based on actual Layer 1 measurements and need not be defined in RAN1 specs. The exact method for making the NodeB’s estimation of HSDPA Required Power would thus not be subject to standardisation (cf. this is comparable to the RT Load and NRT Load “measurements” in RNSAP). On the other hand, the measurement period for the “HSDPA Provided Bit Rate” reporting will probably have to be defined in the MAC spec (25.321).
The CR with the actual changes (R3-030236) was postponed, because no agreement could be reached: one company wanted for this reporting to be based on an actual L1 measurement, while another company expressed concerns about the original agreements (Sep 2002) being too complex for the purpose and came up with an alternative proposal.

In this contribution we submit an updated version of the already proposed CR. The only change is that the HSDPA Required Power granularity was increased from 1% to 1ppm, following an offline comment from Nokia.

