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8.3.18
Radio Link Pre-emption

8.3.18.1
General

This procedure is started by the DRNS when resources need to be freed.

This procedure shall use the signalling bearer connection for the UE Context associated with the RL to be pre-empted.

The DRNS may initiate the Radio Link Pre-emption procedure at any time after establishing a Radio Link.

8.3.18.2
Successful Operation
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Figure 26B: Radio Link Pre-emption procedure, Successful Operation

When DRNC detects that one or more Radio Link(s) should be pre-empted (see Annex A), it shall send the RADIO LINK PREEMPTION REQUIRED INDICATION message to the SRNC. If all Radio Links for a UE Context should be pre-empted, the RL Information IE shallnot be included in the message. If one or several but not all Radio Link(s) should be pre-empted for an UE Context, the Radio Link(s) that should be pre-empted shall be indicated in the RL Information IE. The Radio Link(s) that should be pre-empted, should be deleted by the SRNC.

When only the HS-DSCH traffic on a Radio Link should be pre-empted, the DRNC shall indicate the HS-DSCH MAC-d flows that should be pre-empted by including one or more HS-DSCH MAC-d Flow Specific Information IEs in the RADIO LINK PREEMPTION REQUIRED INDICATION message. 
8.3.18.3
Abnormal Conditions

-

9.1.41
RADIO LINK PREEMPTION REQUIRED INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information 
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	EACH
	ignore

	>> HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows
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