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9.2.3.5B
DwPCH Power
DwPCH Power is the power that shall be used for transmitting the DwPCH in a cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DwPCH Power
	
	
	INTEGER(-15..+40,…)
	Unit dBm

Granularity 0.1 dB 


/* partly omitted */
9.2.3.5E
Max FPACH Power
Max FPACH Power is the maximum power that shall be used for transmitting the FPACH in a cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FPACH Power
	
	
	INTEGER(-15..+40,…)
	Unit dBm

Granularity 0.1 dB 


/* partly omitted */
9.3.3 PDU Definitions

/* partly omitted */

TFCI-SignallingMode,


TFCS,

TimeSlot,


TimeSlotLCR,

TimeSlotDirection,


TimeSlotStatus,


TimingAdjustmentValue,

TimingAdvanceApplied,

ToAWE,


ToAWS,

TransmissionDiversityApplied,


TransmitDiversityIndicator,

TransmissionGapPatternSequenceCodeInformation,


Transmission-Gap-Pattern-Sequence-Information,


TransportBearerRequestIndicator,

TransportFormatSet,

TransportLayerAddress,


TSTD-Indicator,



TUTRANGPS,


TUTRANGPSChangeLimit,


TUTRANGPSDriftRate,


TUTRANGPSDriftRateQuality,


TUTRANGPSQuality,

UARFCN,


UC-Id,

USCH-Information,


USCH-InformationResponse,


UL-CapacityCredit,


UL-DPCCH-SlotFormat,


UL-SIR,

UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,

UL-Timeslot-Information,


UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,


UL-TimeSlot-ISCP-LCR-Info,

UL-TimeslotISCP-Value,

UL-TimeslotISCP-Value-IncrDecrThres,

USCH-ID
FROM NBAP-IEs
/* partly omitted */
-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-RL-InformationResponse-RL-AdditionRspTDD


CRITICALITY
ignore


TYPE
RL-InformationResponse-RL-AdditionRspTDD

PRESENCE 
optional
}|

-- Mandatory for 3.84Mcps TDD only

{ ID
id-CriticalityDiagnostics






CRITICALITY
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkAdditionResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-InformationResponse-LCR-RL-AdditionRspTDD

CRITICALITY ignore


EXTENSION
RL-InformationResponse-LCR-RL-AdditionRspTDD 
PRESENCE optional},
--Mandatory for 1.28Mcps TDD only

...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


uL-TimeSlot-ISCP-Info





UL-TimeSlot-ISCP-Info,


ul-PhysCH-SF-Variation





UL-PhysCH-SF-Variation,

dCH-Information







DCH-Information-RL-AdditionRspTDD



OPTIONAL,

dSCH-InformationResponseList



DSCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


uSCH-InformationResponseList



USCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-Information-RL-AdditionRspTDD ::= SEQUENCE {


diversityIndication




DiversityIndication-RL-AdditionRspTDD,

-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

iE-Extensions




ProtocolExtensionContainer { { DCH-Information-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DCH-Information-RL-AdditionRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityIndication-RL-AdditionRspTDD ::= CHOICE {


combining








Combining-RL-AdditionRspTDD,


non-Combining







Non-Combining-RL-AdditionRspTDD
}

Combining-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

CombiningItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Non-Combining-RL-AdditionRspTDD ::= SEQUENCE {


dCH-InformationResponse




DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { Non-CombiningItem-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,


...
}
Non-CombiningItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-AdditionRspTDD }}

DSCH-InformationResponseListIEs-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse   CRITICALITY ignore
TYPE DSCH-InformationResponse

PRESENCE mandatory }
}

USCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{ USCH-InformationResponseListIEs-RL-AdditionRspTDD }}

USCH-InformationResponseListIEs-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponse   CRITICALITY ignore
TYPE USCH-InformationResponse

PRESENCE mandatory }
}
RL-InformationResponse-LCR-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


uL-TimeSlot-ISCP-InfoLCR




UL-TimeSlot-ISCP-LCR-Info,


ul-PhysCH-SF-Variation





UL-PhysCH-SF-Variation,

dCH-Information







DCH-Information-RL-AdditionRspTDD



OPTIONAL,

dSCH-InformationResponseList



DSCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


uSCH-InformationResponseList



USCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponse-LCR-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponse-LCR-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
/* partly omitted */
-- **************************************************************

--

-- CELL SYNCHRONISATION REPORT TDD
--

-- **************************************************************

CellSynchronisationReportTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSynchronisationReportTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSynchronisationReportTDD-Extensions}}     OPTIONAL,


...

}

CellSynchronisationReportTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CellSynchronisationReportTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CellSyncInfo-CellSyncReprtTDD

CRITICALITY
ignore

TYPE
CellSyncInfo-CellSyncReprtTDD


PRESENCE
mandatory
},


...

}

CellSyncInfo-CellSyncReprtTDD ::= SEQUENCE (SIZE (1..maxCellinNodeB))
OF ProtocolIE-Single-Container {{ CellSyncInfoItemIE-CellSyncReprtTDD }}

CellSyncInfoItemIE-CellSyncReprtTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID










CRITICALITY
ignore
TYPE C-ID












PRESENCE
mandatory}|


{ ID
id-SyncReportType-CellSyncReprtTDD

CRITICALITY
ignore

TYPE SyncReportType-CellSyncReprtTDD

PRESENCE
optional},


...

}

SyncReportType-CellSyncReprtTDD ::= CHOICE {


intStdPhSyncInfo-CellSyncReprtTDD

IntStdPhCellSyncInfo-CellSyncReprtTDD,


lateEntrantCell



NULL,

frequencyAcquisition

NULL,


...

}
IntStdPhCellSyncInfo-CellSyncReprtTDD ::= SEQUENCE {


cellSyncBurstMeasuredInfo




CellSyncBurstMeasInfoList-CellSyncReprtTDD,


iE-Extensions







ProtocolExtensionContainer { { IntStdPhCellSyncInfoList-CellSyncReprtTDD-ExtIEs} }

OPTIONAL,


...
}

IntStdPhCellSyncInfoList-CellSyncReprtTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CellSyncBurstMeasInfoList-CellSyncReprtTDD ::= SEQUENCE (SIZE (1.. maxNrOfCellSyncBursts)) OF CellSyncBurstMeasInfoItem-CellSyncReprtTDD

CellSyncBurstMeasInfoItem-CellSyncReprtTDD ::= SEQUENCE {


sFN









SFN,


cellSyncBurstInfo-CellSyncReprtTDD

SEQUENCE (SIZE (1..maxNrOfReceptsPerSyncFrame)) OF CellSyncBurstInfo-CellSyncReprtTDD,


...

}

CellSyncBurstInfo-CellSyncReprtTDD ::= CHOICE {


cellSyncBurstAvailable

CellSyncBurstAvailable-CellSyncReprtTDD,


cellSyncBurstNotAvailable
NULL,


...

}

CellSyncBurstAvailable-CellSyncReprtTDD ::= SEQUENCE {


cellSyncBurstTiming


CellSyncBurstTiming,


cellSyncBurstSIR


CellSyncBurstSIR,


...

}
END
9.3.4 Information Elements Definitions
/* partly omitted */
-- ==========================================

--
D

--
=====================================

/* partly omitted */
DwPCH-Power ::= INTEGER (-150..400,...)
-- DwPCH-power = power * 10

-- If power <= -15 DwPCH shall be set to -150

-- If power >= 40 DwPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step +0.1dB
/* partly omitted */
FPACH-Power ::= INTEGER (-150..400,...)
-- FPACH-power = power * 10
-- If power <= -15 FPACH shall be set to -150

-- If power >= 40 FPACH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step +0.1dB
/* partly omitted */
SYNCDlCodeId ::= INTEGER (1..32,...)
SyncFrameNumber ::= INTEGER (1..10)

SynchronisationReportCharacteristics ::= SEQUENCE {


synchronisationReportCharacteristicsType
SynchronisationReportCharacteristicsType,


synchronisationReportCharactThreExc


SynchronisationReportCharactThreExc


OPTIONAL,


-- This IE shall be included if the synchronisationReportCharacteristicsType IE is set to “thresholdExceeding”.

iE-Extensions







ProtocolExtensionContainer { { SynchronisationReportCharacteristics-ExtIEs } }
OPTIONAL,


...
}

SynchronisationReportCharacteristics-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


...

}

SynchronisationReportCharactThreExc::= 
SEQUENCE (SIZE (1..maxNrOfCellSyncBursts)) OF SynchronisationReportCharactThreInfoItem

SynchronisationReportCharactThreInfoItem ::= SEQUENCE {


syncFrameNumber



SyncFrameNumber,


cellSyncBurstInformation
SEQUENCE (SIZE (1.. maxNrOfReceptsPerSyncFrame)) OF SynchronisationReportCharactCellSyncBurstInfoItem,


iE-Extensions



ProtocolExtensionContainer { { SynchronisationReportCharactThreInfoItem-ExtIEs } }

OPTIONAL,


...

}

SynchronisationReportCharactThreInfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SynchronisationReportCharactCellSyncBurstInfoItem ::= SEQUENCE {


cellSyncBurstCode 



CellSyncBurstCode,


cellSyncBurstCodeShift 


CellSyncBurstCodeShift,


cellSyncBurstTiming 


CellSyncBurstTiming



OPTIONAL,


cellSyncBurstTimingThreshold 
CellSyncBurstTimingThreshold
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SynchronisationReportCharactCellSyncBurstInfoItem-ExtIEs } }

OPTIONAL,


...

}

SynchronisationReportCharactCellSyncBurstInfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SynchronisationReportCharacteristicsType ::= ENUMERATED {


frameRelated,


sFNperiodRelated,


cycleLengthRelated,


thresholdExceeding,


frequencyAcquisitionCompleted,

...

}

SynchronisationReportType ::= ENUMERATED {


initialPhase,


steadyStatePhase,


lateEntrantCell,


frequencyAcquisition,

...

}
/* partly omitted */
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