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8.3
Information Exchange Initiation

8.3.1
General

This procedure is used by a RNC to request the initiation of an information exchange with a SAS.

This procedure uses the signalling bearer connection for the Information Exchange Context.

8.3.2
Successful Operation
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Figure 3: Information Exchange Initiation procedure, Successful Operation
The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from RNC to SAS.
If the Information Type IE is set to 'Implicit', the SAS is responsible for selecting the type of assistance data.

Upon reception, the SAS shall provide the requested information according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

Information Report Characteristics:
The Information Report Characteristics IE indicates how the reporting of the information shall be performed.

If the Information Report Characteristics IE is set to 'On-Demand', the SAS shall report the requested information immediately.

If the Information Report Characteristics IE is set to "Periodic", the SAS shall report the requested information immediately and then shall periodically initiate the Information Reporting procedure for all the requested information, with the requested report frequency.

If the Information Report Characteristics IE is set to "On-Modification", the SAS shall report the requested information immediately if available. If the requested information is not available at the moment of receiving the INFORMATION EXCHANGE INITIATION REQUEST message, but expected to become available after some acquisition time, the SAS shall initiate the Information Reporting procedure when the requested information becomes available. The SAS shall then initiate the Information Reporting procedure in accordance to the following conditions:

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Almanac and Satellite Health", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the toa or WNa parameter has occurred in almanac/health information for at least one visible satellite.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "UTC Model", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the tot or WNt parameter has occurred in the GPS UTC model.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to 'Explicit' and the Explicit Information Item IE includes "Ionospheric Model", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the GPS ionospheric model.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Navigation Model", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the clock/ephemeris information for at least one visible satellite or in the list of visible satellites.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "DGPS Corrections", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the quality of the DGPS corrections information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Reference Time", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the time-of-week assistance information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Acquisition Assistance", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in acquisition assistance information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Real Time Integrity", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the real-time integrity status of at least one visible satellite.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Almanac and Satellite Health SIB", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in almanac/health information for at least one visible satellite.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If any of the above Information Type IEs becomes temporarily unavailable, the SAS shall initiate the Information Reporting procedure for this specific Information Item by indicating "Information Not Available" in the Requested Data Value Information IE. If the Information becomes available again, the SAS shall initiate the Information Reporting procedure for this specific Information.

Response message:

If the SAS is able to determine the information requested by the RNC, it shall respond with the INFORMATION EXCHANGE INITIATION RESPONSE message. The message shall include the same Information Exchange ID that was included in the INFORMATION EXCHANGE INITIATION REQUEST message. When the Report Characteristics IE is set to "On Modification" or "Periodic", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE if the data are available. When the Report Characteristics IE is set to "On Demand", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE.

When the response message includes data to be reported (see above), the SAS shall include at least one IE in the Requested Data Value IE.
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