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1. Overall Description:

During the discussion about the current solution proposed related to the Study Item ‘Low Output Power for general purpose BSs’, it was unclear to RAN3 whether the antenna connector is at the output of the base station, i.e. before any external equipment such as a repeater, or at the physical antenna location, i.e. after any external equipment.

E.g. the PCPICH power is defined in TS25.433 chapter 9.2.2.33 as follows “The Primary CPICH power is the power that shall be used for transmitting the P-CPICH in a cell. The reference point is the antenna connector.”. RAN3 would like to know whether in the scope of LOP this reference point is considered to be before of after the repeater. 


Reading at 25.104 chapter 6.1, it seems that the antenna connector would be behind the repeater if a repeater system is connected to the BS. In that case there doesn’t seem to be the need for additional signalling on the Iub.

However the wording in the ‘scope’ chapter of the TR hints that the antenna connector in the scope of the LOP discussions is right behind the BS.

It is essential to RAN3 to know which is the current RAN4 assumption, in order to evaluate the feasibility of the current solution and the corresponding changes needed to allow a base station to transmit low output powers. 

2. Actions:

To RAN4 group.

ACTION: 


RAN3 kindly asks RAN4 to clarify what must be understood as antenna connector, especially when referring to low output power BSs, which output might be connected to an external repeater system.

3. Date of Next TSG-RAN 3 Meetings:

TSG RAN3 Meeting #40 

12 – 16 January 2004, Sophia Antipolis, France 

TSG RAN3 Meeting #41 

16 – 20 February 2004, Malaga, Spain
RNC PARAMETERS





External_Gain_DL = 30 dB





External_Gain_UL = 25 dB





NBAP: IE (new)


External_Gain_DL = 30 dB


External_Gain_UL = 25 dB





GAIN (feeder + repeater) = 30 dB





MOP = 30 dBm


CPICH power = 18 dBm





RRC: IE (old)


CPICH power = 18 dBm





NBAP: IE (old)


Maximum output power (MOP) = 30 dBm


CPICH power = 18 dBm





MOP = 0 dBm


CPICH power = -12 dBm
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