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1
Introduction

There are currently two solutions proposed for the handling of Management Activation in the UTRAN, "solution 1" and "solution 2" in TR R3-014 [1]. This contribution analyses the drawbacks of solution 1 and provides a recommendation.

2
Drawbacks with solution 1

Complexity

The handling between UTRAN and CN especially for de-activation of trace sessions will become complicated since the solution must cater for node restart situations. 

Solution out of scope

Management Activation is defined as follows in sub-clause 3.1 of TS 32.421 [2]:

"management activation/deactivation: Trace Session is activated/deactivated in different NEs directly from the EM using the management interfaces of those NEs."

This is further highlighted by the high-level architecture presented in Annex A of [2]:
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where it clearly shown that the CN is not allowed to send signalling activation/deactivation to the RNC (signalling between NEs) as part of management activation. Solution 1 is thus a sort of signalling activation and therefore not applicable as a solution for management activation. 

3 
Proposal

It is proposed to capture section 2 of this document in the Study Area "Management Activation" (section 6.1.2 of TR R3.014).

It is also proposed to remove the “Solution out of scope” statements in section 6.1.3.3 of TR R3.014.

Furthermore, it is proposed to capture the following RAN3 agreement in section 7 of TR R3.014:

"The solution for the support of Management Activation in the UTRAN shall be based on the solution 2 described in sub-clause 6.1.3."
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