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1
Introduction

Since the first appearance of Rel-5 UTRAN signalling specifications the interworking solution 3 is left unspecified in various specifications under RAN3’s responsibility. This paper proposes to finalise the missing specification work by selecting an ALCAP protocol recently approved by ITU-T and specifying its use in the respective UTRAN specifications (25.401, 25.410, 25.414, 25.420, 25.436, 25.430).

2
Discussion

Interworking solution 3 was agreed to be an required interworking alternative in order to support the interworking between ATM-based and IP-based UTRAN nodes, whereas the Rel-5-IP-UTRAN nodes are not able to access directly an ATM transport network. Therefore interworking solution 3 specifies the use of a remote interworking unit and provides a corresponding connection control protocol (ALCAP protocol).

Although several proposals were discussed in RAN3 the ITU-T based proposal was the only one that was further elaborated and analysed. In October 2003 ITU-T announced the final approval of 
Q.2631.1 “IP Connection Control Signalling Protocol - Capability Set 1” and 

Q.2632.1 “Interworking between AAL type 2 Signalling Protocol Capability Set 2 and IP Connection Control Signalling Protocol Capability Set 1” 

which was approved through the alternative approval process (see the result of the approval in ref.[1]). 

Note: RAN has been already informed about the consent of Q.2631.1 and Q.2632.1 from ITU-T SG11 at RAN#21 in RP-030541, which was noted.

3
Conclusion and Proposal

It is proposed to agree on the use of [2] as an ALCAP protocol for “interworking solution 3” in Rel-5 and to approve the related CRs.
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