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1 Introduction

In this document, we propose some change for clarification on MBMS Service Context handling in TS
2 Dicsussion
In Iur linking, UE link is sent to DRNC via MBMS attach procedure. DRNC receive MBMS attach request that contain UE link for the UE linking. 
If there exist the MBMS Service context for a specific MBMS service of the received UE link in CRNC (DRNC), UE link is linked or related with MBMS Service Context in CRNC (DRNC). On the other hand, if there is no MBMS Service context in CRNC (DRNC) for a specific MBMS service of the received UE link, MBMS Service context related that MBMS service is created in CRNC (DRNC). 
Through MBMS attach procedure via Iur, UE link are sent to DRNC and linked with correspond MBMS Service context in CRNC. The first UE link which related to specific MBMS service in SRNC initiates the creation of MBMS Service context in CRNC.
In this section, we propose below text proposal for the purpose of clarification:  
5.1.1
MBMS Service Context in CRNC

Each RNC-which is controlling cell within an MBMS Service area maintains an MBMS Service Context for each MBMS service.

1 Each CRNC MBMS Service Context is associated with an MBMS service ID.

2 The CRNC MBMS Service Context contains a list of PMM connected mode UEs which are present in each cell of the CRNC and which have activated an MBMS service. The list includes at least the U-RNTI of the UEs.

NOTE: The MBMS Service Context in the CRNC contains no information about RRC Idle mode UEs.

3 The MBMS Service Context is created in the CRNC either

· if the SGSN informs the RNC that a UE has activated the MBMS Service in a cell controlled by the CRNC by the UE Linking procedure. In this case, the CRNC is the SRNC of the UE,

· or if the RNC is notified of an MBMS Session Start,

· or if the RNC serves as a Drift RNC for a PMM-CONNECTED UE and receives from a SRNC MBMS attach request containing first UE Link that contain the MBMS Service Id of the concerned MBMS Service. 

Note:
It is FFS whether this can happen only during an MBMS Session or also before/between MBMS Sessions.
· Other cases are FFS.
3 Conclusion 
In this contribution, we propose that it needs clarify for MBMS service context in TS 25.346
4 References
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