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1. Introduction

This contribution proposes to align the RNC and CN De-Registration procedures described in RAN2 TS 25.346 v2.4.0 to the SA2 TS23.246v6.1.0.

2. Discussion 

The RNC De-Registration procedure has been described in the SA2 TS23.246 (named as MBMS De-Registration) and it has been stable for a long time and the [FFS] texts should be removed from the RAN2 TS25.346

Also the CN De-registration procedure has been described in the SA2 TS23.246 (named as BM-SC initiated MBMS De-Registration procedure) and it has been stable for a long time and the [FFS] texts should be removed also from the RAN2 TS25.346

3. Conclusion

It is proposed to endorse the changes described below to the RAN2 MBMS TS 25.346

[+++ First Modified section+++ ]
5.1.10
RNC De-Registration

RNC De-Registration for a certain MBMS Service denotes the process where the CN becomes aware that an RNC registered at a CN node does not host any more PMM-Connected UEs which has activated that MBMS Service.


1. Implicit RNC De-Registration
· RNC De-Registration for Serving RNCs is performed implicitly, i.e  due to UE Unlinking and MBMS Multicast Service Deactivation. No explicit de-registration procedure needs to be performed.

2. Explicit RNC De-Registration 
· RNC De-Registration for Drift RNCs is performed explicitly if a RNC is not acting as a Serving RNC and has ceased to act as a Drift RNC for UEs which has activated an MBMS service, it will perform a de-registration towards the CN node it was registered to.

5.1.11
CN De-Registration 
CN De-Registration denotes the process where the CN informs the RNC that a certain MBMS service is no longer available. CN De-Registration should result in releasing of all associated MBMS Service Contexts and resources.
[+++ Next Modified section+++ ]

8.1.4
RNC De-Registration procedure 
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Figure 1: RNC MBMS De-Registration procedure.

This signalling flow depicts the RNC De-Registration procedure. This procedure is initiated by the RNC towards the CN node it was registered to in case the RNC is not acting as a Serving RNC for any UE that has activated the MBMS Service and has ceased to act as a Drift RNC for UEs  which has activated an MBMS service.


8.1.5
CN De-Registration procedure 
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Figure 2: CN MBMS De-Registration procedure.

This signalling flow depicts the CN De-Registration procedure.

This procedure is initiated by the CN in order to inform the RNC that a certain MBMS Service is no longer available.
 [+++ End of Modified sections+++ ]
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