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1. Introduction

Handling PMM idle, RRC connected users was discussed at RAN3-#40 during a joint meeting between RAN3 and RAN2.  It was decided to obtain the list of MBMS services that a user has joined from the SGSN when these users.  The text below provides the udates to the TS 25.346 based on this decision.

Proposed changes
8.2.8.a  MBMS Service Id Request
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Figure xx: MBMS Service Id list over Iu signalling flow

This signalling flow is applicable for handling MBMS to UEs in RRC-Connected, PMM-IDLE state. The list of MBMS services the user has joined is sent over Iu.
The purpose of this signalling flow is to perform UE linking for a RRC connected, PMM idle user.  The UE provides an indication that the user has joined at least one MBMS service and the PS Domain specific IDNNS (the message that would carry this information is FFS) whenever an Iu-cs connection is established and the UE is PMM idle (that is there is no Iu-ps connection),   The RNC requests the MBMS services the UE has joined from the SGSN (or the SGSN the UE is attached to in case of Iu-flex) using a connectionless procedure.  The MBMS SERVICE ID REQ contains the IMSI of the UE.  The SGSN response contains the full list of MBMS services the user has joined.

The MBMS service list is then stored in the RNC.  The list is deleted when the UE moves to RRC idle and the RRC context is removed in the RNC.
*****next change*****















/* partly omitted */
Annex <B>: MBMS Control Information

Table 2 and 3 identifies MBMS control information and describes their mapping on BCCH, MCCH and DCCH. 
	Information Element
	Description
	DCCH
	BCCH
	MCCH

	MBMS Signalling Radio Bearer Information (MCCH)

	MBMS SRB Info

· MCCH Indicator
	Information to configure the MBMS signalling radio bearer mapped on S-CCPCH/FACH, this information includes the identification of a FACH transport channel carrying the MCCH.
	
	X 
	

	MBMS Radio Bearer Information (MTCH)   
	

	MBMS RB Info
	Information to configure a PTM radio bearer mapped on S-CCPCH/FACH for transmission of an MBMS service.
	
	
	X



	Service related Control Information
	

	MBMS Service ID(s)
	Identifies all MBMS services that are potentially available in one cell (service area indication). 

Identifies also the MBMS service related to a specific signalling procedure.
	
	
	X

	PTM Indicator
	Indicates that a PTM bearer type is established in one cell in order to transmit data for a particular MBMS service and the UE is required read the MBMS RB Info on MCCH.
	
	
	X

	RRC Connection Establishment Indicator
	Indicates to idle mode UEs that transition to RRC connected mode is required for counting.
	
	
	X

	Required MBMS RB configuration
	Indicates to the UE that an MBMS service is transmitted using a certain RB configuration in order to achieve a specific QoS.
	
	
	X

	RACH Access Probability Factor
	Controls RACH access in order to avoid RACH overload if transition to RRC connected mode is required.
	
	
	X

	PMM-CONNECTED State Required Indicator
	Indicates to an PMM IDLE state UE in RRC connected mode that it shall transit to PMM CONNECTED state
	x
	
	


Table 2: Mapping of MBMS Control Parameters in DL

	Information Element
	Description
	DCCH

	Service related Control Information

	MBMS Service Joined flag
	Indicates that a PMM IDLE state UE in RRC connected mode has joined at least one MBMS service
	X 


Table 3: Mapping of MBMS Control Parameters in UL

/* partly omitted */
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