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1
Introduction

This document tries to organise the stage 3 work needed to introduce MBMS into RAN3 specifications. A list of items is given and incorporated into the structure of the current (quite empty) version of the RAN3 internal TR R3-013v001. This proposal is shown without revision marks in the next section.

2
Discussion

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.

Definition format

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

3.3
Abbreviations

MBMS
Multimedia Broadcast Multicast Service
4
Requirements.

Note: who ever wants to immortalise with some statements here

5
Study Areas

5.1
Impact on overall architecture (i.e. on 25.401)

5.2
MBMS Service Context Establishment

Note: 
There is already quite detailed text available in TS 25.346, is there anything to be added from stage 3 point of view in an explicit way (or will this be " hidden" in procedural text) ? 

5.3 Counting

Note: Counting of URA_PCH mobiles is still ffs. (in RAN2 and RAN3)

5.4 Mobility

5.4.1
SRNS Relocation

Note: it needs to be checked whether and which already existing mobility procedures will be affected by MBMS

5.5
Interfaces

5.5.1
Impacts on Iub interface

5.5.1.1
General aspects (25.430)

5.5.1.2
Impacts on Iub Control plane protocols

5.5.1.3
Impacts on Iub User Plane protocols

5.5.1.3.1
Notification schemes

5.5.2
Impacts on Iur interface

5.5.2.1
General aspects (25.420)

5.5.2.2
Impacts on Iur Control plane protocols

5.5.2.2.1
Attach/Detach functionality

5.5.2.2.2
UE linking via dedicated procedures

5.5.2.2.3
UE linking via UL/DL Signalling Transfer procedure

5.5.2.2.4
Channel type switching ptm-ptp-ptm

5.5.2.3
Impacts on Iur User Plane protocols

5.5.3 Impacts on Iu interface

5.5.3.1
General aspects (25.410)

5.5.3.2
Control Plane protocols

5.5.3.2.1
MBMS UE linking/de-linking over Iu

5.5.3.2.2
MBMS Session Start/Session Stop Indication

5.5.3.2.2.1
MBMS Service Id IE

5.5.3.2.2.2
MBMS Session Duration IE

5.5.3.2.2.3
MBMS Service Area IE

Note: The Service Area concept needs to be discussed with SA2, whereas we should state our preference.

5.5.3.2.2.4
MBMS QoS IE

Note: it is assumed that the QoS indication will simply reuse the already existing RAB Parameters IE.

5.5.3.2.2.5
List of RA of idle UEs

5.5.3.2.3
MBMS Iu bearer setup mechanism

5.5.3.2.4
MBMS Session Update

5.5.3.2.5
MBMS Service Id Request

5.5.3.2.6
CN De-Registration

5.5.3.2.7
RNC Registration/De-Registration

6
Agreements and associated contributions

7
Specification impact and associated Change Requests

3
Conclusion and Proposal

It is proposed to base stage 3 work on the structured approach as shown above. 
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