ANNEX3: Option1 – Assumption2

Note: The document describes required changes only for RADIO LINK ADDITION REQUEST and RADIO LINK RECONFIGURATION COMMIT.
9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	Compressed Mode Deactivation Flag
	O
	
	9.2.2.3A
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL  Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	Initial power on DPCH
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>SSDT Cell Identity
	O
	
	9.2.2.44
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>Qth Parameter
	O
	
	9.2.2.36A
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Compressed Mode Code
	
	0..<maxnoofCodes>
	
	Applicable only if Downlink Compressed Mode Method IE is set to "SF/2" in activated Compressed Mode configuration.
	
	

	>>CM Channelisation Code Number
	M
	
	9.2.2.14                                                                 
	
	
	

	>>Associated DL Scrambling Code
	M                                                      
	
	9.2.2.13
	Shall be one of the DL Scrambling Code defined in the DL Code Information in the message
	
	

	>>Associated DL Channelisation Code Number
	M
	
	9.2.2.14
	Shall be one of the Channelisation Code Number defined in the DL Code Information in the message
	
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofCodes
	Maximum number of DL code information


9.1.45
RADIO LINK RECONFIGURATION COMMIT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	ignore

	CFN
	M
	
	9.2.1.7
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	FDD only
	YES
	ignore

	Compressed Mode Code Information
	O
	
	9.2.2.x1
	Applicable only if Active Pattern Sequence Information is set in the message and Downlink Compressed Mode Method IE is set to "SF/2" in the CM configuration.

FDD only
	YES
	Ignore/reject


9.2.2.x1
Compressed Mode Code Information

The Compressed Mode Code Information IE provides DL Code information used for compressed frames for compressed mode method “SF/2”. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Compressed Mode Code Information
	
	1..<maxnoofRLs>
	
	

	>RL ID
	M
	
	9.2.1.53
	

	>Compressed Mode Code
	
	1..<maxnoofCodes>
	
	

	>>CM Channelisation Code Number
	M
	
	9.2.2.14
	

	>>Associated DL Scrambling Code
	M
	
	9.2.2.13
	

	>>Associated DL Channelisation Code Number
	M
	
	9.2.2.14
	


	Range Bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE

	MaxnoofCodes
	Maximum number of DL code information


