ANNEX1: Required Changes for Compressed Mode Code Information IE for each option

(Option 1)

9.2.2.x1
Compressed Mode Code Information

The Compressed Mode Code Information IE provides DL Code information used for compressed frames for compressed mode method “SF/2”. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Compressed Mode Code Information
	
	1..<maxnoofRLs>
	
	

	>RL ID
	M
	
	9.2.1.53
	

	>Compressed Mode Code
	
	1..<maxnoofCodes>
	
	

	>>CM Channelisation Code Number
	M
	
	9.2.2.14
	

	>>Associated DL Scrambling Code
	M
	
	9.2.2.13
	

	>>Associated DL Channelisation Code Number
	M
	
	9.2.2.14
	


	Range Bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE

	MaxnoofCodes
	Maximum number of DL code information


(Option 2)

9.2.2.x1
Compressed Mode Code Information

The Compressed Mode Code Information IE provides DL Code information used for compressed frames for compressed mode method “SF/2”. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Compressed Mode Code Information
	
	1..<maxnoofRLs>
	
	

	>RL ID
	M
	
	9.2.1.53
	

	>Compressed Mode Code
	
	1..<maxnoofCodes>
	
	

	>>CM Channelisation Code Number
	M
	
	9.2.2.14
	

	>>Associated DL Scrambling Code
	M
	
	9.2.2.13
	

	>>Associated DL Channelisation Code Number
	M
	
	9.2.2.14
	

	>>TGPS Identifier Information
	
	1..<maxTGPS>
	
	

	>>>TGPS Identifier
	M
	
	INTEGER (1..maxTGPS)
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofCodes
	Maximum number of DL code information

	maxTGPS
	Maximum number of transmission gap pattern sequences


(Option 3)
9.2.2.x1
Compressed Mode Code Information

The Compressed Mode Code Information IE provides DL Code information used for compressed frames for compressed mode method “SF/2”. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Compressed Mode Code Information
	
	1..<maxnoofRLs>
	
	

	>RL ID
	M
	
	9.2.1.53
	

	>Compressed Mode Code
	
	1..<maxnoofCodes>
	
	

	>>Associated DL Scrambling Code
	M
	
	9.2.2.13
	

	>>Associated DL Channelisation Code Number
	M
	
	9.2.2.14
	

	>>TGPS Identifier Information
	
	1..<maxTGPS
	
	

	>>>TGPS Identifier
	M
	
	INTEGER (1..maxTGPS)
	

	>>> FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	


	Range Bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE

	MaxnoofCodes
	Maximum number of DL code information

	MaxTGPS
	Maximum number of transmission gap pattern sequences


