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1 Introduction

This contribution was discussed and agreed in the last RAN3 41bis meeting for clarification on attach/detach procedure [2]. 
2 Correction of MBMS Attach/Detach procedure
A UE can join and receive several MBMS services according to the UE capability. Therefore, when a UE that joins several MBMS services moves to DRNC, there also can be one or more MBMS services the UE can receive in DRNC. In this case, it seems to be reasonable that the SRNC can send MBMS attach request message that include the whole list of MBMS service Ids that a UE has joined. However there is no exact comment or notation for this case in TS25.346 [1]. If MBMS attach request message cannot include the list of MBMS service Ids, the SRNC should send MBMS attach request message for each MBMS services at several times. In case of MBMS detach procedure, it happen to be same situation. So it needs to describe explicitly that MBMS attach/detach request message can include the list of MBMS service Ids that UE has joined. It needs to describe explicitly for removing confusion. 
3 Proposal
************** Text Proposal to TS 25.346 ************
8.2.11
MBMS Attach/Detach over Iur
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Figure 28: MBMS attach request signalling flow: Successful Operation.

This signalling flow is only applicable for handling UEs in RRC connected mode with activated MBMS Services.

The purpose of this signalling flow is to allow the CRNC to add one or several new UEs to the total number of UEs in a given cell using one or several MBMS services. The MBMS ATTACH REQUEST contains the Cell Id of the new cell, the whole list of affected MBMS Service Ids, the U-RNTI of the UE.
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Figure : MBMS detach request signalling flow: Successful Operation.

This signalling flow is only applicable for handling UEs in RRC connected mode with activated MBMS Services.

The purpose of this signalling flow is to allow the CRNC to decrease the total number of UEs receiving one or several MBMS service in a given cell. The MBMS DETACH REQUEST contains the Cell Id of the old cell, the whole list of affected MBMS Service Ids, the U-RNTI of the UE.
************** End of proposal ************
4 Conclusion

In this document, we present to reflect the text proposal attached in section 2 into TS. 
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