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1. Introduction
This contribution contains text proposals for TDD MBMS MICH configuration to be included in RAN3 internal report TR R3-013.  The configuration of the FDD MICH was discussed in [1].  
The proposed text will ultimately impact the COMMON TRANSPORT CHANNEL SETUP REQUEST and COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST NBAP messages.
2. Discussion

In this proposal, we assume that the MICH physical channel has similar attributes to the R99 PICH physical channel.  Additionally, we assume that the notification indicators (NI) are passed to the Node B on a new MICH data frame protocol (see [1]).  Therefore, the MICH configuration by NBAP must include parameters related to the MICH physical channel (e.g. channelisation code) and the MICH frame protocol (ToAWS).
3. Text proposal
5.5.1.2
Impacts on Iub Control plane protocols
5.5.1.2.1
Common Transport Channel Setup
5.5.1.2.1.2
MICH Parameters TDD
	>>MICH
	
	0..1
	
	
	YES
	reject

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>CHOICE HCR or LCR
	M
	
	
	See note 1 below
	–
	

	>>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>MICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>>MICH Parameters LCR
	
	1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>MICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore


5.5.1.2.2 Common Transport Channel Reconfiguration
5.5.1.2.2.2
MICH Parameters TDD

	MICH Parameters
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>MICH Power
	O
	
	9.2.1.49A
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	–
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